
PROJECT DESCRIPTION 
The applicant proposes to construct a 67,586 square foot three-story office building with 215 parking 
spaces on the site. The proposed three-story office building would serve as the new Administration 
Building for the San Francisco Police Credit Union (SFPCU). A small retail credit union branch for 
SFPCU members is also proposed. The project is anticipated to accommodate the current staff of 
the existing SFPCU, as well as future employees in relation to future growth in the next ten years. 
The total number of employees expected at full capacity would be approximately 210. General hours 
of operation for the SFPCU office would be Monday through Friday, 8:00 am to 5:00 pm. Hours of 
operation for the retail credit union branch would be Monday through Thursday, 9:00 am to 4:00 pm, 
and Friday, 9:00 am to 5:00 pm. 

The 24,941 square first floor would include a lobby, small retail credit union branch for members, 
mechanical room, bathrooms that include showers, and 16,560 square feet of future office expansion 
or potential lease space. The 20,863 square foot second floor would include various work stations, 
conference/training rooms, staff lounge, and a cafe. The 21,782 square foot third floor would include 
various work stations, conference rooms, staff lounge, and a cafe. Overall building square footage is 

Project Address: 1250 Grundy Lane 
Assessor's Parcel No: 020-011-290 
Zoning District: P-D (Planned Development) 
General Plan Classification: Regional Office 
Prepared by: Matt Neuebaumer, (650) 616-7042 

REQUEST 
Request for an amendment to a Development Plan, a Planned Development Permit, and an Architectural 
Review Permit to allow the construction of a new 67,586 square foot, three-story, office building with 215 
parking spaces per Chapter 12.136, 12.96.190, and 12.108 of the San Bruno Municipal Code, and the 
adoption of a Mitigated Negative Declaration. NewGround (Applicant), San Francisco Police Credit Union 
(Property Owner). PD12-001, PDP12-002, AR16-002 

RECOMMENDATION 
Staff recommends the Planning Commission adopt Resolution 2016-01 recommending the City Council 
adopt the Draft Mitigated Negative Declaration and Mitigation Monitoring and Report Program; Resolution 
2016-02, recommending the City Council approve an amendment to the Development Plan; and 
Resolution 2016-03, recommending the City Council approve Planned Development Permit 12-002 and 
Architectural Review Permit 16-002. (Roll Call Vote For Individual Resolutions) 
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During the public review period of the Draft Initial Study/Mitigated Negative Declaration, the City did 
not receive written comments from the public agencies. However, Caltrans requested a copy of the 
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The proposed development would be built at a .91 FAR, which meets the Regional Office Land Use 
Designation FAR requirements outlined in the General Plan. The building would have a 35'-0" front 
setback, 13'-0" right side setback, 30'-9" left side setback, and an 80'-3" rear setback. The building 
would measure 48'-11" in total height, which is less than the 50'-0" height limit. The Municipal Code 
defines height as the vertical distance from the average level of the highest and lowest point of that 
portion of the lot covered by the building to the topmost point of the roof. In this particular case the 
highest adjacent grade has an elevation of 101 '-0", and the lowest adjacent grade has an elevation of 
100'-6"; therefore, the average grade is 100'-9". The top of building elevation is 149'-8", which 
corresponds to an overall height of 48'-11 ". 

ENVIRONMENTAL REVIEW 
In accordance with the California Environmental Quality Act (CEQA), the City contracted with Raney 
Planning & Management, Inc. (Environmental Consultant) for the preparation of a draft Initial 
Study/Mitigated Negative Declaration. The study included a detailed traffic study (prepared by Crane 
Transpiration Group), and analysis of the required elements (air quality, noise, public services, etc.). 
The draft Initial Study/Mitigated Negative Declaration was open for public review for one month from 
November 24, 2015 to December 23, 2015, per CEQA requirements. 

Parking Calculations 
Type of Space Lower Sub-Grade Upper Sub-Grade Surface Subtotal 

Garage Garage 
Standard 77 73 44 194 
Standard Accessible 2 2 1 5 
Fuel Efficient Vehicles (FEV) 4 4 1 9 
FEV Accessible 0 0 1 1 
Electric Vehicle (EV) Cw/charging) 3 3 0 6 
EV (w/charqinq) Accessible 0 0 0 0 
Totals 86 82 47 215 

Regarding parking, the project would provide 47 surface parking spaces, 24 of which would be 
located to the north of the proposed building, and the remaining 23 spaces would be located to the 
west of the proposed building. Two levels of subgrade parking are also proposed. The lower level 
sub-grade garage would contain 86 parking spaces, and the upper level sub-grade garage would 
contain 82 parking spaces. The applicant is also proposing ten parking spaces for fuel efficient 
vehicles, and six parking spaces for electric vehicles, which will include charging stations. A full 
breakdown of proposed parking spaces is provided on the following page: 

Building Square Footage Calculation 
Floor Level Square Footage 

151 Floor 24,941 
2nd Floor 20,863 
3rd Floor 21,782 

Total 67,586 

summarized in the table below: 
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EXISTING CONDITIONS 
The subject property is approximately 1.7 acres in area (74,300) and is located on Grundy Lane 
within the Bayhill Office Park. The greater Bayhill Office Park contains 1.5 million square feet of 
office space. The subject property has a General Plan land use designation of Regional Office, and 
a zoning designation of Planned Development (P-D). The project site was previously developed with 
an 8,300 square foot restaurant (TGIF). The former restaurant was constructed in 1979, but was 
vacant for approximately five years prior to being demolished in May 2014. The subject property is 
bounded generally by Interstate 380 to the north, Grundy Lane to the south, Cherry Avenue to the 
west, and Elm Avenue to the east. Three-story office buildings surround the subject property to the 
west, east, and south of the subject property. 
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In regards to the informational public meeting notice that was sent to all property owners on November 3, 
2015, and the required legal sent on January 8, 2016, staff has not received any direct questions from 
the public regarding the proposed development, as of the date of writing this report. 

REVIEWING AGENCIES 
Community Development Department 
Public Services Department 
Fire Department 
Police Department 
Community Services Department 
San Bruno Cable 

PUBLIC COMMENT 
The surrounding property owners within the Bayhill Office Park were informed about the proposed project 
through an informational public meeting notice mailed on November 3, 2015, as well as a separate 
neighborhood meeting held on November 4, 2015 at the Marriot Courtyard in the Bayhill Office Park. 
Two people were present at the November 4, 2015 meeting. There were a number of questions 
regarding a variety of topics, such as the location and amount of proposed parking, proposed 
transportation demand management measures, overall construction schedule, and potential tenants for 
the leasable space on the first floor. 

LEGAL NOTICE 
1. Notices of public hearing mailed to owners of property within the Bayhill Office Park on 

January 8, 2016 
2. Advertisement published in the San Mateo Daily Journal, Saturday, January 9, 2016. 

The Draft Initial Study/Mitigated Negative Declaration determined that the proposed project would not 
have a significant effect on the environment with the implementation of mitigation measures. 
Mitigation measures are included for the following elements; air quality, biological resources, cultural 
resources, geology and soils, hazards and hazardous materials, noise, and transportation/circulation. 
The mitigation measures are located within the IS/MND, MMRP, and are included as conditions of 
approval. 

Mitigation Monitoring and Reporting Program (MMRP) and the Transportation Demand Management 
(TOM) Plan. Staff will forward a copy of the MMRP and the TOM Plan to Caltrans once they are 
adopted and approved. 
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Architectural Peer Review 
The proposed project was reviewed by Larry Cannon, Architectural Peer Review Consultant. Mr. Cannon 
noted that the proposed design is contemporary in style, and utilizes a blend of high quality materials that 
are suitable to the context of the surrounding office environment. Mr. Cannon did not have specific 
architectural design recommendations; rather, his recommendations were more focused on site design 
and improving on-site pedestrian and vehicular circulation. A summary of Mr. Cannon's comments are 
outlined below: 

• Eliminate one parking space along the Grundy Lane frontage to allow a more adequate landscape 
buffer between the parking lot and the street. 

• Clarify where employees and visitor will park and how they will enter the building. Provide a 
pedestrian link thought the line of parked cars immediately adjacent to the building, and provide a 
distinctly paved area with a minimum width of at least 4'-0" to set pedestrian movements apart 
from the moving vehicles. 

• Provide a dedicated turn-around space at the dead end aisle in the north parking lot. Additionally, 
provide a partial hammerhead (5'-0" x 15'-0" minimum) at the eastern most edge of the north 
parking lot. 

• Add landscaping on the north side of the building. 
• Provide dedicated vehicular turn around spaces at the end of all dead end drive aisles. 
• Provide a better pedestrian link between the spaces on the east side of the garage and the 

elevators serving the main entry lobby. 

Architectural Review Permit: An Architectural Review Permit is required for any new building which 
would be visible from the public right-of-way. 

Planned Development Permit: All development in the P-D District must be developed and utilized in 
accordance with the approved P-D Development Plan. And, accordingly, a Planned Development Permit 
would be reviewed and approved to ensure the proposed development conforms with the provisions of 
that Development Plan. 

SURROUNDING LAND USES 
North: Interstate 380 - U (Unclassified) 
South: Bayhill Drive - P-D (Planned Development) 
East: Elm Avenue - P-D (Planned Development) & C-0 (Community Office) 
West: Cherry Avenue - P-D (Planned Development) 

STAFF'S PROJECT ANALYSIS 
As proposed, the project requires an amendment to the existing Development Plan, a Planned 
Development Permit, and an Architectural Review Permit: 

Development Plan Amendment (P-D Amendment): The applicant is requesting an amendment to a 
Development Plan to allow the development of an office building. The existing P-D Zoning District 
Development Plan currently allows for a restaurant use, but does allow for an office use. Therefore, the 
Development Plan associated with existing P-D Zoning District classification must be amended to allow 
for the proposed office use. The Regional Office General Plan designation together with the existing P-D 
Zoning District classification allow for the Planning Commission to recommend the office use and allow 
for more flexibility in site design, floor area ratio, as well as other aspects of the development to the City 
Council. 
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The applicant has addressed the ARC comments, which were reflected within supplemental information 
submitted to staff, and within the revised plans. The revised plans are attached as Attachment C. 

Site Layout 
Regarding overall site layout and building design, General Plan Policy LUD-51 promotes the construction 
of professional and administrative office buildings on existing surface parking lots in the Bayhill Office 
park. The site is currently vacant and contains 91 surface parking stalls. As proposed, the office building 
would be constructed over a two levels of subgrade parking, with a total of 47 surface parking spaces 
located on the western and northern areas of the site. Vehicular access to the site would be achieved via 
two driveways located off of Grundy Lane. The easternmost driveway, which is a 26'-0" wide access 
easement, would provide access to two levels of subterranean parking, and the westernmost driveway 
would provide access to the surface parking lots. The main pedestrian entrance to the building would be 
provided at the southwest portion of the building, and a secondary pedestrian entrance would be 
provided along the northern elevation. 

Form & Articulation 
In terms of overall building form, staff finds that the proposed design respects the scale, form, and 
development pattern of existing office buildings within the Bayhill Office Park. The site is surrounded by 
three-story office buildings to the east, west, and south. All four exterior elevations provide varying 
facade depth by providing projecting walls. Specifically, the first floor along the southern elevation is 
located 35'-0" feet front the front property, while the remainder of the building is setback an additional 
33'-8". The majority of the western elevation incorporates a uniform setback; however, the corner 
element located along the southwest corner of the building projects approximately 3'-3" closer to the 
western property line. The corner element contains three aluminum sunshades measuring 5'-0" deep, 

Architectural Review Committee 
The Architectural Review Committee (Vice Chair Chase, Commissioners Biasotti and Chase) reviewed 
the architectural elements of the project at its November 12, 2015 meeting. The Architectural Review 
Committee forwarded the project onto the Planning Commission with the following staff and Architectural 
Review Committee recommendations: 

• Provide reflectivity specifications for the proposed aluminum roof screening material. 
• Incorporate decorative screening for the trash enclosure and ground mounted generator screening 

that is compatible with the exterior materials of the building. Consider incorporating a green 
screen to further screen the trash enclosure and ground mounted mechanical equipment from 
public view. 

• The proposed retaining walls and garage wall shall incorporate a high quality, decorative design, 
with an attractive cap element. Provide additional retaining wall material finishes for further staff 
review. 

• Provide an updated detail for all proposed signage that specifies the overall depth. 
• Update the color renderings to accurately reflect proposed landscaping. 

Based on these comments, the applicant has further refined and modified this proposal in a coordinated 
effort with staff. The current proposal addresses the majority of Mr. Cannon's recommendations. 
However, the applicant did not incorporate a partial hammerhead (5'-0' x 15'-0" minimum) at the eastern 
most edge of the north parking lot per Mr. Cannon's recommendation. Staff finds that the partial 
hammerhead is not necessary as there is an adequate driveway aisle measuring 24'-0" deep. Mr. 
Cannon's most recent memo is attached as Exhibit J. 
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Landscaping 
A variety of drought tolerant trees, shrubs, perennials, and groundcovers are proposed throughout the 
entire site. Specifically, the landscaping plan includes six different variety of trees, seven different shrubs 
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The eastern elevation complements the western elevation in terms of varying facade depth. Starting at 
the northeast corner of the eastern elevation, the building is setback 16'-0" setback from the eastern 
property line. As you travel in the southerly direction, the building projects approximately 3'-3" closer to 
the eastern property line. As you turn the corner, the remaining portion of the eastern elevation is 
setback approximately 16'-5". Lastly, the northern elevation includes a uniform setback, expect that a 
portion of the building projects approximately 13'-1" closer to the northern property line. The projection is 
needed to accommodate an elevator and stairwell. The northwest corner of the stairwell projection also 
incorporates three aluminum sunshades measuring 5'-0" deep, and includes a large amount of glazing. 
Staff finds that the varying setbacks provide greater depth, break up an otherwise long, continuous wall, 
and provides greater architectural interest. 

Exterior Materials: 
Staff finds that the project includes a variety of exterior materials that additionally contribute interest to 
the proposed building. The majority of the building along all four exterior elevations would incorporate a 
glass fiber reinforced concrete (GFRC) precast finish. The GFRC is gray in color and has a smooth 
finish. The projecting wall element found along the southwest, southeast, and northern elevations would 
incorporate a composite rainscreen wall panel, known as Trespa Meteon. The composite rainscreen wall 
panel is rusted brown in color. A number of windows are proposed along all exterior elevations. All 
windows would include a clear anodized finish and would contain aluminum sunshades that measure 2'- 
6" deep. An aluminum composite panel, prefinished metal coping/flashing, and prefinished metal fascia 
would be installed along the upper portion of the building throughout all exterior elevations. Staff finds 
that all proposed exterior materials complement one another in terms of overall finish and color. 

The San Bruno Municipal Code requires that all mechanical equipment be screened from public view. 
The applicant is proposing to screen all rooftop equipment with an aluminum wall panel. The same 
aluminum wall panel is proposed along the upper portion of all exterior elevations. Additionally, the trash 
enclosure and ground mounted generator would be screened by metal louvers with vertical posts. A total 
of ten columns with decorative cap elements would be installed along all four exterior elevations of the 
trash/generator enclosure. Lastly, a welded wire plant support system would be installed along the east 
and west elevation of the trash/generator enclosure. Staff has included a recommendation requiring that 
the landscaping plans be updated to incorporate a landscaping strip at the base of the trash/generator 
enclosure along the east and west elevation. 

Retaining walls are proposed directly in front of the building fronting Grundy Lane and along the eastern 
elevation. The east elevation also contains a large exposed garage wall. The proposed retaining wall 
system and garage wall will utilize a finish that is designed with a texture and look of natural stone. The 
proposed retaining wall color is Chicago Blend, which is a light grey. Each individual segment of the 
retaining wall would contain three different sizes in terms of overall length. Staff finds that the proposed 
retaining wall system consists of a high quality finish that would blend in well with the proposed structure. 
Additionally, an attractive cap element would be included on the top portion of the retaining wall. 

and includes a large amount of glazing, which provides a strong visual presence and adds additional 
architectural interest from street view. As you turn the corner, the building entrance is setback 
approximately 28'-5" from the southwest corner element. 
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Sign age 
The proposal includes building mounted signage along the upper portion of the north elevation, and the 
lower portion of the southern elevation. The proposed signage would be internally illuminated and would 
incorporate the San Francisco Police Credit Union logo. The proposed signage would measure 
approximately 4" in total depth. 

Transportation Demand Management Plan 
The applicant is proposing various TOM measures that would be implemented with the proposed project. 
The intent of a TOM program is to encourage transit, bicycle, and pedestrian travel, and to reduce 
reliance on vehicles. A summary of the proposed TOM measures are described below: 

• Coordinate with Alliance - SFPCU's TOM Coordinator will work with Alliance to 
develop/implement a Transportation Action Plan outlining transportation alternatives for 
employees. The plan will provide reference materials laying the foundation for both near-term 
and long-term TOM option for employees. 

• Survey Employees - SFPCU's TOM Coordinator will survey employees twice a year regarding 
transportation behaviors, knowledge of options and solicit feedback and requests. Survey 
results will feed back into TOM tactics to optimize participation in TOM. 

• Subsidy for pedestrians/cyclists - ($20/month/employee) 
• Subsidize transit tickets - ($50/mon.th/employee) 
• Participate in the Bayhill Office Park Shuttle Program - The ·sFPCU will participate and buy into 

a shuttle consortium and purchase round-trip shuttle seats from the Walmart-run Bayhill Office 
Park Shuttle. 

• Parking for Carpoolers - Preferential Parking for carpoolers will be provided 
• Flextime - SFPCU will offer flextime-alternate schedule options for employees 
• On-site amenities - a small credit union branch on the first floor is provided. 
• Installation of a video conference center 
• Lockable bike storage for 10 bikes will be provided 
• Showers/changing rooms will be provided 

The proposed TOM measures will help reduce the number of vehicle trips to and from the subject site 
and will also reduce the overall demand for parking. To ensure compliance and to evaluate the 
effectiveness of the proposed TOM measures staff has included Condition of Approval Vl-3. This 
condition would require all tenants to provide annual reports to the Community Development Department 
for the first five years, and every other year thereafter, describing the on-going implementation of the 
TOM measures selected for the project. 

Airport Land Use Commission Review 
The subject property is located within the Airport Influence Area identified within the Comprehensive 
Airport Land Use Plan. The Airport Land Use Commission must make a formal determination that the 
proposed project is consistent the Comprehensive Airport Land Use Plan. C/CAG staff will be presenting 
this project to the Airport Land Use Committee on January 28, 2016 and to the Airport Land Use 

and perennials, and four different types of ground covers. A total of 14 existing heritage trees would be 
removed as a result of the proposed project. The San Bruno Municipal Code requires that any heritage 
tree removed shall be replaced with either two 24" box size trees, or one 36" inch box size tree. The 
applicant is electing to install 30, 24" box trees, which exceeds Municipal Code requirements. In addition, 
required bio-retention areas for on-site stormwater retention include ground cover plants to absorb and 
filter water run-off. 
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FINDINGS FOR APPROVAL 
The required findings are in bold followed by staff's analysis of the merits of the project and how the 
findings can be made. 

With respect to the Mitigated Negative Declaration, the Planning Commission finds: 

1. Based upon the Mitigated Negative Declaration prepared and comments and testimony 
received, the Planning Commission hereby finds that there is no substantial evidence that the 
Project will have a significant adverse effect on the environment and that the Mitigated 
Negative Declaration reflects the Planning Commission's independent judgment and analysis. 

The Mitigated Negative Declaration analyzed all the required elements under the California 
Environmental Quality Act. The analysis concluded that the project as proposed would not have a 
substantial impact on the environment with the implementation of the mitigation measures. 

With respect to the amendment to the Development Plan, the Planning Commission finds: 

2. That said amendment is in general conformance with the general plan and that the public 
convenience and general welfare require adoption of the proposed amendment. (SBMC 
12.136.020) 

The subject property has a General Plan Land Use Designation of Regional Office. The Regional Office 
Land Use Designation allows for a 1.5 base maximum FAR and permits administrative, professional, and 
medical offices. Small convenience retails uses, personal services, and eating and drinking 
establishments are permitted as ancillary uses. As proposed, the project includes a three-story office 

RECOMMENDATION 
The project would be the most significant new development in the Bayhill Office Park in many years and 
would visually enhance the existing site. The project would enhance the Bayhill Office Park by 
developing a site that has remained vacant for five years. Staff finds that the proposed project is 
consistent with the design and scale of the surrounding office buildings in the Bayhill Office Park. 
Additionally, the proposed project is consistent with the General Plan Land Use Designation of Regional 
Office. 

Staff recommends the Planning Commission forward the project to the City Council with the following 
recommendations: 

Incorporate between five to ten bike racks near the main entrance of the building. 
Identify the location of the changing rooms, bike lockers, and dedicated carpool parking spaces 
within the plans. 
The garbage and recycling area shall measure 20' wide by 20' deep. 
The landscaping plans shall be updated to incorporate a landscaping strip at the base of the 
trash/generator enclosure along the east and west elevation. 
Remove all referenced details that are found throughout the plans that are not included with this 
submittal. 

Commission on February 11, 2016. Staff has reviewed this matter with C/CAG staff, who will be making a 
formal recommendation that the project is consistent with the Comprehensive Airport Land Use Plan. A 
condition of approval has been included requiring that this consistency finding take place prior to City 
Council review and approval. 
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The project site is located on a 1. 7 acre site within the Bayhill Office Park, which contains 1.5 million 
square feet of office space. The subject property and the majority of parcels within the Bayhill Office 
Park have a General Plan land use designation of Regional Office, and a zoning designation of 
Planned Development (P-D). As such, staff finds that the proposed land use is consistent with the 
existing land uses within the Bayhill Office Park. Additionally, staff finds that the proposed land use 
will not be detrimental to the present or potential surrounding uses. 

6. The streets and thoroughfares proposed are suitable and adequate to carry anticipate 
traffic, and increased densities will not generate traffic in such amounts as to overload the 
street network outside the P-D District (12.96.190.H.4); 

A traffic impact analysis was prepared for the proposed project. The purpose of the traffic study was 
to determine if there would be any significant traffic impacts that would be associated with the 
proposed project. The following seven intersections were analyzed in the traffic study: 

• San Bruno Avenue I 1-280 Southbound Off-Ramp 
• San Bruno Avenue I 1-280 Northbound Off-Ramp 
• San Bruno Avenue I Cherry Avenue 
• San Bruno Avenue I El Camino Real 
• El Camino Real I Bayhill Drive 

building measuring 67,586 square feet in total area. The new building would serve as the new 
administrative building for the San Francisco Police Credit Union. Additionally, a small retail credit union 
for members is proposed on a portion of the first floor. Staff finds that the proposed project is consistent 
and is in general conformance with the General Plan. 

3. The proposed P-D District Zoning Change can be substantially completed within the time 
schedule submitted by the applicant (SBMC 12.96.190.H.1); 

As part of the amendment to the existing development plan the applicant is requesting the approval 
of a Planned Development Permit and an Architectural Review Permit to allow the construction of a 
67,586 square foot office building with 215 parking spaces. As a condition of approval, Planned 
Development Permit PDP12-002 and Architectural Review Permit AR16-002 shall expire if a building 
permit is not obtained within one (1) year of the effective date of the associated Ordinance. 
Additionally, the timeline as submitted by the applicant indicates that construction drawings would be 
submitted in January 2016, that construction would commence in April of 2016, and the development 
would be completed 18-24 months thereafter. Staff finds that this is a feasible schedule. 

4. Each unit of development, as well as the total development, can exist as an independent 
development capable of creating an environment of sustained desirability and stability or 
adequate assurance that such objective will be attained (SBMC 12.96.190.H.2); 

The development of a 67,586 square foot office building would exist as one independent 
development. The use includes parking and site improvements and the necessary infrastructure is 
available for the intended use. 

5. The land uses proposed will not be detrimental to the present or potential surrounding 
uses but will have a beneficial effect which would not be achieve through other districts 
(SBMC 12.96.190.H.3); 
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8. Any exceptions from the standard district requirements are warranted by the design of the 
project and amenities incorporated in the development plan (SBMC 12.96.190.H.6); 

As part of the project the applicant is requesting the approval of an amendment to an existing 
Development Plan and a Planned Development Permit to allow the construction of a three-story 
67,586 square foot office building on a 74,300 square foot lot with 215 parking spaces. The 
Development Plan associated with the current P-D zone only" allows for a restaurant use, but does 
not allow for an office use. Therefore, the Development Plan associated with the existing P-D Zoning 
District classification must be amended to allow for the proposed office use. 

Staff finds that the proposed Development Plan is consistent with the General Plan Regional Office 
Land Use Designation, which allows for administrative, professional, and medical offices located in a 
campus-style setting. Additionally, small convenience retail uses, personal services, and eating and 
drinking establishments are permitted as ancillary uses. As proposed, the project would include a 
small retail credit union branch and supporting administrative and professional offices. 

In terms of overall building form, staff finds that the proposed design respects the scale, form, and 
development pattern of existing office buildings within the Bayhill Office Park. The site is surrounded 
by three-story office buildings to the east, west, and south. All four exterior elevations provide 
varying facade depth by providing projecting walls. Additionally, staff finds that the project includes a 
variety of exterior materials that contribute interest to the proposed building. The majority of the 
building along all four exterior elevations would incorporate a glass fiber reinforced concrete (GFRC) 
precast finish. The projecting wall element found along the southwest, southeast, and northern 
elevations would incorporate a composite rainscreen wall panel, known as Trespa Meteon. The 
composite rainscreen wall panel is rusted brown in color. All windows would include a clear anodized 
finish and would contain aluminum sunshades that measure 2'-6" deep. An aluminum composite 
panel, prefinished metal coping/flashing, and prefinished metal fascia would be installed along the 
upper portion of the building throughout all exterior elevations. Staff finds that all proposed exterior 

The proposed 67,586 square foot three-story office building would be constructed on a 1. 7 acres site 
within the Bayhill Office Park. The project site was previously developed with an 8,300 square foot 
restaurant (TGIF). The former restaurant was constructed in 1979, but was vacant for approximately 
five years prior to being demolished in May 2014. The Bayhill Office Park contain 1.5 million square 
feet of total office space. As such, office uses are found to the north, south, and to the west of the 
subject property. Therefore, staff finds that the commercial development can be justified 
economically at the location proposed and will provide adequate commercial facilities for the area. 

7. Any proposed commercial development can be justified economically at the location 
proposed and will provide adequate commercial facilities for the area (SBMC 
12.96.190.H.5); 

• El Camino Real I 1-380 Eastbound Off-Ramp 
• El Camino real I 1-380 Westbound Off-Ramp 

The results of the traffic study indicated that proposed project would not exceed any level of service 
(LOS) standards; therefore, the traffic generated would not overload the street network outside of the 
P-D District. 
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The applicant proposes to construct a three-story office building with 67,586 square feet in total area. 
A subgrade parking garage would contain 168 parking spaces. An additional 47 parking spaces 
would be provided a surface level directly to the west and to the north of the proposed building. 
Pedestrian access to the site is provided through three separate entrances. The main entrance and 
lobby is located in the southwest quadrant of the building on the first floor level, closest to Grundy 
Lane. A secondary entrance is provided along the rear elevation on the ground floor level. 
Additionally, access to the proposed building would be achieved via two internal stairwells and three 
elevators from within the subgrade garage. The site is located within the Bayhill Office Park, which 
contains 1.5 million square feet of office space. Staff finds that the vehicular and pedestrian traffic 
pattern associated with the proposed project would be consistent with the adjacent office 
developments. 

12. That the accessibility of the off-street parking areas and the relation of parking areas with 
respect to traffic on adjacent streets will not create a hazardous or inconvenient condition 
to adjacent or surrounding uses. (SBMC 12.108.040.B) 

A total of 215 parking spaces are proposed. 168 parking spaces would be provided in two levels of 
subgrade parking, while the remaining 47 parking spaces would be provided at surface level. 
Vehicular access to the subgrade parking garage would be provided along the easternmost driveway 
along Grundy Lane. Vehicular access to the surface parking spaces would be provided along the 
westernmost driveway along Grundy Lane. Vehicular access to the site is similar to the previous 
restaurant use. The only change is that the westernmost driveway would be slightly relocated in the 
westerly direction. Staff has included a condition of approval that all landscaping located to the west 
of the western most driveway be no higher than 2'-6" to improve sight distance. Additionally, street 

materials complement one another in terms of overall finish and color. 

9. The area surrounding the development can be planned and zoned in coordination and 
substantial compatibility with the proposed development and the P-D District uses 
proposed are in conformance with the general plan of the city (SBMC 12.96.190.H.7); 

The proposed development is in conformance with the General Plan Regional Office Land Use 
Designation. The area surrounding the development has already been developed with office 
buildings. 

With Respect to the Planned Development Permit, the Planning Commission finds: 

10. The Planned Development Permit is consistent with the previously approved development 
plan (SBMC 12.96.190.1.4); 

The Planned Development Permit provides the details of the applicant's proposal. The Development 
Plan is proposed to be amended to be consistent with the proposal. Therefore, if the amendment to 
the Development Plan is approved, the Planned Development Permit would be consistent with it. 

With respect to the Architectural Review Permit, the Planninq Commission finds: 

11. That the location, size and intensity of the proposed operation will not create a hazardous 
or inconvenient vehicular or pedestrian traffic pattern, taking into account the proposed 
use as compared with the general character and intensity of the neighborhood. (SBMC 
12.108.040.A) 

1250 Grundy Lane 
Planning Commission 
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COMMUNITY DEVELOPMENT DEPARTMENT CITY OF SAN BRUNO 

The subject property was previously developed with an 8,300 square foot restaurant that was 
demolished in May 2014. The site contains older trees, and shrubs, which would be replaced with 
new trees and landscaping throughout the entire site. Additionally, the project would include two 
levels of subgrade parking. The site does not contain any creeks or scenic corridors. The proposed 
development therefore would not damage or destroy any natural features. 

16. That the proposed development will not excessively damage or destroy natural features, 
including trees, shrubs, creeks and rocks, scenic corridors, and the natural grade of the 
site. (SSMC 12.108.040.F) 

parking would be prohibited along the majority of the project frontage. 

13. That sufficient landscape areas have been reserved for the purposes of separating or 
screening service and storage areas from the street and adjoining building sites, breaking 
up large expanses of paved areas, and separating or screening parking areas from the 
street and adjoining building areas from paved areas and to provide access from buildings 
to open areas. In addition, that adequate guarantees are made, such as the filing of a 
performance bond, to insure maintenance of landscaped areas. (SBMC 12.108.040.C) 

A variety of drought tolerant trees, shrubs, perennials, and groundcovers are proposed throughout the 
entire site. Specifically, the landscaping plan includes six different variety of trees, seven different shrubs 
and perennials, and four different types of ground covers. A total of 14 existing heritage trees would be 
removed as a result of the proposed project. The San Bruno Municipal Code requires that any heritage 
tree removed shall be replaced with either two 24" box size trees, or one 36" inch box size tree. The 
applicant is electing to install 30, 24" box tree, which exceeds Municipal Code requirements. Staff finds 
that the proposed landscaping treatments adequately break up large expanses of paved areas and 
provides an adequate buffer between the public right-of-way and the proposed surface parking located 
on the western portion of the lot. 

14. That the proposed development, as set forth on the plans, will not unreasonably restrict or 
interfere with light and air on the property and on other property in the neighborhood, will 
not hinder or discourage the appropriate development and use of land and buildings in the 
neighborhood, or impair the value thereof; and is consistent with the design and scale of 
the neighborhood. (SBMC 12.108.040.D) 

The proposed building is less that the Municipal Code height limit of 50'-0". Additionally, the building 
has a right side setback of 13'-0" and a left side setback of 30'-9". Staff finds that the proposed 
development would be consistent with the design and scale of the adjacent office buildings and 
would not interfere with access to light and air for neighboring properties. 

15. That the improvement of any commercial or industrial structure, as shown on the 
elevations as submitted, is not detrimental to the character or value of an adjacent 
residential district. (SBMC 12.108.040.E) 

The subject property is located within the Bayhill Office Park. The Bayhill Office park contains 1.5 
million square feet of office space. The nearest residential district is located approximately 700 feet 
to the north, but is separated from the subject site by Interstate 380. As such, staff finds that the 
proposed development would not be detrimental to the character or value of an adjacent residential 
district. 

1250 Grundy Lane 
Planning Commission 
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ATTACHMENTS 
A: Location Map 
S: Photographs 
C: Plans 
D: Color Renderings 
E: Resolution 2016-01 Recommending Adoption of a Draft Mitigated Negative Declaration 
F: Resolution 2016-01 Recommending Approval of an amendment to an existing Development Plan 
G: Resolution 2016-02 Recommending Approval of a Planned Development Permit and an 
Architectural Review Permit 
H: Architectural Review Committee Meeting Minutes (November 12, 2015) 
I: Comments from Larry Cannon, Peer Review Architect 
J: Transportation Demand Management Plan 

COMMUNITY DEVELOPMENT DEPARTMENT CITY OF SAN BRUNO 

Land Use Policy LUD-53: Require new office development in Bayhill Office Park to provide alternative 
transportation, such as shuttle to the BART and Caltrain stations, preferential carpool parking, bicycle 
storage facilities, and bus shelters. 

Staff finds that the proposed development is consistent with the general plan. 

Land Use Policy LUD0-52: Allow ancillary commercial uses - such as cafes, health clubs, dry cleaners, 
sundries, etc - in Bayhill Office Park, to serve employee needs. 

Land Use Police LUD-51: Promote construction of professional and administrative offices on existing 
surface parking lots in Bayhill Office Park. 

The subject property has a General Plan Land Use Designation of Regional Office. The Regional Office 
Land Use Designation allows for a 1.5 base maximum FAR and permits administrative, professional, and 
medical offices. Small convenience retails uses, personal services, and eating and drinking 
establishments are permitted as ancillary uses. As proposed, the project includes a three-story office 
building measuring 67,586 square feet in total area. The new building would serve as the new 
administrative building for the San Francisco Police Credit Union. A small retail credit union for members 
is proposed on a portion of the first floor as well. Additionally, the project is consistent with the following 
General Plan Land Use Policies: 

The subject property is located in the Bayhill Office Park. Three story office buildings are adjacent to 
the subject property. The proposed 67,586 square three-story office building is consistent with the 
overall design and scale of the adjacent office building within the Bayhill Office environment. The 
project would be the most significant newdevelopment in the Bayhill Office Park in many years and 
would visually enhance the existing site. The project would enhance the Bayhill Office Park by 
developing a site that has remained vacant for five years. 

18. That the proposed development is consistent with the general plan. (SSMC 12.108.040.H) 

1250 Grundy Lane 
Planning Commission 
January 19, 2016- Page 13 

17. That the general appearance of the proposed building, structure, or grounds will be in 
keeping with the character of the neighborhood, will not be detrimental to the orderly and 
harmonious development of the city, and will not impair the desirability of investment or 
occupation in the neighborhood (SSMC 12.108.040.G) 



COMMUNITY DEVELOPMENT DEPARTMENT CITY OF SAN BRUNO 

1250 Grundy Lane 
020-011-290 

Attachment A- Site Location 
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COMMUNITY DEVELOPMENT DEPARTMENT CITY OF SAN BRUNO 

Attachment B - Photographs 

1250 Grundy Lane 
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COMMUNITY DEVELOPMENT DEPARTMENT CITY OF SAN BRUNO 

Attachment B - Photographs 

(Adjacent Property to the West -1000 Cherry Avenue) 

(Adjacent Property to the East-1100 Grundy Lane) 
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3. Based upon the Draft Mitigated Negative Declaration and comments and testimony received, the 
Planning Commission hereby finds that there is no substantial evidence that the Project, as 

2. The Planning Commission has reviewed and considered the information contained in the Initial 
Study and Draft Mitigated Negative Declaration and all oral testimony and written comments 
received during the public review process. 

1. The Planning Commission hereby finds and determines that the environmental documents for the 
Project have been prepared, published, circulated, and reviewed in accordance with CEQA, and 
the applicable regulations pertaining thereto. 

NOW, THEREFORE, BE IT RESOLVED by the Planning Commission of the City of San Bruno, 
based on facts in the staff reports, written and oral testimony, and exhibits presented: 

Attachment E 

WHEREAS, on January 19, 2016, the Planning Commission considered the Initial Study and 
Draft Mitigated Negative Declaration, the application of all mitigating measures, and a proposed 
Mitigation Monitoring and Reporting Program. 

WHEREAS, Applicant has agreed to incorporate in the Project all applicable mitigation measures 
identified in the Draft Mitigated Negative Declaration to reduce environmental impacts to less than a 
significant level; and 

WHEREAS, the public review of the Draft Mitigated Negative Declaration required by the CEQA 
guidelines, California Code of Regulations Section 15073, has been provided; 

WHEREAS, pursuant to the California Environmental Quality Act (CEQA) and Implementing 
Guidelines, and Initial Study and Draft Mitigated Declaration, dated November 2015, have been prepared 
by Raney Planning & Management, Inc., and based on the type and intensity of land uses identified with 
the Project and the information contained therein, the Initial Study and Draft Mitigated Negative 
Declaration conclude that the Project, with the proposed mitigation measures, would not have a 
significant adverse effect on the environment; and 

WHEREAS, in order to develop the Project, the Applicant has submitted an application to the City 
of San Bruno for approval of the following: (1) an amendment to the existing Development Plan; (2) a 
Planned Development Permit; and (3) an Architectural Review Permit; and 

WHEREAS, the Applicant desires to develop a 67,586 square foot three-story office building on 
the Property with 215 parking spaces ("Project"); and 

WHEREAS, NewGround, Inc. ("Applicant") submitted an application for the certain 1.7 acre site 
located at 1250 Grundy Lane in the City of San Bruno and more particularly described as Assessor's 
Parcel Number 020-011-090 ("Property"); and 

RESOLUTION OF THE PLANNING COMMISSION OF THE CITY OF SAN 
BRUNO RECOMMENDING THE CITY COUNCIL ADOPT A MITIGATE 

NEGATIVE DECLARATION AND MITIGATION MONITORING & RREPORTING 
PROGRAM FOR THE PROPOSED DEVELOPMENT LOCATED AT 1250 

GRUNDY LANE (APN 020-011-090) 

RESOLUTION NO. 2016- 01 
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Attachment E 

ABSENT: Commissioners: 

NOES: Commissioners: 

A YES: Commissioners: 

I, David Waitering, Planning Commission Secretary, do hereby certify that the foregoing Resolution was 
duly and regularly passed and adopted by the Planning Commission of the City of San Bruno on this 
19th day of January 2016, by the following vote: 

City Attorney 
Marc Zafferano 

Planning Commission Secretary 
David Waitering 

APPROVED AS TO FORM: ATTEST: 

Dated: 
Planning Commission Chair 

5. The Secretary of the City of San Bruno Planning Commission is hereby directed to forward the 
City Council a certified copy of this resolution together with an attested copy. 

4. The Planning Commission hereby recommends that the San Bruno City Council adopt the Draft 
Mitigated Negative Declaration attached hereto as Exhibit A and the Mitigation Monitoring and 
Reporting Program attached hereto as Exhibit B. 

mitigated, will have a significant effect on the environment and that the Mitigated Negative 
Declaration reflects the Planning Commission's independent judgment and analysis. 



RANEY 
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INITIAL STUDY/MITIGATED NEGATIVE DECLARATION 
 

November 2015 
 

 
A. BACKGROUND 
 
1. Project Title: San Francisco Police Credit Union New Administration Building 
 
2. Lead Agency Name and Address: City of San Bruno 

Community Development Department 
567 El Camino Real 

San Bruno, CA 94066-4247 
 
3. Contact Person and Phone Number:   Matt Neuebaumer 

Associate Planner 
(650) 616-7074 

 
4. Project Location:   1250 Grundy Lane 

 San Bruno, CA94066 
 
5. Project Sponsor’s Name and Address: Janet Goodman 
  Program Director 
  NewGround 
  15450 South Outer Forty Drive, Suite 300 
  Chesterfield, MO 63017 
 
6. Existing General Plan Designation: Regional Office 
 
8. Existing Zoning Designation: Planned Development (P-D) 
 
10. Project Description Summary: 
 

The proposed project includes the construction of a three-story, 67,586-square-foot (sf) 
office building with subsurface parking on a 1.7-acre site located at 1250 Grundy Lane, 
San Bruno, California. The office building would serve as the San Francisco Police 
Credit Union new administration building and would include a large reception area, work 
stations, meeting rooms, a small retail credit union branch, a staff lounge, a training 
room, a break room, and 16,560 sf of future office expansion or lease space. The 
necessary entitlements being reviewed by the City of San Bruno include a P-D 
Amendment, Planned Development Permit, and an Architectural Review Permit.  
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B. SOURCES 
 
The following documents are referenced information sources utilized by this analysis: 
 

1. Association of Bay Area Governments. Interactive Liquefaction Hazard Map. Available 
at: http://quake.abag.ca.gov/earthquakes/#LIQUEFACTION. Accessed November 2015. 

2. Bay Area Air Quality Management District. Plans & Climate. Available at: 
http://www.baaqmd.gov/Divisions/Planning-and-Research/Plans.aspx. Accessed 
November 2015. 

3. Bay Area Air Quality Management District. Air Quality Standards and Attainment 
Status. Available at: http://www.baaqmd.gov/research-and-data/air-quality-standards-
and-attainment-status. Accessed November 2015. 

4. Bay Area Air Quality Management District. California Environmental Quality Act Air 
Quality Guidelines. May 2011. 

5. BKF Engineers. C.3 Regulated Projects Checklist. October 26, 2015. 
6. BKF Engineers. Rainwater Harvesting and Use Feasibility Worksheet. November 15, 

2011. 
7. California Air Resources Board. Air Quality and Land Use Handbook: A Community 

Health Perspective. April 2005. 
8. Callander Associates. Landscape Plan SF Police Credit Union San Bruno, California. 

March 28, 2013. 
9. City of San Bruno. Climate Action Plan Public Review Draft. October 2012. 
10. City of San Bruno. Local Hazard Mitigation Plan ANNEX City of San Bruno. March 27, 

2007. 
11. City of San Bruno. Personal communication with Joseph Cervantes, Associate Civil 

Engineer. July 23, 2013. 
12. City of San Bruno. San Bruno Municipal Code. 1999. 
13. Cornerstone Earth Group. Design-Level Geotechnical Investigation. December 20, 2012. 
14. Cornerstone Earth Group. Phase I Environmental Site Assessment. January 16, 2013. 
15. Crane Transportation Group. Transportation & Circulation Report for the 1250 Grundy 

Lane Project. August 27, 2015. 
16. Dyett & Bhatia. San Bruno 2025: General Plan Draft Environmental Impact Report 

Revised After Public Review. December 2008. 
17. Dyett & Bhatia. San Bruno General Plan. December 2008. 
18. ENVIRON International Corporation and the California Air Districts. California 

Emissions Estimator Model User’s Guide Version 2013.2. July 2013. 
19. Federal Aviation Administration. Notice Criteria Tool. Available at: 

https://oeaaa.faa.gov/oeaaa/external/gisTools/gisAction.jsp. Accessed August 8, 2013. 
20. NewGround. SF Police Credit Union Headquarters. May 15, 2013.  
21. Thomas D. Auer, AIA, NewGround International, Inc. SF Police Credit Union 

Headquarters San Bruno, California 94066 (Complete Plan Set). August 12, 2013. 
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C. ENVIRONMENTAL FACTORS POTENTIALLY AFFECTED 
 
The environmental factors checked below would be potentially affected by this project, 
involving at least one impact that is “Less Than Significant with Mitigation Incorporated” as 
indicated by the checklist on the following pages. 
 
 Aesthetics  Agriculture & Forest 

Resources 
 Air Quality 

 Biological Resources  Cultural Resources  Geology & Soils 

 Greenhouse Gas Emissions  Hazards and Hazardous 
Materials 

 Hydrology & Water Quality 

 Land Use and Planning  Mineral Resources  Noise 

 Population & Housing  Public Services  Recreation 

 Transportation/Circulation  Utilities & Service Systems  Mandatory Findings of 
Significance 
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D. DETERMINATION 
 
On the basis of this initial study: 
 
 I find that the Proposed Project COULD NOT have a significant effect on the 

environment, and a NEGATIVE DECLARATION will be prepared. 
 
 I find that although the Proposed Project could have a significant effect on the 

environment, there will not be a significant effect in this case because revisions in the 
project have been made by or agreed to by the applicant. A MITIGATED NEGATIVE 
DECLARATION will be prepared. 

 
 I find that the Proposed Project MAY have a significant effect on the environment, and 

an ENVIRONMENTAL IMPACT REPORT is required. 
 
 I find that the proposed project MAY have a “potentially significant impact” or 

“potentially significant unless mitigated” on the environment, but at least one effect 1) 
has been adequately analyzed in an earlier document pursuant to applicable legal 
standards, and 2) has been addressed by mitigation measures based on the earlier analysis 
as described on attached sheets. An ENVIRONMENTAL IMPACT REPORT is required, 
but it must analyze only the effects that remain to be addressed. 

 
 I find that although the proposed project could have a significant effect on the 

environment, because all potentially significant effects (a) have been analyzed adequately 
in an earlier EIR pursuant to applicable standards, and (b) have been avoided or mitigated 
pursuant to that earlier EIR, including revisions or mitigation measures that are imposed 
upon the proposed project, nothing further is required. 

 
 
 
 
 
 
    
Signature Date 
 
Matt Neuebaumer, Associate Planner_  City of San Bruno_________________ 
Printed Name For 
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E. BACKGROUND AND INTRODUCTION 
 
This Initial Study/Mitigated Negative Declaration (IS/MND) identifies and analyzes the potential 
environmental impacts of the San Francisco Police Credit Union New Administration Building 
Project (proposed project). The information and analysis presented in this document is organized 
in accordance with the order of the California Environmental Quality Act (CEQA) checklist in 
Appendix G of the CEQA Guidelines. If the analysis provided in this document identifies 
potentially significant environmental effects of the project, mitigation measures that should be 
applied to the project are prescribed. The mitigation measures prescribed for environmental 
effects described in this IS/MND will be implemented in conjunction with the project, as 
required by CEQA. The mitigation measures will be incorporated into the project through project 
conditions of approval. The City will adopt findings and a Mitigation Monitoring and Reporting 
Program for the project in conjunction with approval of the project. 
 
The City of San Bruno completed their General Plan and associated Environmental Impact 
Report (EIR) in December 2008, and adopted the same documents on March 24, 2009. The 
General Plan EIR is a program EIR, prepared pursuant to Section 15168 of the CEQA Guidelines 
(Title 14, California Code of Regulations, Sections 15000 et seq.), and includes an examination 
of the potential wide-ranging effects resulting from implementation of the General Plan land use 
diagram. Measures to mitigate the significant adverse project and cumulative impacts associated 
with the General Plan were identified in the General Plan EIR. 
 
The environmental setting and impact discussion for each section of this IS/MND have been 
largely based on information in the City’s General Plan and associated EIR. In addition, detailed 
technical reports have been prepared for the proposed project, including a Design-Level 
Geotechnical Investigation and Phase I Environmental Site Assessment by Cornerstone Earth 
Group, and a Traffic Study by Crane Transportation Group. All technical reports used in the 
preparation of this IS/MND are available at the City of San Bruno upon request. 
 
F. PROJECT DESCRIPTION 
 
Project Location and Existing Conditions 
 
The proposed project is located on an approximately 1.7-acre site at 1250 Grundy Lane in the 
City of San Bruno, California (see Figure 1, Regional Project Location). The project site is 
bounded by Interstate 380 (I-380) to the north and Grundy Lane to the south. An 8,300-square-
foot (sf) restaurant building (previously a TGI Fridays) was constructed on the northern portion 
of the project site in 1979, with associated surface parking making up the remainder of the site 
(see Figure 2, Project Vicinity Map); however, the building was demolished in May 2014.  
The project site has a General Plan land use designation of Regional Office, a zoning designation 
of Planned Development (P-D), and is located within the Bayhill Office Park. The greater 
Bayhill Office Park contains 1.5 million sf of office space. As such, existing office buildings 
surround the project site. Three-story office developments are located to the west and to the east 
of the site. Additional office buildings are located south of the project site as well. 
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Figure 1 
Regional Location Map 
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Figure 2 
Project Vicinity Map 
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Vegetation on-site consists of ornamental landscaping, including heritage trees. Heritage trees 
are defined by the City per the City’s Heritage Tree Ordinance, Chapter 8.25 of the City’s 
Municipal Code, as follows: 
 

1. Any native bay (Umbellularia californica), buckeye (Aesculus species), oak (Quercus 
species), redwood (Sequoia sempervirens), or pine (Pinus radiata) tree that has a diameter 
of six inches or more measured at fifty-four inches above natural grade; 

2. Any tree or stand of trees designated by resolution of the city council to be of special 
historical value or of significant community benefit; 

3. A stand of trees, the nature of which makes each dependent on the others for survival; or 
4. Any other tree with a trunk diameter of ten inches or more, measured at fifty-four inches 

above natural grade. 
 
Proposed Project 
 
The proposed project consists of the construction of a three-story, 67,586 sf office building with 
a two-level subsurface parking garage (see Figure 3, Project Site Plan). The 24,941 sf first floor 
of the office building would include a large reception area, meeting rooms, a small retail credit 
union branch for San Francisco Police Credit Union (SFPCU) members, and 16,560 sf of future 
office expansion or potential lease space. The 20,863 sf second floor would include various 
office work stations, and a staff lounge. The 21,782 sf third floor would include various work 
stations, conference rooms, staff lounge, and a café. 
 
A total of 168 parking spaces would be included in the two-level subsurface parking garage – 82 
on the upper level and 86 on the lower level. In addition, the proposed project includes 47 spaces 
of surface level parking. A total of 16 spaces are reserved for fuel efficient vehicles and electric 
vehicles. Access to the two-level subsurface parking garage would be achieved through a 26-
foot-wide access easement along the eastern boundary of the site, which would act as a shared 
driveway.  
 
The project is anticipated to accommodate the current staff of the existing SFPCU, as well as 
future employees in relation to future growth in the next ten years. The total number of 
employees expected at full capacity would be approximately 210. The environmental analysis 
contained in this IS/MND is based on the maximum employment projection of 210 employees. 
Typical hours of operation for the SFPCU offices would be Mondays through Fridays from 8:00 
AM to 5:00 PM. Hours of operation for the retail credit union branch would be Mondays through 
Thursdays from 9:00 AM to 4:00 PM and Fridays from 9:00 AM to 5:00 PM.  
 
A number of existing on-site trees, including heritage trees, would be removed in order to 
accommodate the proposed project. Heritage tree removal is regulated by the City’s Heritage 
Tree Ordinance, which is intended to retain as many trees as possible. A detailed landscaping 
plan has been prepared for the project, which indicates that the heritage trees would be replaced 
at a 2:1 ratio, consistent with the City’s Heritage Tree Ordinance (see Figure 4, Project 
Landscape Plan).  
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Figure 3 
Project Site Plan 
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Figure 4 
Project Landscape Plan 
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The proposed project would connect to existing water and sewer lines along Grundy Lane, as 
well as existing electrical lines. In addition, the project would connect to the existing storm 
drainage system and includes improvements to the site’s storm drainage system by constructing 
driveways and/or uncovered parking lots with permeable surfaces, directing runoff from the roof, 
sidewalks, walkways, patios, driveways, and uncovered parking lots onto vegetated areas, and 
constructing self-treating stormwater areas. 
 
Construction of the proposed project is anticipated to commence in Spring/Summer 2016 and be 
completed within 15 months.  
 
Because the existing P-D Zoning District for the site is currently for restaurant uses, a zoning 
amendment to the P-D Zoning District for the site would be required to allow the proposed office 
uses. It should be noted that the City of San Bruno Ordinance No. 1284 requires a vote of the 
public for any building or structure exceeding 50 feet or three stories in height. A vote of the 
public is also required for all multi-story parking structures. City staff has evaluated the proposed 
project and has determined that the project does not require a vote of the public per Ordinance 
No. 1284, as the proposed building would be 50 feet in height or less. Additionally, the proposed 
project would include two levels of parking below the existing grade. The upper level of parking 
is more than 50 percent below the existing grade and, thus, does not constitute a story. 
Furthermore, City staff has routinely determined that sub-grade parking garages do not constitute 
a multi-story parking structure. 
 
Discretionary Actions 
 
Implementation of the proposed project would require the following discretionary actions by the 
City of San Bruno: 
 

 Adoption of the IS/MND and a Mitigation Monitoring and Reporting Plan; 
 Approval of a P-D Amendment; 
 Attainment of a Planned Development Permit; and 
 Attainment of an Architectural Review Permit.  

 
G. ENVIRONMENTAL CHECKLIST 
 
The following Checklist contains the environmental checklist form presented in Appendix G of 
the CEQA Guidelines. The checklist form is used to describe the impacts of the proposed 
project. A discussion follows each environmental issue identified in the checklist. Included in 
each discussion are project-specific mitigation measures recommended, as appropriate, as part of 
the proposed project. 
 
For this checklist, the following designations are used: 
 
Potentially Significant Impact: An impact that could be significant, and for which no 
mitigation has been identified. If any potentially significant impacts are identified, an EIR must 
be prepared. 
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Less Than Significant with Mitigation Incorporated: An impact that requires mitigation to 
reduce the impact to a less-than-significant level. 
 
Less-Than-Significant Impact: Any impact that would not be considered significant under 
CEQA relative to existing standards. 
 
No Impact: The project would not have any impact. 
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I. AESTHETICS. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Have a substantial adverse effect on a scenic 
vista?  

    

b. Substantially damage scenic resources, 
including, but not limited to, trees, rock 
outcroppings, and historic buildings within a 
State scenic highway? 

    

c. Substantially degrade the existing visual 
character or quality of the site and its 
surroundings? 

    

d. Create a new source of substantial light or 
glare which would adversely affect day or 
nighttime views in the area? 

    

 
Discussion 
 
a. According to the City’s General Plan EIR, the hills located to the north and west of the 

City provide a visual backdrop for the City. Partial views of the San Francisco Bay, 
Oakland hills, and Mount Diablo could be seen from points along the western hills. 
However, residential homes in the hills have enough elevation gain that smaller buildings 
within the City’s eastern flatlands are miniature on the vast horizon (GP DEIR, p. 3-23). 
In addition, the City’s Ordinance No. 1284 limits structures to three stories (or 50 feet) 
unless voter approval is obtained. City staff has evaluated the proposed project and has 
determined that the project does not require a vote of the public per Ordinance No. 1284, 
as the proposed building would be 50 feet in height or less. Additionally, although the 
proposed project would include two levels of parking below the existing grade, the upper 
level of parking is more than 50 percent below the existing grade, and, thus, does not 
constitute a story. Furthermore, City staff has routinely determined that sub-grade 
parking garages do not constitute a multi-story parking structure. The proposed project 
site, although currently vacant, has been previously developed and is surrounded by 
existing development similar to the proposed uses, including three-story office 
developments to the west and east of the project site. As such, the proposed project would 
not result in a substantial adverse effect on a scenic vista and impacts would be less than 
significant.  

 
b. A scenic corridor could be described as a roadway or highway with unique or distinctive 

physical or cultural features. The City’s General Plan EIR identifies the following 
roadways as scenic corridors: 

 
 Skyline Boulevard (Highway 35); 
 Interstate 280 (I-280); 
 Crystal Springs Road; 
 Sharp Park Road; 
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 El Camino Real; and 
 Sneath Lane. 

 
The proposed project site is not located directly adjacent to any of the roadways 
identified as a scenic corridor. Although the City recognizes the scenic corridors listed 
above as local scenic roadways, Skyline Boulevard is eligible to be designated as a State 
scenic highway and I-280 is a State-designated scenic highway. The project site is located 
over 6,500 feet from Skyline Boulevard, over 2,300 feet from I-280, and over 1,500 feet 
from El Camino Real. In addition, the proposed project site has been previously 
developed, is surrounded by existing similar developments, and is located in Bayhill 
Office Park, an area designated for Regional Office land uses. Therefore, implementation 
of the proposed project would not damage any scenic resources within a State scenic 
highway, and impacts would be less than significant.  

 
c. The existing visual character of the project site and vicinity is urbanized developed land 

with a majority of office uses. The project site has been previously developed with a 
restaurant building and associated surface parking. Existing office buildings surround the 
proposed project site, including two three-story office developments. In addition, the 
proposed project would be consistent with the land use designation for the site of 
Regional Office, and is located in the Bayhill Office Park, an area containing an overall 
1.5 million sf of office space. Thus, the proposed project would be considered consistent 
with the existing visual character of the area. Furthermore, the project would incorporate 
a variety of architectural and landscape features to increase the aesthetic appeal of the 
underutilized site (see Figure 4). An Architectural Review Permit is required for the 
project, which would require the City to review the project’s architectural plans to ensure 
that the proposed development would be compatible and designed consistent with the 
surrounding developments. Thus, the proposed project would not degrade the existing 
visual character or quality of the site and its surroundings, and a less-than-significant 
impact would result.  

 
d. Although recently demolished, lighting has already been in place at the project site in 

association with the previous building and parking. The surrounding office developments 
also contribute to the lit environment surrounding the site. In addition, the proposed 
project has been designed to minimize the effects of light and glare on adjacent areas, 
including the use of Light Emitting Diode (LED) lighting, which provides more precise 
and even distribution of light compared to traditional lighting. The LED lighting would 
help to focus the light onto only the areas necessary on the project site and minimize 
overflow of lighting off-site. Calculations for light intensity resultant of the proposed 
project were conducted, and the project would not cause an overflow of lighting off-site, 
with the exception of a few areas along Grundy Lane and minimal portions of the 
properties immediately to the east and west. The proposed project site is not directly 
adjacent to any residences or other sensitive land uses and is located in a regional office 
development area. Therefore, the proposed project would not create a new source of 
substantial light or glare that would adversely affect day or nighttime views in the area, 
and impacts would be considered less than significant.  



 San Francisco Police Credit Union New Administration Building 
Initial Study/Mitigated Negative Declaration 

 

 
November 2015 

15

II.  AGRICULTURE AND FOREST RESOURCES. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Convert Prime Farmland, Unique Farmland, or 
Farmland of Statewide Importance (Farmland), as 
shown on the maps prepared pursuant to the 
Farmland Mapping Program of the California 
Resources Agency, to non-agricultural use? 

    

b. Conflict with existing zoning for agricultural use, or 
a Williamson Act contract? 

    

c. Conflict with existing zoning for, or cause rezoning 
of, forest land (as defined in Public Resources Code 
section 12220(g)), timberland (as defined by Public 
Resources Code section 4526), or timberland zoned 
Timberland Production (as defined by Government 
Code section 51104(g))? 

    

d. Result in the loss of forest land or conversion of 
forest land to non-forest use? 

    

e. Involve other changes in the existing environment 
which, due to their location or nature, could 
individually or cumulatively result in loss of 
Farmland to non-agricultural use?

    

 
Discussion 
 
a, b, e. The proposed project site, although currently vacant, has been previously developed and 

is surrounded by existing office developments. The site and the surrounding area are 
designated for Regional Office use. As such, the site or surrounding area is not 
designated or zoned for agricultural uses and is not currently used for agricultural 
purposes. The site is not considered Farmland of Prime, Unique, or Statewide Importance 
and is not under a Williamson Act contract. Thus, agricultural land would not be 
converted to non-agricultural uses as a result of the proposed project. Consequently, the 
proposed project would have no impact to the conversion of Farmland to non-agricultural 
use or a conflict with a Williamson Act contract. 

 
c, d. The project site is not considered forest land (as defined in Public Resources Code 

section 12220[g]), timberland (as defined by Public Resources Code section 4526), and is 
not zoned Timberland Production (as defined by Government Code section 51104[g]). 
Therefore, the proposed project would have no impact with regard to conversion of forest 
land or any potential conflict with forest land, timberland, or Timberland Production 
zoning. 
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III. AIR QUALITY. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Conflict with or obstruct implementation of the 
applicable air quality plan?     

b. Violate any air quality standard or contribute 
substantially to an existing or projected air quality 
violation? 

    

c. Result in a cumulatively considerable net increase 
of any criteria pollutant for which the project region 
is non-attainment under an applicable federal or 
state ambient air quality standard (including 
releasing emissions which exceed quantitative 
thresholds for ozone precursors)?

    

d. Expose sensitive receptors to substantial pollutant 
concentrations? 

    

e. Create objectionable odors affecting a substantial 
number of people? 

    

 
Discussion 
 
a. The City of San Bruno is within the jurisdiction of the Bay Area Air Quality 

Management District (BAAQMD), which regulates air quality in the San Francisco Bay 
Area, and is located in the San Francisco Bay Area Air Basin (SFBAAB). The SFBAAB 
is currently designated as a nonattainment area for State and federal ozone, State and 
federal particulate matter 2.5 microns in diameter (PM2.5), and State particulate matter 10 
microns in diameter (PM10) standards. The applicable air quality plan for the SFBAAB is 
the 2010 Multi-Pollutant Clean Air Plan (CAP), adopted on September 15, 2010.1 The 
2010 CAP was developed, in cooperation with the Metropolitan Transportation 
Commission (MTC) and the Association of Bay Area Governments (ABAG), as a multi-
pollutant plan that provides an integrated control strategy to reduce ozone, PM, toxic air 
contaminants (TACs), and greenhouse gases (GHGs). The 2010 CAP is a roadmap 
depicting how the Bay Area will achieve compliance with the State and federal air quality 
standard for ozone as expeditiously as practicable and how the region will reduce 
transport of ozone and ozone precursors to neighboring air basins. The CAP also 
considers the impacts of ozone control measures on PM emissions, air toxics, and GHGs 
in a single, integrated plan, and establishes emission control measures to be adopted or 
implemented in the region. 
 
The aforementioned applicable air quality plan and incorporated emission controls are 
based on population and employment projections provided by local governments, usually 
developed as part of the General Plan update process. The project would be considered to 
conflict with, or obstruct implementation of, an applicable air quality plan if the project 
would be inconsistent with the plan’s growth assumptions, in terms of population, 
employment, or regional growth in Vehicle Miles Traveled (VMT), which are based on 

                                                 
1  Bay Area Air Quality Management District. Current Plans. Available at: http://www.baaqmd.gov/plans-and-

climate/air-quality-plans/current-plans. Accessed September 8, 2015. 
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ABAG projections that are, in turn, based on the City’s General Plan. The proposed 
project is consistent with the current Regional Office General Plan land use designation 
for the site, and a General Plan amendment is not proposed as part of the project. In 
addition, the project site is surrounded by existing development similar to what is 
proposed for the project, and is located within an area planned for regional office 
development. Although the proposed project would modify the existing use of the project 
site and a zoning amendment would be required to allow the proposed office uses, the 
project would still be considered consistent with growth assumptions of the applicable air 
quality plan, as they are generally based on General Plan land use designations. 
Furthermore, the overall number of project trips would likely be less than what has been 
anticipated for buildout of the site due to the number of shuttle buses serving the area, the 
project’s proximity to San Mateo County Transit District (SamTrans) bus services, 
Peninsula Corridor Joint Powers Board (Caltrain), and Bay Area Rapid Transit (BART) 
shuttles. Overall, the project would be considered consistent with growth assumptions of 
the applicable air quality plan.  
 
In addition, as presented in the sections below, the project would not exceed the 
applicable thresholds of significance for any pollutant and would not result in emissions 
that substantially contribute to the nonattainment designations of PM and ozone for the 
area. Therefore, the proposed project would not conflict with or obstruct implementation 
of the applicable air quality plans, and a less-than-significant impact would result. 
 

b,c.  According to the CEQA Guidelines, an air quality impact may be considered significant 
if the proposed project’s implementation would result in, or potentially result in, 
conditions, which violate any existing local, State or federal air quality regulations. In 
order to evaluate ozone and other criteria air pollutant emissions and support attainment 
goals for those pollutants designated as nonattainment in the area, the BAAQMD has 
established significance thresholds associated with development projects for emissions of 
reactive organic gases (ROG), nitrogen oxide (NOx), PM10, and PM2.5. The BAAQMD’s 
significance thresholds, expressed in pounds per day (lbs/day) for project-level and tons 
per year (tons/yr) for cumulative, listed in Table 1, are recommended for use in the 
evaluation of air quality impacts associated with proposed development projects.  

 
Table 1 

BAAQMD Thresholds of Significance
Pollutant Construction 

(lbs/day) 
Operational 

(lbs/day) 
Cumulative 
(tons/year) 

ROG 54 54 10 
NOx 54 54 10 
PM10 82 82 15 
PM2.5 54 54 10 

Source: BAAQMD, CEQA Guidelines, May 2011. 
 

In addition, the BAAQMD identifies screening criteria for development projects, which 
provide a conservative indication of whether a development could result in potentially 
significant air quality impacts. If a project is below the screening criteria, a detailed air 
quality assessment of that project’s air pollutant emissions would not be required. The 
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screening criteria for a general office building development are if the development is less 
than or equal to the following screening level sizes: 
 

 346 thousand sf (ksf) for operational criteria pollutants; and 
 277 ksf for construction criteria pollutants. 

 
Accordingly, if a general office building development is less than or equal to the 
screening size for operational and construction criteria pollutants, the development would 
not be expected to result in potentially significant air quality impacts, and a detailed air 
quality assessment would not be required. 
 

 It should be noted that the BAAQMD resolutions adopting and revising the significance 
thresholds in 2011 were set aside by the Alameda County Superior Court on March 5, 
2012. The Alameda Superior Court did not determine whether the thresholds were valid 
on the merits, but found that the adoption of the thresholds was a project under CEQA, 
necessitating environmental review. The BAAQMD appealed the Alameda County 
Superior Court’s decision. The Court of Appeal of the State of California, First Appellate 
District, reversed the trial court's decision. The Court of Appeal's decision was appealed 
to the California Supreme Court, which granted limited review, and the matter is 
currently pending there. The California Supreme Court has indicated that it will address 
the question whether CEQA review is confined to an analysis of a proposed project’s 
impacts on the existing environment, or does it also require analysis of the existing 
environment’s impacts on the proposed project. The California Supreme Court has not 
indicated that it will review the underlying question whether adoption of the thresholds is 
a project under CEQA, and no court has indicated that the thresholds lack evidentiary 
support. In May of 2012, BAAQMD updated its CEQA Air Quality Guidelines to 
continue to provide direction on recommended analysis methodologies, but without 
recommended quantitative significance thresholds. The May 2012 BAAQMD CEQA Air 
Quality Guidelines state that lead agencies may reference the Air District’s 1999 
Thresholds of Significance available on the Air District’s website. Lead agencies may 
also reference the Air District’s CEQA Thresholds Options and Justification Report 
developed by staff in 2009. The CEQA Thresholds Options and Justification Report, 
available on the District’s website, outlines substantial evidence supporting a variety of 
thresholds of significance.  

 
Per CEQA Guidelines Section 15064.7, the City has elected to use the BAAQMD’s 
thresholds and methodology for this project, as they are based on substantial evidence 
and remain the most up-to-date, scientifically-based method available to evaluate air 
quality impacts in the SFBAAB region. Thus, the BAAQMD’s thresholds of significance 
presented in Table 1 and screening criteria are applicable for this analysis. Accordingly, 
if the proposed project would not meet the screening criteria and result in emissions in 
excess of the thresholds of significance presented in Table 1, the project could have a 
significant effect on air quality. 

 
The proposed project consists of a total of 67,586 sf, or approximately 67.6 ksf, which is 
below both the construction and operational screening levels for criteria pollutants. 
However, per the BAAQMD CEQA Air Quality Guidelines, analysis of construction-
related emissions is still required for projects that would include certain construction 
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activities, such as extensive material transport (e.g., greater than 10,000 cubic yards of 
soil import/export). Because the project would involve the export of approximately 
17,600 cubic yards of soil, analysis of the proposed project’s construction-related 
emissions is still required.  
 
The proposed project’s construction-related emissions were quantified using the 
California Emissions Estimator Model (CalEEMod) software version 2013.2.2 - a 
statewide model designed to provide a uniform platform for government agencies, land 
use planners, and environmental professionals to quantify air quality emissions, including 
GHG emissions, from land use projects. The model applies inherent default values for 
various land uses, including construction data, trip generation rates based on the Institute 
of Transportation Engineers (ITE) Manual, vehicle mix, trip length, average speed, etc. 
Construction was assumed to commence in June 2016 and would be accomplished within 
an approximately 15-month period. Although not necessary, the proposed project’s 
operational emissions were also quantified and compared to the applicable project-level 
and cumulative thresholds of significance. The model was adjusted to reflect the project-
specific trip generation rate, project-specific indoor and outdoor water usage estimates, 
and compliance with the California Building Energy Efficiency Standards Code. 
 
According to CalEEMod, the proposed project would result in emissions as shown in 
Table 2. 
 

Table 2 
Maximum Unmitigated Project Emissions 

 ROG NOX PM10 PM2.5

Construction-Related Emissions (lbs/day) 
Proposed Project 17.46 76.76 10.37 6.05

BAAQMD Thresholds 54 54 82 54
Exceed Thresholds? NO YES NO NO 

Operational Emissions (lbs/day) 
Proposed Project 6.48 6.92 4.16 1.18

BAAQMD Thresholds 54 54 82 54
Exceed Thresholds? NO NO NO NO 

Cumulative Emissions (tons/yr) 
Proposed Project 1.02 0.93 0.55 0.16

BAAQMD Thresholds 10 10 15 10
Exceed Thresholds? NO NO NO NO 

Source: CalEEMod, September 2015 (see Appendix A). 
 
As shown in the table, and as expected from the BAAQMD screening criteria, the 
proposed project would result in operational emissions below the applicable operational 
and cumulative thresholds of significance. However, the proposed project’s construction-
related emissions of NOX would exceed the applicable threshold of significance. 
Therefore, the project could violate air quality standards and contribute to the region’s 
nonattainment status of ozone; and a potentially significant impact would occur. 
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Mitigation Measure(s) 
Implementation of the following mitigation measure would reduce the proposed project’s 
construction-related emissions of NOX to below the applicable threshold of significance 
as shown in Table 6. Therefore, with implementation of the following mitigation 
measure, the above impact would be reduced to a less-than-significant level.  
 

Table 3 
Maximum Mitigated Project Construction-Related Emissions (lbs/day) 

 ROG NOX PM10 PM2.5

Proposed Project 16.54 53.62 9.22 4.99
BAAQMD Thresholds 54 54 82 54
Exceed Thresholds? NO NO NO NO 

Source: CalEEMod, September 2015 (see Appendix A). 
 
III-1 Prior to issuance of a grading permit, the project applicant shall show on 

the grading plans via notation that the contractor shall ensure that all 
diesel-powered equipment larger than 100 horsepower shall meet USEPA 
emissions standards for Tier 4 engines or equivalent. The grading plans 
shall be submitted for review and approval by the City Engineer. 

 
d. Emissions of carbon monoxide (CO) are of potential concern, as the pollutant is a toxic 

gas that results from the incomplete combustion of carbon-containing fuels such as 
gasoline or wood. CO emissions are particularly related to traffic levels.  

 
In addition to screening criteria for criteria pollutants and GHG, BAAQMD has 
established screening criteria for localized CO emissions, including the following: 
 

 Consistency with applicable congestion management programs; 
 Increase in traffic volumes at intersections to more than 44,000 vehicles per hour; 

and  
 Increase in traffic volumes at intersections to more than 24,000 vehicles per hour 

where vertical and/or horizontal mixing is substantially limited (e.g., tunnel, 
parking garage, underpass, etc.).  

 
As the City has elected to use the BAAQMD’s thresholds and methodology for this 
project, the BAAQMD’s screening criteria for localized CO emissions presented above 
are utilized for this analysis.  
 
The proposed project is consistent with the existing land use designation for the site; thus, 
the project would be consistent with any established congestion management program, 
because such programs are typically based on land use designations. According to the 
traffic assessment prepared for the proposed project, none of the study intersection would 
operate at traffic volumes in excess of the BAAQMD localized CO emissions screening 
criteria, even under 2030 Cumulative Plus Project conditions. The traffic assessment also 
concluded that the estimated amount of new trips associated with the proposed project 
would not result in any significant impacts to nearby roadways or intersections. As such, 
a substantial increase in levels of CO at surrounding intersections would not occur, and 
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the project would not generate localized concentrations of CO that would exceed 
standards.  

 
Toxic Air Contaminants (TACs) are also a category of environmental concern. The 
CARB’s Air Quality and Land Use Handbook: A Community Health Perspective 
(Handbook) provides recommendations for siting new sensitive land uses near sources 
typically associated with significant levels of TAC emissions, including, but not limited 
to, freeways and high traffic roads, distribution centers, and rail yards. The CARB has 
identified diesel particulate matter (DPM) from diesel-fueled engines as a TAC; thus, 
high volume freeways, stationary diesel engines, and facilities attracting heavy and 
constant diesel vehicle traffic are identified as having the highest associated health risks 
from DPM. Health risks from TACs are a function of both the concentration of emissions 
and the duration of exposure. Health-related risks associated with DPM in particular are 
primarily associated with long-term exposure and associated risk of contracting cancer.  
 
Children, pregnant women, the elderly, and those with existing health problems are 
considered more sensitive to air pollution than others. Accordingly, land uses that are 
typically considered to be sensitive receptors include residences, schools, day care 
centers, playgrounds, and medical facilities. The proposed project includes the 
development of an office building, which would not be considered a sensitive receptor. 
Commodore Park and two multi-family residential developments are located 600 feet or 
more north of the project site, but are separated from the site by I-380. In addition, single-
family residences are located south of the project site, on the opposite side of San Bruno 
Avenue. The residences to the north would be considered the closest sensitive receptors 
to the project site. 
 
The project does not involve long-term operation of any stationary diesel engine or other 
major on-site stationary source of TACs. Emissions of DPM resulting from construction-
related equipment and vehicles are minimal and temporary. Relatively few vehicle trips 
associated with the proposed use would be expected to be composed of diesel-fueled 
vehicles. In addition, the CARB’s Handbook includes distribution centers with associated 
diesel truck trips of more than 100 trucks per day as a source of substantial TAC 
emissions. The project is not a distribution center and would not be located near an 
existing distribution center. Therefore, the project would not generate any substantial 
concentrations of TACs, and would not expose nearby sensitive receptors to emissions of 
TACs. 
 
It should be noted that the project site is located near an existing rail line to the east, 
running parallel to Huntington Avenue and Herman Street. However, CARB does not 
consider train tracks to be a significant source of TAC emissions and is only concerned 
with rail yards due to the substantial amount of trains and idling. The project site is not 
located near an existing rail yard and, thus, the project would not be affected by DPM 
emissions associated with a rail yard.  
 
The CARB, per its Handbook, considers that any project placing sensitive receptors 
within 500 feet of a major roadway or freeway may have the potential to expose those 
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receptors to DPM. Similarly, the BAAQMD recommends placement of overlay zones at 
least 500 feet from all freeways and high volume roadways. Directly adjacent to the north 
of the site is I-380, approximately 90 feet from the nearest travel lane. The nearby 
freeway could be considered a source of DPM; however, the proposed office use is not 
considered a sensitive land use, as the only sustained on-site human activity occurs 
indoors. Thus, an increase in any potential risks associated with DPM emissions from the 
nearby I-380 would not occur with implementation of the proposed project.  

 
In conclusion, the proposed project would not expose sensitive receptors to substantial 
concentrations of any TACs. Therefore, impacts related to exposure of sensitive receptors 
to substantial pollutant concentrations would be considered less than significant.  
 

e. Typical sources of objectionable odor include industrial or intensive agricultural uses. 
Surrounding land uses include office buildings similar to that of the proposed project. 
Heavy industrial uses are not located in the vicinity of the project site. In addition, the 
project site has not been and is not currently used for agricultural purposes, and is not 
located near any intensive agricultural uses. According to the City’s General Plan EIR, 
two facilities within the City have the potential to generate nuisance odors – the San 
Bruno Transfer Station and the South San Francisco-San Bruno Wastewater Treatment 
Facility. However, the facilities are not located in the vicinity of the project site, and the 
General Plan EIR states that complaints have not been filed for either facility in a number 
of years. Thus, the future employees at the project site would not be subjected to any 
objectionable odors from existing industrial or agricultural sources. 

 
 Office land uses are not typically associated with the creation of substantial objectionable 

odors. Diesel fumes from construction equipment and delivery trucks are often found to 
be objectionable; however, construction of the proposed project would be temporary and 
diesel emissions would be minimal and regulated. Accordingly, the project would not be 
expected to create objectionable odors affecting a substantial number of people. 

 
It should be noted that emissions of DPM from the nearby freeway could potentially 
result in objectionable odors at the project site. However, similar to the discussion above, 
because the project site has been previously developed and sustained on-site human 
activity would only occur indoors, an increase in any objectionable odors associated with 
DPM emissions from the nearby I-380 would not occur with implementation of the 
proposed project.  

 
For the aforementioned reasons, construction and operation of the proposed project 
would have a less-than-significant impact with respect to creating objectionable odors 
affecting a substantial number of people. 
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IV. BIOLOGICAL RESOURCES. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Have a substantial adverse effect, either directly or 
through habitat modifications, on any species 
identified as a candidate, sensitive, or special status 
species in local or regional plans, policies, or 
regulations, or by the California Department of Fish 
and Game or U.S. Fish and Wildlife Service? 

    

b. Have a substantial adverse effect on any riparian 
habitat or other sensitive natural community 
identified in local or regional plans, policies, and 
regulations or by the California Department of Fish 
and Game or US Fish and Wildlife Service? 

    

c. Have a substantial adverse effect on federally 
protected wetlands as defined by Section 404 of the 
Clean Water Act (including, but not limited to, 
marsh, vernal pool, coastal, etc.) through direct 
removal, filling, hydrological interruption, or other 
means? 

    

d. Interfere substantially with the movement of any 
resident or migratory fish or wildlife species or with 
established resident or migratory wildlife corridors, 
or impede the use of wildlife nursery sites? 

    

e. Conflict with any local policies or ordinances 
protecting biological resources, such as a tree 
preservation policy or ordinance? 

    

f. Conflict with the provisions of an adopted Habitat 
Conservation Plan, Natural Conservation 
Community Plan, or other approved local, regional, 
or state habitat conservation plan? 

    

 
Discussion 
 
a. According to Figure 6-1, Vegetative Communities and Special Species Habitat, of the 

City’s General Plan, the proposed project site does not contain any areas identified as a 
vegetative community or special species habitat. In addition, a search of the California 
Department of Fish and Wildlife’s (CDFW) Natural Diversity Database (CNDDB) was 
performed for the proposed project location to determine the records of sensitive plant 
and wildlife species within the general vicinity of the area. A total of 43 federally listed, 
State listed, or special-status plant and wildlife species were identified for the general 
project area.  

 
Many of the plant and wildlife species occur in specialized habitats, such as riparian, 
wetlands, marshes, ponds, and other aquatic habitats (e.g., California red-legged frog, 
California clapper rail, California black rail, Serpentine Bunchgrass, San Francisco garter 
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snake, western pond turtle, etc.), as well as coastal scrub (e.g., western leatherwood), 
sandy ground (e.g., San Francisco Bay spineflower), slopes (e.g., Marin western flax, San 
Mateo woolly sunflower, San Mateo thorn-mint, fountain thistle, etc.), grasslands (e.g., 
Crystal Springs lessingia, San Francisco owl's-clover, etc.), and mountain ridges (e.g., 
Franciscan onion). The proposed project site is surrounded by other office buildings and 
structures similar to that of the proposed project. Immediately adjacent to the site to the 
north is I-380. The site is relatively flat and the only vegetation on-site is ornamental 
landscaping. As discussed below, the proposed project site does not contain and is not 
considered, associated with, or located within the vicinity of any riparian habitat, 
wetlands, or other sensitive natural community. The absence of suitable habitat and the 
highly disturbed and urbanized nature of the site and surrounding area would eliminate 
the potential for many of the special-status species to occur on site. Accordingly, the 
majority of the species identified by the CNDDB search to potentially occur in the area 
would not be present at the project site and would not be affected by implementation of 
the proposed project.  
 
Although the proposed project site is highly disturbed and lacks essential habitat for 
special-status plants and wildlife species, the potential exists for migratory bird species to 
be present in the on-site trees. Migratory bird species are protected by the federal 
Migratory Bird Treaty Act. Development of the proposed project would require removal 
of the existing ornamental vegetation on the project site, including some of the on-site 
trees. Should any of the migratory bird species be found nesting in the on-site trees 
during construction activities, the proposed project could result in a potentially 
significant impact associated with a substantial adverse effect on a species identified as a 
candidate, sensitive, or special-status species in local or regional plans, policies, or 
regulations, or by the CDFW or U.S. Fish and Wildlife Service (USFWS).  
 
Mitigation Measure(s) 
Implementation of the following mitigation measures would reduce the above impact to a 
less-than-significant level. 

 
IV-1 A nesting survey shall be conducted 15 days prior to commencing 

construction work if this work would occur between March 1 and 
September 1 (If construction work would not occur during the nesting 
season, a nesting survey is not required). If special-status birds are not 
identified nesting within the area of effect, further mitigation is not 
required. If special-status birds are identified nesting within the area of 
effect, a radius around the nest(s) shall be staked with orange construction 
fencing. The radius buffer size shall be determined by a qualified 
biologist. Construction or earth-moving activities shall be restricted 
within the identified buffer until the determination is made by a qualified 
biologist that the young have fledged (i.e., left the nest) and have attained 
sufficient flight skills to avoid project construction zones. This typically 
occurs by June 15th; however, the date may be later and would have to be 
determined by a qualified ornithologist. 
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b,c. Wetlands or seasonal wetlands generally denote areas where the soil is seasonally 
saturated and/or inundated by fresh water for a significant portion of the wet season, and 
then seasonally dry during the dry season. To be classified as "wetland," the duration of 
saturation and/or inundation must be long enough to cause the soils and vegetation to 
become altered and adapted to the wetland conditions. The proposed project is 
surrounded by existing development and is in a highly disturbed, urban area associated 
with regional office land uses. Water features are not located on the project site or in the 
vicinity of the project, and the site is not within a floodplain or normally subjected to 
flooding. As such, wetlands, season wetland, or vernal pools do not exist on or are 
associated with the project site. Similarly, riparian habitat does not exist on the project 
site or in the vicinity, and the project would not involve removal of any riparian 
vegetation or sensitive native vegetation. In addition, local or regional sensitive habitat 
types or natural communities regulated by the CDFW or USFWS are not present or 
associated with the project footprint. 

 
Consequently, the proposed project would not have a substantial adverse effect on 
federally protected wetlands as defined by Section 404 of the Clean Water Act, any 
riparian habitat, or other sensitive natural community. Therefore, impacts related to 
riparian habitat, wetlands, or other sensitive natural community would be less than 
significant.  

 
d. As discussed above, the project site is highly disturbed and is located in a currently 

developed area. Resident or migratory wildlife corridors, or wildlife nursery sites, do not 
exist on the project site or the immediate vicinity. Therefore, the project would not 
interfere with the movement of any resident or migratory fish or wildlife species, and 
impacts would be less than significant. 

 
e. Vegetation on the project site consists of ornamental landscaping, including heritage 

trees. Removal of a number of the existing vegetation, including 14 heritage trees, would 
be required for the prosed project. The proposed project is required to comply with the 
City’s Heritage Tree Ordinance, which requires a removal permit and tree replacement of 
either two 24-inch box size trees or one 36-inch box size tree for each heritage tree 
removed. According to the landscape plan prepared for the proposed project (see Figure 
4), the project would replace the 14 heritage trees removed with a total of 28 new (24-
inch) box size trees, which meets the City’s Heritage Tree Ordinance requirement. 
Therefore, the project would not conflict with the applicable tree preservation policy or 
ordinance, and impacts would be considered less than significant.  
 

f. The San Bruno Mountain Habitat Conservation Plan (HCP) was prepared for the County 
of San Mateo in 1982 and was authorized by the U.S. Fish and Wildlife Service 
(USFWS) in 1983. The majority of the San Bruno Mountain is included in the planning 
area for the HCP. However, the City of San Bruno, including the proposed project site, is 
not within the planning area for the San Bruno Mountain HCP. The City does not have an 
adopted Habitat Conservation Plan, Natural Conservation Community Plan, or other 
approved local, regional, or State habitat conservation plan. Therefore, no impact would 
occur related to a conflict with such a plan.  
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V. CULTURAL RESOURCES. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Cause a substantial adverse change in the 
significance of a historical resource as defined in 
Section 15064.5? 

    

b. Cause a substantial adverse change in the 
significance of a unique archaeological resource 
pursuant to Section 15064.5? 

    

c. Directly or indirectly destroy a unique 
paleontological resource on site or unique geologic 
features? 

    

d. Disturb any human remains, including those 
interred outside of formal cemeteries.

    

 
Discussion 
 
a. The term cultural resources encompasses archaeological, traditional, and “built 

environment” resources, including, but not necessarily limited to, buildings, structures, 
objects, districts, and sites (generally 45 years old or older). A historic resource is a 
structure, site, or feature that is representative of a historic period or building type, but is 
not of landmark quality. According to Figure 3.11-1 of the City’s General Plan EIR, the 
project site is not in the vicinity of any identified historic resource. In addition, the 
proposed project site is currently vacant and does not contain any historical resources. 
Therefore, implementation of the proposed project would result in a less-than-significant 
impact related to historical resources as defined in Section 15064.5.  
 

b-d. According to the City’s General Plan EIR, due to the geology of the area, few known 
fossils or paleontological resources exist in the City. In addition, the project site has been 
previously developed and is surrounded by existing development. Thus, surface artifacts 
are unlikely to occur at the site. However, the City’s General Plan EIR states that a high 
possibility exists for the City to contain Native American resources due to the City’s 
location between the San Francisco Bay and the coastal mountain range. Consequently, 
the possibility exists that during construction activities, such as grading and excavation, 
unidentified archaeological resources, paleontological resources, or human remains may 
be uncovered, which could result in a potentially significant impact. 

 
Mitigation Measure(s) 
Implementation of the following mitigation measures would reduce the above impact to a 
less-than-significant level. 

 
V-1 Prior to the issuance of a grading permit or building permit, project plans 

shall include a requirement (via notation) indicating that if historic and/or 
cultural resources, or human remains are encountered during site grading 
or other site work, all such work shall be halted immediately within the 
area of discovery and the contractor shall immediately notify the City of 
the discovery. In such case, the applicant shall retain the services of a 
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qualified archaeologist for the purpose of recording, protecting, or 
curating the discovery as appropriate. The archaeologist shall be required 
to submit to the City for review and approval a report of the findings and 
method of curation or protection of the resources. Further grading or site 
work within the vicinity of the discovery, as identified by the qualified 
archaeologist, shall not be allowed until the preceding steps have been 
taken. All fees associated with the services of the qualified archaeologist 
shall be paid by the project applicant. 

 
V-2 Pursuant to State Health and Safety Code §7050.5 (c) State Public 

Resources Code §5097.98, if human bone or bone of unknown origin is 
found during construction, all work shall stop in the vicinity of the find 
and the San Mateo County Coroner shall be contacted immediately. If the 
remains are determined to be Native American, the coroner shall notify 
the Native American Heritage Commission who shall notify the person 
believed to be the most likely descendant. The most likely descendant shall 
work with the contractor to develop a program for re-internment of the 
human remains and any associated artifacts. Additional work is not to 
take place in the immediate vicinity of the find, which shall be identified by 
the qualified archaeologist, until the identified appropriate actions have 
been implemented. All fees associated with the services of the qualified 
archaeologist shall be paid by the project applicant. 
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VI. GEOLOGY AND SOILS. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Expose people or structures to potential substantial 
adverse effects, including the risk of loss, injury, or 
death involving: 

    

i.  Rupture of a known earthquake fault, as 
delineated on the most recent Alquist-Priolo 
Earthquake Fault Zoning Map issued by the 
State Geologist for the area based on other 
substantial evidence of a known fault?

    

ii. Strong seismic ground shaking?     
iii. Seismic-related ground failure, including 
liquefaction?

    

iv. Landslides?    
b. Result in substantial soil erosion or the loss of 

topsoil?  
    

c.  Be located on a geologic unit or soil that is 
unstable, or that would become unstable as a result 
of the project, and potentially result in on- or off-
site landslide, lateral spreading, subsidence, 
liquefaction or collapse? 

    

d. Be located on expansive soil, as defined in Table 
18-1B of the Uniform Building Code?

    

e. Have soils incapable of adequately supporting the 
use of septic tanks or alternative wastewater 
disposal systems where sewers are not available for 
the disposal of wastewater? 

    

 
Discussion 
 
a.i, a.ii. The San Francisco Bay area is one of the most seismically active areas in the Country. 

While seismologists cannot predict earthquake events, the U.S. Geological Survey’s 
Working Group on California Earthquake Probabilities 2007 estimates a 63 percent 
chance of at least one magnitude 6.7 or greater earthquake occurring in the Bay Area 
region between 2007 and 2036. As seen with damage in San Francisco and Oakland due 
to the 1989 Loma Prieta earthquake that was centered about 50 miles south of San 
Francisco, significant damage can occur at considerable distances. Higher levels of 
shaking and damage would be expected for earthquakes occurring at closer distances. 

 
The faults considered capable of generating significant earthquakes are generally 
associated with the well-defined areas of crustal movement, which trend northwesterly. 
The nearest State-considered active fault to the site is the San Andreas Fault, which is 
located 1.4 miles from the site. In addition, the San Gregorio Fault and the Monte Vista-
Shannon Fault are located 6.6 miles and 15.4 miles from the project site, respectively. 
However, the site is not located within a State-designated Alquist Priolo Earthquake Fault 
Zone. According to the Geotechnical Investigation prepared for the proposed project, 
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surface expression of fault traces are not known to cross the site.2 Nonetheless, the 
project design would comply with the California Building Code, which includes seismic 
design standards for buildings. As such, fault rupture hazard is not expected to be a 
significant geologic hazard at the project site.  
 
According to the Geotechnical Investigation prepared for the proposed project, moderate 
to severe (design-level) earthquakes could cause strong ground shaking, which is the case 
for most sites within the Bay Area. Peak ground acceleration (PGA) is a measure of the 
maximum acceleration experienced by soil or rock particles during an earthquake, and is 
used in building codes to prescribe how much horizontal force a structure should be able 
to withstand in a seismic event. The PGA is measured in units of “g,” acceleration due to 
gravity. The PGA for the project site was estimated in the Geotechnical Investigation to 
be approximately 0.58g.  

 
The State of California regulates development in California through a variety of tools that 
reduce or mitigate potential hazards from earthquakes or other geologic hazards. The 
California Building Standards Code, Unreinforced Masonry Building Law, Alquist-Priolo 
Earthquake Fault Zoning Act, and the State of California Seismic Hazards Mapping Act 
govern development in potentially seismically active areas. The proposed project would 
be required to comply with the aforementioned regulations, as applicable. 
Implementation of the seismic considerations of the building codes and regulations would 
ensure that strong seismic ground shaking would not cause substantial adverse effects to 
the proposed project. 
 
Because the project would not expose people or structures to potential substantial adverse 
effects associated with fault rupture or strong seismic ground shaking, impacts would be 
considered less than significant.  
 

a.iii,c. The San Bruno area, as with much of San Mateo County, has not been mapped under the 
California Seismic Hazard Mapping Act. However, the site is not currently located within 
a Seismic Hazard Zone for liquefaction. According to the Association of Bay Area 
Governments (ABAG, 2011), the project site is located within an area of very low 
liquefaction potential.  

 
Strong seismic shaking could trigger liquefaction, soil softening, ground deformation due 
to settlement, and/or flow failures in sloping ground. Soils most susceptible to 
liquefaction are loose, non-cohesive soils that are saturated and are bedded with poor 
drainage, such as sand and silt layers bedded with a cohesive cap. Loose unsaturated 
sandy soils are also susceptible to settlement during strong seismic shaking. Primarily 
stiff to hard cohesive and medium dense to very dense granular soils were encountered at 
the site. Thus, the potential for substantial differential seismic settlement affecting the 
proposed improvements is low. In addition, the groundwater level is anticipated to be on 
the order of 50 feet deep or deeper. Accordingly, the Geotechnical Investigation prepared 
for the proposed project concluded similar to ABAG that the site has a low potential for 
liquefaction. 

                                                 
2 Cornerstone Earth Group. Design-Level Geotechnical Investigation. December 20, 2012. 
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The project would be designed consistent with the seismic design standards in the 
California Building Code, as well as with the engineering recommendations provided in 
the Geotechnical Investigation for the proposed project. Consequently, the proposed 
project would not be expected to expose people or structures to potential substantial 
adverse effects associated with seismic-related ground failure, including liquefaction.  
 
However, according to the Geotechnical Investigation, during current site development, 
the site was apparently graded to create a level building pad and parking lot, with cuts 
and fills likely on the order of 10 feet or more. The thickness of fill generally ranges from 
two to five feet across the majority of the site, but was found to be 7.5 to 12 feet thick in 
the northeast corner of the site. The fills generally consisted of medium stiff to hard lean 
clays over medium dense sands. Below the fills, alternating layers of stiff to hard lean 
clays with various amounts of sand and silt and medium dense to very dense sands with 
various amounts of silt and clay were encountered to the maximum depth explored of 
49.5 feet. Based on the current development plan, the majority of the undocumented fill 
would be removed during the excavation of the subterranean garage; however, any 
remaining existing fills within the new building pad area should be replaced with 
compacted, engineered fill. Should existing fills not be entirely removed from the project 
site, a potentially significant impact could occur. 
 
Mitigation Measure(s) 
Implementation of the following mitigation measure would reduce the above impact to a 
less-than-significant level.   
 
VI-1 During construction, the project contractor shall ensure that all fills are 

completely removed from within building areas and proposed site 
retaining wall areas and to a lateral distance of at least five feet beyond 
the building or retaining wall footprint, or to a lateral distance equal to 
fill depth below the perimeter footing, whichever is greater. 

 
 Provided the fills meet the “Material for Fill” requirements set forth in 

the Geotechnical Investigation prepared for the proposed project by 
Cornerstone Earth Group, the fills may be reused when backfilling the 
excavations. The fills are anticipated to be acceptable for reuse based on 
review of the soil boring samples collected on-site. However, if materials 
are encountered that do not meet the requirements (e.g., debris, wood, 
trash), such materials should be screened out of the remaining material 
and be removed from the site. 

 
 Backfill of excavations shall be placed in lifts and compacted in 

accordance with the “Compaction” recommendations in the Geotechnical 
Investigation. Fills extending into planned pavement and flatwork areas 
may be left in place provided they are determined to be at a low risk for 
future differential settlement and that the upper 12 to 18 inches of fill 
below pavement subgrade is re-worked and compacted in accordance with 
the Compaction recommendations. 
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aiv. The proposed project site has been previously developed and is surrounded by existing 
development. In addition, the project site is relatively flat. Therefore, no impact related to 
exposure of people or structures to potential substantial adverse effects associated with 
landslides would occur. 

 
b. The proposed project has been previously developed and is surrounded by existing 

development. Land on the site is flat and would have a slight potential for soil erosion. 
However, during the early stages of construction activities, topsoil would be exposed due 
to grading and leveling of the site. After grading and leveling and prior to overlaying the 
ground surface with impervious surfaces and structures, the potential exists for wind and 
water erosion to occur, which would adversely affect project site soils. However, as 
required under the federal Clean Water Act, because the project would disturb more than 
one acre of land during construction, the project would be required to obtain coverage 
under and comply with the State’s Construction General Permit to minimize or avoid 
sedimentation associated with stormwater runoff during construction. In addition, per 
Section 12.12.050, Erosion Control, of the City’s Municipal Code, a complete and 
detailed plan for erosion control shall be prepared and included within the grading plan 
for the project. The project would be required to implement the San Mateo Countywide 
Water Pollution Prevention Program’s construction Best Management Practices (BMPs), 
including temporary erosion controls to stabilize all denuded areas until permanent 
erosion controls are established. 

 
 After construction is completed, implementation of the impervious surfaces on the site 

would preclude future erosion on the site. In addition, the proposed project site is a C.3 
regulated project and is required to include appropriate site design measures, source 
controls, and hydraulically-sized stormwater treatment measures. Design measures for 
the project include, but are not limited to, the following: 
 

 Direct roof runoff onto vegetated areas; 
 Direct runoff from sidewalks, walkways, and/or patios onto vegetated areas; 
 Direct runoff from driveways and/or uncovered parking lots onto vegetated areas; 
 Construction of driveways and/or uncovered parking lots with permeable 

surfaces; and  
 Self-treating stormwater area. 

 
As shown in the Landscape Plan (see Figure 4), the project design includes a variety of 
vegetation to aid in the prevention of erosion. Therefore, because the proposed project 
would comply with all applicable policies and regulations, and include design measures 
for erosion reduction and control, impacts related to soil erosion or loss of topsoil would 
be considered less than significant. 

 
d. According to the Geotechnical Analysis prepared for the proposed project, the project site 

soils exhibit low to moderate plasticity and expansion potential. A Plasticity Index (PI) 
test was performed on a representative sample of soil at the basement foundation level at 
a depth of 16 feet. The PI test showed a PI of 14, which indicated low plasticity and 
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expansion potential to wetting and drying cycles. Therefore, the proposed project would 
not be located on expansive soil, and a less-than-significant impact would result.  

 
e. The project site is currently connected to the City’s sewer system, and would remain 

connected to the City’s system upon implementation of the proposed project. Septic tanks 
or alternative wastewater disposal systems are not proposed for the project and would not 
be required. Therefore, no impact would occur from soils incapable of adequately 
supporting the use of septic tanks. 
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VII. GREENHOUSE GAS EMISSIONS. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Generate greenhouse gas emissions, either directly 
or indirectly, that may have a significant impact on 
the environment? 

    

b. Conflict with an applicable plan, policy or regulation 
adopted for the purpose of reducing the emissions of 
greenhouse gasses? 

    

    
Discussion 
 
a,b. Implementation of the proposed project would cumulatively contribute to increases of 

GHG emissions that are associated with global climate change. Estimated GHG 
emissions attributable to future development would be primarily associated with 
increases of carbon dioxide (CO2) and, to a lesser extent, other GHG pollutants, such as 
methane (CH4) and nitrous oxide (N2O). Sources of GHG emissions include area sources, 
mobile sources or vehicles, utilities (electricity and natural gas), water usage, wastewater 
generation, and the generation of solid waste. The common unit of measurement for 
GHG is expressed in terms of annual metric tons of CO2 equivalents (MTCO2e/yr).  
 
The BAAQMD identifies screening criteria for development projects, which provide a 
conservative indication of whether a development could result in a potentially significant 
impact associated with GHG emissions. If the screening criterion for GHG is met by a 
project, a detailed assessment of that project’s GHG emissions would not be required.3 
The operational GHG screening criterion for a general office building development is if 
the development is less than or equal to 53 ksf. Because the project consists of a total of 
67,586 sf, or approximately 67.5 ksf, a detailed GHG assessment is required for the 
proposed project.  
 
The BAAQMD threshold of significance for project-level operational GHG emissions is 
1,100 MTCO2e/yr. Construction GHG emissions are a one-time release and are, 
therefore, not typically expected to generate a significant contribution to global climate 
change. As such, BAAQMD has not established a threshold of significance for 
construction-related GHG emissions and does not require quantification. Nonetheless, the 

                                                 
3 As explained in detail in the Air Quality section of this IS/MND, the BAAQMD resolutions adopting and revising 
the significance thresholds in 2011 were set aside by the Alameda County Superior Court on March 5, 2012. The 
Alameda Superior Court did not determine whether the thresholds were valid on the merits, but found that the 
adoption of the thresholds was a project under CEQA, necessitating environmental review. The BAAQMD appealed 
the Alameda County Superior Court’s decision. The Court of Appeal of the State of California, First Appellate 
District, reversed the trial court's decision. The Court of Appeal's decision was appealed to the California Supreme 
Court, which granted limited review, and the matter is currently pending there. The California Supreme Court has 
not indicated that it will review the underlying question whether adoption of the thresholds is a project under CEQA, 
and no court has indicated that the thresholds lack evidentiary support. Per CEQA Guidelines Section 15064.7, the 
City has elected to use the BAAQMD’s thresholds, screening, and analysis methodology for this project, as they are 
based on substantial evidence and remain the most up-to-date, scientifically-based method available to evaluate air 
quality impacts in the SFBAAB region.  
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proposed project’s construction-related GHG emissions have been quantified, amortized, 
and added to the estimated proposed project operational emissions in order to provide a 
conservative analysis.   

 
Analysis of the proposed project’s construction and operational GHG emissions included 
estimations of CO2, N2O, and CH4 emissions and was conducted using CalEEMod, with 
incorporation of the project-specific trip generation, project-specific indoor and outdoor 
water usage estimates, and compliance with the California Building Energy Efficiency 
Standards Code. According to the CalEEMod results, the proposed project would result 
in unmitigated GHG emissions as shown in Table 4. As shown in the table, even when 
considering the amortized construction-related GHG emissions in the project’s total GHG 
emissions, the estimated emissions would be below the applicable threshold of 
significance of 1,100 MTCO2e/yr.  
 

Table 4 
Unmitigated Project GHG Emissions 

 Annual GHG Emissions 
Construction-Related GHG Emissions1 22.06 MTCO2e/yr 

Operational GHG Emissions 1,026.73 MTCO2e/yr 
Total Annual GHG Emissions 1,048.79 MTCO2e/yr 

BAAQMD Threshold 1,100 MTCO2e/yr 
Exceeds Threshold? NO 

1 Total construction-related GHG emissions of 551.57 MTCO2e/yr amortized over the anticipated 
lifetime of the project (i.e., 25 years for this analysis).4 

 
Source: CalEEMod, September 2015 (see Appendix A). 

 
It should be noted that the City of San Bruno currently has a draft Climate Action Plan 
(CAP). The CAP presents specific actions the City may wish to take to reduce GHG 
emissions. The goal of the CAP is a 15 percent reduction in GHG emissions relative to a 
2005 baseline. Assembly Bill (AB) 32 requires that Statewide GHG emissions be reduced 
to 1990 levels by the year 2020. In accordance with AB 32, CARB prepared the Climate 
Change Scoping Plan (Scoping Plan) for California, approved in 2008, which provides 
the outline for actions to reduce California’s GHG emissions. The City’s CAP goal was 
selected to be consistent with the AB 32 Scoping Plan and BAAQMD guidelines. Actions 
implemented by the State are projected to meet the vast majority of the 15 percent 
reduction goal. City actions would supplement State policies to ultimately achieve the 15 
percent goal at the local level. The City of San Bruno is committed to the GHG emissions 
reduction target of 15 percent below baseline 2005 levels by 2020.  
 
In order to determine the proposed project’s compliance with the City’s draft CAP, 
CalEEMod was used to estimate the GHG emissions associated with buildout of the 

                                                 
4 The BAAQMD does not recommend any specific operational lifetimes for use in amortizing construction-related 
GHG emissions; however, the Sacramento Metropolitan Air Quality Management District, per its Guide to Air 
Quality Assessment in Sacramento County, suggests an operational lifetime for a new conventional commercial 
building of 25 years. The estimates are derived from the State of California Executive Order D-16-00 and US Green 
Building Council’s October 2003 report on The Costs and Financial Benefits of Green Buildings. 
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proposed project under both the baseline 2005 condition and the year 2020 condition. The 
2005 baseline condition assumes buildout of the proposed project in the year 2005 
without compliance with any State mandated regulations (i.e., the California Building 
Energy Efficiency Standards Code). Amortized construction GHG emissions were also 
taken into account for the 2005 and 2020 estimates. According to the CalEEMod results, 
total GHG emissions under baseline 2005 conditions (operational plus amortized 
construction emissions) would be 1,271.50 MTCO2e/yr. Total GHG emissions under 
2020 conditions (operational plus amortized construction emissions) would be 993.92 
MTCO2e/yr. Consequently, an overall reduction of 21.8 percent (1,271.50 MTCO2e – 
993.92 MTCO2e] / 1,271.50 MTCO2e x 100% = 21.8%) would result for the proposed 
project from baseline 2005 conditions by the year 2020, which is consistent with the 
GHG emission reduction target goals per the City CAP.  

 
Because the proposed project would result in GHG emissions below the BAAQMD’s 
threshold of significance, the project would not conflict with any applicable plan, policy, 
or regulation adopted for the purpose of reducing the emissions of GHGs. In addition, the 
proposed project would meet the minimum required emissions reduction per the City’s 
draft CAP Therefore, impacts associated with the generation of GHG emissions would be 
considered less than significant. 
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VIII. HAZARDS AND HAZARDOUS 
 MATERIALS. 

Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Create a significant hazard to the public or the 
environment through the routine transport, use, or 
disposal of hazardous materials? 

    

b. Create a significant hazard to the public or the 
environment through reasonably foreseeable upset 
and accident conditions involving the likely release 
of hazardous materials into the environment? 

    

c. Emit hazardous emissions or handle hazardous or 
acutely hazardous materials, substances, or waste 
within one-quarter mile of an existing or proposed 
school? 

    

d. Be located on a site which is included on a list of 
hazardous materials sites compiled pursuant to 
Government Code Section 65962.5 and, as a result, 
would it create a significant hazard to the public or 
the environment? 

    

e. For a project located within an airport land use plan 
or, where such a plan has not been adopted, within 
two miles of a public airport or public use airport, 
would the project result in a safety hazard for people 
residing or working in the project area? 

    

f. For a project within the vicinity of a private airstrip, 
would the project result in a safety hazard for people 
residing or working in the project area? 

    

g. Impair implementation of or physically interfere 
with an adopted emergency response plan or 
emergency evacuation plan? 

    

h. Expose people or structures to the risk of loss, injury 
or death involving wildland fires, including where 
wildlands are adjacent to urbanized areas or where 
residences are intermixed with wildlands? 

    

 
Discussion 
 
a,b. A Phase I Environmental Site Assessment (ESA) was prepared for the proposed project 

site in order to determine potentially hazardous conditions at the site. According to the 
Phase I ESA, an approximately 15-gallon above-ground hydraulic fluid tank associated 
with a former trash compactor was observed on the west side of the previous building. 
Evidence of hydraulic fluid leaks was not readily apparent during site reconnaissance. 
Other hazardous materials were not observed on the project site. As such, the project 
would not create a significant hazard to the public or the environment through the routine 
transport, use, or disposal of hazardous materials. 
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 Hazardous material incidents that would be likely to have impacted the project site have 
not been reported in the vicinity. Several facilities in the vicinity were reported as 
hazardous materials users, which is typical to many commercial areas. However, facilities 
associated with hazardous materials use would have an associated spill prevention, 
control and countermeasure plan to prevent and contain such leaks or spills to the extent 
feasible. Thus, the project would not be expected to be affected by the routine transport, 
use, or disposal of hazardous materials associated with the existing uses in the area. 

 
The site was determined to be used for agricultural purposes until the early 1940s. 
Pesticides may have been applied to crops in the normal course of farming operations. 
Because the project site was capped by the previous building and associated parking and 
landscaping features, risk to human health from residual pesticides, if any, is substantially 
reduced. However, during construction, approximately 21,900 cubic yards of excess soil 
is anticipated to be exported from the site. As such, if elevated concentrations of 
agricultural chemicals are present in the on-site soils, off-site disposal of soil could create 
a hazard to the public or the environment through disposal of such potentially hazardous 
materials. Accordingly, the Phase I ESA prepared for the project recommends soil 
sampling of the on-site soils to evaluate whether agricultural chemicals are present. 

 
Operations associated with the proposed project’s office uses would not involve the 
routine transport, use, or disposal of hazardous materials. Thus, during operations, the 
proposed project would not create any hazards to the public or the environment through 
reasonably foreseeable upset and accident conditions involving the likely release of 
hazardous materials into the environment. 
 
In summary, because a potential exists for agricultural chemicals to be present in the on-
site soils to be exported, the proposed project could create a significant hazard to the 
public or the environment through a reasonably foreseeable upset or accidental condition 
involving the release of hazardous materials into the environment, and a potentially 
significant impact would result.  
 
Mitigation Measure(s) 
Implementation of the following mitigation measure would reduce the above impact to a 
less-than-significant level. 
 
VIII-1 Prior to export of on-site soils, soil samples shall be collected by an 

Environmental Consultant to determine the presence/absence of residual 
organochlorine pesticide levels and pesticide-based metals (arsenic, lead, 
and mercury). The soil analytical results shall be documented in a report 
and submitted to the City Planning Department for review and approval. 
If levels of detected compounds do not exceed appropriate environmental 
screening criteria (e.g. California Human Health Screening Levels 
[CHHSLs] and California hazardous waste criteria), soils can be 
exported for disposal or utilization as fill elsewhere. If residual 
concentrations are detected in export soils at levels exceeding appropriate 
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environmental screening criteria, contaminated soils shall be disposed of 
at an appropriately permitted landfill.  

 
c. As stated above, operations associated with the proposed project’s office uses would not 

involve the routine transport, use, or disposal of hazardous materials. Soil sampling 
required per Mitigation Measure VIII-3 would ensure that if any pesticides are found to 
be present on-site, remediation of the soils would be conducted prior to export. 
Furthermore, the nearest existing or proposed school facility is Decima M. Allen 
Elementary School, which is over one-half mile from the project site. Therefore, the 
proposed project would result in a less-than-significant impact associated with hazardous 
emission or handling of hazardous materials within one-quarter mile of an existing or 
proposed school.  

 
d. The proposed project site has been previously developed, surrounded by existing office 

land uses, and is located in a regional office area. The project site is not included on the 
list of hazardous materials sites compiled pursuant to Government Code Section 65962.5. 
Therefore, no impact would result from implementation of the proposed project. 

 
e. The nearest airport is the San Francisco International Airport (SFO), which is located 

approximately 1.5 miles east of the project site, on the opposite side of Highway 101. The 
Federal Aviation Administration (FAA) has established Federal Aviation Regulations 
(FAR) Part 77 criteria, which are imaginary surfaces that extend outward from the end of 
each runway and define the maximum heights of structures within the airport vicinity that 
cannot be exceeded without creating a hazard to aircraft navigation. The City of San 
Bruno is within the San Mateo County Comprehensive Airport Land Use Plan (CALUP) 
boundary and falls within the SFO Imaginary Surfaces Height Restrictions Map. 
According to Figure 3.14-2, SFO Height Restriction Standards, of the City’s General 
Plan EIR, the proposed project site is located in a height restriction area of 350 feet. The 
maximum height of the proposed project would be 50 feet or less at the highest point, 
which would not exceed the height restriction of 350 feet. However, according to the 
FAA Notice Criteria Tool, the proposed project would be in proximity to a navigation 
facility and may impact the assurance of navigation signal reception. Consequently, per 
Section 77.9 of Part 77 of the Code of Federal Regulations (CFR), Construction or 
alteration requiring notice, FAA Form 7460-1 is required to be prepared, submitted, and 
approved prior to building permit issuance. Alternatively, the City has established an 
exemption form, which may be submitted to the City in lieu of FAA notification. The 
proposed project would comply with all applicable General Plan policies intended to 
minimize potential air safety hazards, as well as the height restrictions and safety 
compatibility standards of the FAR Part 77 and the San Mateo County CALUP. 
Therefore, the proposed project would not result in a safety hazard for people residing or 
working in the project area, and impacts would be less than significant.   

 
f. The proposed project is not within the vicinity of a private airstrip. Thus, the proposed 

project would not result in a safety hazard for people residing or working in the project 
area, and no impact would occur.  
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g. The City of San Bruno has an Emergency Operations Plan that includes a discussion of 
fire, earthquake, flooding, and landslide hazards, as well as emergency evacuation routes 
and a chain of command system to coordinate all departments of first responders. The 
proposed project is consistent with the designated uses for the site and is located in a 
regional office area. In addition, the site is surrounded by existing similar developments. 
Implementation of the proposed project would not modify the existing circulation system 
in the area and, thus, would not interfere with any evacuation or response routes used by 
emergency response teams. Because the project would not impair implementation of or 
physically interfere with an adopted emergency response plan or emergency evacuation 
plan, impacts would be considered less than significant.  

 
h. The proposed project is located in a regional office area that is highly disturbed. The 

project site and surrounding areas are regularly maintained and are not considered 
“wildlands” where wildland fires are a risk to structures. However, according to the 
City’s General Plan EIR, the site may be considered a wildand/urban interface hazard 
area. The proposed project is required to comply with the City’s General Plan policies 
and procedures pertaining to reduction of fire hazards, as well as the State Public 
Resource Codes 4290 and 4291 that require management along structures and roadsides. 
Therefore, because the risk of on-site structures being subject to wildland fires is low and 
the project would be required to comply with applicable policies and regulations, impacts 
related to exposure of people or structures to the risk of loss, injury, or death involving 
wildland fires would be considered less than significant. 
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IX. HYDROLOGY AND WATER QUALITY. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Violate any water quality standards or waste 
discharge requirements? 

    

b. Substantially deplete groundwater supplies or 
interfere substantially with groundwater recharge 
such that there would be a net deficit in aquifer 
volume or a lowering of the local groundwater table 
level (i.e., the production rate of pre-existing nearby 
wells would drop to a level which would not 
support existing land uses or planned uses for 
which permits have been granted)? 

    

c. Substantially alter the existing drainage pattern of 
the site or area, including through the alteration of 
the course of a stream or river, in a manner which 
would result in substantial erosion or siltation on- 
or off-site? 

    

d. Substantially alter the existing drainage pattern of 
the site or area, including through the alteration of 
the course of a stream or river, or substantially 
increase the rate or amount of surface runoff in a 
manner which would result in flooding on- or off-
site? 

    

e. Create or contribute runoff water which would 
exceed the capacity of existing or planned 
stormwater drainage systems or provide substantial 
additional sources of polluted runoff? 

    

f. Otherwise substantially degrade water quality?    
g. Place housing within a 100-year floodplain, as 

mapped on a federal Flood Hazard Boundary or 
Flood Insurance Rate Map or other flood hazard 
delineation map? 

    

h. Place within a 100-year floodplain structures which 
would impede or redirect flood flows?

    

i. Expose people or structures to a significant risk of 
loss, injury or death involving flooding, including 
flooding as a result of the failure of a levee or dam.

    

j. Inundation by seiche, tsunami, or mudflow?    
 
Discussion 
 
a,f. The project consists of the construction of a new office building. During the early stages 

of construction activities, topsoil would be exposed due to grading and leveling of the 
site. After grading and leveling, and prior to overlaying the ground surface with 
impervious surfaces and structures, the potential exists for wind and water erosion to 
discharge sediment and/or urban pollutants into stormwater runoff, which would 
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adversely affect water quality. However, as required under the federal Clean Water Act, 
because the project would disturb more than one acre of land during construction, the 
project would be required to obtain coverage under and comply with the State’s 
Construction General Permit, which regulates stormwater discharges associated with 
construction activities. The State’s Construction General Permit requires a Storm Water 
Pollution Prevention Plan (SWPPP) to be prepared for the site. A SWPPP identifies 
BMPs to control or minimize pollutants from entering stormwater and must address both 
grading/erosion impacts and non-point source pollution impacts of the development 
project, including post-construction impacts. In addition, the project would be required to 
implement the San Mateo Countywide Water Pollution Prevention Program’s 
construction BMPs, including temporary controls to stabilize all denuded areas until 
permanent controls are established. 

 
 The proposed office use does not involve any operations typically associated with the 

generation or discharge of polluted water. Thus, typical operations on the project site 
would not violate any water quality standards or waste discharge requirements, nor 
degrade water quality. Implementation of the impervious surfaces on the site would result 
in the generation of urban runoff, which could contain pollutants if the runoff comes into 
contact with vehicle fluids on parking surfaces and/or landscape fertilizers. However, the 
proposed project is subject to the California Regional Water Quality Control Board San 
Francisco Bay Region’s Municipal Regional Stormwater National Pollutant Discharge 
Elimination System (NPDES) Permit Order R2-2009-0074. Accordingly, the proposed 
project site is a C.3 regulated project per the NPDES Permit Order R2-2009-0074 and is 
required to include appropriate site design measures, source controls, and hydraulically-
sized stormwater treatment measures. As presented in the Treatment Calculations table in 
Figure 5, Project Grading and Storm Drain Plan, the proposed project meets the required 
treatment area for the site per the C.3 Regulations. The treatment areas identified in 
Figure 5 consist of flow-through planters.  

 
 Because the proposed project would comply with all applicable regulations and does not 

involve uses associated with the generation or discharge of polluted water, the proposed 
project would not violate any water quality standards, waste discharge requirements, or 
otherwise substantially degrade water quality. Therefore, impacts would be considered 
less than significant.  

 
b. The City of San Bruno utilizes potable water from the Westside Groundwater Basin to 

meet more than half of the City’s water needs. The project site, although currently vacant, 
has been previously developed with a restaurant building that was connected to the City’s 
water system. Although an increase in water use at the site would result from 
implementation of the proposed project, the increase would not be considerable enough 
to cause a substantial depletion in groundwater supplies. According to the City, the 
existing water system is adequate to accommodate the proposed project.5 In addition, the 
proposed project is consistent with the City’s land use designation for the site and the 
surrounding area.  

                                                 
5 City of San Bruno. Personal communication with Joseph Cervantes, Associate Civil Engineer. July 23, 2013. 
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Figure 5 
Project Grading and Storm Drain Plan 
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As also shown in Figure 5, the proposed project would result in a reduction in impervious 
surfaces on the site, as compared to the existing conditions, and would include permeable 
surfaces in the project design. Thus, the proposed project would allow for a greater 
potential area for groundwater recharge than what currently exists on the site. Therefore, 
implementation of the proposed project would not interfere substantially with 
groundwater recharge.  
 
Because the project would not substantially deplete groundwater supplies or interfere 
substantially with groundwater recharge, impacts would be considered less than 
significant.  

 
c-e. The proposed project site is currently developed and surrounded by existing development 

in an urban, developed area. As such, the project would not alter the course of a stream or 
river. Implementation of the proposed project involves the construction of a new 
building, which would result in an alteration to the existing drainage pattern of the site. 
Implementation of the impervious surfaces on the site would result in the generation of 
urban runoff. As shown in Figure 5, the proposed project site currently has 59,450 sf of 
impervious surfaces associated with the parking area and building foundation for the 
previous on-site use. The proposed project would include a total new impervious area of 
35,150 sf. 

 
 The proposed project site is a C.3 regulated project and is required to include appropriate 

site design measures, source controls, and hydraulically-sized stormwater treatment 
measures. Design measures for the project include, but are not limited to, the following: 
 

 Direct roof runoff onto vegetated areas; 
 Direct runoff from sidewalks, walkways, and/or patios onto vegetated areas; 
 Direct runoff from driveways and/or uncovered parking lots onto vegetated areas; 
 Construction of driveways and/or uncovered parking lots with permeable 

surfaces; and  
 Self-treating stormwater areas. 

 
The vegetated areas noted above consist of flow-through infiltration planters. Due to the 
project design’s consistency with C.3 regulations, including incorporation of additional 
landscaping and stormwater treatment areas and the use of pervious pavers within several 
drive aisles and parking areas, the rate and/or amount of stormwater runoff from the site 
would not be expected to substantially change with implementation of the proposed 
project. In addition, groundwater was not encountered during drilling of borings for the 
Geotechnical Investigation, and the groundwater level is anticipated to be on the order of 
approximately 50 feet deep or deeper. The lower garage floor would be approximately 22 
feet below grade. As such, groundwater is not anticipated to be encountered, and 
construction dewatering is not expected to be necessary. Therefore, the project would not 
result in a substantial increase in the rate or amount of surface runoff in a manner that 
would result in flooding.  
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Because the rate or amount of surface runoff is not anticipated to substantially increase, 
the City’s existing stromwater drainage system would have adequate capacity to 
accommodate the proposed project. In addition, as discussed above, an increase in the 
potential for urban runoff constituents from the project site’s runoff to downstream 
surface waters would not increase as a result of the proposed project. The proposed 
project’s compliance with C.3 Regulations, including site design measures, source 
controls, and hydraulically-sized stormwater treatment measures, would ensure that 
runoff water from the site would not be a substantial source of polluted runoff.  
 
In conclusion, the proposed project would not substantially alter the existing drainage 
pattern of the site or area that would result in substantial erosion, siltation, or flooding, 
and would not create or contribute runoff water exceeding the capacity of existing or 
planned stormwater drainage systems or provide substantial additional sources of 
polluted runoff. Therefore, impacts would be considered less than significant.  

 
g. The proposed project consists of a new office building, and the project site is surrounded 

by existing similar developments in a regional office area. The proposed project would 
not place any housing within a 100-year floodplain and no impact would occur. 

 
h,i. According to the Geotechnical Investigation prepared for the proposed project, the 

project site is located within a Federal Emergency Management Agency (FEMA) flood 
hazard Zone D. A Zone D flood hazard area is considered an area of undetermined, but 
possible flood hazard. However, the project site has been previously developed, is 
relatively flat, and is surrounded by existing development in a regional office area. 
Accordingly, implementation of the proposed project would not result in an increase in 
risks associated with placing structures within a 100-year floodplain. In addition, 
according to Figure 3.13-1, Flooding and Storm Drainage, of the City’s General Plan 
EIR, the project site is not within a potential flood zone. The City’s General Plan EIR 
also states that areas located within the 100-year floodplain do not exist within the City, 
based on FEMA flood hazard mapping. 

 
The ABAG has compiled a database of Dam Failure Inundation Hazard Maps. The 
generalized hazard maps were prepared by dam owners as required by the State Office of 
Emergency Services and are intended for planning purposes. Based on the Dam Failure 
Inundation Hazard Maps, the proposed project site is not located within a dam failure 
inundation area.  
 
In conclusion, the proposed project would not place a structure within a 100-year 
floodplain that would impede or redirect flood flows, and would not expose people or 
structures to risks involving flooding, including flooding as a result of the failure of a 
levee or dam. Therefore, impacts related to flooding would be considered less than 
significant. 

 
j. Tsunamis are defined as sea waves created by undersea fault movement. A tsunami poses 

little danger away from shorelines. When tsunamis reach the shoreline, high swells of 
water break and wash inland with great force. The City of San Bruno is located 
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approximately four miles east of the Pacific Ocean, separated by mountainous terrain, 
and approximately three miles west of the San Francisco Bay. Although tsunamis could 
be a hazard to the City, the mapping of the inundation area has not been completed at this 
time. However, according to the City’s Local Hazard Mitigation Plan, if one assumes that 
a 42-foot tsunami enters the Golden Gate, the tsunami would be roughly 10 feet in the 
City of San Bruno. The lowest elevation in San Bruno is 12 feet above sea level. As such, 
the proposed project would not be expected to be exposed to flooding risks associated 
with tsunamis.  

 
 A seiche is a long-wavelength, large-scale wave action set up in a closed body of water 

such as a lake or reservoir, with destructive capacity that is not as great as that of a 
tsunami. The proposed project site is not located near a closed body of water large 
enough for a seiche to occur. Therefore, the proposed project is not anticipated to be 
impacted by seiches.  

 
 Mudflows typically occur in mountainous or hilly terrain, and the project site and 

surrounding area is relatively flat. Thus, the likelihood for danger from mudflows would 
be low at the site.  

 
 Because the proposed project would not be threatened by a seiche, tsunami, or mudflow, 

no impact from such phenomena would occur. 
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X. LAND USE AND PLANNING. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Physically divide an established community?     
b. Conflict with any applicable land use plans, 

policies, or regulations of an agency with 
jurisdiction over the project (including, but not 
limited to the general plan, specific plan, local 
coastal program, or zoning ordinance) adopted for 
the purpose of avoiding or mitigating on 
environmental effect? 

    

c. Conflict with any applicable habitat conservation 
plan or natural communities conservation plan?

    

 
Discussion 
 
a. The proposed project site is currently developed with a surface parking lot, and is 

surrounded by existing development. Therefore, the project would not physically divide 
an established community and no impact would occur. 

 
b. The proposed office project is consistent with the Regional Office General Plan land use 

designation for the site. In addition, the site is located within the Bayhill Office Park. The 
greater Bayhill Office Park contains 1.5 million sf of office space. As such, existing 
office buildings surround the project site, including three-story office developments to the 
west and east, and additional office buildings to the south.  

 
 The project site has a zoning designation of Planned Development (P-D). Because the 

existing P-D Zoning District for the site is specific to restaurant use, a zoning amendment 
to the P-D Zoning District for the site would be required to allow the proposed office uses 
and specify development standards specific to the proposed project. Upon approval of the 
zoning amendment, the project would not conflict with any applicable land use plans, 
policies, or regulations of an agency with jurisdiction over the project, adopted for the 
purpose of avoiding or mitigating an environmental effect.  

 
It should be noted that the City of San Bruno Ordinance No. 1284 requires a vote of the 
public for any building or structure exceeding 50 feet or three stories in height. A vote of 
the public is also required for all multi-story parking structures. City staff has evaluated 
the proposed project and has determined that the project does not require a vote of the 
public per Ordinance No. 1284, as the proposed building would be 50 feet in height or 
less. Additionally, the proposed project would include two levels of parking below the 
existing grade. The upper level of parking is more than 50 percent below the existing 
grade and, thus, does not constitute a story. Furthermore, City staff has routinely 
determined that sub-grade parking garages do not constitute a multi-story parking 
structure. 
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In conclusion, the project’s overall impact related to a conflict with applicable land use 
plans, policies, or regulations would be less than significant. 

 
c. The San Bruno Mountain Habitat Conservation Plan (HCP) was prepared for the County 

of San Mateo in 1982 and was authorized by the U.S. Fish and Wildlife Service 
(USFWS) in 1983. The majority of the San Bruno Mountain is included in the planning 
area for the HCP. However, the City of San Bruno, including the proposed project site, is 
not within the planning area for the San Bruno Mountain HCP. The City does not have an 
adopted Habitat Conservation Plan, Natural Conservation Community Plan, or other 
approved local, regional, or state habitat conservation plan. Therefore, no impact would 
occur related to a conflict with such a plan.  
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XI. MINERAL RESOURCES. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Result in the loss of availability of a known mineral 
resource that would be of value to the region and 
the residents of the state? 

    

b. Result in the loss of availability of a locally-
important mineral resource recovery site delineated 
on a local general plan, specific plan or other land 
use plan? 

    

 
Discussion 
 
a,b. According to the City’s General Plan EIR, mineral resources or recovery sites do not 

exist within the City of San Bruno. In addition, the project site has been previously 
developed, and is surrounded by other existing developments. Therefore, no impact to 
mineral resources would occur as a result of the proposed project. 

 



 San Francisco Police Credit Union New Administration Building 
Initial Study/Mitigated Negative Declaration 

 

 
November 2015 

49

XII. NOISE. 
Would the project result in: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Exposure of persons to or generation of noise levels 
in excess of standards established in the local 
general plan or noise ordinance, or applicable 
standards of other agencies? 

    

b. Exposure of persons to or generation of excessive 
groundborne vibration or groundborne noise levels? 

    

c. A substantial permanent increase in ambient noise 
levels in the project vicinity above levels existing 
without the project? 

    

d. A substantial temporary or periodic increase in 
ambient noise levels in the project vicinity above 
levels existing without the project? 

    

e. For a project located within an airport land use plan 
or, where such a plan has not been adopted, within 
two miles of a public airport or public use airport, 
would the project expose people residing or 
working in the project area to excessive noise 
levels? 

    

f. For a project within the vicinity of a private airstrip, 
would the project expose people residing or 
working in the project area to excessive noise 
levels? 

    

 
Discussion 
 
a, c. Operations at the proposed project would not involve any substantial noise generating 

sources. In addition, the project site has been previously developed, and is immediately 
surrounded by existing office developments. The nearest sensitive receptors to the site 
would be the residences located at the residential development approximately 0.14-mile 
from the project site on the north side of I-380. In addition, a residential development is 
located on the northwestern corner of Commodore Drive and Cherry Avenue 
approximately 0.17-mile from the project site. Consequently, the proposed project would 
not result in the generation of noise levels in excess of standards or a substantial increase 
in ambient noise levels in the project vicinity that would adversely affect the nearest 
residential receptors. However, future employees at the project site would be subjected to 
noise from existing sources in the area. 

 
The existing noise environment at the project site is defined by noise from existing 
vehicular traffic on surrounding roadways, most prominently from traffic on adjacent I-
380. According to Figure 3.15-2, Existing and Projected Noise Contours, of the City’s 
General Plan EIR, the project site is within a 70 decibel (dB) roadway noise exposure 
contour. According to Table 7-2, Land Use Compatibility For Community Noise 
Environments, of the City’s General Plan, the normally acceptable exterior day/night 
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noise level for office buildings is up to 70 dB. The proposed project does not include any 
outdoor areas that would support outdoor activities  
 
Title 24 of the California Code of Regulations contains the State Noise Insulation 
Standards, which specify interior noise standards for new developments other than single-
family homes. Such new developments are required to be designed to reduce outdoor 
noise to an interior level of 45 dB or less in any habitable room. Thus, for the proposed 
project, the anticipated exterior noise level of 70 dB must be reduced by 25 dB in order to 
meet the State interior noise level standard. Consistent with State and local building 
codes, the project would be designed to reduce exterior noise levels, including insulated 
building materials. In particular, the glass proposed to be utilized throughout the 
proposed project design (i.e., double 1/8-inch insulated glass with a STC rating of 30) 
would achieve an estimated sound transmission loss of 25 dB. Therefore, the proposed 
glass material alone would provide a reduction in exterior noise levels sufficient to meet 
the State’s 45 dB interior noise level standard.  
 
In conclusion, the proposed project would not expose persons to or generate noise levels 
in excess of standards or result in a substantial permanent increase in ambient noise levels 
in the project vicinity, and impacts would be less than significant.  
 

b. The primary vibration-generating activities associated with the project would occur when 
the infrastructure such as grading, utilities, and parking lots are constructed. The types of 
vibration impact include human annoyance and building structural damage. Human 
annoyance occurs when construction vibration rises significantly above the threshold of 
perception. Building damage can take the form of cosmetic or structural. Table 5 shows 
the typical vibration levels produced by construction equipment. 

 
Table 5 

Vibration Levels for Varying Construction Equipment 

Type of Equipment 

Peak Particle Velocity (ppv) 
@ 25 feet 

(inches/second) 

Approximate Velocity Level 
@ 25 feet 

(VdB) 
Large Bulldozer 0.089 87 
Loaded Trucks 0.076 86 

Small Bulldozer 0.003 58 
Auger/Drill Rigs 0.089 87 

Jackhammer 0.035 79 
Vibratory Hammer 0.070 85 

Vibratory Compactor/Roller 0.210 94 
Source: Federal Transit Administration, Transit Noise and Vibration Impact Assessment Guidelines, May 
2006. 

 
The Table 5 data indicates that construction vibration levels, with the exception of the 
vibratory compactor/roller, are less than the 0.2 in/sec ppv threshold of damage to 
buildings at distances of 25 feet. The construction vibration levels of the vibratory 
compactor/roller, however, are not significantly above the threshold and would not be 
expected to cause any damage given the distances to the nearest buildings. 
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The following is an excerpt from the Caltrans Technical Advisory, TAV-02-01-R9601, 
regarding construction vibrations: 

 
With the exception of a few instances involving pavement breaking, pile driving, 
all Caltrans construction vibration measurements have been below the 5 mm/s 
(0.2 in/sec) architectural damage risk level for continuous vibrations. The highest 
measured vibration level was 73.1 mm/s (2.88 in/sec) at 3 m (10 ft) from a 
pavement breaker. This instance marked the only time that the single event safe 
level of 50 mm/s (2 in/sec) was exceeded during vibration monitoring by 
Caltrans. Other construction activities and equipment, such as D-8 and D-9 
Caterpillars, earthmovers and haul trucks have never exceeded 2.5 mm/s (0.10 
in/sec) or one half of the architectural damage risk level, at 3 m (10 ft)). 

 
Based upon the information in Table 5 and the Caltrans Technical Advisory, vibrations 
are not predicted to exceed safe thresholds at adjacent sensitive receptors. Construction of 
the project would not require the use of pile driving. Additionally, the risk of annoyance 
due to construction vibrations is very low considering the distance to the nearest 
receptors. Therefore, this impact is considered less than significant. 

 
d. During the construction phases of the project, noise from construction activities would 

add to the noise environment in the immediate project vicinity. Per the City’s Noise 
Ordinance, particularly Section 6.16.070, Construction of buildings and projects, of the 
City’s Municipal Code, construction activities involving equipment that would generate 
85 dB at a distance of 100 feet during the hours of 7:00 AM to 10:00 PM or 65 dB at a 
distance of 100 feet between the hours of 10:00 PM and 7:00 AM are restricted within a 
residential zone or within a 500-foot radius of a residential zone.  

 
According to Table 3.15-4, Typical Construction Noise Levels, in the City’s General Plan 
EIR, activities involved in construction could generate maximum noise levels ranging 
from 74 dB to 101 dB at a distance of 50 feet. Building construction would occur at 
distances of approximately 0.14-mile (or approximately 740 feet) from the nearest 
sensitive residential receptors. Noise dissipates at a rate of 6 dB per each doubling of 
distance (e.g., a noise level of 101 dB at 50 feet would be reduced to 95 dB at a distance 
of 100 feet, 89 dB at a distance of 150 feet, etc.). Thus, the maximum noise to potentially 
be generated by construction at the site of 101 dB would not generate excessive noise at 
the nearest sensitive residential receptor.  
 
Although construction activities would be temporary in nature, are anticipated to occur 
during normal daytime working hours, and would comply with the City’s Noise 
Ordinance, the temporary increase in ambient noise levels could be considered a nuisance 
to nearby receptors. Therefore, a potentially significant impact would result. 
 
Mitigation Measure(s) 
Implementation of the following mitigation measures would reduce the above impacts to 
a less-than-significant level.  
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XII-1 During construction, the project contractor shall ensure the following: 
 

 Equipment and trucks used for project construction shall utilize the 
best available noise control techniques (e.g., improved mufflers, 
equipment redesign, use of intake silencers, ducts, engine 
enclosures, and acoustically attenuating shield or shrouds, 
wherever feasible. 

 Impact tools (e.g., jack hammer, pavement breakers and rock 
drills}, if any, used for project construction shall be hydraulically 
or electrically powered wherever possible to avoid noise 
associated with compressed-air exhaust from pneumatically 
powered tools. However, where use of pneumatic tools is 
unavoidable, an exhaust muffler on the compressed-air exhaust 
shall be used; the muffler could lower noise levels from the exhaust 
by up to about 10 dBA. External jackets on the tools themselves 
shall be used where feasible, which could achieve a reduction of 5 
dBA. Quieter procedures shall be used, such as drills rather than 
impact equipment, whenever feasible. 

 Stationary noise sources shall be located as far from sensitive 
receptors as possible, and shall be muffled and enclosed within 
temporary sheds and insulation barriers, or other measures shall 
be incorporated to the extent feasible. 

 
e. The San Francisco International Airport (SFO) is located approximately 1.5 miles east of 

the project site, on the opposite side of Highway 101. According to the City’s General 
Plan EIR, aircraft departures from SFO are the primary source of transportation noise in 
the City. Figure 3.15-2, Existing and Projected Noise Contours, of the City’s General 
Plan EIR indicates that the project site is between the 60 dB and 65 dB aircraft noise 
exposure contours. The San Mateo County CALUP establishes noise/land use 
compatibility standards, as shown in Table 3.15-1 of the General Plan EIR, which specify 
the compatible noise standard for commercial land uses, including office buildings, to be 
less than 70 dB. In addition, as discussed above, the normally acceptable exterior 
day/night noise level for office buildings is up to 70 dB. As also discussed above, the 
project design includes noise insulating features and building materials that would reduce 
interior noise levels to the State standard level. Because the proposed project would be 
subjected to aircraft noise between 60 dB and 65 dB, which is less than the 70 dB 
compatibility standards, and the project design includes noise insulation in compliance 
with State and local building codes, the proposed project would not expose people 
residing or working in the project area to excessive noise levels associated with the 
nearby airport. Therefore, a less-than-significant impact would occur.  

 
f. The proposed project is not within the vicinity of a private airstrip. Thus, the proposed 

project would not result in a safety hazard for people residing or working in the project 
area, and no impact would occur.  
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XIII. POPULATION AND HOUSING. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Induce substantial population growth in an area, 
either directly (for example, by proposing new 
homes and businesses) or indirectly (e.g., through 
projects in an undeveloped area or extension of 
major infrastructure)? 

    

b. Displace substantial numbers of existing housing, 
necessitating the construction of replacement 
housing elsewhere? 

    

c. Displace substantial numbers of people, 
necessitating the construction of replacement 
housing elsewhere? 

    

 
Discussion 
 
a. The proposed project consists of the construction of a new office building and associated 

surface and subterranean parking. Development of the proposed project would not 
involve the creation of any new housing, and, thus, would not directly induce population 
growth or result in a substantial increase in population in the area. While the project 
would result in a slight increase in the employee work force within the City, the 210 
potential jobs generated on-site would not be expected to induce substantial population 
growth in the City. Because the project site has been previously developed and is 
surrounded by existing development, the project would not create new development in a 
currently undeveloped area and an extension of major infrastructure would not be 
required. In addition, the proposed project is consistent with the land use designation for 
the site and the surrounding area. Therefore, impacts to population and housing would be 
considered less than significant.  

 
b,c. The project site is currently developed with a surface parking lot. Development of the 

proposed project would not displace existing housing or people and would not result in 
the need for replacement housing. Therefore, no impact would occur. 
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XIV. PUBLIC SERVICES. 
Would the project result in substantial adverse physical 
impacts associated with the provision of new or 
physically altered governmental facilities, need for new 
or physically altered governmental facilities, the 
construction of which could cause significant 
environmental impacts, in order to maintain acceptable 
service ratios, response times or other performance 
objectives for any of the public services: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Fire protection?    
b. Police protection?    
c. Schools?    
d. Parks?    
e. Other Public Facilities?    

 
Discussion 
 
a, b. The proposed project site is located within the jurisdiction of the San Bruno Fire 

Department (SBFD), which provides fire protection services and emergency medical 
services within the City and to areas within the County. The nearest fire station is located 
at 555 El Camino Real in the City of San Bruno, which is approximately 0.65-mile 
southeast of the site. The San Bruno Police Department provides law enforcement 
services to the project site.  
 
The proposed project is consistent with the General Plan land use designation for the site 
and would be consistent with the General Plan goals and policies. The General Plan EIR 
concluded that development in the City consistent with the General Plan would not result 
in the need for additional fire or police protection facilities. The General Plan policies 
would also help to ensure that the City’s impacts remain less than significant associated 
with fire and police protection services. In addition, the proposed project site has been 
previously developed, and is surrounded by existing similar development; thus, the 
demand for police and fire protection services would generally remain the same for the 
area with implementation of the proposed project. Consequently, the current fire and 
police protection services would be adequate to serve the proposed project, and the 
project would not result in the need for new or physically altered fire or police service 
facilities, the construction of which could cause environmental impacts. Thus, a less-
than-significant impact related to fire and police protection would occur. 
 

c. Four school districts serve the San Bruno residents from kindergarten through the 
community college level. The San Bruno Park School District operates six elementary 
schools and one middle school, and serves the majority of children within the City from 
kindergarten through eighth grade. In addition, the South San Francisco Unified School 
District has one elementary school within the City. The San Mateo Union High School 
District serves the City’s high school students, and the San Mateo Community College 
District provides post-secondary educational services. According to the General Plan 
EIR, because the City’s schools are under capacity, current facilities may be sufficient to 
accommodate student growth through the year 2025.  
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As the proposed project would consist of an office building, the proposed project would 
not directly induce population growth in the City. Accordingly, implementation of the 
proposed project would not increase the number of students within the City or the 
demand for school services. Therefore, the proposed project would result in a less-than-
significant impact associated with the provision of school facilities or services.  

 
d,e. The City of San Bruno currently provides a total of 72 acres of City parkland, including 

five small pocket parks, 12 neighborhood parks, and one large community park. The 
Parks and Recreation Services Department maintains all developed municipal park sites, 
street medians, and landscaping along San Mateo Avenue and at other City facilities. In 
addition to City parks, local recreation centers, school facilities, and a 108-acre regional 
park - San Mateo County’s Junipero Serra Park - provide recreational opportunities for 
San Bruno residents. Junipero Serra Park is maintained by the San Mateo County Parks 
and Recreation Division. Hiking and cycling trails are located west of the City boundary 
within the Golden Gate National Recreation Area and the San Francisco Peninsula 
Watershed, accessible from Sneath Lane and San Bruno Avenue. A privately operated 
driving range, located at the former Willard Engvall school site along Sneath Lane, also 
provides recreational services. 

 
As the proposed project would consist of an office building, the proposed project would 
not directly induce population growth in the City. Accordingly, implementation of the 
proposed project would not increase the demand for parks or other public facilities or 
services. Therefore, impacts would be less than significant.  

 
 



 San Francisco Police Credit Union New Administration Building 
Initial Study/Mitigated Negative Declaration 

 

 
November 2015 

56

XV. RECREATION. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Would the project increase the use of existing 
neighborhood and regional parks or other recreational 
facilities such that substantial physical deterioration of 
the facility would occur or be accelerated?

    

b. Does the project include recreational facilities or 
require the construction or expansion of recreational 
facilities which might have an adverse physical effect 
on the environment? 

    

 
Discussion 
 
a,b. The proposed project consists of the construction of a new office building. Development 

of the proposed project would not create housing and would not directly induce 
population growth within the City of San Bruno. Therefore, an increased demand for new 
recreational facilities or increased use of existing facilities would not result from 
implementation of the proposed project, and a less-than-significant impact with regard to 
recreational facilities would occur. 
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XVI. TRANSPORTATION/CIRCULATION. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-
Than-

Significant 
Impact 

No 
Impact 

a. Cause an increase in traffic which is substantial in 
relation to the existing traffic load and capacity of 
the street system (i.e., result in a substantial 
increase in either the number of vehicle trips, the 
volume to capacity ratio on roads, or congestion at 
intersections)? 

    

b. Exceed, either individually or cumulatively, a level 
of service standard established by the county 
congestion management agency for designated 
roads or highways? 

    

c. Result in a change in air traffic patterns, including 
either an increase in traffic levels or a change in 
location that results in substantial safety risks? 

    

d. Substantially increase hazards due to a design 
features (e.g., sharp curves or dangerous 
intersections) or incompatible uses (e.g., farm 
equipment)? 

    

e. Result in inadequate emergency access?     
f. Conflicts with adopted policies supporting 

alternative transportation (e.g., bus turnouts, bicycle 
racks)? 

   

 
Discussion 
 
a,b. A traffic impact analysis was prepared for the proposed project by Crane Transportation 

Group (CTG) on August 27, 2015 (see Appendix B). The purpose of the traffic study was 
to determine any significant traffic impacts that would be associated with the proposed 
project. The following issues were analyzed: 

 
 Existing A.M. and P.M. Peak Hour, Existing Plus Project Peak Hour, Cumulative, 

and Cumulative Plus Project traffic conditions at major intersections that may be 
impacted by the proposed project; 

 Project traffic impacts on adjacent roadways that would be used to access the site, 
including seven key intersections, such as those providing access to Interstate 280 
(I-280) freeway and Interstate 380 (I-380); and 

 Required measures to mitigate any significant project traffic impacts. 
 

The following seven key intersections on adjacent roadways that would be used to access 
the site were analyzed in the traffic impact analysis: 
 

 San Bruno Avenue / I-280 Southbound Off-Ramp 
 San Bruno Avenue / I-280 Northbound Off-Ramp 
 San Bruno Avenue / Cherry Avenue 
 San Bruno Avenue / El Camino Real 
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 El Camino Real / Bayhill Drive 
 El Camino Real / I-380 Eastbound Off-Ramp 
 El Camino Real / I-380 Westbound Off-Ramp 

 
The project site is located in the City of San Bruno, which is served by several freeways 
including Highway 101, I-280, and I-380. I-380 runs adjacent to the north project 
boundary. 

 
The project would gain access directly from Grundy Lane. Grundy Lane connects to 
Cherry Avenue and Bayhill Drive (via a short extension of Elm Avenue), each of which 
connects to one or two major arterials in the City of San Bruno: El Camino Real (SR 82), 
San Bruno Avenue or Sneath Lane 

 
El Camino Real provides local area access to I-380, while San Bruno Avenue and Sneath 
Lane both provide access to I-280 west of the site.  San Bruno Avenue also provides 
access to Highway 101 to the east of the site.  Each facility is briefly described below. 

 
Existing Levels of Service (LOS) 
 
The City of San Bruno considers Level of Service (LOS) D as the acceptable threshold 
for a signalized intersection in the City of San Bruno for a Non-Congestion Management 
Agency (CMA) monitored location, while LOS E is the minimum acceptable operation 
for a signalized CMA monitored location. The El Camino Real / San Bruno Avenue 
intersection was the only CMA monitored intersection evaluated in the traffic impact 
analysis. 
 
The LOS for signalized intersections is based on and measured in terms of control delay 
for the peak fifteen-minute analysis period. The weekday AM peak period is 7:00 AM to 
9:00 AM and the PM peak period is 4:00 PM to 6:00 PM. Table 6 below presents the 
Existing Peak Hour LOS at the study intersections. As shown in the table, all analyzed 
intersections currently operate at an acceptable (LOS D or better) LOS during both the 
AM and PM peak traffic hours. The poorest, but still operating acceptably, is at El 
Camino Real / San Bruno Avenue, which operates at LOS C during the AM peak period 
and LOS D during the PM peak period. The remaining intersections operate at LOS C or 
better. 
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Table 6 
Existing Peak Hour LOS at Study Intersections 

Location Control 

AM Peak Hour PM Peak Hour 

LOS

Average 
Delay 

(seconds) LOS 

Average 
Delay 

(seconds)
El Camino Real / I-380 WB Off-Ramp Signal B 18.1 C 27.8 
El Camino Real / I-380 EB Off-Ramp Signal A 8.5 B 17.4 
El Camino Real / Bayhill Drive Signal A 7.6 C 24.8 
El Camino Real / San Bruno Ave Signal C 34.6 D 44.0 
San Bruno Ave / Cherry Ave Signal B 19.7 C 26.5 
San Bruno Ave / I-280 NB Off-Ramp Signal B 19.6 C 24.7 
San Bruno Ave / I-280 SB Off-Ramp Signal C 20.9 C 20.7 
Source: Crane Transportation Group, August 2015. 

 
Existing Plus Project LOS 
 
Table 7 below presents the proposed project’s anticipated trip generation. As shown in 
the table, the 210 employees would be expected to generate 101 inbound and 14 
outbound AM peak hour trips, with 21 inbound and 104 outbound PM peak hour trips.  
Table 8, however, shows the anticipated project trip generation after accounting for peak 
hour trip reductions due to the project’s proximity to dedicated shuttle service.6 In 
addition, because the project would generate more than 100 net new trips and include 
more than 25 employees, implementation of a Transportation Demand Management 
(TDM) Program is required for the project per C/CAG criteria and City of San Bruno 
Municipal Code requirements. While the project’s TDM is anticipated to further reduce 
peak hour trips associated with the project, these reductions have not been included in the 
Traffic Study analysis. It should be noted that reductions in peak hour trips have been 
documented in nearby communities with similar transit access and TDM program 
measures.  
 
Project traffic was distributed to the local roadway network based upon existing peak 
hour traffic flow patterns in the area, the numerous opportunities for freeway access, and 
the traffic consultant’s knowledge of local area AM and PM peak congestion on the 
various freeway segments. Surveys of residential locations of workers from office 
developments in nearby South San Francisco were also utilized in developing project 
distribution projections. Approximately 20 percent of project traffic would be distributed 
to I-280 both to the north and south, with 35 percent of project traffic traveling on I-380 
to Highway 101. The proposed project’s resultant existing plus project AM and PM peak 

                                                 
6 C/CAG TDM Program criteria allow one peak-hour project trip to be credited for each peak-hour trip seat on a 
dedicated shuttle. Shuttle service runs between the San Bruno BART station and the Bayhill Office Park buildings in 
a one-way loop via San Bruno Avenue, Cherry Avenue, Sneath Lane, and Huntington Avenue. In addition, shuttle 
service runs between the San Bruno Caltrain station and the Bayhill Office Park buildings in a one-way loop in the 
project area using San Bruno Avenue, Cherry Avenue, Sneath Lane, and El Camino Real. With six to seven 
combined shuttle trips per hour serving the project area during each of the peak traffic hours, approximately 13 to 14 
shuttle seats are estimated to be available per hour to offset 13 to 14 peak hour trips. The peak hour trip reduction for 
the project translates to an approximate reduction in project trips of 10%. 
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hour volumes are shown distributed to the local roadway network on Figure 6 and Figure 
7, respectively.  
 

Table 7 
Project Trip Generation

Use 

Size or # 
of 

Employees 

Daily 2-
Way Trips 

AM Peak Hour Trips PM Peak Hour Trips 
Inbound Outbound Inbound Outbound 

Rate Vol Rate Vol Rate Vol Rate Vol Rate Vol 
Police 
Credit 
Union 
Office 

210 * 810 ** 112 ** 15 *** 23 *** 115 

* Ln(T) = 0.84 Ln(X) + 2.23 
** Ln(T) = 0.86 Ln (X) + 0.24 (88% in/12% out) 
*** T = 0.37(X) + 60.08 (17% in/83% out) 
 
Ln = Natural Log 
T = Trips 
X = Number of Employees 
 
Source: Crane Transportation Group, August 2015.

 
Table 8 

Project Trip Generation Including Trip Reductions 

Use 
AM Peak Hour Trips PM Peak Hour Trips 
Inbound Outbound Inbound Outbound 

Average Trip Generation 112 15 23 115 
10% Reduction Due to  Dedicated Transit 
Service  

-11 -1 -2 -11 

Net Project Trip Generation 101 14 21 104 
Source: Crane Transportation Group, August 2015.

 
Standards of Significance 
 
In addition to the City of San Bruno LOS standards, San Mateo County Congestion 
Management Program (CMP) LOS Standards have been established for roadway 
segments and intersections near the County line that have been designated CMP roadway 
system facilities. For Non-CMP intersections, a significant impact would occur if the 
proposed project would result in any of the following: 
 

 Deteriorate peak hour intersection operations from an acceptable (LOS D or 
better) to an unacceptable level (LOS E or LOS F); or 

 Exacerbate unacceptable operations by increasing the average control delay by 
four (4) seconds or more at an intersection operating at LOS E or LOS F. 

 



l 2SO Grund lane EIR 

·- Project Site 

Not To Scale 
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Figure 6 
Existing Plus Project AM Peak Hour Volumes 

 
Source: Crane Transportation Group, August 2015. 
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Figure 7 
Existing Plus Project PM Peak Hour Volumes 

 
Source: Crane Transportation Group, August 2015. 
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For CMP Intersections, a significant impact would occur if the proposed project would 
result in any of the following: 
 

 Deteriorate peak hour intersection operations from an acceptable (LOS E or 
better) to an unacceptable level (LOS F); or 

 Exacerbate unacceptable operations by increasing the average critical delay by 
four (4) seconds or more at an intersection operating at LOS F. 
 

For Caltrans facilities, Caltrans endeavors to maintain a target LOS at the transition 
between LOS C and LOS D on State highway facilities, but Caltrans acknowledges that 
this many not always be feasible. Because El Camino Real (SR 82) is a predominantly 
signalized, heavily-traveled road, and in order to provide consistency with the above-
described City of San Bruno standards, LOS D is considered the appropriate target LOS 
for these State highway intersections. The Caltrans Guide goes on to say that if an 
existing State highway facility is operating at worse than the appropriate target LOS, the 
existing measure of effectiveness (i.e., vehicle delay at intersections) should be 
maintained. However, Caltrans typically will consider and defer to a local jurisdiction’s 
significance threshold.  As previously noted, for Non-CMP intersections, a significant 
impact would occur if the proposed project would result in any of the following:  
 

 Deteriorate peak hour intersection operations from an acceptable (LOS D or 
better) to an unacceptable level (LOS E or LOS F); or 

 Exacerbate unacceptable operations by increasing the average control delay by 
four (4) seconds or more at an intersection operating at LOS E or LOS F.  
 

For CMP Intersections, a significant impact would occur if the proposed project would 
result in any of the following: 
 

 Deteriorate peak hour intersection operations from an acceptable (LOS E or 
better) to an unacceptable level (LOS F); or 

 Exacerbate unacceptable operations by increasing the average critical delay by 
four (4) seconds or more at an intersection operating at LOS F 

 
Table 9 presents the addition of project traffic to the existing volumes. As shown in the 
table, the El Camino Real / San Bruno Avenue intersection would continue to operate at 
LOS D in the PM peak hour, and all other intersections would operate at LOS C or better. 
Thus, all intersections would continue to operate within the established LOS thresholds, 
and impacts to local intersections would not occur as a result of the proposed project.  
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Table 9 

Existing Plus Project Peak Hour LOS at Intersections 

Location Control 

AM Existing 
Peak Hour 

PM Existing 
Peak Hour 

AM Existing 
Plus Project 
Peak Hour 

PM Existing 
Plus Project 
Peak Hour 

LOS

Average 
Delay 

(seconds) LOS

Average 
Delay 

(seconds) LOS

Average 
Delay 

(seconds) LOS

Average 
Delay 

(seconds)
El Camino Real / I-380 
WB Off-Ramp 

Signal B 18.1 C 27.8 B 18.5 C 27.9 

El Camino Real / I-380 
EB Off-Ramp 

Signal A 8.5 B 17.4 A 8.7 B 17.5 

El Camino Real / 
Bayhill Drive 

Signal A 7.6 C 24.8 A 8.2 C 26.6 

El Camino Real / San 
Bruno Ave 

Signal C 34.6 D 44.0 C 34.7 D 44.2 

San Bruno Ave / 
Cherry Ave 

Signal B 19.7 C 26.5 C 20.3 C 27.1 

San Bruno Ave / I-280 
NB Off-Ramp 

Signal B 19.6 C 24.7 B 19.8 C 24.8 

San Bruno Ave / I-280 
SB Off-Ramp 

Signal C 20.9 C 20.7 C 20.9 C 20.8 

Source: Crane Transportation Group, August 2015. 
 
Cumulative Conditions 

 
Year 2030 AM and PM peak hour traffic volumes were developed using 2030 traffic 
projections from the San Bruno Transit Corridors Plan Draft EIR. Because these 
projections included traffic activity from the restaurant on the project site that has now 
been closed for several years, traffic volumes from this use were removed from the 2030 
system in order to present a true “no project” set of projections. It should be noted that 
planned and funded roadway improvements that would improve circulation system 
capacity are not anticipated by 2030. 
 
The 2030 Cumulative No Project peak hour LOS for the seven intersections analyzed is 
shown in Table 10. As shown in the table, the two poorest projected intersections are El 
Camino Real / San Bruno Ave and El Camino Real / Bayhill Drive. The El Camino Real / 
San Bruno Ave intersection is projected to operate at unacceptable LOS F during the PM 
peak hour, while the El Camino Real / Bayhill Drive intersection is projected to operate 
at unacceptable LOS E during the AM peak hour. However, all other study intersections 
would operate at acceptable LOS during the AM and PM peak traffic hours under the 
2030 Cumulative No Project scenario. 
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Table 10 
2030 Cumulative No Project versus Cumulative Plus Project Peak Hour LOS at Intersections 

Location Control 

AM Cumulative No 
Project Peak Hour 

PM Cumulative No 
Project Peak Hour

AM Cumulative 
Plus Project Peak 

Hour 

PM Cumulative 
Plus Project Peak 

Hour 

LOS 

Average 
Delay 

(seconds) LOS 

Average 
Delay 

(seconds) LOS 

Average 
Delay 

(seconds) LOS 

Average 
Delay 

(seconds)
El Camino Real / I-
380 WB Off-Ramp 

Signal C 20.8 C 32.7 C 21.4 C 33.1 

El Camino Real / I-
380 EB Off-Ramp 

Signal B 10.1 B 17.1 B 10.3 B 17.1 

El Camino Real / 
Bayhill Drive 

Signal E 68.1 D 37.0 E 69.9 D 38.7 

El Camino Real / 
San Bruno Ave 

Signal E 73.7 F 113.3 E 74.1 F 113.7 

San Bruno Ave / 
Cherry Ave 

Signal D 51.5 D 42.2 D 54.3 D 42.7 

San Bruno Ave / I-
280 NB Off-Ramp 

Signal B 19.7 C 28.4 C 20.1 C 28.6 

San Bruno Ave / I-
280 SB Off-Ramp 

Signal C 20.9 C 21.5 C 20.9 C 21.6 

Source: Crane Transportation Group, August 2015. 

 
The anticipated volumes for 2030 Cumulative Plus Project conditions for the AM and 
PM peak hour traffic hours are presented in Figure 8 and Figure 9, respectively. Table 10 
presents the 2030 Cumulative Plus Project intersection LOS compared to the 2030 
Cumulative No Project conditions. As shown in the table, the addition of project traffic to 
the year 2030 Cumulative No Project volumes would not result in unacceptable LOS at 
any of the study intersections per the significance criteria listed above. For the two 
intersections discussed above that would operate at unacceptable LOS without the 
proposed project traffic, the addition of project traffic would not increase the average 
control delay at either intersection by the significance criteria limit of four seconds (e.g., 
only a 1.8 second delay increase would occur at the El Camino Real / Bayhill Drive 
intersection, and a 0.4 second delay increase would occur at the El Camino Real / San 
Bruno Ave intersection). Therefore, all intersections would continue to operate within 
LOS thresholds under 2030 Cumulative Plus Project conditions, and impacts to study 
intersections would not occur as a result of the proposed project.  
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Figure 8 
2030 Cumulative Plus Project AM Peak Hour Volumes 

 
Source: Crane Transportation Group, August 2015. 
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Figure 9 
2030 Cumulative Plus Project PM Peak Hour Volumes 

 
Source: Crane Transportation Group, August 2015. 
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Conclusion 
 
As discussed above, although the proposed project would cause an increase in traffic in 
the area, the incremental increase would not result in adverse traffic impacts per the 
thresholds of significance used for this analysis. Therefore, the proposed project would 
have a less-than-significant impact with respect to causing an increase in traffic that 
would be substantial in relation to the existing traffic load and capacity of the street 
system, and exceeding any LOS standards. 
 

c. The proposed project would not directly induce population growth in the area and would, 
thus, not be expected to result in any substantial increase in air traffic levels. In addition, 
as discussed in further detail in Section VIII, Hazards and Hazardous Materials, of this 
IS/MND, the proposed project would comply with all applicable General Plan policies 
intended to minimize potential air safety hazards, as well as the height restrictions and 
safety compatibility standards of the FAR Part 77 and the San Mateo County CALUP. As 
such, the project would not result in any affects to or from the nearby SFO airport. 
Because the project would not result in any changes to existing regional air traffic 
patterns or activity, no impact would occur. 

 
d. The project would have two driveway connections to the north side of Grundy Lane. 

Sight lines for the proposed project at each driveway for exiting drivers would be as 
follows after the proposed surface parking lot immediately west of the project’s west 
driveway is developed: 
 

 PROJECT 
WEST DRIVEWAY

PROJECT 
EAST DRIVEWAY 

 
Sight Line to East on Grundy Lane 450’ 290’ 
Sight Line to West on Grundy Lane 250’ 300’ 

 
On-street parking is currently prohibited along the north side of Grundy Lane to the east 
of the project site, which would facilitate sight lines in that direction. On-street parking 
would also be prohibited along the site frontage between the project driveways and 
partially through the horizontal curve just west of the west driveway, subject to review by 
the City Public Services Department and Traffic Safety and Parking Committee and 
approval by the City Council.  
 
Minimum acceptable sight lines on local streets are typically evaluated using stopping 
sight distances as the criteria. Stopping sight distances based upon speed, according to A 
Policy on Geometric Design of Highways and Streets - a guidance document prepared by 
the American Association of State Highway and Transportation Officials - are presented 
in Table 11 below. 
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Table 11 
Stopping Site Distances

Speed Level 3% Downgrade 
20 mph 115’ 116’ 
25 mph 155’ 158’ 
30 mph 200’ 205’ 
35 mph 250’ 257’ 

Source: Crane Transportation Group, August 28, 2013.
 
While a posted speed limit does not currently exist on Grundy Lane, observed speeds 
ranged from 20 to 30 mph with an occasional vehicle traveling faster than 30 mph. In 
addition, a minor downgrade occurs (west to east) along Grundy Lane, just west of the 
proposed west driveway location. Based upon observed speeds, minor downhill grade, 
and available sight lines, a minor sight line deficiency for exiting drivers at the project’s 
west driveway (looking west to see eastbound vehicles) would occur with 
implementation of the proposed project. Because the proposed project could result in a 
sight line deficiency, a potentially significant impact could occur.  

 
Mitigation Measure(s) 
Implementation of the following mitigation measure would reduce the above impacts to a 
less-than-significant level.  
 
XVI-1 Prior to the issuance of a building permit, the project applicant shall 

coordinate with the City Streets Division to post a 25 mph speed limit sign 
on the eastbound Grundy Lane approach to the western project driveway. 
Improvements shall be fully funded by the project applicant. 

 
e.  The proposed project site has been previously developed and is surrounded by existing 

similar developments. Modifications to the existing circulation system in the project area 
would not occur as a result of the proposed project. As such, emergency access to the site 
and/or surrounding area would not be modified from existing. The project design includes 
sufficient emergency vehicle access to the site. Therefore, impacts related to emergency 
access would be less than significant.  

 
f. Caltrain and the SamTrans currently provide transit services to the City of San Bruno. 

The BART provides service to the City as well. Caltrain is a commuter rail service 
consisting of approximately 77 miles of track with 76 total trains traveling per day 
between the cities of San Francisco and Gilroy. SamTrans is a fixed-route bus system 
consisting of 64 routes to, from, and within the City of San Bruno. BART is a 95-mile, 
automated rapid transit system with 47 stations located along five lines of double track, 
connecting San Francisco to Millbrae and other East Bay communities – north to 
Richmond, east to Pittsburg/Bay Point, east to Dublin/Pleasanton, and south to Fremont.  
 
As the proposed project would result in a slight increase in the employee population in 
the area, an increase in new transit riders or other alternative modes of transportation in 
the area could result. SamTrans offers BART shuttles and community shuttles that 
connect BART and rail stations with major employment sites. The Peninsula Traffic 
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Congestion Relief Alliance (known as Commute.org) serves as a broker between cities 
and interested employers to help create successful commuter shuttle programs.  
 
A shuttle program currently exists at the Bayhill Office Park that is run by Walmart, 
which has offices located within Bayhill Office Park. The shuttle service runs in a one-
way loop via San Bruno Avenue, Cherry Avenue, Sneath Lane, and Huntington Avenue, 
with a stop at 850 Cherry Avenue, which is in front of Walmart’s office building. The 
Bayhill Office Park shuttle provides employee shuttle trips to/from the San Bruno BART 
station and the San Bruno Caltrain station. The Bayhill Office Park shuttle service is 
funded by Walmart, the Bay Air Quality Management District Transportation Fund, and, 
for the San Bruno BART shuttle trips only, subsidy monies are also provided by 
SamTrans. Employee ridership is free for shuttle service to the San Bruno BART and 
Caltrain stations. The current shuttle program is managed by Walmart rather than 
Commute.org. Restrictions on ridership for the existing Bayhill Office Park Shuttle do 
not currently exist; therefore, future employees at the proposed project site could use the 
existing shuttle to/from the San Bruno BART and Caltrain stations. The applicant for the 
proposed project could coordinate with Walmart regarding the addition of a new stop 
location at 1250 Grundy Lane, though utilization of the existing 850 Cherry Avenue 
shuttle stop by future project employees would necessitate only a short distance walk of 
approximately one City block, or 1,000 feet, to/from the project site.  
 
Sidewalks are provided along the project’s Grundy Lane frontage as well as along both 
sides of all local streets. The only nearby existing bike routes are along Sneath Lane, 
where Class II signed and striped bike lanes are provided. Bayhill Drive and Cherry 
Avenue are all designated as potential future bike routes in the City’s General Plan 
Circulation Element. 
 
Because the proposed project would be located within the Bayhill Office Park, free 
shuttle services would be available for future employees to/from for the San Bruno 
BART and Caltrain stations. Pedestrian and bicycle facilities are also available for use in 
the project vicinity. In addition, the proposed project would be consistent with the 
General Plan goals and policies associated with alternative transportation, as well as all 
applicable State and local standards, including compliance with parking standards, and 
other features supportive of alternative transportation usage. Therefore, the proposed 
project would not conflict with any adopted policies supporting alternative transportation, 
and impacts would be less than significant. 
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XVII. UTILITIES AND SERVICE SYSTEMS. 
Would the project: 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Exceed wastewater treatment requirements of the 
applicable Regional Water Quality Control 
Board? 

    

b. Require or result in the construction of new water 
or wastewater treatment facilities or expansion of 
existing facilities, the construction of which could 
cause significant environmental effects? 

    

c. Require or result in the construction of new storm 
water drainage facilities or expansion of existing 
facilities, the construction of which could cause 
significant environmental effects?

    

d. Have sufficient water supplies available to serve 
the project from existing entitlements and 
resources, or are new or expanded entitlements 
needed? 

    

e. Result in a determination by the wastewater 
treatment provider which serves or may serve the 
project that it has adequate capacity to serve the 
project’s projected demand in addition to the 
provider’s existing commitments?

    

f. Be served by a landfill with sufficient permitted 
capacity to accommodate the project’s solid waste 
disposal needs? 

    

g. Comply with federal, state, and local statutes and 
regulations related to solid waste? 

    

 
Discussion 
 
a-e. The following is a discussion of the proposed project utilities, including the existing 

water, sewer, and storm drainage systems, and the potential increase in demand for each 
system. 

 
Wastewater System 

 
The City of San Bruno’s sewer system consists of approximately 150 miles of pipeline 
and seven lift stations. Currently, 2.8 million gallons of effluent per day goes to the South 
San Francisco-San Bruno Water Quality Control Plant (SSF/SB WQCP). The treatment 
facility is located one mile north of the San Francisco International Airport within the 
boundaries of South San Francisco. From the treatment facility, treated wastewater is 
discharged into the San Francisco Bay from a 60-inch outfall pipeline two miles offshore 
and 20 feet beneath the surface. The proposed project includes a connection to the 
existing six-inch lateral lines next to the project site along Grundy Lane. Due to the slight 
increase in employees at the site, an increase in demand for wastewater treatment would 
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likely result from implementation of the proposed project. Despite the slight increase in 
number of employees at the project site, the City has confirmed that the existing 
infrastructure and facilities have adequate capacity for the associated increase in 
demand.7 Therefore, current wastewater services would be adequate to accommodate the 
proposed project. 
 
Water System 
 
The City of San Bruno uses a local water source to meet more than half of its water 
needs. Four wells produce approximately half of the City’s water supply by drawing 
potable water from the Westside Groundwater Basin, a deep aquifer located between 250 
feet and 500 feet below ground surface. Water purchased from the San Francisco Public 
Utilities Commission (SFPUC) is the second primary source for the City. The SFPUC’s 
water source is the Hetch Hetchy system, which originates in the Sierra Nevada 
Mountains and is transported 150 miles through a series of pipelines and tunnels to 
supply San Francisco and other cities on the Peninsula. In addition to the four wells, the 
City of San Bruno’s water system infrastructure consists of 18 booster pumps, one 
filtering plant, eight storage tanks (with a combined capacity of eight million gallons), 
900 fire hydrants, 9,000 valves, over 100 miles of water mains, ranging from 12 inches to 
16 inches in diameter, and 11,300 metered services. Water service would be provided to 
the project site by means of connecting to the existing two-inch domestic and two-inch 
fire flow water lines along Grundy Lane. According to the City, the existing 
infrastructure and facilities would be sufficient to accommodate the proposed project.8 
 
Storm Drainage 
 
The proposed project would connect to the City’s existing storm drainage system. A 
Storm Drain Master Plan was developed for the City in May 2014. According to the 
City’s Storm Drain Master Plan, the City’s drainage system has a 25-year storm capacity. 
The proposed project would result in impervious surfaces; however, as discussed in the 
Hydrology and Water Quality section of this IS/MND, the proposed project would result 
in a smaller impervious area than what currently exists on the project site. In addition, the 
proposed project includes compliance with stormwater control requirements per C.3 
Regulations, including appropriate site design measures, source controls, and 
hydraulically-sized stormwater treatment measures. As presented in the Treatment 
Calculations table in Figure 5, Project Grading and Storm Drain Plan, the project design 
includes stormwater treatment areas in excess of what is required per the C.3 
Regulations. As such, the project would not be expected to result in an increase in 
stormwater runoff, and the City has determined that the existing storm drainage system 
has adequate capacity to accommodate the proposed project.9  

                                                 
7 City of San Bruno. Personal communication with Joseph Cervantes, Associate Civil Engineer. July 23, 2013. 
8 Ibid. 
9 Ibid. 
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Conclusion 
 
As discussed above, the project would not result in a substantial increase in the demand 
for water, wastewater, or stormwater service systems. Furthermore, the City confirms that 
the existing infrastructure and facilities are adequate to accommodate the proposed 
project. In conclusion, construction of new or expansion of existing water, wastewater, or 
stormwater drainage system facilities would not be required, and a less-than-significant 
impact related to water, wastewater, and stormwater services would result. 
 

f,g. According to the City’s General Plan EIR, the City of San Bruno currently utilizes the Ox 
Mountain Landfill, located in Half Moon Bay off of San Mateo Road. While the landfill 
is anticipated to reach capacity in 2017, a current expansion is underway that should 
extend capacity through 2025. In addition, waste stream reduction, such as recycling and 
continual public education about waste reduction, is expected to lengthen the projected 
life of the facility. Furthermore, the proposed project is consistent with the land use 
designation for the site in the General Plan and would comply with all federal, State, and 
local regulations related to solid waste. Therefore, the proposed project would result in a 
less-than-significant impact related to solid waste services. 
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XVIII. MANDATORY FINDINGS OF 
 SIGNIFICANCE. 

Potentially 
Significant 

Impact 

Less Than 
Significant 

with 
Mitigation 

Incorporated 

Less-Than-
Significant 

Impact 

No 
Impact 

a. Does the project have the potential to degrade the 
quality of the environment, substantially reduce the 
habitat of a fish or wildlife species, cause a fish or 
wildlife population to drop below self-sustaining 
levels, threaten to eliminate a plant or animal 
community, reduce the number or restrict the range 
of a rare or endangered plant or animal or eliminate 
important examples of the major periods of 
California history or prehistory?

    

b. Does the project have impacts that are individually 
limited, but cumulatively considerable? 
("Cumulatively considerable" means that the 
incremental effects of a project are considerable 
when viewed in connection with the effects of past 
projects, the effects of other current projects, and 
the effects of probable future projects)?

    

c. Does the project have environmental effects which 
will cause substantial adverse effects on human 
beings, either directly or indirectly? 

    

 
Discussion 
 
a. As mentioned previously, the project site has a low sensitivity for biological resources 

and cultural resources. Although unlikely, the potential exists for the project to affect 
nesting birds during construction activities if found nesting in the existing on-site trees. In 
addition, the possibility exists that subsurface excavation of the site during grading and 
other construction activities could unearth deposits of cultural significance. However, this 
IS/MND includes mitigation measures that would reduce any potential impacts to a less-
than-significant level. Therefore, the proposed project would have less-than-significant 
overall impacts to the quality of the environment, plant and wildlife species, and 
important examples of California history or prehistory.  

 
b. The proposed project in conjunction with other development within the City of San 

Bruno could incrementally contribute to cumulative impacts in the area. However, 
mitigation measures for all potentially significant project-level impacts identified for the 
proposed project in this IS/MND have been included that would reduce impacts to less-
than-significant levels. All future development projects in the area would be required to 
undergo the same environmental analysis and mitigate any potential impacts, as 
necessary. Therefore, the proposed project would not have any impacts that would be 
cumulatively considerable, and impacts would be less than significant.  

 
c. Because the project site has been previously developed, is surrounded by existing 

development, and is consistent with the land use designation for the site, substantial 
adverse effects on human beings are not anticipated with implementation of the proposed 
project. It should be noted that construction could result in exposure of persons to 



 San Francisco Police Credit Union New Administration Building 
Initial Study/Mitigated Negative Declaration 

 

 
November 2015 

75

pesticide residues within on-site soils. However, this IS/MND includes mitigation 
measures that would reduce any potential impacts to a less-than-significant level. 
Therefore, impacts related to environmental effects that could cause adverse effects on 
human beings would be less than significant.  
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Bay Area AQMD Air District, Annual

San Francisco Police Credit Union Headquarters

1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 66.98 1000sqft 1.70 66,980.00 0

Enclosed Parking with Elevator 160.00 Space 0.00 64,000.00 0

Parking Lot 44.00 Space 0.00 17,600.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

5

Wind Speed (m/s) Precipitation Freq (Days)2.2 64

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Pacific Gas & Electric Company

2015Operational Year

CO2 Intensity 
(lb/MWhr)

641.35 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 1 of 14



Project Characteristics - 

Land Use - based on project site plan; NOTE: parking was included for informational purposes with default sf, as the land use does not result in operational 
emissions and the size would not affect results

Construction Phase - construction GHG not required to be quantified

Off-road Equipment - construction GHG not required to be quantified

Trips and VMT - construction GHG emissions not required to be quantified

Vehicle Trips - wkdy trip rate based on total daily trips plus a 10% reduction from shuttle service to BART & Caltrain, frequency of SamTrans transit service, and 
project TDM program - according to traffic consultant

Area Coating - 

Water And Wastewater - indoor water usage estimate based on City Water Master Plan generation rates; outdoor water usage estimate based on Irrigation 
Zone Plan for project

Mobile Land Use Mitigation - project would provide 210 jobs

Area Mitigation - 

2.0 Emissions Summary

Table Name Column Name Default Value New Value

tblArchitecturalCoating EF_Nonresidential_Exterior 150.00 250.00

tblArchitecturalCoating EF_Nonresidential_Interior 100.00 250.00

tblArchitecturalCoating EF_Residential_Exterior 150.00 250.00

tblArchitecturalCoating EF_Residential_Interior 100.00 250.00

tblConstructionPhase NumDays 10.00 0.00

tblLandUse LotAcreage 1.54 1.70

tblLandUse LotAcreage 1.44 0.00

tblLandUse LotAcreage 0.40 0.00

tblProjectCharacteristics OperationalYear 2014 2015

tblVehicleTrips WD_TR 11.01 10.88

tblWater IndoorWaterUseRate 11,904,606.44 3,169,600.00

tblWater OutdoorWaterUseRate 7,296,371.69 238,282.00

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 2 of 14



2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

Energy 0.0000 472.9712 472.9712 0.0195 5.0800e-
003

474.9542

Mobile 0.0000 573.3057 573.3057 0.0268 0.0000 573.8678

Waste 12.6443 0.0000 12.6443 0.7473 0.0000 28.3367

Water 1.0056 5.2320 6.2375 0.1035 2.4900e-
003

9.1826

Total 13.6499 1,051.513
6

1,065.163
5

0.8971 7.5700e-
003

1,086.346
4

Unmitigated Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 3 of 14



2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

Energy 0.0000 472.9712 472.9712 0.0195 5.0800e-
003

474.9542

Mobile 0.0000 571.3007 571.3007 0.0267 0.0000 571.8611

Waste 12.6443 0.0000 12.6443 0.7473 0.0000 28.3367

Water 1.0056 5.2320 6.2375 0.1035 2.4800e-
003

9.1810

Total 13.6499 1,049.508
6

1,063.158
5

0.8970 7.5600e-
003

1,084.338
0

Mitigated Operational

3.0 Construction Detail

Construction Phase

Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Architectural Coating Architectural Coating 1/1/2014 12/31/2013 5 0

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.19 0.19 0.01 0.13 0.18

Acres of Grading (Site Preparation Phase): 0

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 4 of 14



4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

Increase Density

3.1 Mitigation Measures Construction

OffRoad Equipment

Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Architectural Coating 1 11.00 0.00 0.00 12.40 7.30 20.00 LD_Mix HDT_Mix HHDT

Residential Indoor: 0; Residential Outdoor: 0; Non-Residential Indoor: 197,262; Non-Residential Outdoor: 65,754 (Architectural Coating – sqft)

Acres of Grading (Grading Phase): 0

Acres of Paving: 0

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 5 of 14



ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 0.0000 571.3007 571.3007 0.0267 0.0000 571.8611

Unmitigated 0.0000 573.3057 573.3057 0.0268 0.0000 573.8678

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Enclosed Parking with Elevator 0.00 0.00 0.00

General Office Building 728.74 158.74 65.64 1,320,542 1,315,757

Parking Lot 0.00 0.00 0.00

Total 728.74 158.74 65.64 1,320,542 1,315,757

Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Enclosed Parking with Elevator 9.50 7.30 7.30 0.00 0.00 0.00 0 0 0

General Office Building 9.50 7.30 7.30 33.00 48.00 19.00 77 19 4

Parking Lot 9.50 7.30 7.30 0.00 0.00 0.00 0 0 0

5.0 Energy Detail4.4 Fleet Mix

LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

0.546619 0.062800 0.174631 0.124220 0.034286 0.004915 0.015254 0.022958 0.002060 0.003298 0.006596 0.000695 0.001668

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 6 of 14



ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

NaturalGas 
Mitigated

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

NaturalGas 
Unmitigated

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Electricity 
Mitigated

0.0000 400.4485 400.4485 0.0181 3.7500e-
003

401.9901

Electricity 
Unmitigated

0.0000 400.4485 400.4485 0.0181 3.7500e-
003

401.9901

5.1 Mitigation Measures Energy

Historical Energy Use: N

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 7 of 14



5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

General Office 
Building

1.35902e
+006

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Parking Lot 0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Unmitigated

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

General Office 
Building

1.35902e
+006

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Parking Lot 0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Mitigated

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 8 of 14



6.0 Area Detail

5.3 Energy by Land Use - Electricity

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Enclosed Parking 
with Elevator

431360 125.4876 5.6700e-
003

1.1700e-
003

125.9707

General Office 
Building

929682 270.4553 0.0122 2.5300e-
003

271.4964

Parking Lot 15488 4.5056 2.0000e-
004

4.0000e-
005

4.5230

Total 400.4485 0.0181 3.7400e-
003

401.9901

Unmitigated

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Enclosed Parking 
with Elevator

431360 125.4876 5.6700e-
003

1.1700e-
003

125.9707

General Office 
Building

929682 270.4553 0.0122 2.5300e-
003

271.4964

Parking Lot 15488 4.5056 2.0000e-
004

4.0000e-
005

4.5230

Total 400.4485 0.0181 3.7400e-
003

401.9901

Mitigated

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 9 of 14



6.1 Mitigation Measures Area

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

Unmitigated 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Landscaping 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

Total 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

Unmitigated

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 10 of 14



7.1 Mitigation Measures Water

Total CO2 CH4 N2O CO2e

Category MT/yr

Unmitigated 6.2375 0.1035 2.4900e-
003

9.1826

Mitigated 6.2375 0.1035 2.4800e-
003

9.1810

7.0 Water Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Landscaping 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

Total 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1400e-
003

Mitigated

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 11 of 14



7.2 Water by Land Use

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Enclosed Parking 
with Elevator

0 / 0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

3.1696 / 
0.238282

6.2375 0.1035 2.4900e-
003

9.1826

Parking Lot 0 / 0 0.0000 0.0000 0.0000 0.0000

Total 6.2375 0.1035 2.4900e-
003

9.1826

Unmitigated

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Enclosed Parking 
with Elevator

0 / 0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

3.1696 / 
0.238282

6.2375 0.1035 2.4800e-
003

9.1810

Parking Lot 0 / 0 0.0000 0.0000 0.0000 0.0000

Total 6.2375 0.1035 2.4800e-
003

9.1810

Mitigated

8.0 Waste Detail

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 12 of 14



8.1 Mitigation Measures Waste

Total CO2 CH4 N2O CO2e

MT/yr

 Mitigated 12.6443 0.7473 0.0000 28.3367

 Unmitigated 12.6443 0.7473 0.0000 28.3367

Category/Year

8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

62.29 12.6443 0.7473 0.0000 28.3367

Parking Lot 0 0.0000 0.0000 0.0000 0.0000

Total 12.6443 0.7473 0.0000 28.3367

Unmitigated

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 13 of 14



10.0 Vegetation

8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

62.29 12.6443 0.7473 0.0000 28.3367

Parking Lot 0 0.0000 0.0000 0.0000 0.0000

Total 12.6443 0.7473 0.0000 28.3367

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:37 PMPage 14 of 14



Bay Area AQMD Air District, Annual

San Francisco Police Credit Union Headquarters - YEAR 2020

1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 66.98 1000sqft 1.70 66,980.00 0

Enclosed Parking with Elevator 160.00 Space 0.00 64,000.00 0

Parking Lot 44.00 Space 0.00 17,600.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

5

Wind Speed (m/s) Precipitation Freq (Days)2.2 64

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Pacific Gas & Electric Company

2020Operational Year

CO2 Intensity 
(lb/MWhr)

641.35 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:49 PMPage 1 of 14



Project Characteristics - 

Land Use - based on project site plan; NOTE: parking was included for informational purposes with default sf, as the land use does not result in operational 
emissions and the size would not affect results

Construction Phase - construction GHG not required to be quantified

Off-road Equipment - construction GHG not required to be quantified

Trips and VMT - construction GHG emissions not required to be quantified

Vehicle Trips - wkdy trip rate based on total daily trips plus a 10% reduction from shuttle service to BART & Caltrain, frequency of SamTrans transit service, and 
project TDM program - according to traffic consultant

Area Coating - 

Water And Wastewater - indoor water usage estimate based on City Water Master Plan generation rates; outdoor water usage estimate based on Irrigation 
Zone Plan for project

Mobile Land Use Mitigation - project would provide 210 jobs

Area Mitigation - 

2.0 Emissions Summary

Table Name Column Name Default Value New Value

tblArchitecturalCoating EF_Nonresidential_Exterior 150.00 250.00

tblArchitecturalCoating EF_Nonresidential_Interior 100.00 250.00

tblArchitecturalCoating EF_Residential_Exterior 150.00 250.00

tblArchitecturalCoating EF_Residential_Interior 100.00 250.00

tblConstructionPhase NumDays 10.00 0.00

tblLandUse LotAcreage 1.54 1.70

tblLandUse LotAcreage 1.44 0.00

tblLandUse LotAcreage 0.40 0.00

tblProjectCharacteristics OperationalYear 2014 2020

tblVehicleTrips WD_TR 11.01 10.88

tblWater IndoorWaterUseRate 11,904,606.44 3,169,600.00

tblWater OutdoorWaterUseRate 7,296,371.69 238,282.00

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:49 PMPage 2 of 14



2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

Energy 0.0000 472.9712 472.9712 0.0195 5.0800e-
003

474.9542

Mobile 0.0000 491.8373 491.8373 0.0183 0.0000 492.2213

Waste 12.6443 0.0000 12.6443 0.7473 0.0000 28.3367

Water 1.0056 5.2320 6.2375 0.1035 2.4900e-
003

9.1826

Total 13.6499 970.0453 983.6952 0.8886 7.5700e-
003

1,004.699
9

Unmitigated Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

Energy 0.0000 472.9712 472.9712 0.0195 5.0800e-
003

474.9542

Mobile 0.0000 490.1182 490.1182 0.0182 0.0000 490.5010

Waste 12.6443 0.0000 12.6443 0.7473 0.0000 28.3367

Water 1.0056 5.2320 6.2375 0.1035 2.4800e-
003

9.1810

Total 13.6499 968.3262 981.9761 0.8885 7.5600e-
003

1,002.977
9

Mitigated Operational

3.0 Construction Detail

Construction Phase

Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Architectural Coating Architectural Coating 1/1/2014 12/31/2013 5 0

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.18 0.17 0.01 0.13 0.17

Acres of Grading (Site Preparation Phase): 0
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

Increase Density

3.1 Mitigation Measures Construction

OffRoad Equipment

Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Architectural Coating 1 11.00 0.00 0.00 12.40 7.30 20.00 LD_Mix HDT_Mix HHDT

Residential Indoor: 0; Residential Outdoor: 0; Non-Residential Indoor: 197,262; Non-Residential Outdoor: 65,754 (Architectural Coating – sqft)

Acres of Grading (Grading Phase): 0

Acres of Paving: 0
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 0.0000 490.1182 490.1182 0.0182 0.0000 490.5010

Unmitigated 0.0000 491.8373 491.8373 0.0183 0.0000 492.2213

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Enclosed Parking with Elevator 0.00 0.00 0.00

General Office Building 728.74 158.74 65.64 1,320,542 1,315,757

Parking Lot 0.00 0.00 0.00

Total 728.74 158.74 65.64 1,320,542 1,315,757

Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Enclosed Parking with Elevator 9.50 7.30 7.30 0.00 0.00 0.00 0 0 0

General Office Building 9.50 7.30 7.30 33.00 48.00 19.00 77 19 4

Parking Lot 9.50 7.30 7.30 0.00 0.00 0.00 0 0 0

5.0 Energy Detail4.4 Fleet Mix

LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

0.546690 0.063179 0.174273 0.121979 0.033815 0.004830 0.015501 0.025302 0.002100 0.003252 0.006757 0.000658 0.001666
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

NaturalGas 
Mitigated

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

NaturalGas 
Unmitigated

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Electricity 
Mitigated

0.0000 400.4485 400.4485 0.0181 3.7500e-
003

401.9901

Electricity 
Unmitigated

0.0000 400.4485 400.4485 0.0181 3.7500e-
003

401.9901

5.1 Mitigation Measures Energy

Historical Energy Use: N
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

General Office 
Building

1.35902e
+006

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Parking Lot 0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Unmitigated

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

General Office 
Building

1.35902e
+006

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Parking Lot 0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Mitigated

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:49 PMPage 8 of 14



6.0 Area Detail

5.3 Energy by Land Use - Electricity

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Enclosed Parking 
with Elevator

431360 125.4876 5.6700e-
003

1.1700e-
003

125.9707

General Office 
Building

929682 270.4553 0.0122 2.5300e-
003

271.4964

Parking Lot 15488 4.5056 2.0000e-
004

4.0000e-
005

4.5230

Total 400.4485 0.0181 3.7400e-
003

401.9901

Unmitigated

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Enclosed Parking 
with Elevator

431360 125.4876 5.6700e-
003

1.1700e-
003

125.9707

General Office 
Building

929682 270.4553 0.0122 2.5300e-
003

271.4964

Parking Lot 15488 4.5056 2.0000e-
004

4.0000e-
005

4.5230

Total 400.4485 0.0181 3.7400e-
003

401.9901

Mitigated
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6.1 Mitigation Measures Area

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

Unmitigated 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Landscaping 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

Total 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

Unmitigated
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7.1 Mitigation Measures Water

Total CO2 CH4 N2O CO2e

Category MT/yr

Unmitigated 6.2375 0.1035 2.4900e-
003

9.1826

Mitigated 6.2375 0.1035 2.4800e-
003

9.1810

7.0 Water Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Landscaping 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

Total 0.0000 4.8400e-
003

4.8400e-
003

1.0000e-
005

0.0000 5.1100e-
003

Mitigated
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7.2 Water by Land Use

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Enclosed Parking 
with Elevator

0 / 0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

3.1696 / 
0.238282

6.2375 0.1035 2.4900e-
003

9.1826

Parking Lot 0 / 0 0.0000 0.0000 0.0000 0.0000

Total 6.2375 0.1035 2.4900e-
003

9.1826

Unmitigated

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Enclosed Parking 
with Elevator

0 / 0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

3.1696 / 
0.238282

6.2375 0.1035 2.4800e-
003

9.1810

Parking Lot 0 / 0 0.0000 0.0000 0.0000 0.0000

Total 6.2375 0.1035 2.4800e-
003

9.1810

Mitigated

8.0 Waste Detail
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8.1 Mitigation Measures Waste

Total CO2 CH4 N2O CO2e

MT/yr

 Mitigated 12.6443 0.7473 0.0000 28.3367

 Unmitigated 12.6443 0.7473 0.0000 28.3367

Category/Year

8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

62.29 12.6443 0.7473 0.0000 28.3367

Parking Lot 0 0.0000 0.0000 0.0000 0.0000

Total 12.6443 0.7473 0.0000 28.3367

Unmitigated
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10.0 Vegetation

8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

62.29 12.6443 0.7473 0.0000 28.3367

Parking Lot 0 0.0000 0.0000 0.0000 0.0000

Total 12.6443 0.7473 0.0000 28.3367

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type
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Bay Area AQMD Air District, Annual

San Francisco Police Credit Union Headquarters - Baseline 2005

1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 66.98 1000sqft 1.70 66,980.00 0

Enclosed Parking with Elevator 160.00 Space 0.00 64,000.00 0

Parking Lot 44.00 Space 0.00 17,600.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

5

Wind Speed (m/s) Precipitation Freq (Days)2.2 64

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Pacific Gas & Electric Company

2005Operational Year

CO2 Intensity 
(lb/MWhr)

641.35 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)
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Project Characteristics - 

Land Use - based on project site plan; NOTE: parking was included for informational purposes with default sf, as the land use does not result in operational 
emissions and the size would not affect results

Construction Phase - construction GHG not required to be quantified

Off-road Equipment - construction GHG not required to be quantified

Trips and VMT - construction GHG emissions not required to be quantified

Vehicle Trips - wkdy trip rate based on total daily trips plus a 10% reduction from shuttle service to BART & Caltrain, frequency of SamTrans transit service, and 
project TDM program - according to traffic consultant

Area Coating - 

Water And Wastewater - indoor water usage estimate based on City Water Master Plan generation rates; outdoor water usage estimate based on Irrigation 
Zone Plan for project

Mobile Land Use Mitigation - project would provide 210 jobs

Area Mitigation - 
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2.0 Emissions Summary

Table Name Column Name Default Value New Value

tblArchitecturalCoating EF_Nonresidential_Exterior 150.00 250.00

tblArchitecturalCoating EF_Nonresidential_Interior 100.00 250.00

tblArchitecturalCoating EF_Residential_Exterior 150.00 250.00

tblArchitecturalCoating EF_Residential_Interior 100.00 250.00

tblAreaCoating Area_EF_Nonresidential_Exterior 250 150

tblAreaMitigation UseLowVOCPaintNonresidentialInteriorV
alue

250 100

tblAreaMitigation UseLowVOCPaintResidentialExteriorValu
e

250 150

tblAreaMitigation UseLowVOCPaintResidentialInteriorValu
e

250 100

tblConstructionPhase NumDays 10.00 0.00

tblLandUse LotAcreage 1.54 1.70

tblLandUse LotAcreage 1.44 0.00

tblLandUse LotAcreage 0.40 0.00

tblProjectCharacteristics OperationalYear 2014 2005

tblVehicleTrips WD_TR 11.01 10.88

tblWater IndoorWaterUseRate 11,904,606.44 3,169,600.00

tblWater OutdoorWaterUseRate 7,296,371.69 238,282.00

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

Energy 0.0000 472.9712 472.9712 0.0195 5.0800e-
003

474.9542

Mobile 0.0000 671.0279 671.0279 0.0681 0.0000 672.4572

Waste 12.6443 0.0000 12.6443 0.7473 0.0000 28.3367

Water 1.0056 5.2320 6.2375 0.1035 2.4900e-
003

9.1826

Total 13.6499 1,149.235
9

1,162.885
7

0.9384 7.5700e-
003

1,184.935
9

Unmitigated Operational
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

Energy 0.0000 472.9712 472.9712 0.0195 5.0800e-
003

474.9542

Mobile 0.0000 668.6700 668.6700 0.0679 0.0000 670.0950

Waste 12.6443 0.0000 12.6443 0.7473 0.0000 28.3367

Water 1.0056 5.2320 6.2375 0.1035 2.4800e-
003

9.1810

Total 13.6499 1,146.878
0

1,160.527
9

0.9381 7.5600e-
003

1,182.572
1

Mitigated Operational

3.0 Construction Detail

Construction Phase

Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Architectural Coating Architectural Coating 1/1/2014 12/31/2013 5 0

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.21 0.20 0.02 0.13 0.20

Acres of Grading (Site Preparation Phase): 0
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

Increase Density

3.1 Mitigation Measures Construction

OffRoad Equipment

Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Architectural Coating 1 11.00 0.00 0.00 12.40 7.30 20.00 LD_Mix HDT_Mix HHDT

Residential Indoor: 0; Residential Outdoor: 0; Non-Residential Indoor: 197,262; Non-Residential Outdoor: 65,754 (Architectural Coating – sqft)

Acres of Grading (Grading Phase): 0

Acres of Paving: 0
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 0.0000 668.6700 668.6700 0.0679 0.0000 670.0950

Unmitigated 0.0000 671.0279 671.0279 0.0681 0.0000 672.4572

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Enclosed Parking with Elevator 0.00 0.00 0.00

General Office Building 728.74 158.74 65.64 1,320,542 1,315,757

Parking Lot 0.00 0.00 0.00

Total 728.74 158.74 65.64 1,320,542 1,315,757

Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Enclosed Parking with Elevator 9.50 7.30 7.30 0.00 0.00 0.00 0 0 0

General Office Building 9.50 7.30 7.30 33.00 48.00 19.00 77 19 4

Parking Lot 9.50 7.30 7.30 0.00 0.00 0.00 0 0 0

5.0 Energy Detail4.4 Fleet Mix

LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

0.519565 0.128599 0.206359 0.077242 0.011927 0.006545 0.015719 0.018840 0.001351 0.003473 0.007104 0.001203 0.002073
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

NaturalGas 
Mitigated

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

NaturalGas 
Unmitigated

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Electricity 
Mitigated

0.0000 400.4485 400.4485 0.0181 3.7500e-
003

401.9901

Electricity 
Unmitigated

0.0000 400.4485 400.4485 0.0181 3.7500e-
003

401.9901

5.1 Mitigation Measures Energy

Historical Energy Use: N
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

General Office 
Building

1.35902e
+006

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Parking Lot 0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Unmitigated

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

General Office 
Building

1.35902e
+006

0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Parking Lot 0 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0000 72.5227 72.5227 1.3900e-
003

1.3300e-
003

72.9641

Mitigated
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6.0 Area Detail

5.3 Energy by Land Use - Electricity

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Enclosed Parking 
with Elevator

431360 125.4876 5.6700e-
003

1.1700e-
003

125.9707

General Office 
Building

929682 270.4553 0.0122 2.5300e-
003

271.4964

Parking Lot 15488 4.5056 2.0000e-
004

4.0000e-
005

4.5230

Total 400.4485 0.0181 3.7400e-
003

401.9901

Unmitigated

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Enclosed Parking 
with Elevator

431360 125.4876 5.6700e-
003

1.1700e-
003

125.9707

General Office 
Building

929682 270.4553 0.0122 2.5300e-
003

271.4964

Parking Lot 15488 4.5056 2.0000e-
004

4.0000e-
005

4.5230

Total 400.4485 0.0181 3.7400e-
003

401.9901

Mitigated
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6.1 Mitigation Measures Area

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

Unmitigated 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Landscaping 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

Total 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

Unmitigated
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7.1 Mitigation Measures Water

Total CO2 CH4 N2O CO2e

Category MT/yr

Unmitigated 6.2375 0.1035 2.4900e-
003

9.1826

Mitigated 6.2375 0.1035 2.4800e-
003

9.1810

7.0 Water Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Landscaping 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

Total 0.0000 4.8400e-
003

4.8400e-
003

2.0000e-
005

0.0000 5.3200e-
003

Mitigated
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7.2 Water by Land Use

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Enclosed Parking 
with Elevator

0 / 0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

3.1696 / 
0.238282

6.2375 0.1035 2.4900e-
003

9.1826

Parking Lot 0 / 0 0.0000 0.0000 0.0000 0.0000

Total 6.2375 0.1035 2.4900e-
003

9.1826

Unmitigated

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Enclosed Parking 
with Elevator

0 / 0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

3.1696 / 
0.238282

6.2375 0.1035 2.4800e-
003

9.1810

Parking Lot 0 / 0 0.0000 0.0000 0.0000 0.0000

Total 6.2375 0.1035 2.4800e-
003

9.1810

Mitigated

8.0 Waste Detail
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8.1 Mitigation Measures Waste

Total CO2 CH4 N2O CO2e

MT/yr

 Mitigated 12.6443 0.7473 0.0000 28.3367

 Unmitigated 12.6443 0.7473 0.0000 28.3367

Category/Year

8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

62.29 12.6443 0.7473 0.0000 28.3367

Parking Lot 0 0.0000 0.0000 0.0000 0.0000

Total 12.6443 0.7473 0.0000 28.3367

Unmitigated
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10.0 Vegetation

8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Enclosed Parking 
with Elevator

0 0.0000 0.0000 0.0000 0.0000

General Office 
Building

62.29 12.6443 0.7473 0.0000 28.3367

Parking Lot 0 0.0000 0.0000 0.0000 0.0000

Total 12.6443 0.7473 0.0000 28.3367

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

CalEEMod Version: CalEEMod.2013.2.2 Date: 10/11/2013 1:44 PMPage 15 of 15



 

 

 
 
 

Appendix B 



CTG 
 

11/20/15   1250 Grundy Lane   Page 1 
MARK D. CRANE, P.E.  •  CRANE TRANSPORTATION GROUP 

 

TRANSPORTATION & CIRCULATION 
 
I. INTRODUCTION 
 
This section presents the traffic and circulation impacts resulting from development of the 
67,586-square-foot 1250 Grundy Lane office development which will serve as the headquarters 
for the San Francisco Police Credit Union.  The project will be located on the north side of 
Grundy Lane and just south of the I-380 freeway and will replace a TGI Friday restaurant which 
has been closed for several years (see Figure 1).  Existing and cumulative (year 2030) conditions 
were evaluated by Crane Transportation Group (CTG) at seven nearby signalized intersections, 
four of which serve ramp intersections for the I-280 or I-380 freeways.  Project impacts to 
intersection level of service were determined, as were impacts to project access, internal vehicle 
circulation and pedestrian/bicycle circulation.  Where appropriate, data excerpts and findings 
from the following sources have been included in this section:  San Bruno Transit Corridors 
Plan, by Fehr & Peers, March, 2012; City of San Bruno 2015 Signal Timing for San Bruno 
Avenue intersections and the City of San Bruno General Plan Circulation Element, 2008. 
 
 
II. CIRCULATION SYSTEM EVALUATION 
 
This analysis evaluated four scenarios of local circulation system operating conditions.  They 
include Existing conditions, Existing “With Project” conditions, Year 2030 “Without Project” 
conditions and Year 2030 “With Project” conditions.  Year 2030 matched the General Plan 
buildout horizon. 
 
Traffic operations were evaluated at seven intersections during weekday AM and PM peak 
traffic hours.  Study intersections are identified below, while existing intersection lane 
geometrics and control at each analysis location are shown in Figure 2. 
 

San Bruno Avenue/I-280 Southbound Off-Ramp 
San Bruno Avenue/I-280 Northbound Off-Ramp 
San Bruno Avenue/Cherry Avenue 
San Bruno Avenue/El Camino Real 
El Camino Real/Bayhill Drive 
El Camino Real/I-380 Eastbound Off-Ramp 
El Camino Real/I-380 Westbound Off-Ramp 

 
 
III. SETTING 
 
 A. ROADWAY SYSTEM 
 
The project site is located in the City of San Bruno, which is served by several freeways 
including U.S. 101, Interstate 280 (I-280) and Interstate 380 (I-380).  I-380 runs adjacent to the 
north project boundary. 
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The project will gain access directly from Grundy Lane.  Grundy Lane connects to Cherry 
Avenue and Bayhill Drive (via a short extension of Elm Avenue), each of which connects to one 
or two major arterials in the City of San Bruno: El Camino Real (SR 82), San Bruno Avenue or 
Sneath Lane (see Figure 1). 
 
El Camino Real provides local area access to I-380, while San Bruno Avenue and Sneath Lane 
both provide access to I-280 to the west of the site.  San Bruno Avenue also provides access to 
the U.S. 101 freeway to the east of the site.  Each facility is briefly described below. 
 
  1. Regional Roadways 
 
U.S. 101 Freeway (U.S. 101) is an eight-lane freeway that provides access to San Bruno east of 
the project and extends from downtown San Francisco and northern California to Los Angeles 
and southern California.  In the City of San Bruno it also has additional travel lanes associated 
with the U.S. 101/I-380 freeway-to-freeway interchange and the U.S. 101/San Francisco 
International Airport (SFO) interchange. 
 
I-280 is an eight-lane freeway that provides access to San Bruno west of the project area and 
extends from downtown San Francisco to San Jose.  In the City of San Bruno it also has 
additional travel lanes associated with the I-280/I-380 freeway-to-freeway interchange. 
 
I-380 is a multilane east-west freeway connecting I-280 on the west with the U.S. 101 freeway 
and the SFO North Access Road on the east.  It has an interchange with El Camino Real (State 
Route 82) between I-280 and U.S. 101. 
 
  2 Local Streets 
 
El Camino Real (SR 82) is a six-lane north-south arterial roadway located about a third of a mile 
east of the project site.  In the project area it has signalized intersections with the I-380 east and 
westbound ramps, Bayhill Drive and San Bruno Avenue. 
 
San Bruno Avenue is a four-lane east-west arterial roadway located about a quarter mile south 
of the project site.  In the project area it has signalized intersections with the I-280 north and 
southbound ramps, Cherry Avenue, Elm Avenue and El Camino Real. 
 
Sneath Lane is a four-lane east-west arterial roadway located about a half mile north of the 
project site.  It has signalized intersections with El Camino Real, Cherry Avenue and the I-280 
ramps. 
 
Cherry Avenue is a four-lane north-south collector street extending from Sneath Lane on the 
north to San Bruno Avenue.  It then continues as a two-lane residential street into the 
neighborhood south of San Bruno Avenue. 
 
Bayhill Drive is a four-lane collector roadway extending westerly from El Camino Real into the 
Bayhill area office park to just west of Cherry Avenue.  It is signal controlled at El Camino Real 
and Cherry Avenue and has all way stop control at Elm Avenue. 
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Grundy Lane is a two-lane local street extending west from the end of Elm Avenue (at a 90-
degree turn) to Cherry Avenue.  It is stop sign controlled on its approach to Cherry Avenue.  On-
street parking is allowed in most locations.  There is no posted speed limit, but there is centerline 
striping.  There are numerous horizontal curves and a minor uphill gradient east to west. 
 
Elm Avenue is a local street extending north of a signalized intersection with San Bruno Avenue 
into the Bayhill office area before ending at a 90-degree curve connecting to Grundy Lane.  It 
has four lanes between San Bruno Avenue and Bayhill Drive, and two lanes north of Bayhill 
Drive.  It also extends south of San Bruno Avenue into a residential area. 
 
 B. VOLUMES 
 
Weekday AM peak period (7:00-9:00) and PM peak period (4:00-6:00) turn movement counts 
were conducted on _Wednesday, May 20, 2015 while all local schools were in session. 
 
Resultant existing AM and PM peak hour volumes are presented in Figures 3 and 4, 
respectively. 
 
  C. INTERSECTION LEVEL OF SERVICE 
 
   1. Analysis Methodology (Signalized Intersections) 
 
Transportation engineers and planners commonly use a grading system called level of service 
(LOS) to measure and describe the operational status of the local roadway network.  LOS is a 
description of the quality of a roadway facility’s operation, ranging from LOS A (indicating 
free-flow traffic conditions with little or no delay) to LOS F (representing oversaturated 
conditions where traffic flows exceed design capacity, resulting in long queues and delays). 
Intersections, rather than roadway segments between intersections, are almost always the 
capacity controlling locations for any circulation system. 
 
For signalized intersections, the 2000 Highway Capacity Manual (Transportation Research 
Board, National Research Council) methodology was utilized.  With this methodology, 
operations are defined by the level of service and average control delay per vehicle (measured in 
seconds) for the entire intersection.  For a signalized intersection, control delay is the portion of 
the total delay attributed to traffic signal operation.  This includes delay associated with 
deceleration, acceleration, stopping, and moving up in the queue.  Table 1 summarizes the 
relationship between delay and LOS for signalized intersections. 
 
   2. Minimum Acceptable Standard 
 
LOS D is the minimum acceptable operation for a signalized intersection in the City of San 
Bruno for a non Congestion Management Agency (CMA) monitored location, while LOS E is 
the minimum acceptable operation for a signalized CMA monitored location.  El Camino 
Real/San Bruno Avenue is the only CMA monitored intersection evaluated in this study. 
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   3. Existing Intersection Level of Service 
 
Table 2 shows that all analyzed intersections currently operate at good to acceptable (LOS D or 
better) levels of service during both the AM and PM peak traffic hours.  Operation is, in general, 
better at all locations during the AM peak hour compared to the PM peak hour  Poorest, but still 
acceptable operation is at El Camino Real/San Bruno Avenue (AM-LOS C/PM-LOS D). 
 
  D. PLANNED AND FUNDED CIRCULATION SYSTEM IMPACTS 
 
There are no planned and funded improvements that would add capacity to any of the analysis 
intersections.1  Class III bicycle lanes are being considered for San Bruno Avenue in the 
upcoming Bicycle/Pedestrian Master Plan. 
 
 E. TRANSIT SERVICE 
 
Transit service in the study area includes primarily local bus operation with shuttle buses to 
BART and Caltrain service. 
 
   1. Bus Service 
 
The San Mateo County Transit District (SamTrans) provides bus service to the City of San 
Bruno.  Figure 5 shows transit routes in the project area, while route and service specifics are 
detailed below. 
 
  Route 43 
San Bruno BART station from downtown Burlingame.  Runs along Sneath Lane, Cherry Avenue 
and San Bruno Avenue in the project area.  There is one run on weekday afternoons from 
Burlingame starting at 3:30 PM. 
 
  Route 140 
San Bruno BART station to/from Pacifica.  Runs along San Bruno Avenue, Cherry Avenue and 
Sneath Lane in the project area.  On weekdays there are 23 runs/day from San Bruno BART 
between 6:05 AM and 10:12 PM and 23 runs/day from Pacifica to San Bruno BART between 
6:25 AM and 10:25 PM. 
 
  Route 141 
San Bruno BART to/from the neighborhood south of San Bruno Avenue.  Closest stop to site is 
at the San Bruno Avenue/Cherry Avenue intersection.  On weekdays there are 13 runs/day from 
the BART station between 7:21 AM and 6:45 PM. 
 
  Route ECR 
Daly City BART to/from Palo Alto Transit Center or the Millbrae Transit Center.  Weekday and 
weekend service.  On weekdays there are 73 runs/day southbound between 3:58 AM and 
12:28 PM, with 71 runs/day northbound between 4:48 AM and 1:26 AM. 
 

                                                
1 Matt Neuebaumer, City of San Bruno Planning Department, August 2013. 
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  2. Shuttle Bus Service 
 
  San Bruno BART Shuttle 
Shuttle service runs between the San Bruno BART station and the Bayhill area office buildings 
in a one-way loop via San Bruno Avenue, Cherry Avenue, Sneath Lane and Huntington Avenue.  
Shuttle service is free.  Shuttles run during commute periods, with 12 shuttles leaving the San 
Bruno BART station from 6:40 to 9:25 AM and 10 shuttles leaving the Bayhill area offices from 
4:00 to 6:15 PM.  This shuttle is funded jointly by the Bay Area Air Quality Management 
District Transportation Fund for Clean Air, San Mateo County Transit District and by Walmart. 
 
  Bayhill San Bruno Caltrain Shuttle 
Shuttle service runs between the San Bruno Caltrain station and the Bayhill area office buildings 
in a one-way loop in the project area using San Bruno Avenue, Cherry Avenue, Sneath Lane and 
El Camino Real.  Shuttle service is free.  Shuttles run during commute periods, with six shuttles 
leaving the San Bruno Caltrain station from 6:46 to 9:29 AM and seven shuttles leaving the 
Bayhill area offices from 4:03 to 6:41 PM.  This shuttle is funded jointly by the Bay Area 
Quality Management District Transportation Fund for Clean Air, the Peninsula Corridor Joint 
Powers Board and the San Mateo County Transportation Authority and participating employers. 
 

 3. Caltrain 
 
Caltrain provides train service between Gilroy, San Jose and San Francisco.  The San Bruno 
station is located at the corner of the San Bruno Avenue/San Mateo Avenue intersection. 
 
   4. BART 
 
BART provides service to the City of Millbrae and SFO to the south of San Bruno as well as 
northerly into San Francisco and then under San Francisco Bay to destinations extending as far 
as Richmond, Pittsburg and Fremont.  The San Bruno BART station is located at the Sneath 
Lane/Huntington Avenue intersection east of El Camino Real. 
 
 F. PEDESTRIAN AND BICYCLE FACILITIES 
 
Sidewalks are provided along the project’s Grundy Lane frontage as well as along both sides of 
all local streets. 
 
The only nearby existing bike routes are along Sneath Lane, where Class II signed and striped 
bike lanes are provided.  Bayhill Drive and Cherry Avenue are all designated as potential future 
bike routes in the City’s General Plan Circulation Element. 
 
 G. REGULATORY FRAMEWORK 
 
Plans and policies that pertain to the traffic conditions affecting and affected by the project 
include: (1) the San Mateo County Congestion Management Program (CMP) Standards; and (2) 
the City of San Bruno Transportation Demand Management Program. 
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1. San Mateo County CMP Standards for Regional Roads and Local 
Streets 

 
The LOS standards established for roads and intersections in the San Mateo County CMP street 
network vary based on geographic differences. For roadway segments and intersections near the 
county line, the LOS standard was set as LOS E in order to be consistent with the 
recommendations in the neighboring counties. If the existing Level of Service in 1990/91 was F, 
the standard was set to LOS F. If the existing or future LOS was or will be E, the standard was 
set to E. For the remaining roadways and intersections, the standard was set to be one letter 
designation worse than the projected LOS in the year 2000. 
 
If a proposed land use change would either cause a deficiency (to operate below the standard 
LOS) on a CMP-designated roadway system facility, or would significantly affect the 1991 CMP 
baseline LOS, mitigation measures are to be developed so that LOS standards are maintained on 
the CMP-designated roadway system. If mitigation measures are not feasible (due to financial, 
environmental, or other factors), a Deficiency Plan must be prepared for the deficient facility. 
The Deficiency Plan must indicate the land use and infrastructure action items to be implemented 
by the local agency to eliminate the deficient conditions. 
 
A Deficiency Plan may not be required if by eliminating from the evaluation the traffic volume 
that is traveling on the route between San Mateo County and an adjacent county, operating 
conditions would be acceptable on a CMP route the deficiency would not occur. 
 

2. City of San Bruno Transportation Systems Management (TSM) 
Program 

 
Per Chapter 12-150 of the San Bruno Municipal Code, the City of San Bruno requires that all 
nonresidential development with more than 25 employees shall be required to implement a 
Transportation Systems Management (TSM) program. 
 
 
V. YEAR 2030 “WITHOUT PROJECT” CIRCULATION SYSTEM 

OPERATION 
 
 A. TRAFFIC VOLUMES 
 
Year 2030 AM and PM peak hour traffic volumes were developed using 2030 traffic projections 
from the San Bruno Transit Corridors Plan Draft EIR (March 2012).  Since these projections 
included traffic activity from the restaurant on the project site that has now been closed for 
several years, traffic volumes from this use were removed from the 2030 system in order to 
present a true “without project” set of projections.  Trip generation expected from the closed 
restaurant and its AM and PM peak hour distribution to the local roadway network are provided 
in the Appendix. 
 
Figures 6 and 7 present projected year 2030 AM and PM peak hour “without project” traffic 
volumes on the local roadway network with no development on the project site. 
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 B. PLANNED & FUNDED ROADWAY IMPROVEMENTS 
 
There are no planned and funded roadway improvements that will improve circulation system 
capacity by 2030.2 
 

C. YEAR 2030 “WITHOUT PROJECT” INTERSECTION LEVELS OF 
SERVICE 

 
Table 3 shows that all analyzed intersections with year 2030 “without project” volumes would 
be operating at acceptable levels of service during the AM and PM peak traffic hours, with the 
exceptions of El Camino Real at San Bruno Avenue during the PM peak traffic hour, which 
would be experiencing C/CAG unacceptable LOS F operation, and El Camino Real at Bayhill 
Drive during the AM peak hour, which would be experiencing unacceptable City of San Bruno 
LOS E operation. 
 
 
VI. IMPACTS & MITIGATIONS 
 
 A. SIGNIFICANCE CRITERIA 
 
Standards of significance have been measured based on CEQA, City of San Bruno and C/CAG 
Guideline thresholds.  Therefore, project impacts would be significant if they result in any of the 
following conditions: 
 
a. The project would exceed 100 net new peak hour trips on the local roadway system 

(C/CAG criteria only). 
 
b. Non-CMP Intersections: 
 

• Peak hour intersection operations will deteriorate from an acceptable (LOS D or 
better) to an unacceptable level (LOS E or LOS F), or 

 
• Exacerbation of unacceptable operations will increase the average control delay by 

four (4) seconds or more at an intersection operating at LOS E or LOS F. 
 
c. CMP Intersections: 
 

• Peak hour intersection operations will deteriorate from an acceptable level (LOS E or 
better) to an unacceptable level (LOS F), or 

 
• Exacerbation of unacceptable operations will increase the average control delay by 

more than four (4) seconds or more at an intersection operating at LOS F. 
 
  

                                                
2 Matt Neuebaumer, City of San Bruno Planning Department, May 2015. 
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d. Caltrans Facilities: 
 

• Caltrans endeavors to maintain a target LOS at the transition between LOS C and 
LOS D on state highway facilities, but Caltrans acknowledges that this may not 
always be feasible.  Because El Camino Real (SR 82) is a predominantly signalized, 
heavily-traveled road, and in order to provide consistency with the above-described 
City of San Bruno standards, LOS D is considered the appropriate target LOS for 
these state highway intersections.  The Caltrans Guide goes on to say that if an 
existing state highway facility is operating at worse than the appropriate target LOS, 
the existing measure of effectiveness (i.e., vehicle delay at intersections) should be 
maintained.  However, Caltrans typically will consider and defer to a local 
jurisdiction’s significance threshold.  As previously noted, for non-CMP 
intersections, a significant impact would occur if the proposed project would result in 
any of the following: 

 
• Deteriorate peak hour intersection operations from an acceptable (LOS D or 

better) to an unacceptable level (LOS E or LOS F); or 
• Exacerbate unacceptable operations by increasing the average control delay by 

four (4) seconds or more at an intersection operating at LOS E or LOS F. 
 

For CMP intersections, a significant impact would occur if the proposed project 
would result in any of the following: 

 
• Deteriorate peak hour intersection operations from an acceptable (LOS E or 

better) to an unacceptable level (LOS F); or 
• Exacerbate unacceptable operations by increasing the average critical delay by 

four (4) seconds or more at an intersection operating at LOS F. 
 
e. If, in the opinion of the registered traffic engineer conducting the EIR analysis, a 

significant traffic, pedestrian or bicycle safety concern would be created or worsened. 
 
  B. PROJECT TRIP GENERATION 
 
Tables 4 and 5, Project Trip Generation, show that the 67,586-square-foot building with a 
maximum of 210 employees would be expected to generate 101 inbound and 14 outbound AM 
peak hour trips, with 21 inbound and 104 outbound PM peak hour trips.  Trip generation 
projections have been developed using a two-phase process.  Table 4 shows the initial peak hour 
projections using fitted curve equation trip rates for offices from the Institute of Transportation 
Engineers3 based upon number of employees.  Table 5 then shows the results of using C/CAG 
TDM program trip reduction criteria, which would result in a 10 percent reduction in peak hour 
trips based upon the number of shuttle buses serving the project area.  Implementation of a TDM 
program is required based upon both C/CAG criteria (because the project will generate more 
than 100 peak hour trips) as well as City of San Bruno criteria (because it will have more than 25 
employees).  The presence of significant SamTrans bus service, particularly along El Camino 
Real, would also facilitate in this peak hour trip reduction.  It should be noted that there is a 

                                                
3 Trip Generation Manual, 9th Edition, 2012. 
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documented reduction in peak hour trips in nearby communities with similar transit and TDM 
program measures. 
 
 C. PROJECT TRIP DISTRIBUTION 
 
Project traffic was distributed to the local roadway network based upon existing peak hour traffic 
flow patterns in the area, the numerous opportunities for freeway access, and the consultant’s 
knowledge of local area AM and PM peak congestion on the various freeway segments.  Surveys 
of residential locations of workers from office developments in nearby South San Francisco have 
also been utilized in developing project distribution projections.  As shown in Figure 8, I-280 
would be expected to attract 20 percent of project traffic to the north and 20 percent to the south, 
35 percent to I-380 traveling to the U.S. 101 freeway 7 percent to El Camino Real to the north, 5 
percent to El Camino Real to the south and the remaining 13 percent locally either internal to the 
Bayhill area or to areas accessed via San Bruno Avenue and Sneath Lane. 
 
Project increment AM and PM peak hour volumes are shown distributed to the local roadway 
network on Figures 9 and 10.  Resultant existing with project AM and PM peak hour volumes 
are presented in Figures 11 and 12, respectively, while year 2030 with project AM and PM peak 
hour volumes are presented in Figures 13 and 14, respectively. 
 
  D. PROJECT IMPACTS 
 
IMPACT 1:  C/CAG – Project peak hour trip generation would exceed 100 trips and be in 
excess of C/CAG guidelines.  However, the applicant will be preparing and submitting 
Transportation Demand Management (TDM) Program as a component of the project.  This 
program, once implemented, will be ongoing for the occupied life of the development as required 
by the City’s Municipal Code. 
 
This would be a less than significant impact. 
 
MITIGATION MEASURE 1:  No mitigation required. 
 
EXISTING WITH PROJECT CONDITIONS 
 
IMPACT 2:  Intersection Level of Service 
 
Table 2 shows that the addition of project traffic to existing volumes would not result in 
unacceptable level of service at any intersection evaluated for this study.  Impacts would not 
meet either City of San Bruno or C/CAG significance criteria levels. 
 
This would be a less than significant impact. 
 
MITIGATION MEASURE 2:  No mitigation required. 
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YEAR 2030 WITH PROJECT CONDITIONS 
 
IMPACT 3:  Intersection Level of Service 
 
Table 3 shows that the addition of project traffic to year 2030 “without” project volumes would 
not result in unacceptable level of service at any intersection evaluated for this study.  Impacts 
would not meet either City of San Bruno or C/CAG significance criteria levels.  For the two 
intersections that would already have unacceptable operation without project traffic (El Camino 
Real/Bayhill Drive during the AM peak hour and El Camino Real/San Bruno Avenue during the 
PM peak hour), the addition of project traffic would not increase average control delay at either 
location by the significance criteria limit of 4 seconds.  (Only a 1.8 second delay increase at El 
Camino Real/Bayhill Drive and only a 0.4 second delay increase at El Camino Real/San Bruno 
Avenue). 
 
This would be a less than significant impact. 
 
MITIGATION MEASURE 3:  No mitigation required. 
 
IMPACT 4:  Sight Line Adequacy at Project Driveway Connections to Grundy Lane 
 
The project would have two driveway connections to the north side of Grundy Lane.  Sight lines 
at each driveway for exiting drivers would be as follows after project construction and 
development of a new surface parking lot immediately west of the project’s west driveway. 
 

 PROJECT 
WEST DRIVEWAY 

PROJECT 
EAST DRIVEWAY 

 
Sight Line to East on Grundy Lane 450’ 290’ 
Sight Line to West on Grundy Lane 250’ 300’ 

 
On-street parking is currently prohibited along the north side of Grundy Lane to the east of the 
project site, which will facilitate sight lines in this direction.  The project is also proposing that 
on-street parking will be prohibited along the site frontage between the project driveways and 
partially through the horizontal curve just west of the west driveway.  This will require Planning 
Commission review and City Council approval. 
 
Minimum acceptable sight lines on local streets are typically evaluated using stopping sight 
distance as the criteria.  Based upon data in A Policy on Geometric Design of Highways and 
Streets,4 6th Edition, stopping sight distances based upon speed would be as follows. 
 
  

                                                
4 American Association of State Highway and Transportation Officials, 2011. 
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 STOPPING SIGHT DISTANCE 
SPEED LEVEL 3% DOWNGRADE 
20 mph 115’ 116’ 
25 mph 155’ 158’ 
30 mph 200’ 205’ 
35 mph 250’ 257’ 

 
While there is no posted speed limit on Grundy Lane, observed speeds ranged from 20 to 30 
miles per hour (mph) with an occasional vehicle traveling higher than 30 mph.  There is also a 
minor downgrade (west to east) along Grundy Lane just west of the proposed west driveway 
location.  Based upon observed speeds, minor downhill grade and available sight lines, there 
would be a minor sight line deficiency for exiting drivers at the project’s west driveway (looking 
west to see eastbound vehicles). 
 
This would be a significant impact. 
 
MITIGATION MEASURE 4:  Sight Line Impact at Project West Driveway Connection to 
Grundy Lane 
 

• Post a 25 mph speed limit sign on the eastbound Grundy Lane approach to the western 
project driveway.  The project shall be fully responsible for the cost of this measure. 

 
Impact reduced to a less than significant level. 
 
IMPACT 5:  Pedestrian & Bicycle Circulation 
 
There are sidewalks along both sides of Grundy Lane as well as along all other streets within and 
adjacent to the Bayhill office area.  There should be no impacts associated with project 
pedestrian traffic. 
 
Project bicycle riders will use the local roadway system for access.  A Class II signed and striped 
bike lane is provided along Sneath Lane and a Class III signed bike lane has just been provided 
along San Bruno Avenue.  Grundy Lane is 50 feet wide, and even with on-street parking 
provides greater than normal width for bicycle riders on a local street.  Very few bicycle riders 
were observed on the streets within the Bayhill office area during field surveys, potentially due 
to very few office employees living within a reasonable cycling distance in combination with 
high volume levels on nearby arterial streets that would be used as bicycle commute routes.  The 
same will potentially be true for the employees of the proposed project.  However, the project 
will be providing facilities for bike riders as part of their TDM program (bike lockers and 
showers). 
 
This would be a less than significant impact. 
 
MITIGATION MEASURE 5:  No mitigation required. 
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This Report is intended for presentation and use in its entirety, together with all of its supporting exhibits, schedules, and 
appendices.  Crane Transportation Group will have no liability for any use of the Report other than in its entirety, such as 
providing an excerpt to a third party or quoting a portion of the Report.  If you provide a portion of the Report to a third party, 
you agree to hold CTG harmless against any liability to such third parties based upon their use of or reliance upon a less than 
complete version of the Report. 
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CTG 
 

11/20/15   1250 Grundy Lane 
MARK D. CRANE, P.E.  •  CRANE TRANSPORTATION GROUP 

 

Table 1 
 

SIGNALIZED INTERSECTION LOS CRITERIA 
 

Level of 
Service Description Average Control Delay 

(Seconds Per Vehicle) 

A Operations with very low delay occurring with favorable progression 
and/or short cycle lengths. ≤ 10.0 

B Operations with low delay occurring with good progression and/or 
short cycle lengths. 10.1 to 20.0 

C Operations with average delays resulting from fair progression and/or 
longer cycle lengths.  Individual cycle failures begin to appear. 20.1 to 35.0 

D 

Operations with longer delays due to a combination of unfavorable 
progression, long cycle lengths, and/or high volume-to-capacity 
(V/C) ratios.  Many vehicles stop and individual cycle failures are 
noticeable. 

35.1 to 55.0 

E 

Operations with high delay values indicating poor progression, long 
cycle lengths, and high V/C ratios.  Individual cycle failures are 
frequent occurrences.  This is considered to be the limit of acceptable 
delay. 

55.1 to 80.0 

F Operation with delays unacceptable to most drivers occurring due to 
oversaturation, poor progression, or very long cycle lengths. > 80.0 

 
   Source: 2000 Highway Capacity Manual (Transportation Research Board). 
 
 
  



CTG 
 

11/20/15   1250 Grundy Lane 
MARK D. CRANE, P.E.  •  CRANE TRANSPORTATION GROUP 

 

Table 2 
 

INTERSECTION LEVELS OF SERVICE 
 

EXISTING WITHOUT & WITH 1250 GRUNDY LANE PROJECT 
 
 

    
 
 
 

Existing 

 
 

Existing + 1250 
Grundy Lane 

Project 

Significant 
Impact Due to 

Project? 
Jurisdiction 

Criteria* 
 
Intersection 

Traffic 
Control 

Peak 
Hour 

Average 
Delay 

 
LOS 

Average 
Delay 

 
LOS 

 
SB 

 
CMP 

El Camino Real/I-380 WB 
Ramps (SB/CT) 

Signal AM 
PM 

18.1 
27.8 

B 
C 

18.5 
27.9 

B 
C 

No -- 

El Camino Real/I-380 EB 
Ramps (SB/CT) 

Signal AM 
PM 

8.5 
17.4 

A 
B 

8.7 
17.5 

A 
B 

No -- 

El Camino Real (SR 82)/ 
Bayhill Dr. (SB/CT) 

Signal AM 
PM 

7.6 
24.8 

A 
C 

8.2 
26.6 

A 
C 

No -- 

El Camino Real (SR 82)/ 
San Bruno Ave. 
(SB/CMP/CT) 

Signal AM 
PM 

34.6 
44.0 

C 
D 

34.7 
44.2 

C 
D 

No No 

San Bruno Ave./Cherry 
Ave. (SB) 

Signal AM 
PM 

19.7 
26.5 

B 
C 

20.3 
27.1 

C 
C 

No -- 

San Bruno Ave./I-280 NB 
Ramps (SB/CT) 

Signal AM 
PM 

19.6 
24.7 

B 
C 

19.8 
24.8 

B 
C 

No -- 

San Bruno Ave./I-280 SB 
Ramps (SB/CT) 

Signal AM 
PM 

20.9 
20.7 

C 
C 

20.9 
20.8 

C 
C 

No -- 

 
LOS calculations performed using the 2000 Highway Capacity Manual – Special Report 209 delay methods for 
signalized intersections.  Level of service – average control delay in seconds. 
 
*Jurisdictions:  SB=San Bruno, CMP=C/CAG Congestion Management Program, 
  City of San Bruno and CMP significance thresholds are provided on pages 7 and 8. 
Unacceptable operations in bold type. 
 
Source:  Crane Transportation Group, August 2015 
 
 
 
  



CTG 
 

11/20/15   1250 Grundy Lane 
MARK D. CRANE, P.E.  •  CRANE TRANSPORTATION GROUP 

 

Table 3 
 

INTERSECTION LEVELS OF SERVICE 
 

CUMULATIVE (2030) WITHOUT & WITH 1250 GRUNDY LANE 
PROJECT 

(WITHOUT PROJECT = 2030 GENERAL PLAN WITH 
TRANSIT CORRIDORS DEVELOPMENT) 

 
 

    
 

Cumulative 
(2030) Without 

Project 

 
 

Cumulative +  
1250 Grundy Lane 

Project 

Significant 
Impact Due to 

Project? 
Jurisdicction 

Criteria* 
 
Intersection 

Traffic 
Control 

Peak 
Hour 

Average 
Delay 

 
LOS 

Average 
Delay 

 
LOS 

 
SB 

 
CMP 

El Camino Real/I-380 WB 
Ramps (SB/CT) 

Signal AM 
PM 

20.8 
32.7 

C 
C 

21.4 
33.1 

C 
C 

No -- 

El Camino Real/I-380 EB 
Ramps (SB/CT) 

Signal AM 
PM 

10.1 
17.1 

B 
B 

10.3 
17.1 

B 
B 

No -- 

El Camino Real (SR 82)/ 
Bayhill Dr. (SB/CT) 

Signal AM 
PM 

68.1 
37.0 

E 
D 

69.9 
38.7 

E 
D 

No -- 

El Camino Real (SR 82)/ 
San Bruno Ave. 
(SB/CMP/CT) 

Signal AM 
PM 

73.7 
113.3 

E 
F 

74.1 
113.7 

E 
F 

No No 

San Bruno Ave./Cherry 
Ave. (SB) 

Signal AM 
PM 

51.5 
42.2 

D 
D 

54.3 
42.7 

D 
D 

No -- 

San Bruno Ave./I-280 NB 
Ramps (SB/CT) 

Signal AM 
PM 

19.7 
28.4 

B 
C 

20.1 
28.6 

C 
C 

No -- 

San Bruno Ave./I-280 SB 
Ramps (SB/CT) 

Signal AM 
PM 

20.9 
21.5 

C 
C 

20.9 
21.6 

C 
C 

No -- 

 
LOS calculations performed using the 2000 Highway Capacity Manual – Special Report 209 delay methods for 
signalized intersections.  Level of service – average control delay in seconds. 
 
* Jurisdictions:  SB=San Bruno, CMP=C/CAG Congestion Management Program 
  City of San Bruno and CMP significance thresholds are provided on pages 7 and 8. 
Unacceptable operations in bold type. 
 
Source:  Crane Transportation Group, August 2015 
 
 
  



CTG 
 

11/20/15   1250 Grundy Lane 
MARK D. CRANE, P.E.  •  CRANE TRANSPORTATION GROUP 

 

Table 4 
 

PROJECT GROSS TRIP GENERATION 
 

 
 SIZE OR DAILY AM PEAK HOUR TRIPS PM PEAK HOUR TRIPS 
 #OF 2-WAY TRIPS INBOUND OUTBOUND INBOUND OUTBOUND 
USE EMPLOYEES RATE VOL RATE VOL RATE VOL RATE VOL RATE VOL 
Police Credit 
Union Office 

210 employees * 810 ** 112 ** 15 *** 23 *** 115 

 
* Ln(T) = 0.84 Ln(X) + 2.23 
** Ln(T) = 0.86 Ln (X) + 0.24 (88% in/12% out) 
*** T = 0.37(X) + 60.08 (17% in/83% out) 
 
Ln = Natural Log 
T = Trips 
X = Number of Employees 
 
Trip Rate Source:  Trip Generation Manual, 9th Edition, by the Institute of Transportation Engineers, 2012 
Compiled by:  Crane Transportation Group 
 
 
 

Table 5 
 

PROJECT NET TRIP GENERATION 
BASED UPON TRIP REDUCTIONS DUE TO PRESENCE OF 
SHUTTLE SERVICE TO BART & CALTRAIN, FREQUENT 

SAMTRANS BUS SERVICE AND PROJECT TDM PROGRAM 
 

 
 AM PEAK HOUR TRIPS PM PEAK HOUR TRIPS 
 INBOUND OUTBOUND INBOUND OUTBOUND 
Average Trip Generation 
 

112 15 23 115 

10% Reduction Due to Transit 
Availability & TDM Program 

- 11 - 1 - 2 - 11 

Net Project Trip Generation 
 

101 14 21 104 

 
Source:  Crane Transportation Group 
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CTG 
 

11/20/15   1250 Grundy Lane 
MARK D. CRANE, P.E.  •  CRANE TRANSPORTATION GROUP 

 

Appendix Table 1 
 

TRIP GENERATION 
 

FORMER SITE USE 
 

 
 SIZE AM PEAK HOUR TRIPS PM PEAK HOUR TRIPS 
  RATE VOL RATE VOL RATE VOL RATE VOL 

Quality Restaurant 8300 SQ.FT. .61 5 .20 2 5.02 42 2.47 21 

 
Trip Rate Source:  Trip Generation Manual, 9th Edition, by the Institute of Transportation Engineers, 2012 
Compiled by:  Crane Transportation Group 
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 554 712 842 0 0 1599
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3400 2760 5036 5036
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3400 2760 5036 5036
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.96 0.97
Adj. Flow (vph) 571 734 868 0 0 1648
RTOR Reduction (vph) 0 46 0 0 0 0
Lane Group Flow (vph) 571 688 868 0 0 1648
Confl. Peds. (#/hr) 6 6 6 6
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 3% 3% 3% 1% 1% 3%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 27.4 57.4 54.6 84.6
Effective Green, g (s) 27.4 57.4 54.6 84.6
Actuated g/C Ratio 0.23 0.48 0.46 0.70
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 776 1320 2291 3550
v/s Ratio Prot c0.17 c0.25 0.17 c0.33
v/s Ratio Perm
v/c Ratio 0.74 0.52 0.38 0.46
Uniform Delay, d1 42.9 21.8 21.5 7.8
Progression Factor 1.00 1.00 0.77 1.00
Incremental Delay, d2 3.6 0.4 0.4 0.1
Delay (s) 46.6 22.1 17.1 7.9
Level of Service D C B A
Approach Delay (s) 32.8 17.1 7.9
Approach LOS C B A

Intersection Summary
HCM 2000 Control Delay 18.5 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.56
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 53.4% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 202 183 0 1531 1305 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.99 0.96 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.96 0.85 1.00 1.00
Flt Protected 0.96 1.00 1.00 1.00
Satd. Flow (prot) 3306 1392 5036 5036
Flt Permitted 0.96 1.00 1.00 1.00
Satd. Flow (perm) 3306 1392 5036 5036
Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95
Adj. Flow (vph) 213 193 0 1612 1374 0
RTOR Reduction (vph) 30 63 0 0 0 0
Lane Group Flow (vph) 249 64 0 1612 1374 0
Confl. Peds. (#/hr) 6 6 6
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1% 1% 3% 3% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 14.3 14.3 97.7 97.7
Effective Green, g (s) 14.3 14.3 97.7 97.7
Actuated g/C Ratio 0.12 0.12 0.81 0.81
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 393 165 4100 4100
v/s Ratio Prot c0.08 c0.32 0.27
v/s Ratio Perm 0.05
v/c Ratio 0.63 0.39 0.39 0.34
Uniform Delay, d1 50.4 48.8 3.0 2.8
Progression Factor 1.00 1.00 0.97 0.71
Incremental Delay, d2 3.3 1.5 0.3 0.2
Delay (s) 53.7 50.3 3.2 2.2
Level of Service D D A A
Approach Delay (s) 52.6 3.2 2.2
Approach LOS D A A

Intersection Summary
HCM 2000 Control Delay 8.7 HCM 2000 Level of Service A
HCM 2000 Volume to Capacity ratio 0.42
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 53.4% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 145 11 8 39 1386 956 477
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 0.99
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.99 1.00 1.00 0.95
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3435 1782 5036 4754
Flt Permitted 0.96 0.27 1.00 1.00
Satd. Flow (perm) 3435 500 5036 4754
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97
Adj. Flow (vph) 149 11 8 40 1429 986 492
RTOR Reduction (vph) 5 0 0 0 0 64 0
Lane Group Flow (vph) 155 0 0 48 1429 1414 0
Confl. Peds. (#/hr) 14 14 5 5
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 3% 3% 1%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 10.7 15.0 101.3 82.3
Effective Green, g (s) 10.7 15.0 101.3 82.3
Actuated g/C Ratio 0.09 0.12 0.84 0.69
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 306 62 4251 3260
v/s Ratio Prot c0.05 0.28 c0.30
v/s Ratio Perm c0.10
v/c Ratio 0.51 0.77 0.34 0.43
Uniform Delay, d1 52.1 50.9 2.0 8.4
Progression Factor 1.00 1.00 1.00 0.70
Incremental Delay, d2 1.3 44.2 0.2 0.4
Delay (s) 53.5 95.1 2.2 6.3
Level of Service D F A A
Approach Delay (s) 53.5 5.3 6.3
Approach LOS D A A

Intersection Summary
HCM 2000 Control Delay 8.2 HCM 2000 Level of Service A
HCM 2000 Volume to Capacity ratio 0.49
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 50.5% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 181 375 212 189 250 108 4 193 1031 147 24 165
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.92 1.00 0.98 1.00 1.00 0.93 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.95 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3539 1476 3467 3326 3467 5036 1494 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3539 1476 3467 3326 3467 5036 1494 3467
Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93
Adj. Flow (vph) 195 403 228 203 269 116 4 208 1109 158 26 177
RTOR Reduction (vph) 0 0 203 0 35 0 0 0 0 48 0 0
Lane Group Flow (vph) 195 403 25 203 350 0 0 212 1109 110 0 203
Confl. Peds. (#/hr) 17 17 17 17 23 23 23 23 23
Confl. Bikes (#/hr) 10 10 10
Heavy Vehicles (%) 1% 2% 1% 1% 2% 1% 1% 1% 3% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 1 1 6 5 5
Permitted Phases 1 6
Actuated Green, G (s) 18.3 22.7 12.7 12.4 17.8 12.7 53.1 53.1 12.7
Effective Green, g (s) 18.3 22.7 12.7 12.4 17.8 12.7 53.1 53.1 12.7
Actuated g/C Ratio 0.16 0.19 0.11 0.11 0.15 0.11 0.45 0.45 0.11
Clearance Time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 279 686 160 367 506 376 2285 678 376
v/s Ratio Prot c0.11 0.11 0.06 c0.11 c0.06 c0.22 0.06
v/s Ratio Perm 0.02 0.07
v/c Ratio 0.70 0.59 0.15 0.55 0.69 0.56 0.49 0.16 0.54
Uniform Delay, d1 46.7 42.9 47.3 49.7 47.0 49.5 22.4 18.8 49.4
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 7.4 1.3 0.5 1.8 4.1 1.9 0.7 0.5 1.5
Delay (s) 54.2 44.2 47.7 51.5 51.1 51.5 23.1 19.3 50.9
Level of Service D D D D D D C B D
Approach Delay (s) 47.5 51.2 26.8
Approach LOS D D C

Intersection Summary
HCM 2000 Control Delay 34.7 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.57
Actuated Cycle Length (s) 117.0 Sum of lost time (s) 16.1
Intersection Capacity Utilization 61.0% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 705 85
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.5 4.5
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.93
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5036 1494
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5036 1494
Peak-hour factor, PHF 0.93 0.93
Adj. Flow (vph) 758 91
RTOR Reduction (vph) 0 48
Lane Group Flow (vph) 758 43
Confl. Peds. (#/hr) 23
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1%
Turn Type NAcustom
Protected Phases 2
Permitted Phases 6
Actuated Green, G (s) 53.1 53.1
Effective Green, g (s) 53.1 53.1
Actuated g/C Ratio 0.45 0.45
Clearance Time (s) 4.5 4.5
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 2285 678
v/s Ratio Prot 0.15
v/s Ratio Perm 0.03
v/c Ratio 0.33 0.06
Uniform Delay, d1 20.5 18.0
Progression Factor 1.00 1.00
Incremental Delay, d2 0.4 0.2
Delay (s) 20.9 18.1
Level of Service C B
Approach Delay (s) 26.5
Approach LOS C

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 354 750 66 18 402 85 128 109 45 96 59 78
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 0.99 1.00 0.99 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 0.97 1.00 0.96 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3525 1803 3466 1802 1803 1841 1581
Flt Permitted 0.95 1.00 0.95 1.00 0.55 1.00 0.61 1.00
Satd. Flow (perm) 1805 3525 1803 3466 1051 1803 1166 1581
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 393 833 73 20 447 94 142 121 50 107 66 87
RTOR Reduction (vph) 0 5 0 0 17 0 0 23 0 0 0 57
Lane Group Flow (vph) 393 901 0 20 524 0 142 148 0 0 173 30
Confl. Peds. (#/hr) 2 2 2 2 2 2 2 2
Confl. Bikes (#/hr) 10 10 10 10
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Perm NA Perm NAcustom
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 6
Actuated Green, G (s) 19.8 43.4 0.9 24.5 13.7 13.7 13.7 24.5
Effective Green, g (s) 19.8 43.4 0.9 24.5 13.7 13.7 13.7 24.5
Actuated g/C Ratio 0.28 0.62 0.01 0.35 0.20 0.20 0.20 0.35
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 510 2185 23 1213 205 352 228 553
v/s Ratio Prot c0.22 c0.26 0.01 0.15 0.08
v/s Ratio Perm 0.14 c0.15 0.02
v/c Ratio 0.77 0.41 0.87 0.43 0.69 0.42 0.76 0.06
Uniform Delay, d1 23.0 6.8 34.5 17.4 26.2 24.7 26.6 15.1
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 7.1 0.6 127.6 1.1 9.7 0.8 13.5 0.2
Delay (s) 30.1 7.4 162.1 18.5 35.9 25.5 40.1 15.3
Level of Service C A F B D C D B
Approach Delay (s) 14.2 23.7 30.2 31.8
Approach LOS B C C C

Intersection Summary
HCM 2000 Control Delay 20.3 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.63
Actuated Cycle Length (s) 70.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 64.4% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 304 822 0 0 444 216 128 149 348 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.97 1.00 0.98 0.96
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.94 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1547 1698 1580 1453
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1547 1698 1580 1453
Peak-hour factor, PHF 0.96 0.96 0.96 0.92 0.96 0.96 0.96 0.96 0.96 0.92 0.92 0.92
Adj. Flow (vph) 317 856 0 0 462 225 133 155 362 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 113 0 31 113 0 0 0
Lane Group Flow (vph) 317 856 0 0 462 112 120 246 140 0 0 0
Confl. Peds. (#/hr) 7 7 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 8 8
Permitted Phases 6 8
Actuated Green, G (s) 13.5 62.4 44.9 44.9 19.6 19.6 19.6
Effective Green, g (s) 13.5 62.4 44.9 44.9 19.6 19.6 19.6
Actuated g/C Ratio 0.15 0.69 0.50 0.50 0.22 0.22 0.22
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 520 2477 1783 771 369 344 316
v/s Ratio Prot c0.09 c0.24 0.13 0.07 c0.16
v/s Ratio Perm 0.07 0.10
v/c Ratio 0.61 0.35 0.26 0.15 0.33 0.71 0.44
Uniform Delay, d1 35.8 5.6 13.0 12.2 29.6 32.6 30.5
Progression Factor 0.95 1.38 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.9 0.4 0.4 0.4 0.5 6.9 1.0
Delay (s) 36.1 8.0 13.3 12.6 30.1 39.5 31.5
Level of Service D A B B C D C
Approach Delay (s) 15.6 13.1 34.6 0.0
Approach LOS B B C A

Intersection Summary
HCM 2000 Control Delay 19.8 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.49
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 46.6% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

Existing AM Peak Hour Synchro 8 Report
With Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 783 271 222 350 0 0 0 0 343 260 156
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.96 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.99 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (prot) 5136 1530 3467 3574 1626 3161 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (perm) 5136 1530 3467 3574 1626 3161 1421
Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.92 0.92 0.93 0.93 0.93
Adj. Flow (vph) 0 842 291 239 376 0 0 0 0 369 280 168
RTOR Reduction (vph) 0 0 225 0 0 0 0 0 0 0 3 117
Lane Group Flow (vph) 0 842 66 239 376 0 0 0 0 218 445 34
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NAcustom Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 4 4
Actuated Green, G (s) 46.2 20.3 11.5 61.7 20.3 20.3 20.3
Effective Green, g (s) 46.2 20.3 11.5 61.7 20.3 20.3 20.3
Actuated g/C Ratio 0.51 0.23 0.13 0.69 0.23 0.23 0.23
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2636 345 443 2450 366 712 320
v/s Ratio Prot c0.16 c0.07 0.11 0.13 c0.14
v/s Ratio Perm 0.04 0.02
v/c Ratio 0.32 0.19 0.54 0.15 0.60 0.62 0.11
Uniform Delay, d1 12.7 28.2 36.8 5.0 31.2 31.4 27.7
Progression Factor 1.00 1.00 0.84 0.17 1.00 1.00 1.00
Incremental Delay, d2 0.1 0.3 1.2 0.1 2.6 1.7 0.1
Delay (s) 12.8 28.5 32.0 1.0 33.8 33.1 27.8
Level of Service B C C A C C C
Approach Delay (s) 16.8 13.0 0.0 32.3
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 20.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.43
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 46.6% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 518 712 841 0 0 1596
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3400 2760 5036 5036
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3400 2760 5036 5036
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.96 0.97
Adj. Flow (vph) 534 734 867 0 0 1645
RTOR Reduction (vph) 0 47 0 0 0 0
Lane Group Flow (vph) 534 687 867 0 0 1645
Confl. Peds. (#/hr) 6 6 6 6
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 3% 3% 3% 1% 1% 3%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 26.1 56.1 55.9 85.9
Effective Green, g (s) 26.1 56.1 55.9 85.9
Actuated g/C Ratio 0.22 0.47 0.47 0.72
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 739 1290 2345 3604
v/s Ratio Prot c0.16 c0.25 0.17 c0.33
v/s Ratio Perm
v/c Ratio 0.72 0.53 0.37 0.46
Uniform Delay, d1 43.6 22.7 20.7 7.2
Progression Factor 1.00 1.00 0.77 1.00
Incremental Delay, d2 3.5 0.4 0.4 0.1
Delay (s) 47.1 23.1 16.5 7.3
Level of Service D C B A
Approach Delay (s) 33.2 16.5 7.3
Approach LOS C B A

Intersection Summary
HCM 2000 Control Delay 18.1 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.55
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 52.3% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 202 169 0 1525 1266 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.99 0.96 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.97 0.85 1.00 1.00
Flt Protected 0.96 1.00 1.00 1.00
Satd. Flow (prot) 3319 1391 5036 5036
Flt Permitted 0.96 1.00 1.00 1.00
Satd. Flow (perm) 3319 1391 5036 5036
Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95
Adj. Flow (vph) 213 178 0 1605 1333 0
RTOR Reduction (vph) 24 70 0 0 0 0
Lane Group Flow (vph) 244 53 0 1605 1333 0
Confl. Peds. (#/hr) 6 6 6
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1% 1% 3% 3% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 14.1 14.1 97.9 97.9
Effective Green, g (s) 14.1 14.1 97.9 97.9
Actuated g/C Ratio 0.12 0.12 0.82 0.82
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 389 163 4108 4108
v/s Ratio Prot c0.07 c0.32 0.26
v/s Ratio Perm 0.04
v/c Ratio 0.63 0.33 0.39 0.32
Uniform Delay, d1 50.4 48.6 3.0 2.8
Progression Factor 1.00 1.00 0.95 0.72
Incremental Delay, d2 3.2 1.2 0.3 0.2
Delay (s) 53.6 49.8 3.1 2.2
Level of Service D D A A
Approach Delay (s) 52.4 3.1 2.2
Approach LOS D A A

Intersection Summary
HCM 2000 Control Delay 8.5 HCM 2000 Level of Service A
HCM 2000 Volume to Capacity ratio 0.42
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 52.3% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 139 11 8 35 1386 956 424
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 0.99
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.99 1.00 1.00 0.95
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3434 1781 5036 4776
Flt Permitted 0.96 0.28 1.00 1.00
Satd. Flow (perm) 3434 521 5036 4776
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97
Adj. Flow (vph) 143 11 8 36 1429 986 437
RTOR Reduction (vph) 5 0 0 0 0 56 0
Lane Group Flow (vph) 149 0 0 44 1429 1367 0
Confl. Peds. (#/hr) 14 14 5 5
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 3% 3% 1%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 10.5 14.4 101.5 83.1
Effective Green, g (s) 10.5 14.4 101.5 83.1
Actuated g/C Ratio 0.09 0.12 0.85 0.69
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 300 62 4259 3307
v/s Ratio Prot c0.04 0.28 c0.29
v/s Ratio Perm c0.08
v/c Ratio 0.50 0.71 0.34 0.41
Uniform Delay, d1 52.2 50.8 2.0 7.9
Progression Factor 1.00 1.00 1.00 0.68
Incremental Delay, d2 1.3 31.0 0.2 0.4
Delay (s) 53.5 81.8 2.2 5.8
Level of Service D F A A
Approach Delay (s) 53.5 4.6 5.8
Approach LOS D A A

Intersection Summary
HCM 2000 Control Delay 7.6 HCM 2000 Level of Service A
HCM 2000 Volume to Capacity ratio 0.46
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 49.2% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 181 375 211 189 248 107 4 191 1028 147 24 165
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.92 1.00 0.98 1.00 1.00 0.93 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.95 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3539 1475 3467 3326 3467 5036 1494 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3539 1475 3467 3326 3467 5036 1494 3467
Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93
Adj. Flow (vph) 195 403 227 203 267 115 4 205 1105 158 26 177
RTOR Reduction (vph) 0 0 203 0 35 0 0 0 0 48 0 0
Lane Group Flow (vph) 195 403 24 203 347 0 0 209 1105 110 0 203
Confl. Peds. (#/hr) 17 17 17 17 23 23 23 23 23
Confl. Bikes (#/hr) 10 10 10
Heavy Vehicles (%) 1% 2% 1% 1% 2% 1% 1% 1% 3% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 1 1 6 5 5
Permitted Phases 1 6
Actuated Green, G (s) 18.2 22.6 12.6 12.4 17.8 12.6 53.1 53.1 12.6
Effective Green, g (s) 18.2 22.6 12.6 12.4 17.8 12.6 53.1 53.1 12.6
Actuated g/C Ratio 0.16 0.19 0.11 0.11 0.15 0.11 0.45 0.45 0.11
Clearance Time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 278 684 159 368 506 374 2289 679 374
v/s Ratio Prot c0.11 0.11 0.06 c0.10 c0.06 c0.22 0.06
v/s Ratio Perm 0.02 0.07
v/c Ratio 0.70 0.59 0.15 0.55 0.69 0.56 0.48 0.16 0.54
Uniform Delay, d1 46.7 42.9 47.3 49.6 46.9 49.5 22.3 18.8 49.4
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 7.8 1.3 0.5 1.8 3.8 1.8 0.7 0.5 1.6
Delay (s) 54.5 44.2 47.7 51.4 50.7 51.3 23.0 19.3 51.0
Level of Service D D D D D D C B D
Approach Delay (s) 47.6 50.9 26.6
Approach LOS D D C

Intersection Summary
HCM 2000 Control Delay 34.6 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.57
Actuated Cycle Length (s) 116.8 Sum of lost time (s) 16.1
Intersection Capacity Utilization 60.9% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 705 85
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.5 4.5
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.93
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5036 1494
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5036 1494
Peak-hour factor, PHF 0.93 0.93
Adj. Flow (vph) 758 91
RTOR Reduction (vph) 0 48
Lane Group Flow (vph) 758 43
Confl. Peds. (#/hr) 23
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1%
Turn Type NAcustom
Protected Phases 2
Permitted Phases 6
Actuated Green, G (s) 53.1 53.1
Effective Green, g (s) 53.1 53.1
Actuated g/C Ratio 0.45 0.45
Clearance Time (s) 4.5 4.5
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 2289 679
v/s Ratio Prot 0.15
v/s Ratio Perm 0.03
v/c Ratio 0.33 0.06
Uniform Delay, d1 20.4 17.9
Progression Factor 1.00 1.00
Incremental Delay, d2 0.4 0.2
Delay (s) 20.8 18.1
Level of Service C B
Approach Delay (s) 26.4
Approach LOS C

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 331 750 66 18 402 85 128 108 45 96 59 75
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 0.99 1.00 0.99 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 0.97 1.00 0.96 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3525 1803 3466 1802 1802 1841 1582
Flt Permitted 0.95 1.00 0.95 1.00 0.56 1.00 0.62 1.00
Satd. Flow (perm) 1805 3525 1803 3466 1061 1802 1182 1582
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 368 833 73 20 447 94 142 120 50 107 66 83
RTOR Reduction (vph) 0 5 0 0 17 0 0 22 0 0 0 53
Lane Group Flow (vph) 368 901 0 20 524 0 142 148 0 0 173 30
Confl. Peds. (#/hr) 2 2 2 2 2 2 2 2
Confl. Bikes (#/hr) 10 10 10 10
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Perm NA Perm NAcustom
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 6
Actuated Green, G (s) 18.5 42.2 0.9 24.6 13.6 13.6 13.6 24.6
Effective Green, g (s) 18.5 42.2 0.9 24.6 13.6 13.6 13.6 24.6
Actuated g/C Ratio 0.27 0.61 0.01 0.36 0.20 0.20 0.20 0.36
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 486 2165 23 1241 210 356 233 566
v/s Ratio Prot c0.20 c0.26 0.01 0.15 0.08
v/s Ratio Perm 0.13 c0.15 0.02
v/c Ratio 0.76 0.42 0.87 0.42 0.68 0.41 0.74 0.05
Uniform Delay, d1 23.0 6.9 33.8 16.7 25.5 24.1 25.9 14.4
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 6.6 0.6 127.6 1.1 8.3 0.8 12.0 0.2
Delay (s) 29.7 7.5 161.4 17.7 33.8 24.9 37.9 14.6
Level of Service C A F B C C D B
Approach Delay (s) 13.9 22.9 28.9 30.4
Approach LOS B C C C

Intersection Summary
HCM 2000 Control Delay 19.7 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.62
Actuated Cycle Length (s) 68.7 Sum of lost time (s) 12.0
Intersection Capacity Utilization 63.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 304 817 0 0 441 216 128 149 330 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.97 1.00 0.98 0.96
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.94 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1547 1698 1586 1452
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1547 1698 1586 1452
Peak-hour factor, PHF 0.96 0.96 0.96 0.92 0.96 0.96 0.96 0.96 0.96 0.92 0.92 0.92
Adj. Flow (vph) 317 851 0 0 459 225 133 155 344 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 112 0 28 115 0 0 0
Lane Group Flow (vph) 317 851 0 0 459 113 120 240 129 0 0 0
Confl. Peds. (#/hr) 7 7 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 8 8
Permitted Phases 6 8
Actuated Green, G (s) 13.5 62.8 45.3 45.3 19.2 19.2 19.2
Effective Green, g (s) 13.5 62.8 45.3 45.3 19.2 19.2 19.2
Actuated g/C Ratio 0.15 0.70 0.50 0.50 0.21 0.21 0.21
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 520 2493 1798 778 362 338 309
v/s Ratio Prot c0.09 c0.24 0.13 0.07 c0.15
v/s Ratio Perm 0.07 0.09
v/c Ratio 0.61 0.34 0.26 0.15 0.33 0.71 0.42
Uniform Delay, d1 35.8 5.4 12.7 12.0 30.0 32.8 30.6
Progression Factor 0.96 1.32 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.9 0.4 0.3 0.4 0.5 6.7 0.9
Delay (s) 36.3 7.5 13.1 12.4 30.5 39.5 31.5
Level of Service D A B B C D C
Approach Delay (s) 15.3 12.8 34.7 0.0
Approach LOS B B C A

Intersection Summary
HCM 2000 Control Delay 19.6 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.49
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 46.5% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

Existing AM Peak Hour Synchro 8 Report
Without Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 781 271 220 349 0 0 0 0 340 260 156
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.96 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.99 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (prot) 5136 1530 3467 3574 1626 3161 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (perm) 5136 1530 3467 3574 1626 3161 1421
Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.92 0.92 0.93 0.93 0.93
Adj. Flow (vph) 0 840 291 237 375 0 0 0 0 366 280 168
RTOR Reduction (vph) 0 0 226 0 0 0 0 0 0 0 3 117
Lane Group Flow (vph) 0 840 65 237 375 0 0 0 0 216 444 34
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NAcustom Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 4 4
Actuated Green, G (s) 46.5 20.1 11.4 61.9 20.1 20.1 20.1
Effective Green, g (s) 46.5 20.1 11.4 61.9 20.1 20.1 20.1
Actuated g/C Ratio 0.52 0.22 0.13 0.69 0.22 0.22 0.22
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2653 341 439 2458 363 705 317
v/s Ratio Prot c0.16 c0.07 0.10 0.13 c0.14
v/s Ratio Perm 0.04 0.02
v/c Ratio 0.32 0.19 0.54 0.15 0.60 0.63 0.11
Uniform Delay, d1 12.6 28.4 36.8 4.9 31.3 31.6 27.8
Progression Factor 1.00 1.00 0.84 0.17 1.00 1.00 1.00
Incremental Delay, d2 0.1 0.3 1.3 0.1 2.6 1.8 0.1
Delay (s) 12.6 28.6 32.2 1.0 33.9 33.4 28.0
Level of Service B C C A C C C
Approach Delay (s) 16.8 13.1 0.0 32.5
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 20.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.43
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 46.5% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 500 1332 1577 0 0 1643
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3467 2814 5136 5136
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3467 2814 5136 5136
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.96 0.97
Adj. Flow (vph) 515 1373 1626 0 0 1694
RTOR Reduction (vph) 0 2 0 0 0 0
Lane Group Flow (vph) 515 1371 1626 0 0 1694
Confl. Peds. (#/hr) 23 23
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 27.2 83.2 58.8 114.8
Effective Green, g (s) 27.2 83.2 58.8 114.8
Actuated g/C Ratio 0.18 0.55 0.39 0.77
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 628 1560 2013 3930
v/s Ratio Prot 0.15 c0.49 c0.32 0.33
v/s Ratio Perm
v/c Ratio 0.82 0.88 0.81 0.43
Uniform Delay, d1 59.0 29.0 40.6 6.2
Progression Factor 1.00 1.00 0.71 1.00
Incremental Delay, d2 8.4 6.0 3.0 0.3
Delay (s) 67.5 35.0 31.7 6.5
Level of Service E C C A
Approach Delay (s) 43.8 31.7 6.5
Approach LOS D C A

Intersection Summary
HCM 2000 Control Delay 27.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.87
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 85.9% ICU Level of Service E
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 297 384 0 2291 1483 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.97 0.91 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.95 0.85 1.00 1.00
Flt Protected 0.97 1.00 1.00 1.00
Satd. Flow (prot) 3235 1324 5136 5136
Flt Permitted 0.97 1.00 1.00 1.00
Satd. Flow (perm) 3235 1324 5136 5136
Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98
Adj. Flow (vph) 303 392 0 2338 1513 0
RTOR Reduction (vph) 51 51 0 0 0 0
Lane Group Flow (vph) 424 169 0 2338 1513 0
Confl. Peds. (#/hr) 20 20 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 26.0 26.0 116.0 116.0
Effective Green, g (s) 26.0 26.0 116.0 116.0
Actuated g/C Ratio 0.17 0.17 0.77 0.77
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 560 229 3971 3971
v/s Ratio Prot c0.13 c0.46 0.29
v/s Ratio Perm 0.13
v/c Ratio 0.76 0.74 0.59 0.38
Uniform Delay, d1 59.0 58.8 7.1 5.5
Progression Factor 1.00 1.00 1.54 0.75
Incremental Delay, d2 5.8 11.7 0.6 0.2
Delay (s) 64.8 70.4 11.5 4.4
Level of Service E E B A
Approach Delay (s) 66.6 11.5 4.4
Approach LOS E B A

Intersection Summary
HCM 2000 Control Delay 17.5 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.62
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 85.9% ICU Level of Service E
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 524 51 44 36 1721 1647 208
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 0.99 1.00 1.00 0.99
Flpb, ped/bikes 1.00 0.99 1.00 1.00
Frt 0.99 1.00 1.00 0.98
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3421 1766 5085 4937
Flt Permitted 0.96 0.25 1.00 1.00
Satd. Flow (perm) 3421 465 5085 4937
Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96
Adj. Flow (vph) 546 53 46 38 1793 1716 217
RTOR Reduction (vph) 6 0 0 0 0 8 0
Lane Group Flow (vph) 593 0 0 84 1793 1925 0
Confl. Peds. (#/hr) 20 20 20 20
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 2% 2% 2%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 31.9 16.0 110.1 90.1
Effective Green, g (s) 31.9 16.0 110.1 90.1
Actuated g/C Ratio 0.21 0.11 0.73 0.60
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 727 49 3732 2965
v/s Ratio Prot c0.17 0.35 c0.39
v/s Ratio Perm c0.18
v/c Ratio 0.82 1.71 0.48 0.65
Uniform Delay, d1 56.2 67.0 8.2 19.6
Progression Factor 1.00 1.00 1.00 0.61
Incremental Delay, d2 7.0 393.5 0.4 1.0
Delay (s) 63.3 460.5 8.6 12.9
Level of Service E F A B
Approach Delay (s) 63.3 28.9 12.9
Approach LOS E C B

Intersection Summary
HCM 2000 Control Delay 26.6 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.81
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 67.8% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 170 292 237 258 410 192 4 191 1284 147 55 275
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.92 1.00 0.97 1.00 1.00 0.93 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.95 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3574 1470 3467 3313 3467 5136 1480 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3574 1470 3467 3313 3467 5136 1480 3467
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97
Adj. Flow (vph) 175 301 244 266 423 198 4 197 1324 152 57 284
RTOR Reduction (vph) 0 0 208 0 36 0 0 0 0 57 0 0
Lane Group Flow (vph) 175 301 36 266 585 0 0 201 1324 95 0 341
Confl. Peds. (#/hr) 20 20 20 20 20 20 20 20 20
Confl. Bikes (#/hr) 20 20 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 5 5 2 1 1
Permitted Phases 1 2
Actuated Green, G (s) 17.9 31.9 20.7 16.1 30.1 13.7 57.1 57.1 20.7
Effective Green, g (s) 17.9 31.9 20.7 16.1 30.1 13.7 57.1 57.1 20.7
Actuated g/C Ratio 0.13 0.22 0.15 0.11 0.21 0.10 0.40 0.40 0.15
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 225 804 214 393 703 334 2068 595 506
v/s Ratio Prot c0.10 0.08 0.08 c0.18 0.06 c0.26 c0.10
v/s Ratio Perm 0.02 0.06
v/c Ratio 0.78 0.37 0.17 0.68 0.83 0.60 0.64 0.16 0.67
Uniform Delay, d1 60.0 46.5 53.0 60.4 53.4 61.4 34.1 27.0 57.4
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 15.5 1.3 0.4 4.6 11.1 3.0 1.5 0.6 3.5
Delay (s) 75.5 47.8 53.4 64.9 64.5 64.5 35.6 27.6 60.9
Level of Service E D D E E E D C E
Approach Delay (s) 56.4 64.6 38.4
Approach LOS E E D

Intersection Summary
HCM 2000 Control Delay 44.2 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.71
Actuated Cycle Length (s) 141.8 Sum of lost time (s) 16.0
Intersection Capacity Utilization 75.1% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 1255 189
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.0 4.0
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.93
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5136 1482
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5136 1482
Peak-hour factor, PHF 0.97 0.97
Adj. Flow (vph) 1294 195
RTOR Reduction (vph) 0 55
Lane Group Flow (vph) 1294 140
Confl. Peds. (#/hr) 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1%
Turn Type NA Perm
Protected Phases 6
Permitted Phases 6
Actuated Green, G (s) 64.1 64.1
Effective Green, g (s) 64.1 64.1
Actuated g/C Ratio 0.45 0.45
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 2321 669
v/s Ratio Prot c0.25
v/s Ratio Perm 0.09
v/c Ratio 0.56 0.21
Uniform Delay, d1 28.5 23.5
Progression Factor 1.00 1.00
Incremental Delay, d2 1.0 0.7
Delay (s) 29.4 24.2
Level of Service C C
Approach Delay (s) 34.7
Approach LOS C

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 211 513 100 37 955 124 79 84 17 134 100 357
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 0.99 1.00 0.99 1.00 0.99 1.00 0.94
Flpb, ped/bikes 1.00 1.00 1.00 1.00 0.98 1.00 0.98 1.00
Frt 1.00 0.98 1.00 0.98 1.00 0.97 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3443 1624 3481 1772 1835 1818 1521
Flt Permitted 0.95 1.00 0.95 1.00 0.45 1.00 0.76 1.00
Satd. Flow (perm) 1805 3443 1624 3481 846 1835 1422 1521
Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93
Adj. Flow (vph) 227 552 108 40 1027 133 85 90 18 144 108 384
RTOR Reduction (vph) 0 17 0 0 11 0 0 8 0 0 0 210
Lane Group Flow (vph) 227 643 0 40 1149 0 85 100 0 0 252 174
Confl. Peds. (#/hr) 19 19 19 19 19 19 19 19
Confl. Bikes (#/hr) 20 20 20 20
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Parking  (#/hr) 0
Turn Type Prot NA Prot NA Perm NA Perm NA Perm
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 4
Actuated Green, G (s) 14.5 49.2 3.0 37.7 26.0 26.0 26.0 26.0
Effective Green, g (s) 14.5 49.2 3.0 37.7 26.0 26.0 26.0 26.0
Actuated g/C Ratio 0.16 0.55 0.03 0.42 0.29 0.29 0.29 0.29
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 290 1878 54 1454 243 528 409 438
v/s Ratio Prot c0.13 0.19 0.02 c0.33 0.05
v/s Ratio Perm 0.10 c0.18 0.11
v/c Ratio 0.78 0.34 0.74 0.79 0.35 0.19 0.62 0.40
Uniform Delay, d1 36.3 11.5 43.2 22.8 25.4 24.2 27.8 25.8
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 12.9 0.5 41.8 4.5 3.9 0.8 6.8 2.7
Delay (s) 49.2 12.0 85.0 27.3 29.3 25.0 34.6 28.5
Level of Service D B F C C C C C
Approach Delay (s) 21.5 29.2 26.9 30.9
Approach LOS C C C C

Intersection Summary
HCM 2000 Control Delay 27.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 90.2 Sum of lost time (s) 12.0
Intersection Capacity Utilization 77.8% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 161 516 0 0 927 561 277 433 309 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.96 1.00 1.00 0.96
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.99 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1538 1698 1687 1457
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1538 1698 1687 1457
Peak-hour factor, PHF 0.94 0.94 0.92 0.92 0.94 0.94 0.94 0.94 0.94 0.92 0.92 0.92
Adj. Flow (vph) 171 549 0 0 986 597 295 461 329 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 89 0 3 188 0 0 0
Lane Group Flow (vph) 171 549 0 0 986 508 265 521 108 0 0 0
Confl. Peds. (#/hr) 10 7 7 10 10 10
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 4 4
Permitted Phases 6 4
Actuated Green, G (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Effective Green, g (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Actuated g/C Ratio 0.07 0.56 0.44 0.44 0.36 0.36 0.36
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 231 1985 1588 683 603 599 518
v/s Ratio Prot c0.05 0.15 0.28 0.16 c0.31
v/s Ratio Perm c0.33 0.07
v/c Ratio 0.74 0.28 0.62 0.74 0.44 0.87 0.21
Uniform Delay, d1 41.2 10.5 19.2 20.7 22.1 27.1 20.2
Progression Factor 0.85 0.56 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 11.9 0.3 1.8 7.2 2.3 15.9 0.9
Delay (s) 47.0 6.2 21.0 27.9 24.5 42.9 21.1
Level of Service D A C C C D C
Approach Delay (s) 15.9 23.6 32.5 0.0
Approach LOS B C C A

Intersection Summary
HCM 2000 Control Delay 24.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.79
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 72.7% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

Existing PM Peak Hour Synchro 8 Report
with Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 465 131 406 798 0 0 0 0 212 106 243
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.95 1.00 1.00 1.00 0.99 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.94 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.99 1.00
Satd. Flow (prot) 5136 1518 3467 3574 1626 2982 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.99 1.00
Satd. Flow (perm) 5136 1518 3467 3574 1626 2982 1421
Peak-hour factor, PHF 0.97 0.96 0.96 0.96 0.96 0.96 0.92 0.92 0.92 0.96 0.96 0.96
Adj. Flow (vph) 0 484 136 423 831 0 0 0 0 221 110 253
RTOR Reduction (vph) 0 0 114 0 0 0 0 0 0 0 97 115
Lane Group Flow (vph) 0 484 22 423 831 0 0 0 0 152 198 22
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NAcustom Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 4 4
Actuated Green, G (s) 47.1 14.6 16.3 67.4 14.6 14.6 14.6
Effective Green, g (s) 47.1 14.6 16.3 67.4 14.6 14.6 14.6
Actuated g/C Ratio 0.52 0.16 0.18 0.75 0.16 0.16 0.16
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2687 246 627 2676 263 483 230
v/s Ratio Prot 0.09 c0.12 c0.23 c0.09 0.07
v/s Ratio Perm 0.01 0.02
v/c Ratio 0.18 0.09 0.67 0.31 0.58 0.41 0.10
Uniform Delay, d1 11.3 32.1 34.4 3.7 34.9 33.8 32.1
Progression Factor 1.00 1.00 0.84 2.44 1.00 1.00 1.00
Incremental Delay, d2 0.0 0.2 2.3 0.2 3.1 0.6 0.2
Delay (s) 11.3 32.2 31.3 9.3 37.9 34.4 32.3
Level of Service B C C A D C C
Approach Delay (s) 15.9 16.7 0.0 34.8
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 20.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.45
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 72.7% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 493 1332 1575 0 0 1642
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3467 2814 5136 5136
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3467 2814 5136 5136
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.96 0.97
Adj. Flow (vph) 508 1373 1624 0 0 1693
RTOR Reduction (vph) 0 2 0 0 0 0
Lane Group Flow (vph) 508 1371 1624 0 0 1693
Confl. Peds. (#/hr) 23 23
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 27.1 83.1 58.9 114.9
Effective Green, g (s) 27.1 83.1 58.9 114.9
Actuated g/C Ratio 0.18 0.55 0.39 0.77
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 626 1558 2016 3934
v/s Ratio Prot 0.15 c0.49 c0.32 0.33
v/s Ratio Perm
v/c Ratio 0.81 0.88 0.81 0.43
Uniform Delay, d1 59.0 29.1 40.5 6.1
Progression Factor 1.00 1.00 0.71 1.00
Incremental Delay, d2 7.9 6.0 2.9 0.3
Delay (s) 66.9 35.1 31.6 6.5
Level of Service E D C A
Approach Delay (s) 43.7 31.6 6.5
Approach LOS D C A

Intersection Summary
HCM 2000 Control Delay 27.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.87
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 85.9% ICU Level of Service E
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 297 381 0 2247 1475 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.97 0.91 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.95 0.85 1.00 1.00
Flt Protected 0.97 1.00 1.00 1.00
Satd. Flow (prot) 3240 1323 5136 5136
Flt Permitted 0.97 1.00 1.00 1.00
Satd. Flow (perm) 3240 1323 5136 5136
Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98
Adj. Flow (vph) 303 389 0 2293 1505 0
RTOR Reduction (vph) 52 52 0 0 0 0
Lane Group Flow (vph) 418 170 0 2293 1505 0
Confl. Peds. (#/hr) 20 20 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 25.9 25.9 116.1 116.1
Effective Green, g (s) 25.9 25.9 116.1 116.1
Actuated g/C Ratio 0.17 0.17 0.77 0.77
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 559 228 3975 3975
v/s Ratio Prot c0.13 c0.45 0.29
v/s Ratio Perm 0.13
v/c Ratio 0.75 0.75 0.58 0.38
Uniform Delay, d1 58.9 58.9 6.9 5.4
Progression Factor 1.00 1.00 1.54 0.75
Incremental Delay, d2 5.4 12.4 0.6 0.2
Delay (s) 64.4 71.3 11.2 4.3
Level of Service E E B A
Approach Delay (s) 66.6 11.2 4.3
Approach LOS E B A

Intersection Summary
HCM 2000 Control Delay 17.4 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.61
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 85.9% ICU Level of Service E
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 480 48 44 35 1721 1647 197
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 0.99 1.00 1.00 0.99
Flpb, ped/bikes 1.00 0.99 1.00 1.00
Frt 0.99 1.00 1.00 0.98
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3419 1766 5085 4944
Flt Permitted 0.96 0.25 1.00 1.00
Satd. Flow (perm) 3419 465 5085 4944
Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96
Adj. Flow (vph) 500 50 46 36 1793 1716 205
RTOR Reduction (vph) 6 0 0 0 0 7 0
Lane Group Flow (vph) 544 0 0 82 1793 1914 0
Confl. Peds. (#/hr) 20 20 20 20
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 2% 2% 2%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 29.7 16.0 112.3 92.3
Effective Green, g (s) 29.7 16.0 112.3 92.3
Actuated g/C Ratio 0.20 0.11 0.75 0.62
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 676 49 3806 3042
v/s Ratio Prot c0.16 0.35 c0.39
v/s Ratio Perm c0.18
v/c Ratio 0.80 1.67 0.47 0.63
Uniform Delay, d1 57.4 67.0 7.3 18.1
Progression Factor 1.00 1.00 1.00 0.58
Incremental Delay, d2 6.9 376.5 0.4 0.9
Delay (s) 64.3 443.5 7.7 11.5
Level of Service E F A B
Approach Delay (s) 64.3 26.8 11.5
Approach LOS E C B

Intersection Summary
HCM 2000 Control Delay 24.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.79
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 66.2% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 168 292 234 258 409 192 4 191 1283 147 55 274
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.92 1.00 0.97 1.00 1.00 0.93 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.95 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3574 1470 3467 3313 3467 5136 1481 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3574 1470 3467 3313 3467 5136 1481 3467
Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97
Adj. Flow (vph) 173 301 241 266 422 198 4 197 1323 152 57 282
RTOR Reduction (vph) 0 0 206 0 36 0 0 0 0 57 0 0
Lane Group Flow (vph) 173 301 35 266 584 0 0 201 1323 95 0 339
Confl. Peds. (#/hr) 20 20 20 20 20 20 20 20 20
Confl. Bikes (#/hr) 20 20 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 5 5 2 1 1
Permitted Phases 1 2
Actuated Green, G (s) 17.7 31.7 20.7 16.1 30.1 13.7 57.1 57.1 20.7
Effective Green, g (s) 17.7 31.7 20.7 16.1 30.1 13.7 57.1 57.1 20.7
Actuated g/C Ratio 0.12 0.22 0.15 0.11 0.21 0.10 0.40 0.40 0.15
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 223 800 214 394 704 335 2071 597 506
v/s Ratio Prot c0.10 0.08 0.08 c0.18 0.06 c0.26 c0.10
v/s Ratio Perm 0.02 0.06
v/c Ratio 0.78 0.38 0.16 0.68 0.83 0.60 0.64 0.16 0.67
Uniform Delay, d1 60.0 46.6 52.9 60.2 53.3 61.3 34.0 26.9 57.2
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 15.5 1.4 0.4 4.5 10.9 2.9 1.5 0.6 3.4
Delay (s) 75.5 47.9 53.3 64.8 64.2 64.2 35.5 27.5 60.6
Level of Service E D D E E E D C E
Approach Delay (s) 56.4 64.3 38.2
Approach LOS E E D

Intersection Summary
HCM 2000 Control Delay 44.0 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.71
Actuated Cycle Length (s) 141.6 Sum of lost time (s) 16.0
Intersection Capacity Utilization 74.9% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 1253 189
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.0 4.0
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.93
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5136 1482
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5136 1482
Peak-hour factor, PHF 0.97 0.97
Adj. Flow (vph) 1292 195
RTOR Reduction (vph) 0 55
Lane Group Flow (vph) 1292 140
Confl. Peds. (#/hr) 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1%
Turn Type NA Perm
Protected Phases 6
Permitted Phases 6
Actuated Green, G (s) 64.1 64.1
Effective Green, g (s) 64.1 64.1
Actuated g/C Ratio 0.45 0.45
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 2324 670
v/s Ratio Prot c0.25
v/s Ratio Perm 0.09
v/c Ratio 0.56 0.21
Uniform Delay, d1 28.3 23.4
Progression Factor 1.00 1.00
Incremental Delay, d2 1.0 0.7
Delay (s) 29.3 24.1
Level of Service C C
Approach Delay (s) 34.6
Approach LOS C

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 206 513 100 37 955 124 79 84 17 134 99 334
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 0.99 1.00 0.99 1.00 0.99 1.00 0.94
Flpb, ped/bikes 1.00 1.00 1.00 1.00 0.98 1.00 0.98 1.00
Frt 1.00 0.98 1.00 0.98 1.00 0.97 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3443 1805 3481 1772 1835 1818 1521
Flt Permitted 0.95 1.00 0.95 1.00 0.46 1.00 0.76 1.00
Satd. Flow (perm) 1805 3443 1805 3481 853 1835 1420 1521
Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93
Adj. Flow (vph) 222 552 108 40 1027 133 85 90 18 144 106 359
RTOR Reduction (vph) 0 17 0 0 11 0 0 8 0 0 0 210
Lane Group Flow (vph) 222 643 0 40 1149 0 85 100 0 0 250 149
Confl. Peds. (#/hr) 19 19 19 19 19 19 19 19
Confl. Bikes (#/hr) 20 20 20 20
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Perm NA Perm NA Perm
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 4
Actuated Green, G (s) 14.4 49.1 2.9 37.6 26.0 26.0 26.0 26.0
Effective Green, g (s) 14.4 49.1 2.9 37.6 26.0 26.0 26.0 26.0
Actuated g/C Ratio 0.16 0.55 0.03 0.42 0.29 0.29 0.29 0.29
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 288 1878 58 1454 246 530 410 439
v/s Ratio Prot c0.12 0.19 0.02 c0.33 0.05
v/s Ratio Perm 0.10 c0.18 0.10
v/c Ratio 0.77 0.34 0.69 0.79 0.35 0.19 0.61 0.34
Uniform Delay, d1 36.2 11.4 43.1 22.8 25.3 24.1 27.6 25.2
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 12.0 0.5 29.0 4.5 3.8 0.8 6.6 2.1
Delay (s) 48.2 11.9 72.1 27.2 29.1 24.9 34.2 27.3
Level of Service D B E C C C C C
Approach Delay (s) 21.1 28.7 26.7 30.2
Approach LOS C C C C

Intersection Summary
HCM 2000 Control Delay 26.5 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 76.4% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 161 515 0 0 904 561 277 433 305 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.96 1.00 1.00 0.96
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.99 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1538 1698 1687 1457
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1538 1698 1687 1457
Peak-hour factor, PHF 0.94 0.94 0.92 0.92 0.94 0.94 0.94 0.94 0.94 0.92 0.92 0.92
Adj. Flow (vph) 171 548 0 0 962 597 295 461 324 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 89 0 3 188 0 0 0
Lane Group Flow (vph) 171 548 0 0 962 508 265 520 104 0 0 0
Confl. Peds. (#/hr) 10 7 7 10 10 10
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 4 4
Permitted Phases 6 4
Actuated Green, G (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Effective Green, g (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Actuated g/C Ratio 0.07 0.56 0.44 0.44 0.36 0.36 0.36
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 231 1985 1588 683 603 599 518
v/s Ratio Prot c0.05 0.15 0.27 0.16 c0.31
v/s Ratio Perm c0.33 0.07
v/c Ratio 0.74 0.28 0.61 0.74 0.44 0.87 0.20
Uniform Delay, d1 41.2 10.5 19.0 20.7 22.1 27.0 20.1
Progression Factor 0.85 0.58 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 11.9 0.3 1.7 7.2 2.3 15.7 0.9
Delay (s) 46.8 6.4 20.7 27.9 24.5 42.8 21.0
Level of Service D A C C C D C
Approach Delay (s) 16.0 23.5 32.4 0.0
Approach LOS B C C A

Intersection Summary
HCM 2000 Control Delay 24.7 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.79
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 72.6% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

Existing PM Peak Hour Synchro 8 Report
without Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 464 131 385 796 0 0 0 0 212 106 243
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.95 1.00 1.00 1.00 0.99 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.94 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.99 1.00
Satd. Flow (prot) 5136 1518 3467 3574 1626 2982 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.99 1.00
Satd. Flow (perm) 5136 1518 3467 3574 1626 2982 1421
Peak-hour factor, PHF 0.97 0.96 0.96 0.96 0.96 0.96 0.92 0.92 0.92 0.96 0.96 0.96
Adj. Flow (vph) 0 483 136 401 829 0 0 0 0 221 110 253
RTOR Reduction (vph) 0 0 114 0 0 0 0 0 0 0 97 115
Lane Group Flow (vph) 0 483 22 401 829 0 0 0 0 152 198 22
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NAcustom Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 4 4
Actuated Green, G (s) 47.7 14.6 15.7 67.4 14.6 14.6 14.6
Effective Green, g (s) 47.7 14.6 15.7 67.4 14.6 14.6 14.6
Actuated g/C Ratio 0.53 0.16 0.17 0.75 0.16 0.16 0.16
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2722 246 604 2676 263 483 230
v/s Ratio Prot 0.09 c0.12 c0.23 c0.09 0.07
v/s Ratio Perm 0.01 0.02
v/c Ratio 0.18 0.09 0.66 0.31 0.58 0.41 0.10
Uniform Delay, d1 11.0 32.1 34.7 3.7 34.9 33.8 32.1
Progression Factor 1.00 1.00 0.85 2.40 1.00 1.00 1.00
Incremental Delay, d2 0.0 0.2 2.3 0.2 3.1 0.6 0.2
Delay (s) 11.0 32.2 31.8 9.1 37.9 34.4 32.3
Level of Service B C C A D C C
Approach Delay (s) 15.7 16.5 0.0 34.8
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 20.7 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.44
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 72.6% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 783 634 909 0 0 2337
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3400 2760 5036 5036
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3400 2760 5036 5036
Peak-hour factor, PHF 0.99 0.99 0.99 0.97 0.96 0.99
Adj. Flow (vph) 791 640 918 0 0 2361
RTOR Reduction (vph) 0 35 0 0 0 0
Lane Group Flow (vph) 791 605 918 0 0 2361
Confl. Peds. (#/hr) 6 6 6 6
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 3% 3% 3% 1% 1% 3%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 33.2 63.2 48.8 78.8
Effective Green, g (s) 33.2 63.2 48.8 78.8
Actuated g/C Ratio 0.28 0.53 0.41 0.66
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 940 1453 2047 3306
v/s Ratio Prot c0.23 0.22 0.18 c0.47
v/s Ratio Perm
v/c Ratio 0.84 0.42 0.45 0.71
Uniform Delay, d1 40.9 17.2 25.8 13.3
Progression Factor 1.00 1.00 0.75 1.00
Incremental Delay, d2 6.9 0.2 0.6 0.7
Delay (s) 47.8 17.4 20.0 14.1
Level of Service D B C B
Approach Delay (s) 34.2 20.0 14.1
Approach LOS C C B

Intersection Summary
HCM 2000 Control Delay 21.4 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.78
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 74.2% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 208 320 0 1880 1848 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.98 0.96 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.94 0.85 1.00 1.00
Flt Protected 0.97 1.00 1.00 1.00
Satd. Flow (prot) 3232 1399 5036 5036
Flt Permitted 0.97 1.00 1.00 1.00
Satd. Flow (perm) 3232 1399 5036 5036
Peak-hour factor, PHF 0.97 0.97 0.95 0.97 0.97 0.95
Adj. Flow (vph) 214 330 0 1938 1905 0
RTOR Reduction (vph) 20 20 0 0 0 0
Lane Group Flow (vph) 349 155 0 1938 1905 0
Confl. Peds. (#/hr) 6 6 6
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1% 1% 3% 3% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 19.2 19.2 92.8 92.8
Effective Green, g (s) 19.2 19.2 92.8 92.8
Actuated g/C Ratio 0.16 0.16 0.77 0.77
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 517 223 3894 3894
v/s Ratio Prot 0.11 c0.38 0.38
v/s Ratio Perm c0.11
v/c Ratio 0.67 0.69 0.50 0.49
Uniform Delay, d1 47.5 47.6 5.0 5.0
Progression Factor 1.00 1.00 0.96 0.63
Incremental Delay, d2 3.5 9.0 0.4 0.3
Delay (s) 50.9 56.6 5.2 3.4
Level of Service D E A A
Approach Delay (s) 52.8 5.2 3.4
Approach LOS D A A

Intersection Summary
HCM 2000 Control Delay 10.3 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.53
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 74.2% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 174 40 15 199 1697 1429 719
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 0.99 1.00 1.00 0.99
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.97 1.00 1.00 0.95
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3369 1786 5036 4753
Flt Permitted 0.96 0.20 1.00 1.00
Satd. Flow (perm) 3369 382 5036 4753
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99 0.99
Adj. Flow (vph) 176 40 15 201 1714 1443 726
RTOR Reduction (vph) 18 0 0 0 0 76 0
Lane Group Flow (vph) 198 0 0 216 1714 2093 0
Confl. Peds. (#/hr) 14 14 5 5
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 3% 3% 1%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 12.3 19.7 99.7 76.0
Effective Green, g (s) 12.3 19.7 99.7 76.0
Actuated g/C Ratio 0.10 0.16 0.83 0.63
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 345 62 4184 3010
v/s Ratio Prot c0.06 0.34 c0.44
v/s Ratio Perm c0.57
v/c Ratio 0.57 3.48 0.41 0.70
Uniform Delay, d1 51.4 50.1 2.6 14.4
Progression Factor 1.00 1.00 1.00 0.70
Incremental Delay, d2 2.3 1157.1 0.3 1.2
Delay (s) 53.7 1207.2 2.9 11.3
Level of Service D F A B
Approach Delay (s) 53.7 137.7 11.3
Approach LOS D F B

Intersection Summary
HCM 2000 Control Delay 69.9 HCM 2000 Level of Service E
HCM 2000 Volume to Capacity ratio 1.18
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 74.8% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 326 521 310 333 384 335 5 342 1661 204 27 522
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.93 1.00 0.97 1.00 1.00 0.92 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.93 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3539 1493 3467 3202 3467 5036 1470 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3539 1493 3467 3202 3467 5036 1470 3467
Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95
Adj. Flow (vph) 343 548 326 351 404 353 5 360 1748 215 28 549
RTOR Reduction (vph) 0 0 283 0 105 0 0 0 0 57 0 0
Lane Group Flow (vph) 343 548 43 351 652 0 0 365 1748 158 0 577
Confl. Peds. (#/hr) 17 17 17 17 23 23 23 23 23
Confl. Bikes (#/hr) 10 10 10
Heavy Vehicles (%) 1% 2% 1% 1% 2% 1% 1% 1% 3% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 1 1 6 5 5
Permitted Phases 1 6
Actuated Green, G (s) 29.5 43.0 19.5 17.9 32.4 19.5 52.5 52.5 19.5
Effective Green, g (s) 29.5 43.0 19.5 17.9 32.4 19.5 52.5 52.5 19.5
Actuated g/C Ratio 0.20 0.29 0.13 0.12 0.22 0.13 0.35 0.35 0.13
Clearance Time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 353 1021 195 416 696 453 1774 517 453
v/s Ratio Prot c0.19 0.15 0.10 c0.20 0.11 c0.35 c0.17
v/s Ratio Perm 0.03 0.11
v/c Ratio 0.97 0.54 0.22 0.84 0.94 0.81 0.99 0.31 1.27
Uniform Delay, d1 59.3 44.6 57.9 64.2 57.3 62.9 47.9 35.0 64.8
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 40.1 0.5 0.6 14.4 20.0 10.1 18.2 1.5 139.5
Delay (s) 99.5 45.2 58.5 78.6 77.3 73.0 66.0 36.5 204.3
Level of Service F D E E E E E D F
Approach Delay (s) 64.0 77.7 64.4
Approach LOS E E E

Intersection Summary
HCM 2000 Control Delay 74.1 HCM 2000 Level of Service E
HCM 2000 Volume to Capacity ratio 1.02
Actuated Cycle Length (s) 149.0 Sum of lost time (s) 16.1
Intersection Capacity Utilization 101.7% ICU Level of Service G
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 1293 150
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.5 4.5
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.92
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5036 1470
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5036 1470
Peak-hour factor, PHF 0.95 0.95
Adj. Flow (vph) 1361 158
RTOR Reduction (vph) 0 57
Lane Group Flow (vph) 1361 101
Confl. Peds. (#/hr) 23
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1%
Turn Type NAcustom
Protected Phases 2
Permitted Phases 6
Actuated Green, G (s) 52.5 52.5
Effective Green, g (s) 52.5 52.5
Actuated g/C Ratio 0.35 0.35
Clearance Time (s) 4.5 4.5
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 1774 517
v/s Ratio Prot 0.27
v/s Ratio Perm 0.07
v/c Ratio 0.77 0.20
Uniform Delay, d1 42.8 33.6
Progression Factor 1.00 1.00
Incremental Delay, d2 3.2 0.8
Delay (s) 46.1 34.4
Level of Service D C
Approach Delay (s) 88.7
Approach LOS F

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 418 940 40 45 640 160 195 111 65 235 55 153
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 0.99 1.00 0.99 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 0.97 1.00 0.94 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3549 1805 3446 1803 1781 1848 1576
Flt Permitted 0.95 1.00 0.95 1.00 0.27 1.00 0.68 1.00
Satd. Flow (perm) 1805 3549 1805 3446 520 1781 1286 1576
Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.25 0.92
Adj. Flow (vph) 454 1022 43 49 696 174 212 121 71 255 220 166
RTOR Reduction (vph) 0 3 0 0 24 0 0 24 0 0 0 125
Lane Group Flow (vph) 454 1062 0 49 846 0 212 168 0 0 475 41
Confl. Peds. (#/hr) 2 2 2 2 2 2 2 2
Confl. Bikes (#/hr) 10 10 10 10
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Perm NA Perm NAcustom
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 6
Actuated Green, G (s) 21.0 40.6 3.0 22.6 36.0 36.0 36.0 22.6
Effective Green, g (s) 21.0 40.6 3.0 22.6 36.0 36.0 36.0 22.6
Actuated g/C Ratio 0.23 0.44 0.03 0.25 0.39 0.39 0.39 0.25
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 413 1573 59 850 204 699 505 388
v/s Ratio Prot c0.25 0.30 0.03 c0.25 0.09
v/s Ratio Perm c0.41 0.37 0.03
v/c Ratio 1.10 0.67 0.83 1.00 1.04 0.24 0.94 0.11
Uniform Delay, d1 35.3 20.3 44.0 34.4 27.8 18.6 26.8 26.7
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 73.9 2.3 60.6 29.7 73.7 0.2 25.9 0.5
Delay (s) 109.2 22.6 104.7 64.2 101.5 18.8 52.7 27.2
Level of Service F C F E F B D C
Approach Delay (s) 48.5 66.3 62.2 46.1
Approach LOS D E E D

Intersection Summary
HCM 2000 Control Delay 54.3 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 1.04
Actuated Cycle Length (s) 91.6 Sum of lost time (s) 12.0
Intersection Capacity Utilization 86.2% ICU Level of Service E
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 295 970 0 0 798 230 100 100 428 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.97 1.00 0.97 0.95
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.91 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1548 1698 1511 1450
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1548 1698 1511 1450
Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.92 0.92 0.92
Adj. Flow (vph) 301 990 0 0 814 235 102 102 437 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 112 0 75 84 0 0 0
Lane Group Flow (vph) 301 990 0 0 814 123 92 207 183 0 0 0
Confl. Peds. (#/hr) 7 7 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 8 8
Permitted Phases 6 8
Actuated Green, G (s) 13.1 64.3 47.2 47.2 17.7 17.7 17.7
Effective Green, g (s) 13.1 64.3 47.2 47.2 17.7 17.7 17.7
Actuated g/C Ratio 0.15 0.71 0.52 0.52 0.20 0.20 0.20
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 504 2553 1874 811 333 297 285
v/s Ratio Prot c0.09 0.28 c0.23 0.05 c0.14
v/s Ratio Perm 0.08 0.13
v/c Ratio 0.60 0.39 0.43 0.15 0.28 0.70 0.64
Uniform Delay, d1 36.0 5.1 13.2 11.1 30.7 33.7 33.2
Progression Factor 0.93 2.04 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.8 0.4 0.7 0.4 0.5 7.0 4.9
Delay (s) 35.3 10.8 13.9 11.5 31.2 40.6 38.2
Level of Service D B B B C D D
Approach Delay (s) 16.5 13.4 38.2 0.0
Approach LOS B B D A

Intersection Summary
HCM 2000 Control Delay 20.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.52
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 55.9% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

2030 AM Peak Hour Synchro 8 Report
with Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 852 330 347 551 0 0 0 0 413 305 166
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.96 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.99 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (prot) 5136 1534 3467 3574 1626 3161 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (perm) 5136 1534 3467 3574 1626 3161 1421
Peak-hour factor, PHF 0.93 0.95 0.95 0.95 0.95 0.93 0.93 0.92 0.92 0.95 0.95 0.95
Adj. Flow (vph) 0 897 347 365 580 0 0 0 0 435 321 175
RTOR Reduction (vph) 0 0 259 0 0 0 0 0 0 0 3 105
Lane Group Flow (vph) 0 897 88 365 580 0 0 0 0 252 519 52
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NAcustom Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 4 4
Actuated Green, G (s) 41.1 22.8 14.1 59.2 22.8 22.8 22.8
Effective Green, g (s) 41.1 22.8 14.1 59.2 22.8 22.8 22.8
Actuated g/C Ratio 0.46 0.25 0.16 0.66 0.25 0.25 0.25
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2345 388 543 2350 411 800 359
v/s Ratio Prot c0.17 c0.11 0.16 0.15 c0.16
v/s Ratio Perm 0.06 0.04
v/c Ratio 0.38 0.23 0.67 0.25 0.61 0.65 0.14
Uniform Delay, d1 16.1 26.6 35.8 6.3 29.7 30.0 26.0
Progression Factor 1.00 1.00 0.82 0.18 1.00 1.00 1.00
Incremental Delay, d2 0.1 0.3 3.1 0.2 2.7 1.8 0.2
Delay (s) 16.2 26.9 32.2 1.4 32.4 31.8 26.2
Level of Service B C C A C C C
Approach Delay (s) 19.2 13.3 0.0 31.1
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 20.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.51
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 55.9% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 747 634 908 0 0 2334
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3400 2760 5036 5036
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3400 2760 5036 5036
Peak-hour factor, PHF 0.99 0.99 0.99 0.97 0.96 0.99
Adj. Flow (vph) 755 640 917 0 0 2358
RTOR Reduction (vph) 0 35 0 0 0 0
Lane Group Flow (vph) 755 605 917 0 0 2358
Confl. Peds. (#/hr) 6 6 6 6
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 3% 3% 3% 1% 1% 3%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 32.5 62.5 49.5 79.5
Effective Green, g (s) 32.5 62.5 49.5 79.5
Actuated g/C Ratio 0.27 0.52 0.41 0.66
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 920 1437 2077 3336
v/s Ratio Prot c0.22 0.22 0.18 c0.47
v/s Ratio Perm
v/c Ratio 0.82 0.42 0.44 0.71
Uniform Delay, d1 41.0 17.6 25.3 12.9
Progression Factor 1.00 1.00 0.76 1.00
Incremental Delay, d2 5.9 0.2 0.6 0.7
Delay (s) 47.0 17.8 19.7 13.6
Level of Service D B B B
Approach Delay (s) 33.6 19.7 13.6
Approach LOS C B B

Intersection Summary
HCM 2000 Control Delay 20.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.77
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 73.1% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 208 306 0 1873 1809 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.98 0.96 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.94 0.85 1.00 1.00
Flt Protected 0.97 1.00 1.00 1.00
Satd. Flow (prot) 3238 1398 5036 5036
Flt Permitted 0.97 1.00 1.00 1.00
Satd. Flow (perm) 3238 1398 5036 5036
Peak-hour factor, PHF 0.97 0.97 0.95 0.97 0.97 0.95
Adj. Flow (vph) 214 315 0 1931 1865 0
RTOR Reduction (vph) 22 22 0 0 0 0
Lane Group Flow (vph) 337 148 0 1931 1865 0
Confl. Peds. (#/hr) 6 6 6
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1% 1% 3% 3% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 18.6 18.6 93.4 93.4
Effective Green, g (s) 18.6 18.6 93.4 93.4
Actuated g/C Ratio 0.16 0.16 0.78 0.78
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 501 216 3919 3919
v/s Ratio Prot 0.10 c0.38 0.37
v/s Ratio Perm c0.11
v/c Ratio 0.67 0.69 0.49 0.48
Uniform Delay, d1 47.8 47.9 4.8 4.7
Progression Factor 1.00 1.00 0.94 0.64
Incremental Delay, d2 3.5 8.7 0.4 0.3
Delay (s) 51.4 56.6 4.9 3.3
Level of Service D E A A
Approach Delay (s) 53.1 4.9 3.3
Approach LOS D A A

Intersection Summary
HCM 2000 Control Delay 10.1 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.52
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 73.1% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 168 40 15 195 1697 1429 666
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 0.99 1.00 1.00 0.99
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.97 1.00 1.00 0.95
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3366 1786 5036 4767
Flt Permitted 0.96 0.20 1.00 1.00
Satd. Flow (perm) 3366 378 5036 4767
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99 0.99
Adj. Flow (vph) 170 40 15 197 1714 1443 673
RTOR Reduction (vph) 18 0 0 0 0 70 0
Lane Group Flow (vph) 192 0 0 212 1714 2046 0
Confl. Peds. (#/hr) 14 14 5 5
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 3% 3% 1%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 12.1 19.9 99.9 76.0
Effective Green, g (s) 12.1 19.9 99.9 76.0
Actuated g/C Ratio 0.10 0.17 0.83 0.63
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 339 62 4192 3019
v/s Ratio Prot c0.06 0.34 c0.43
v/s Ratio Perm c0.56
v/c Ratio 0.57 3.42 0.41 0.68
Uniform Delay, d1 51.4 50.0 2.6 14.1
Progression Factor 1.00 1.00 1.00 0.71
Incremental Delay, d2 2.2 1128.3 0.3 1.1
Delay (s) 53.6 1178.4 2.8 11.1
Level of Service D F A B
Approach Delay (s) 53.6 132.2 11.1
Approach LOS D F B

Intersection Summary
HCM 2000 Control Delay 68.1 HCM 2000 Level of Service E
HCM 2000 Volume to Capacity ratio 1.16
Actuated Cycle Length (s) 120.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 73.2% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 326 521 309 333 382 334 5 340 1658 204 27 522
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.93 1.00 0.97 1.00 1.00 0.92 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.93 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3539 1493 3467 3202 3467 5036 1470 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3539 1493 3467 3202 3467 5036 1470 3467
Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95
Adj. Flow (vph) 343 548 325 351 402 352 5 358 1745 215 28 549
RTOR Reduction (vph) 0 0 282 0 105 0 0 0 0 57 0 0
Lane Group Flow (vph) 343 548 43 351 649 0 0 363 1745 158 0 577
Confl. Peds. (#/hr) 17 17 17 17 23 23 23 23 23
Confl. Bikes (#/hr) 10 10 10
Heavy Vehicles (%) 1% 2% 1% 1% 2% 1% 1% 1% 3% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 1 1 6 5 5
Permitted Phases 1 6
Actuated Green, G (s) 29.5 42.9 19.5 17.9 32.3 19.5 52.5 52.5 19.5
Effective Green, g (s) 29.5 42.9 19.5 17.9 32.3 19.5 52.5 52.5 19.5
Actuated g/C Ratio 0.20 0.29 0.13 0.12 0.22 0.13 0.35 0.35 0.13
Clearance Time (s) 3.5 4.6 3.5 3.5 3.6 3.5 4.5 4.5 3.5
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 354 1019 195 416 694 454 1775 518 454
v/s Ratio Prot c0.19 0.15 0.10 c0.20 0.10 c0.35 c0.17
v/s Ratio Perm 0.03 0.11
v/c Ratio 0.97 0.54 0.22 0.84 0.94 0.80 0.98 0.31 1.27
Uniform Delay, d1 59.2 44.6 57.9 64.1 57.3 62.8 47.8 35.0 64.7
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 39.1 0.5 0.6 14.4 19.8 9.5 17.7 1.5 138.3
Delay (s) 98.3 45.2 58.4 78.6 77.1 72.3 65.5 36.5 203.0
Level of Service F D E E E E E D F
Approach Delay (s) 63.7 77.5 63.9
Approach LOS E E E

Intersection Summary
HCM 2000 Control Delay 73.7 HCM 2000 Level of Service E
HCM 2000 Volume to Capacity ratio 1.02
Actuated Cycle Length (s) 148.9 Sum of lost time (s) 16.1
Intersection Capacity Utilization 101.6% ICU Level of Service G
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 1293 150
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.5 4.5
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.92
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5036 1470
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5036 1470
Peak-hour factor, PHF 0.95 0.95
Adj. Flow (vph) 1361 158
RTOR Reduction (vph) 0 57
Lane Group Flow (vph) 1361 101
Confl. Peds. (#/hr) 23
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 3% 1%
Turn Type NAcustom
Protected Phases 2
Permitted Phases 6
Actuated Green, G (s) 52.5 52.5
Effective Green, g (s) 52.5 52.5
Actuated g/C Ratio 0.35 0.35
Clearance Time (s) 4.5 4.5
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 1775 518
v/s Ratio Prot 0.27
v/s Ratio Perm 0.07
v/c Ratio 0.77 0.20
Uniform Delay, d1 42.8 33.5
Progression Factor 1.00 1.00
Incremental Delay, d2 3.2 0.8
Delay (s) 46.0 34.3
Level of Service D C
Approach Delay (s) 88.3
Approach LOS F

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 395 940 40 45 640 160 195 110 65 235 55 150
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 0.99 1.00 0.99 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 0.97 1.00 0.94 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3549 1805 3446 1803 1780 1848 1576
Flt Permitted 0.95 1.00 0.95 1.00 0.27 1.00 0.68 1.00
Satd. Flow (perm) 1805 3549 1805 3446 520 1780 1288 1576
Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.25 0.92
Adj. Flow (vph) 429 1022 43 49 696 174 212 120 71 255 220 163
RTOR Reduction (vph) 0 3 0 0 24 0 0 24 0 0 0 123
Lane Group Flow (vph) 429 1062 0 49 846 0 212 167 0 0 475 40
Confl. Peds. (#/hr) 2 2 2 2 2 2 2 2
Confl. Bikes (#/hr) 10 10 10 10
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Perm NA Perm NAcustom
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 6
Actuated Green, G (s) 21.0 40.6 3.0 22.6 36.0 36.0 36.0 22.6
Effective Green, g (s) 21.0 40.6 3.0 22.6 36.0 36.0 36.0 22.6
Actuated g/C Ratio 0.23 0.44 0.03 0.25 0.39 0.39 0.39 0.25
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 413 1573 59 850 204 699 506 388
v/s Ratio Prot c0.24 0.30 0.03 c0.25 0.09
v/s Ratio Perm c0.41 0.37 0.03
v/c Ratio 1.04 0.67 0.83 1.00 1.04 0.24 0.94 0.10
Uniform Delay, d1 35.3 20.3 44.0 34.4 27.8 18.6 26.7 26.7
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 54.7 2.3 60.6 29.7 73.7 0.2 25.3 0.5
Delay (s) 90.0 22.6 104.7 64.2 101.5 18.8 52.0 27.2
Level of Service F C F E F B D C
Approach Delay (s) 41.9 66.3 62.3 45.7
Approach LOS D E E D

Intersection Summary
HCM 2000 Control Delay 51.5 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 1.03
Actuated Cycle Length (s) 91.6 Sum of lost time (s) 12.0
Intersection Capacity Utilization 84.9% ICU Level of Service E
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 295 965 0 0 795 230 100 100 410 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.97 1.00 0.97 0.95
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.91 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1548 1698 1514 1449
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1548 1698 1514 1449
Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.92 0.92 0.92
Adj. Flow (vph) 301 985 0 0 811 235 102 102 418 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 111 0 72 85 0 0 0
Lane Group Flow (vph) 301 985 0 0 811 124 92 203 170 0 0 0
Confl. Peds. (#/hr) 7 7 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 8 8
Permitted Phases 6 8
Actuated Green, G (s) 13.1 64.5 47.4 47.4 17.5 17.5 17.5
Effective Green, g (s) 13.1 64.5 47.4 47.4 17.5 17.5 17.5
Actuated g/C Ratio 0.15 0.72 0.53 0.53 0.19 0.19 0.19
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 504 2561 1882 815 330 294 281
v/s Ratio Prot c0.09 0.28 c0.23 0.05 c0.13
v/s Ratio Perm 0.08 0.12
v/c Ratio 0.60 0.38 0.43 0.15 0.28 0.69 0.60
Uniform Delay, d1 36.0 5.0 13.0 11.0 30.9 33.7 33.1
Progression Factor 0.93 2.04 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.8 0.4 0.7 0.4 0.5 6.9 3.6
Delay (s) 35.4 10.6 13.8 11.4 31.3 40.6 36.7
Level of Service D B B B C D D
Approach Delay (s) 16.4 13.2 37.6 0.0
Approach LOS B B D A

Intersection Summary
HCM 2000 Control Delay 19.7 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.52
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 55.8% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

Year 2030 AM Peak Hour Synchro 8 Report
without Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 850 330 345 550 0 0 0 0 410 305 166
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.96 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.99 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (prot) 5136 1534 3467 3574 1626 3161 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (perm) 5136 1534 3467 3574 1626 3161 1421
Peak-hour factor, PHF 0.93 0.95 0.95 0.95 0.95 0.93 0.93 0.92 0.92 0.95 0.95 0.95
Adj. Flow (vph) 0 895 347 363 579 0 0 0 0 432 321 175
RTOR Reduction (vph) 0 0 259 0 0 0 0 0 0 0 3 106
Lane Group Flow (vph) 0 895 88 363 579 0 0 0 0 251 517 51
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NAcustom Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 4 4
Actuated Green, G (s) 41.1 22.8 14.1 59.2 22.8 22.8 22.8
Effective Green, g (s) 41.1 22.8 14.1 59.2 22.8 22.8 22.8
Actuated g/C Ratio 0.46 0.25 0.16 0.66 0.25 0.25 0.25
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2345 388 543 2350 411 800 359
v/s Ratio Prot c0.17 c0.10 0.16 0.15 c0.16
v/s Ratio Perm 0.06 0.04
v/c Ratio 0.38 0.23 0.67 0.25 0.61 0.65 0.14
Uniform Delay, d1 16.1 26.6 35.7 6.3 29.7 30.0 26.0
Progression Factor 1.00 1.00 0.81 0.18 1.00 1.00 1.00
Incremental Delay, d2 0.1 0.3 2.9 0.2 2.7 1.8 0.2
Delay (s) 16.2 26.9 31.9 1.4 32.4 31.8 26.2
Level of Service B C C A C C C
Approach Delay (s) 19.2 13.1 0.0 31.0
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 20.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.51
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 55.8% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 624 1399 1726 0 0 2004
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3467 2814 5136 5136
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3467 2814 5136 5136
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99
Adj. Flow (vph) 630 1413 1743 0 0 2024
RTOR Reduction (vph) 0 1 0 0 0 0
Lane Group Flow (vph) 630 1412 1743 0 0 2024
Confl. Peds. (#/hr) 23 23
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 28.0 84.0 58.0 114.0
Effective Green, g (s) 28.0 84.0 58.0 114.0
Actuated g/C Ratio 0.19 0.56 0.39 0.76
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 647 1575 1985 3903
v/s Ratio Prot 0.18 c0.50 c0.34 0.39
v/s Ratio Perm
v/c Ratio 0.97 0.90 0.88 0.52
Uniform Delay, d1 60.6 29.2 42.7 7.1
Progression Factor 1.00 1.00 0.84 1.00
Incremental Delay, d2 28.7 7.1 4.1 0.5
Delay (s) 89.3 36.2 39.9 7.6
Level of Service F D D A
Approach Delay (s) 52.6 39.9 7.6
Approach LOS D D A

Intersection Summary
HCM 2000 Control Delay 33.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.91
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 91.1% ICU Level of Service F
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 284 401 0 2833 1825 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.96 0.91 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.94 0.85 1.00 1.00
Flt Protected 0.97 1.00 1.00 1.00
Satd. Flow (prot) 3216 1326 5136 5136
Flt Permitted 0.97 1.00 1.00 1.00
Satd. Flow (perm) 3216 1326 5136 5136
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.25
Adj. Flow (vph) 287 405 0 2862 1843 0
RTOR Reduction (vph) 26 26 0 0 0 0
Lane Group Flow (vph) 447 193 0 2862 1843 0
Confl. Peds. (#/hr) 20 20 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 27.6 27.6 114.4 114.4
Effective Green, g (s) 27.6 27.6 114.4 114.4
Actuated g/C Ratio 0.18 0.18 0.76 0.76
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 591 243 3917 3917
v/s Ratio Prot 0.14 c0.56 0.36
v/s Ratio Perm c0.15
v/c Ratio 0.76 0.79 0.73 0.47
Uniform Delay, d1 58.0 58.5 9.5 6.6
Progression Factor 1.00 1.00 1.23 0.75
Incremental Delay, d2 5.5 16.2 1.0 0.3
Delay (s) 63.5 74.7 12.7 5.3
Level of Service E E B A
Approach Delay (s) 67.0 12.7 5.3
Approach LOS E B A

Intersection Summary
HCM 2000 Control Delay 17.1 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.74
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 91.1% ICU Level of Service F
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 678 68 50 62 2169 1995 241
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 0.99 1.00 1.00 0.99
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.99 1.00 1.00 0.98
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3420 1772 5085 4943
Flt Permitted 0.96 0.25 1.00 1.00
Satd. Flow (perm) 3420 466 5085 4943
Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98
Adj. Flow (vph) 692 69 51 63 2213 2036 246
RTOR Reduction (vph) 6 0 0 0 0 9 0
Lane Group Flow (vph) 755 0 0 114 2213 2273 0
Confl. Peds. (#/hr) 20 20 20 20
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 2% 2% 2%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 39.3 16.0 102.7 82.7
Effective Green, g (s) 39.3 16.0 102.7 82.7
Actuated g/C Ratio 0.26 0.11 0.68 0.55
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 896 49 3481 2725
v/s Ratio Prot c0.22 0.44 c0.46
v/s Ratio Perm c0.24
v/c Ratio 0.84 2.33 0.64 0.83
Uniform Delay, d1 52.4 67.0 13.2 28.0
Progression Factor 1.00 1.00 1.00 0.67
Incremental Delay, d2 7.3 655.6 0.9 2.8
Delay (s) 59.7 722.6 14.1 21.5
Level of Service E F B C
Approach Delay (s) 59.7 48.8 21.5
Approach LOS E D C

Intersection Summary
HCM 2000 Control Delay 38.7 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 1.01
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 82.0% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



-> -·.-"-..fl..., t ~ lJ. 

"i tt r "i"i tr. ll"i ttt r 1111 

HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 286 445 268 451 553 556 5 488 2073 217 60 510
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.93 1.00 0.96 1.00 1.00 0.92 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.92 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3574 1487 3467 3161 3467 5136 1475 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3574 1487 3467 3161 3467 5136 1475 3467
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99
Adj. Flow (vph) 289 449 271 456 559 562 5 493 2094 219 61 515
RTOR Reduction (vph) 0 0 224 0 102 0 0 0 0 59 0 0
Lane Group Flow (vph) 289 449 47 456 1019 0 0 498 2094 160 0 576
Confl. Peds. (#/hr) 20 20 20 20 20 20 20 20 20
Confl. Bikes (#/hr) 20 20 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 5 5 2 1 1
Permitted Phases 1 2
Actuated Green, G (s) 21.0 30.0 26.0 21.0 30.0 19.0 57.0 57.0 26.0
Effective Green, g (s) 21.0 30.0 26.0 21.0 30.0 19.0 57.0 57.0 26.0
Actuated g/C Ratio 0.14 0.20 0.17 0.14 0.20 0.13 0.38 0.38 0.17
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 250 714 257 485 632 439 1951 560 600
v/s Ratio Prot c0.16 0.13 0.13 c0.32 c0.14 c0.41 0.17
v/s Ratio Perm 0.03 0.11
v/c Ratio 1.16 0.63 0.18 0.94 1.61 1.13 1.07 0.29 0.96
Uniform Delay, d1 64.5 54.9 52.9 63.9 60.0 65.5 46.5 32.3 61.5
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 105.7 4.2 0.3 26.6 282.6 85.1 43.3 1.3 26.7
Delay (s) 170.2 59.1 53.3 90.4 342.6 150.6 89.8 33.6 88.2
Level of Service F E D F F F F C F
Approach Delay (s) 89.3 269.7 96.2
Approach LOS F F F

Intersection Summary
HCM 2000 Control Delay 113.7 HCM 2000 Level of Service F
HCM 2000 Volume to Capacity ratio 1.20
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 16.0
Intersection Capacity Utilization 119.6% ICU Level of Service H
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 1990 309
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.0 4.0
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.92
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5136 1477
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5136 1477
Peak-hour factor, PHF 0.99 0.99
Adj. Flow (vph) 2010 312
RTOR Reduction (vph) 0 59
Lane Group Flow (vph) 2010 253
Confl. Peds. (#/hr) 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1%
Turn Type NA Perm
Protected Phases 6
Permitted Phases 6
Actuated Green, G (s) 64.0 64.0
Effective Green, g (s) 64.0 64.0
Actuated g/C Ratio 0.43 0.43
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 2191 630
v/s Ratio Prot c0.39
v/s Ratio Perm 0.17
v/c Ratio 0.92 0.40
Uniform Delay, d1 40.5 29.7
Progression Factor 1.00 1.00
Incremental Delay, d2 7.6 1.9
Delay (s) 48.1 31.7
Level of Service D C
Approach Delay (s) 54.3
Approach LOS D

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 275 740 110 50 1190 175 105 85 25 220 126 408
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 0.99 1.00 0.99 1.00 0.99 1.00 0.94
Flpb, ped/bikes 1.00 1.00 1.00 1.00 0.99 1.00 0.98 1.00
Frt 1.00 0.98 1.00 0.98 1.00 0.97 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3470 1805 3470 1784 1811 1810 1521
Flt Permitted 0.95 1.00 0.95 1.00 0.28 1.00 0.73 1.00
Satd. Flow (perm) 1805 3470 1805 3470 532 1811 1359 1521
Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95
Adj. Flow (vph) 289 779 116 53 1253 184 111 89 26 232 133 429
RTOR Reduction (vph) 0 13 0 0 12 0 0 11 0 0 0 202
Lane Group Flow (vph) 289 882 0 53 1425 0 111 104 0 0 365 227
Confl. Peds. (#/hr) 19 19 19 19 19 19 19 19
Confl. Bikes (#/hr) 20 20 20 20
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Perm NA Perm NA Perm
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 4
Actuated Green, G (s) 15.8 48.7 4.0 36.9 26.0 26.0 26.0 26.0
Effective Green, g (s) 15.8 48.7 4.0 36.9 26.0 26.0 26.0 26.0
Actuated g/C Ratio 0.17 0.54 0.04 0.41 0.29 0.29 0.29 0.29
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 314 1863 79 1411 152 519 389 436
v/s Ratio Prot c0.16 0.25 0.03 c0.41 0.06
v/s Ratio Perm 0.21 c0.27 0.15
v/c Ratio 0.92 0.47 0.67 1.01 0.73 0.20 0.94 0.52
Uniform Delay, d1 36.8 13.0 42.7 26.9 29.2 24.5 31.6 27.1
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 31.0 0.9 20.1 26.3 26.3 0.9 32.4 4.4
Delay (s) 67.8 13.9 62.8 53.2 55.5 25.3 64.0 31.5
Level of Service E B E D E C E C
Approach Delay (s) 27.1 53.6 40.2 46.5
Approach LOS C D D D

Intersection Summary
HCM 2000 Control Delay 42.7 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.97
Actuated Cycle Length (s) 90.7 Sum of lost time (s) 12.0
Intersection Capacity Utilization 99.4% ICU Level of Service F
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 155 811 0 0 1228 645 250 495 314 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.96 1.00 1.00 0.96
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.99 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1538 1698 1689 1457
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1538 1698 1689 1457
Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.92 0.92 0.92
Adj. Flow (vph) 161 845 0 0 1279 672 260 516 327 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 74 0 3 92 0 0 0
Lane Group Flow (vph) 161 845 0 0 1279 598 234 572 202 0 0 0
Confl. Peds. (#/hr) 10 7 7 10 10 10
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 4 4
Permitted Phases 6 4
Actuated Green, G (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Effective Green, g (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Actuated g/C Ratio 0.07 0.56 0.44 0.44 0.36 0.36 0.36
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 231 1985 1588 683 603 600 518
v/s Ratio Prot c0.05 0.24 0.36 0.14 c0.34
v/s Ratio Perm c0.39 0.14
v/c Ratio 0.70 0.43 0.81 0.88 0.39 0.95 0.39
Uniform Delay, d1 41.1 11.6 21.6 22.7 21.7 28.3 21.7
Progression Factor 1.02 0.48 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 8.5 0.6 4.5 14.7 1.9 27.0 2.2
Delay (s) 50.5 6.2 26.1 37.4 23.6 55.3 23.9
Level of Service D A C D C E C
Approach Delay (s) 13.3 30.0 40.2 0.0
Approach LOS B C D A

Intersection Summary
HCM 2000 Control Delay 28.6 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.89
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 78.6% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

2030 PM Peak Hour Synchro 8 Report
with Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 611 150 471 1007 0 0 0 0 355 160 295
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.97 1.00 1.00 1.00 0.99 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.96 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (prot) 5136 1546 3467 3574 1626 3035 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (perm) 5136 1546 3467 3574 1626 3035 1421
Peak-hour factor, PHF 0.97 0.98 0.98 0.98 0.98 0.96 0.92 0.92 0.92 0.98 0.98 0.98
Adj. Flow (vph) 0 623 153 481 1028 0 0 0 0 362 163 301
RTOR Reduction (vph) 0 0 81 0 0 0 0 0 0 0 37 98
Lane Group Flow (vph) 0 623 72 481 1028 0 0 0 0 214 385 92
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NA Perm Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 2 4
Actuated Green, G (s) 42.1 42.1 17.7 63.8 18.2 18.2 18.2
Effective Green, g (s) 42.1 42.1 17.7 63.8 18.2 18.2 18.2
Actuated g/C Ratio 0.47 0.47 0.20 0.71 0.20 0.20 0.20
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2402 723 681 2533 328 613 287
v/s Ratio Prot 0.12 c0.14 c0.29 c0.13 0.13
v/s Ratio Perm 0.05 0.06
v/c Ratio 0.26 0.10 0.71 0.41 0.65 0.63 0.32
Uniform Delay, d1 14.5 13.4 33.7 5.4 33.0 32.8 30.6
Progression Factor 1.00 1.00 0.75 2.49 1.00 1.00 1.00
Incremental Delay, d2 0.1 0.1 2.2 0.3 4.6 2.0 0.6
Delay (s) 14.6 13.4 27.6 13.7 37.6 34.8 31.3
Level of Service B B C B D C C
Approach Delay (s) 14.3 18.1 0.0 34.7
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 21.6 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.54
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 78.6% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
1: El Camino Real & WB 380 Offramp 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 1

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Volume (vph) 617 1399 1724 0 0 2003
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.88 0.91 0.91
Frpb, ped/bikes 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00
Satd. Flow (prot) 3467 2814 5136 5136
Flt Permitted 0.95 1.00 1.00 1.00
Satd. Flow (perm) 3467 2814 5136 5136
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99
Adj. Flow (vph) 623 1413 1741 0 0 2023
RTOR Reduction (vph) 0 1 0 0 0 0
Lane Group Flow (vph) 623 1412 1741 0 0 2023
Confl. Peds. (#/hr) 23 23
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Protcustom NA NA
Protected Phases 8 7 8 2 6 7
Permitted Phases 8
Actuated Green, G (s) 28.0 84.0 58.0 114.0
Effective Green, g (s) 28.0 84.0 58.0 114.0
Actuated g/C Ratio 0.19 0.56 0.39 0.76
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 647 1575 1985 3903
v/s Ratio Prot 0.18 c0.50 c0.34 0.39
v/s Ratio Perm
v/c Ratio 0.96 0.90 0.88 0.52
Uniform Delay, d1 60.5 29.2 42.7 7.1
Progression Factor 1.00 1.00 0.83 1.00
Incremental Delay, d2 26.3 7.1 4.2 0.5
Delay (s) 86.8 36.2 39.6 7.6
Level of Service F D D A
Approach Delay (s) 51.7 39.6 7.6
Approach LOS D D A

Intersection Summary
HCM 2000 Control Delay 32.7 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.91
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 91.1% ICU Level of Service F
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
2: El Camino Real & EB380 Offramp 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 2

Movement EBL EBR NBL NBT SBT SBR
Lane Configurations
Volume (vph) 284 398 0 2789 1817 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.91 0.91 0.91
Frpb, ped/bikes 0.97 0.91 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.94 0.85 1.00 1.00
Flt Protected 0.97 1.00 1.00 1.00
Satd. Flow (prot) 3221 1325 5136 5136
Flt Permitted 0.97 1.00 1.00 1.00
Satd. Flow (perm) 3221 1325 5136 5136
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.25
Adj. Flow (vph) 287 402 0 2817 1835 0
RTOR Reduction (vph) 27 27 0 0 0 0
Lane Group Flow (vph) 441 194 0 2817 1835 0
Confl. Peds. (#/hr) 20 20 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1%
Turn Type Prot Perm NA NA
Protected Phases 4 2 6
Permitted Phases 4
Actuated Green, G (s) 27.5 27.5 114.5 114.5
Effective Green, g (s) 27.5 27.5 114.5 114.5
Actuated g/C Ratio 0.18 0.18 0.76 0.76
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 590 242 3920 3920
v/s Ratio Prot 0.14 c0.55 0.36
v/s Ratio Perm c0.15
v/c Ratio 0.75 0.80 0.72 0.47
Uniform Delay, d1 58.0 58.6 9.3 6.5
Progression Factor 1.00 1.00 1.26 0.75
Incremental Delay, d2 5.2 17.2 0.9 0.3
Delay (s) 63.1 75.8 12.6 5.2
Level of Service E E B A
Approach Delay (s) 67.2 12.6 5.2
Approach LOS E B A

Intersection Summary
HCM 2000 Control Delay 17.1 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 8.0
Intersection Capacity Utilization 91.1% ICU Level of Service F
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
4: El Camino Real & Bayhill Dr 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 3

Movement EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Volume (vph) 634 65 50 61 2169 1995 230
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 1.00 0.91 0.91
Frpb, ped/bikes 0.99 1.00 1.00 0.99
Flpb, ped/bikes 1.00 1.00 1.00 1.00
Frt 0.99 1.00 1.00 0.98
Flt Protected 0.96 0.95 1.00 1.00
Satd. Flow (prot) 3419 1772 5085 4948
Flt Permitted 0.96 0.25 1.00 1.00
Satd. Flow (perm) 3419 466 5085 4948
Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98
Adj. Flow (vph) 647 66 51 62 2213 2036 235
RTOR Reduction (vph) 6 0 0 0 0 7 0
Lane Group Flow (vph) 707 0 0 113 2213 2264 0
Confl. Peds. (#/hr) 20 20 20 20
Confl. Bikes (#/hr) 10
Heavy Vehicles (%) 1% 1% 2% 1% 2% 2% 2%
Turn Type Prot custom Prot NA NA
Protected Phases 4 5 2 6
Permitted Phases 5
Actuated Green, G (s) 37.2 16.0 104.8 84.8
Effective Green, g (s) 37.2 16.0 104.8 84.8
Actuated g/C Ratio 0.25 0.11 0.70 0.57
Clearance Time (s) 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 847 49 3552 2797
v/s Ratio Prot c0.21 0.44 c0.46
v/s Ratio Perm c0.24
v/c Ratio 0.83 2.31 0.62 0.81
Uniform Delay, d1 53.5 67.0 12.1 26.1
Progression Factor 1.00 1.00 1.00 0.65
Incremental Delay, d2 7.1 646.7 0.8 2.4
Delay (s) 60.6 713.7 12.9 19.3
Level of Service E F B B
Approach Delay (s) 60.6 46.9 19.3
Approach LOS E D B

Intersection Summary
HCM 2000 Control Delay 37.0 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.99
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 80.3% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 4

Movement EBL EBT EBR WBL WBT WBR NBU NBL NBT NBR SBU SBL
Lane Configurations
Volume (vph) 284 445 265 451 552 556 5 488 2072 217 60 509
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.97 0.95 0.97 0.91 1.00 0.97
Frpb, ped/bikes 1.00 1.00 0.93 1.00 0.96 1.00 1.00 0.92 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 0.85 1.00 0.92 1.00 1.00 0.85 1.00
Flt Protected 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (prot) 1787 3574 1487 3467 3161 3467 5136 1475 3467
Flt Permitted 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00 0.95
Satd. Flow (perm) 1787 3574 1487 3467 3161 3467 5136 1475 3467
Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99
Adj. Flow (vph) 287 449 268 456 558 562 5 493 2093 219 61 514
RTOR Reduction (vph) 0 0 222 0 103 0 0 0 0 59 0 0
Lane Group Flow (vph) 287 449 46 456 1017 0 0 498 2093 160 0 575
Confl. Peds. (#/hr) 20 20 20 20 20 20 20 20 20
Confl. Bikes (#/hr) 20 20 20
Heavy Vehicles (%) 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1% 1%
Turn Type Prot NAcustom Prot NA Prot Prot NA Perm Prot Prot
Protected Phases 3 8 7 4 5 5 2 1 1
Permitted Phases 1 2
Actuated Green, G (s) 21.0 30.0 26.0 21.0 30.0 19.0 57.0 57.0 26.0
Effective Green, g (s) 21.0 30.0 26.0 21.0 30.0 19.0 57.0 57.0 26.0
Actuated g/C Ratio 0.14 0.20 0.17 0.14 0.20 0.13 0.38 0.38 0.17
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 250 714 257 485 632 439 1951 560 600
v/s Ratio Prot c0.16 0.13 0.13 c0.32 c0.14 c0.41 0.17
v/s Ratio Perm 0.03 0.11
v/c Ratio 1.15 0.63 0.18 0.94 1.61 1.13 1.07 0.29 0.96
Uniform Delay, d1 64.5 54.9 52.9 63.9 60.0 65.5 46.5 32.3 61.5
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 102.8 4.2 0.3 26.6 281.3 85.1 43.1 1.3 26.4
Delay (s) 167.3 59.1 53.3 90.4 341.3 150.6 89.6 33.6 87.8
Level of Service F E D F F F F C F
Approach Delay (s) 88.5 268.7 96.0
Approach LOS F F F

Intersection Summary
HCM 2000 Control Delay 113.3 HCM 2000 Level of Service F
HCM 2000 Volume to Capacity ratio 1.19
Actuated Cycle Length (s) 150.0 Sum of lost time (s) 16.0
Intersection Capacity Utilization 119.4% ICU Level of Service H
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: El Camino Real & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 5

Movement SBT SBR
Lane Configurations
Volume (vph) 1988 309
Ideal Flow (vphpl) 1900 1900
Total Lost time (s) 4.0 4.0
Lane Util. Factor 0.91 1.00
Frpb, ped/bikes 1.00 0.92
Flpb, ped/bikes 1.00 1.00
Frt 1.00 0.85
Flt Protected 1.00 1.00
Satd. Flow (prot) 5136 1477
Flt Permitted 1.00 1.00
Satd. Flow (perm) 5136 1477
Peak-hour factor, PHF 0.99 0.99
Adj. Flow (vph) 2008 312
RTOR Reduction (vph) 0 59
Lane Group Flow (vph) 2008 253
Confl. Peds. (#/hr) 20
Confl. Bikes (#/hr) 20
Heavy Vehicles (%) 1% 1%
Turn Type NA Perm
Protected Phases 6
Permitted Phases 6
Actuated Green, G (s) 64.0 64.0
Effective Green, g (s) 64.0 64.0
Actuated g/C Ratio 0.43 0.43
Clearance Time (s) 4.0 4.0
Vehicle Extension (s) 3.0 3.0
Lane Grp Cap (vph) 2191 630
v/s Ratio Prot c0.39
v/s Ratio Perm 0.17
v/c Ratio 0.92 0.40
Uniform Delay, d1 40.5 29.7
Progression Factor 1.00 1.00
Incremental Delay, d2 7.5 1.9
Delay (s) 48.0 31.7
Level of Service D C
Approach Delay (s) 54.1
Approach LOS D

Intersection Summary



HCM Signalized Intersection Capacity Analysis
7: Cherry Ave & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 270 740 110 50 1190 175 105 85 25 220 125 385
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 0.95 1.00 0.95 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 0.99 1.00 0.99 1.00 0.99 1.00 0.94
Flpb, ped/bikes 1.00 1.00 1.00 1.00 0.99 1.00 0.98 1.00
Frt 1.00 0.98 1.00 0.98 1.00 0.97 1.00 0.85
Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 0.97 1.00
Satd. Flow (prot) 1805 3470 1805 3470 1783 1811 1809 1521
Flt Permitted 0.95 1.00 0.95 1.00 0.29 1.00 0.73 1.00
Satd. Flow (perm) 1805 3470 1805 3470 536 1811 1358 1521
Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95
Adj. Flow (vph) 284 779 116 53 1253 184 111 89 26 232 132 405
RTOR Reduction (vph) 0 13 0 0 12 0 0 11 0 0 0 202
Lane Group Flow (vph) 284 882 0 53 1425 0 111 104 0 0 364 203
Confl. Peds. (#/hr) 19 19 19 19 19 19 19 19
Confl. Bikes (#/hr) 20 20 20 20
Heavy Vehicles (%) 0% 1% 0% 0% 1% 0% 0% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Perm NA Perm NA Perm
Protected Phases 5 2 1 6 4 4
Permitted Phases 4 4 4
Actuated Green, G (s) 15.7 48.5 4.0 36.8 26.0 26.0 26.0 26.0
Effective Green, g (s) 15.7 48.5 4.0 36.8 26.0 26.0 26.0 26.0
Actuated g/C Ratio 0.17 0.54 0.04 0.41 0.29 0.29 0.29 0.29
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 313 1859 79 1411 153 520 390 436
v/s Ratio Prot c0.16 0.25 0.03 c0.41 0.06
v/s Ratio Perm 0.21 c0.27 0.13
v/c Ratio 0.91 0.47 0.67 1.01 0.73 0.20 0.93 0.47
Uniform Delay, d1 36.7 13.1 42.6 26.9 29.0 24.4 31.4 26.5
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 28.2 0.9 20.1 26.3 25.7 0.9 31.5 3.6
Delay (s) 64.9 13.9 62.7 53.2 54.8 25.2 62.9 30.1
Level of Service E B E D D C E C
Approach Delay (s) 26.2 53.5 39.7 45.6
Approach LOS C D D D

Intersection Summary
HCM 2000 Control Delay 42.2 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.96
Actuated Cycle Length (s) 90.5 Sum of lost time (s) 12.0
Intersection Capacity Utilization 99.1% ICU Level of Service F
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
9: NB 280 Offramp & San Bruno Ave 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 155 810 0 0 1205 645 250 495 310 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.91 0.95
Frpb, ped/bikes 1.00 1.00 1.00 0.96 1.00 1.00 0.96
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.85 1.00 0.99 0.85
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (prot) 3467 3574 3574 1538 1698 1690 1457
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00 1.00
Satd. Flow (perm) 3467 3574 3574 1538 1698 1690 1457
Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.92 0.92 0.92
Adj. Flow (vph) 161 844 0 0 1255 672 260 516 323 0 0 0
RTOR Reduction (vph) 0 0 0 0 0 74 0 3 92 0 0 0
Lane Group Flow (vph) 161 844 0 0 1255 598 234 571 199 0 0 0
Confl. Peds. (#/hr) 10 7 7 10 10 10
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 1% 1% 2% 2% 1% 1% 1% 1% 1% 2% 2% 2%
Turn Type Prot NA NA Perm Split NA Perm
Protected Phases 5 2 6 4 4
Permitted Phases 6 4
Actuated Green, G (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Effective Green, g (s) 6.0 50.0 40.0 40.0 32.0 32.0 32.0
Actuated g/C Ratio 0.07 0.56 0.44 0.44 0.36 0.36 0.36
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 231 1985 1588 683 603 600 518
v/s Ratio Prot c0.05 0.24 0.35 0.14 c0.34
v/s Ratio Perm c0.39 0.14
v/c Ratio 0.70 0.43 0.79 0.88 0.39 0.95 0.39
Uniform Delay, d1 41.1 11.6 21.4 22.7 21.7 28.3 21.7
Progression Factor 1.01 0.49 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 8.5 0.6 4.1 14.7 1.9 26.7 2.2
Delay (s) 50.0 6.4 25.5 37.4 23.6 55.0 23.8
Level of Service D A C D C D C
Approach Delay (s) 13.3 29.7 40.0 0.0
Approach LOS B C D A

Intersection Summary
HCM 2000 Control Delay 28.4 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.89
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 78.6% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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HCM Signalized Intersection Capacity Analysis
11: San Bruno Ave & SB280 Offramp 27/08/2015

2030 PM Peak Hour Synchro 8 Report
w-o Project Page 8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 610 150 450 1005 0 0 0 0 355 160 295
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 0.91 1.00 0.97 0.95 0.91 0.86 0.91
Frpb, ped/bikes 1.00 0.97 1.00 1.00 1.00 0.99 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.96 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (prot) 5136 1547 3467 3574 1626 3035 1421
Flt Permitted 1.00 1.00 0.95 1.00 0.95 0.98 1.00
Satd. Flow (perm) 5136 1547 3467 3574 1626 3035 1421
Peak-hour factor, PHF 0.97 0.98 0.98 0.98 0.98 0.96 0.92 0.92 0.92 0.98 0.98 0.98
Adj. Flow (vph) 0 622 153 459 1026 0 0 0 0 362 163 301
RTOR Reduction (vph) 0 0 81 0 0 0 0 0 0 0 37 98
Lane Group Flow (vph) 0 622 72 459 1026 0 0 0 0 214 385 92
Confl. Peds. (#/hr) 7 7 7 7
Confl. Bikes (#/hr) 20 20
Heavy Vehicles (%) 2% 1% 1% 1% 1% 2% 2% 2% 2% 1% 1% 1%
Turn Type NA Perm Prot NA Split NA Perm
Protected Phases 2 1 6 4 4
Permitted Phases 2 4
Actuated Green, G (s) 42.6 42.6 17.2 63.8 18.2 18.2 18.2
Effective Green, g (s) 42.6 42.6 17.2 63.8 18.2 18.2 18.2
Actuated g/C Ratio 0.47 0.47 0.19 0.71 0.20 0.20 0.20
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 2431 732 662 2533 328 613 287
v/s Ratio Prot 0.12 c0.13 c0.29 c0.13 0.13
v/s Ratio Perm 0.05 0.06
v/c Ratio 0.26 0.10 0.69 0.41 0.65 0.63 0.32
Uniform Delay, d1 14.2 13.1 33.9 5.3 33.0 32.8 30.6
Progression Factor 1.00 1.00 0.76 2.49 1.00 1.00 1.00
Incremental Delay, d2 0.1 0.1 2.1 0.3 4.6 2.0 0.6
Delay (s) 14.3 13.2 27.8 13.6 37.6 34.8 31.3
Level of Service B B C B D C C
Approach Delay (s) 14.0 18.0 0.0 34.7
Approach LOS B B A C

Intersection Summary
HCM 2000 Control Delay 21.5 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.54
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 12.0
Intersection Capacity Utilization 78.6% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



t5 
(]) ·e 
CL 
Cl c 
:§ 
::i co 
c 
0 

:;:::> 
~ 

Ci) 
c .EE 

"O <ll 
<( Ci 
5: e 
<l.l CL z Cl 
cc o·- 

·- t c 0 
:) a.. ...., (]) 
'6 0::: 
~ "O 
(.) ~ 
-~ g c;·c 
CL .8 a·c 
o 0 

-~2 
o c c 0 
~+:i 

LL Cll 
c _gi 
ro :t: 

(1)2 

...... co ...... 
0 
N c 
<ll 
::i c 
<ll --, 

ATTACHMENT E - EXHIBIT B 

co 
T""" 

0 
C\I 

~ co 
:J c co 

"""") 

(]) 
o 
0 o, 
0 o 
(/) 

o c co ~ 
LL 
c co 

Cf) 

c c 0 
0 ........ 
c co :::> 0) ........ :;~ 
~ 
o 

o E (]) co ·--. ~ 
0 0) ~ 0 a_ ~ 
cnO.. 

.c 0) 
""'O c 
:J ~ 

((l 0 
0.. c (]) 

0 0::: ........ co ""'O ~ c en co 
c 0) 

c E ~ 
""'O 0 <( ........ ~ § 
(]) ~ z 



u 
Q) ·e 

0... 
Ol c 
:§ 
:::J cc 
c 
0 

~ 
~ c .EE 
"O [':! 
<( Ol 
::: 2 
Q) 0... z Ol 
cc 
0 · 

·- t c 0 
::::> a. 
..., Q) 
'6 0::: 
~ "O 
o§ 
-~ gi 
Q"i:: 
0... .8 
0 ·c: 
o 0 

-~ 2: 
u c s .2 

LI: cu 
c .Ql 
ro .~ 

U) 2: 

N <O 
"<"""" 
0 
N 
~ ro 
:::J c ro -, 

>- ...... ...... c 
·- (1) 

§ E Et 
E~ 
0 (1) 00 

>- ....... ...... c 
·- (1) 
§ E Et 
E~ 
0 (1) 00 

c 
(1) 

E 
0.. 
0 

Ci) 
> 
(1) 
0 

c 
(1) 

E 
0.. 
0 

Ci) 
> 
(1) 
0 

::: 
0 

I 

.~ en 



t5 
<1J ·e 

0... 
OJ c 
:§ 
:J m 
c 
0 

:.::; 

£; 
(fl 

c .EE 
"O <ll 
<( a, 
3: e 
Q) 0... 
z OJ 
cc o· ·-t c 0 
::) Cl. 
+-' <1J 
'6 D:'.'. 
<1J "O 
0 s 
.~ gi o·c 
0... .8 a·c: 
o 0 
.~2 
o c c 0 
~+:i 

u, <ll 
c .Ql co~ U)2 

Ol 
c ·;: 
::) 

'+- CJ 
0 CJ 
(!) c 
c::) 0 0 

.0 '+- 

.£ 

.._ 
(!) 
(!) 
c 

·0i 
c 

ui 

:::: 
0 

I 

.~ 
U) 



• 

_. ..... 
0 
0.. x 
Q.) 

.8 ..... 
0 ·;:: 

0.... 

c 
0 u 
::::i ..... u; 
c 
0 o 
Ol c ·;:: 
::::i 
0 

Cl) 

·c.; 
Cl) 

-~ 
Cl) 

I 
c 
0 
0 

:::: 
0 

I 
c: en 

(/) 



ti 
C!J ·e 
CL 
Ol c 
:§ 
::l m 
c 
0 

:;:::; 

~ 
Cl) 

c .E E 
-0 Cll 
<( Oi 
~ e 
C!J CL z Ol c c 
0 · ·- t c 0 

::) Cl. 
....., C!J 
'6 0::: 
~ -g 
() Cll 

-~ gi o -c 
CL .8 
0 ·c: (.) 0 

.!!!2 
(.) c 
c 0 
~:.;::; 

LL Cll 
c .Ql co :t::: 
o: 2 

'+- 
0 
Q) 
o c 
<ll 
::l...., 
(/) ·- 

.!!2 E ._ 
Q) Q) 
..c Q. 

~ OJ ...., c 
._ '6 

.Q= ._ ::l 
a. ..Cl 

c 
Q) 

E 
Q. 
0 

Q) 
> 
Q) 
0 

:::: 
0 

I c: 
.!2> en 





Attachment F 
Page 1 of 2 

1. With respect to the Amendment to the Development Plan, the Planning Commission hereby finds: 
a. That said amendment is in general conformance with the general plan and that the public 

convenience and general welfare require adoption of the proposed amendment; 
b. The proposed P-D District Zoning Change can be substantially completed within the time 

schedule submitted by the applicant; 
c. Each unit of development, as well as the total development, can exist as an independent 

development capable of creating an environment of sustained desirability and stability or 
adequate assurance that such objective will be attained; 

d. The land uses proposed will not be detrimental to the present or potential surrounding 
uses but will have a beneficial effect which would not be achieve through other districts; 

e. The streets and thoroughfares proposed are suitable and adequate to carry anticipate 
traffic, and increased densities will not generate traffic in such amounts as to overload the 
street network outside the P-D District; 

f. Any proposed commercial development can be justified economically at the location 
proposed and will provide adequate commercial facilities for the area; 

g. Any exceptions from the standard district requirements are warranted by the design of the 
project and amenities incorporated in the development plan; 

NOW, THEREFORE, BE IT RESOLVED by the Planning Commission of the City of San Bruno, 
based on facts in the staff reports, written and oral testimony, and exhibits presented: 

WHEREAS, on January 19, 2016, the Planning Commission conducted a duly notice public 
hearing and on said date the public hearing was opened, held, and closed. 

WHEREAS, in Resolution No. 2016-01, the Planning Commission recommended that the City 
Council adopt a Mitigated Negative Declaration and a Mitigation Monitoring and Reporting Program for 
the development of the Project; and 

WHEREAS, in order to develop the Project, the Applicant has submitted an application to the City 
of San Bruno for approval of the following: (1) an amendment to the existing Development Plan; (2) a 
Planned Development Permit; and (3) an Architectural Review Permit; and 

WHEREAS, the Applicant desires to develop a 67,586 square foot three-story office building on 
the Property with 215 parking spaces ("Project"); and 

WHEREAS, NewGround, Inc. ("Applicant") submitted an application for the certain 1.7 acre site 
located at 1250 Grundy Lane in the City of San Bruno and more particularly described as Assessor's 
Parcel Numbers 020-011-090 ("Property"); and 

WHEREAS, in 1979, the City Council, by Ordinance No. 1325, amended the Zoning Ordinance to 
reclassify certain real property comprising of 1. 7 acres located on Grundy Lane with a street address of 
1250 Grundy Lane, San Bruno, California (APN 020-011-090), to allow for the construction of a free 
standing restaurant; and 

RESOLUTION NO. 2016- 02 

RESOLUTION OF THE PLANNING COMMISSION OF THE CITY OF SAN 
BRUNO RECOMMENDING THE CITY COUNCIL APPROVE AN ORDINANCE 

AMENDING AND REPLACING THE DEVELOPMENT PLAN FOR 1250 
GRUNDY LANE (APN 020-011-090) 
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ABSENT: Commissioners: 

NOES: Commissioners: 

AYES: Commissioners: 

I, David Weltering, Planning Commission Secretary, do hereby certify that the foregoing Resolution was 
duly and regularly passed and adopted by the Planning Commission of the City of San Bruno on this 
19th day of January 2016, by the following vote: 

City Attorney 
Marc Zafferano 

Planning Commission Secretary 
David Weltering 

APPROVED AS TO FORM: ATTEST: 

Planning Commission Chair 
Dated: 

3. The Planning Commission further authorizes staff to make a report of the findings and 
recommendations herein, as required by San Bruno Municipal Code Section 12.136.030, and to 
send a copy of such report to the City Council and directs the Secretary of the Planning 
Commission to forward to the City Council a certified copy of this resolution together with an 
attested copy. 

2. The Planning Commission of the City of San Bruno hereby recommends the City Council approve 
the attached Ordinance (Attachment 1) amending and replacing Ordinance No. 1325. 

h. The area surrounding the development can be planned and zoned in coordination and 
substantial compatibility with the proposed development and the P-D District uses 
proposed are in conformance with the general plan of the city. 
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a. That said amendment is in general conformance with the general plan and that the public 
convenience and general welfare require adoption of the proposed amendment; 

b. The proposed P-D District Zoning Change can be substantially completed within the time 
schedule submitted by the applicant; 

c. Each unit of development, as well as the total development, can exist as an independent 
development capable of creating an environment of sustained desirability and stability or 
adequate assurance that such objective will be attained; 

d. The land uses proposed will not be detrimental to the present or potential surrounding 
uses but will have a beneficial effect which would not be achieve through other districts; 

Section 1. The City Council of the City of San Bruno finds as follows: 

NOW, THEREFORE, the City Council of the City of San Bruno Ordains as follows: 

Attachment F - Attachment 1 

WHEREAS, a notice of public hearing was mailed on _and duly published in the San Mateo 
Daily Journal on __ , and the City Council held a public hearing on __ and on said date the public 
hearing was opened, held and closed; and 

WHEREAS, on January 19, 2016, the Planning Commission conducted a duly notice public 
hearing and on said date the public hearing was opened, held, and closed, and the Planning 
Commission recommended that the City Council adopt an amendment to the existing Development Plan 
replacing Ordinance No. 1325, including the Amended Development Plan by Resolution No. 2016-02; 
and 

WHEREAS, in Resolution No. 2016-01, the Planning Commission recommended that the City 
Council adopt a Mitigated Negative Declaration and a Mitigation Monitoring and Reporting Program for 
the development of the Project; and 

WHEREAS, in order to develop the Project, the Applicant has submitted an application to the City 
of San Bruno for approval of the following: (1) an amendment to the existing Development Plan; (2) a 
Planned Development Permit; and (3) an Architectural Review Permit; and 

WHEREAS, the Applicant desires to develop a 67,586 square foot three-story office building on 
the Property with 215 parking spaces ("Project"); and 

WHEREAS, NewGround, Inc. ("Applicant") submitted an application for the certain 1. 7 acre site 
located at 1250 Grundy Lane in the City of San Bruno and more particularly described as Assessor's 
Parcel Numbers 020-011-090 ("Property"); and 

WHEREAS, in 1979, the City Council, by Ordinance No. 1325, amended the Zoning Ordinance to 
reclassify certain real property comprising of 1.7 acres located on Grundy Lane with a street address of 
1250 Grundy Lane, San Bruno, California (APN 020-011-090), to allow for the construction of a free 
standing restaurant; and 

AN ORDINANCE OF THE CITY COUNCIL OF THE CITY OF SAN BRUNO 
AMENDING AND REPLACING THE DEVELOPMENT PLAN FOR 1250 

GRUNDY LANE {APN 020-011-090) 

ORDINANCE NO. 

ATTACHMENT N0.1 
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City Clerk 

ABSENT: Commissioners: 

NOES: Commissioners: 

A YES: Commissioners: 

I hereby certify that the foregoing Ordinance No._ was introduced on_, 2016 and adopted at a 
regular meeting of the San Bruno City Council on __ , 2016, by the following vote. Resolution was duly 
and regularly passed and adopted by the Planning Commission of the City of San Bruno on this 19th day 
of January 2016, by the following vote: 

City Attorney 
Marc Zafferano 

Carol Bonner, City Clerk 

Attachment F - Attachment 1 

APPROVED AS TO FORM: ATTEST: 

Dated: 
Jim Ruane, Mayor 

Section 4. The Ordinance shall go into effect thirty (30) days after the date of its passage and 
adoption. On its effective date, this Ordinance shall amend and replace Ordinance No. 1325. 

Section 3. Validity. The City Council of the City hereby declares that should any section, 
paragraph, sentence or work of this code as adopted and amended herein be declared of any 
reason to be invalid, it is the intent of the City Council of the City that it would have passed all 
other portions or provisions of this Ordinance independent of the elimination here from any such 
portion or provision as may be declared invalid. 

Section 2. The San Bruno City Council hereby amends and replaces Ordinance No. 1325 and 
approves the Amended Development Plan, with the development standards set forth in Exhibit 
A. 

e. The streets and thoroughfares proposed are suitable and adequate to carry anticipate 
traffic, and increased densities will not generate traffic in such amounts as to overload the 
street network outside the P-D District; 

f. Any proposed commercial development can be justified economically at the location 
proposed and will provide adequate commercial facilities for the area; 

g. Any exceptions from the standard district requirements are warranted by the design of the 
project and amenities incorporated in the development plan; 

h. The area surrounding the development can be planned and zoned in coordination and 
substantial compatibility with the proposed development and the P-D District uses 
proposed are in conformance with the general plan of the city. 
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Minor adjustments from standards stated herein may be approved or conditionally approved by the 
Community Development Director in accordance with Section 12.96.190 (P-D Planned Development 
District) of the San Bruno Municipal Code. 

Parking: 

168 subgrade parking spaces 
47 surface parking spaces 
215 total parking spaces. 

Administrative, Professional, and General office. Retail Credit Union Branch. 

Permitted Uses: 

Zoning: P-D (Planned Development) 
General Plan: Regional Office 
Project Area: 1.7 Acres (74,300 square feet) 
Assessors' Parcel Number: 020-011-090 
Total Building Square Footage: 67,586 square feet. 
FAR: .91 
Building Coverage: 24,941 square feet= 33.5% 
Height: 48'-11" 

Number of Stories: 3 stories, with two levels of subgrade parking 

Project Data: 

1250 GRUNDY LANE (APN 020-011-090) 

DEVELOPMENT PLAN 

EXHIBIT A 
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Land Use Policy LUD-53: Require new office development in Bayhill Office Park to provide alternative 
transportation, such as shuttle to the BART and Caltrain stations, preferential carpool parking, bicycle 
storage facilities, and bus shelters. 

Land Use Policy LUD0-52: Allow ancillary commercial uses - such as cafes, health clubs, dry cleaners, 
sundries, etc - in Bayhill Office Park, to serve employee needs. 

Land Use Police LUD-51: Promote construction of professional and administrative offices on existing 
surface parking lots in Bayhill Office Park. 

Land Use Element 

The proposed project, which includes the construction of a 67,586 square foot three-story office 
building with 215 parking spaces at 1250 Grundy Lane is consistent with the goals and programs found 
in the City's General Plan adopted March 24, 2009 as follows: 

Findings of Consistency with General Plan 
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2. With respect to the Architectural Review Permit, the Planning Commission finds: 
a. That the location, size and intensity of the proposed operation will not create a hazardous 

or inconvenient vehicular or pedestrian traffic pattern, taking into account the proposed 
use as compared with the general character and intensity of the neighborhood; and 

NOW, THEREFORE, BE IT RESOLVED by the Planning Commission of the City of San Bruno, 
based on facts in the staff reports, written and oral testimony, and exhibits presented, makes the 
following findings of fact: 

WHEREAS, on January 19, 2016, the Planning Commission of the City of San Bruno, conducted 
a duly notice public hearing pursuant to Section 65353 of the California Government Code and has 
passed Resolution 2016-02 recommending that the City Council approved an Ordinance amending and 
replacing the Development Plan for 1250 Grundy Lane. 

1. With respect to the Planned Development Permit the Planning Commission hereby finds that the 
Planned Development Permit is consistent with the previously approved development plan. 

WHEREAS, on January 19, 2016, the Planning Commission of the City of San Bruno, conducted 
a duly notice public hearing pursuant to Section 65353 of the California Government Code and has 
passed Resolution 2016-01 recommending that the City Council adopt the Draft Mitigated Negative 
Declaration and Mitigation Monitoring and Reporting Program for the development of the proposed 
Project, including the Planned Development Permit and Architectural Review Permit; 

WHEREAS, on January 19, 2016, the Planning Commission of the City of San Bruno, conducted 
a duly notice public hearing pursuant to Section 65353 of the California Government Code for 
consideration of a Planned Development Permit and Architectural Review Permit; and 

WHEREAS, on November 12, 2015, the Architectural Review Committee reviewed the 
application and provided a favorable recommendation of the project with comments to be forward to the 
Planning Commission; and. 

WHEREAS, in order to develop the Project, the Applicant has submitted an application to the City 
of San Bruno for approval of the following: (1) an amendment to the existing Development Plan; (2) a 
Planned Development Permit; and (3) an Architectural Review Permit; and 

WHEREAS, the Applicant desires to develop a 67,586 square foot three-story office building on 
the Property with 215 parking spaces ("Project"); and 

WHEREAS, NewGround, Inc. ("Applicant") submitted an application for the certain 1.7 acre site 
located at 1250 Grundy Lane in the City of San Bruno and more particularly described as Assessor's 
Parcel Numbers 020-011-090 ("Property"); and 

RESOLUTION OF THE PLANNING COMMISSION OF THE CITY OF SAN 
BRUNO RECOMMENDING THE CITY COUNCIL APPROVE A PLANNED 

DEVELOPMENT PERMIT AND ARCHITECTURAL REVIEW PERMIT FOR THE 
PROPOSED DEVELOPMENT LOCATED AT 1250 GRUNDY LANE (APN 020· 

011-090) 

RESOLUTION NO. 2016- 03 



Attachment G 
Page 2 of 3 

I, David Weltering, Planning Commission Secretary, do hereby certify that the foregoing Resolution was 
duly and regularly passed and adopted by the Planning Commission of the City of San Bruno on this 
19th day of January 2016, by the following vote: 

City Attorney 
Marc Zafferano 

Planning Commission Secretary 
David Waitering 

APPROVED AS TO FORM: ATTEST: 

Planning Commission Chair 
Dated: 

5. The Secretary of the City of San Bruno Planning Commission is hereby directed to forward the 
City Council a certified copy of this resolution together with an attested copy. 

4. The Planning Commission further authorizes staff to make a report of the findings and 
recommendations herein, as required by San Bruno Municipal Code Section 12.136.030, and to 
send a copy of such report to the City Council. 

3. The Planning Commission hereby recommends that the San Bruno City Council approve the 
Planned Development Permit and an Architectural Review Permit, subject to the conditions of 
approval attached hereto as Exhibit A. 

b. That the accessibility of the off-street parking areas and the relation of parking areas with 
respect to traffic on adjacent streets will not create a hazardous or inconvenient condition 
to adjacent or surrounding uses; and 

c. That sufficient landscape areas have been reserved for the purposes of separating or 
screening service and storage areas from the street and adjoining building sites, breaking 
up large expanses of paved areas, and separating or screening parking areas from the 
street and adjoining building areas from paved areas and to provide access from buildings 
to open areas. In addition, that adequate guarantees are made, such as the filing of a 
performance bond, to insure maintenance of landscaped areas; and 

d. That the proposed development, as set forth on the plans, will not unreasonably restrict or 
interfere with light and air on the property and on other property in the neighborhood, will 
not hinder or discourage the appropriate development and use of land and buildings in the 
neighborhood, or impair the value thereof; and is consistent with the design and scale of 
the neighborhood; and 

e. That the improvement of any commercial or industrial structure, as shown on the 
elevations as submitted, is not detrimental to the character or value of an adjacent 
residential district; and 

f. That the proposed development will not excessively damage or destroy natural features, 
including trees, shrubs, creeks and rocks, scenic corridors, and the natural grade of the 
site; and 

g. That the general appearance of the proposed building, structure, or grounds will be in 
keeping with the character of the neighborhood, will not be detrimental to the orderly and 
harmonious development of the city, and will not impair the desirability of investment or 
occupation in the neighborhood; and 

h. That the proposed development is consistent with the general plan. 
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A YES: Commissioners: 

NOES: Commissioners: 

ABSENT: Commissioners: 
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Community Development Department 

1. All conditions of approval herein shall apply to the project in its entirety, regardless of the 
individual department under which the condition is listed. These conditions of approval 
and any other conditions associated with any further approvals of 1250 Grundy Lane 
project shall run with the land, and any and all successors in interest of the property shall 
comply with all conditions of said approval. 

2. The developer shall indemnify, defend, and hold harmless the city, its officers, employees 
and agents, from any and all claims and lawsuits from third party(s) involving or related to 
the city's consideration and/or approval of the developer's application for development. 

3. The project shall be built according to plans reviewed by the Planning Commission on 
January 19, 2016 and approved by the City Council on_ labeled "San Francisco Police 
Credit Union New Administration Building 1250 Grundy Lane", except as required to be 
modified by these Conditions of Approval. Any modification to the approved plans shall 
require review and approval by the Community Development Director. 

4. At the time of building permit submittal, full landscaping plans be submitted. The 
landscaping plans shall be consistent with the preliminary landscaping plans reviewed by 
the Planning Commission on January 19, 2016 and approved by the City Council on _, 
except as required to be modified by these Conditions of Approval. Low level landscaping 
measuring no higher than 2'-6" shall be installed directly to the west of the western most 
driveway. Irrigation plans may be deferred, but must be approved prior to rough 
combination inspection. Final landscaping plans as well as any changes to the approved 
landscaping plans shall require review and approval from the Community Development 
Director. 

5. Applicant shall obtain a City of San Bruno building permit before construction can 
proceed. 

6. Prior to Final Inspection, all pertinent Conditions of Approval and all improvements shall 
be completed to the satisfaction of the City of San Bruno. 

7. The project shall comply with all aspects of the 2013 California Building Code. 

8. The applicant shall comply with all aspects of the Heritage Tree Ordinance (SSMC 
Section 8.25. 

9. The Airport Land Use Commission shall review and make a formal determination that the 
proposed project is consistent with the Comprehensive Airport Land Use Plan prior to City 
Council action 

Public Services 
10. If there is any conflict between previous approvals and the conditions of approval, these 

conditions of approval shall govern, unless approved by the City Engineer. 

11. The Applicant shall replace all curb, gutter, and sidewalk between the new driveways 
fronting the project site. 

I. General Conditions 

1250 Grundy Lane 

Conditions of Approval 
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12. All sidewalks, curb & gutter shall be monolithic, and all transverse grades shall be 2%. 
Gutters shall have grades that create positive flow into the City's stormwater system and 
shall not create any ponding within the public right-of-way. 

13. New driveway approaches shall be installed to the satisfaction of the City Engineer. 

14. Applicant shall perform two pavement condition surveys to determine the Pavement 
Condition Index (PCI) on Grundy Lane prior to the start of construction and after 
construction is complete. The surveys shall be performed by professional pavement 
inspectors conducting detailed examinations of pavement surface features such as 
cracking and depressions in accordance with the requirements of ASTM D6433-11, 
"Standard Practice for Roads and Parking Lots Pavement Condition Index Surveys." 
Copies of both survey results shall be provided to the City. The Applicant shall make any 
repairs to the roadway necessary to attain the pre-construction PCI. The limits of the 
survey and any repairs shall be the project frontage on Grundy Lane plus 300' beyond the 
property in the direction of construction traffic. 

15. All drainage improvements shall be to the satisfaction of the City Engineer. 

16. San Bruno Water Division will operate and maintain water facilities up to the water meters. 
The Applicant shall design and construct water facilities according to San Bruno Standard 
Details and Specifications. During construction, only San Bruno Water Division water 
personnel will be allowed to operate existing water facilities including water valves to 
facilitate any shut-downs required for construction. 

17. Backflow protection on water services shall be required. The backflow preventer shall be 
above grade, and shall be located on private property, accessible to Public Services staff 
from the outside for testing and subject to the City Engineer's approval. 

18. Regarding grading, area drain grates in landscaped or dirt areas shall be cast iron, and 
shall be a minimum of 0. 75 square foot in area. 

19. Applicant shall prepare a Stormwater Management Plan (SWMP) that illustrates full 
compliance with Section C.3 of Order R-2-2009-0074 (NPDES Permit No. CAS612008). 

20. The Applicant shall receive approval of the stormwater management plan from a third 
party reviewer appointed by the City prior to building permit issuance. The Applicant shall 
pay the entire cost of the third-party review. 

21. All site design and source control measures checked "yes" in the C.3 Regulated Project 
Checklist's Sections 11.B and 11.C shall be strictly adhered to. Source control measures 
shall be clearly labeled on the Improvement Plans. 

22. Roof leaders and downspouts to the treatment measures shall be clearly shown on the 
Improvement Plans. 

23. The project geotechnical report shall confirm existing soils types and the Ksat rate, if 
applicable. It shall also demonstrate that seasonal high groundwater level is more than 
ten feet ( 1 O') from the bottom of all treatment sections. 

24. Details of treatment measures shall be designed in conformance with Sections 6.2 and 
6.6 of the C.3 Technical Guide for flow-through planters and pervious paving, 
respectively. 

25. Appropriate sizing calculations shall be shown on the improvement plans. Biotreatment 
measure drawdown shall occur within 48 hours. Treatment soil mix shall have a minimum 
percolation rate of five inches per hour and a maximum percolation rate of ten inches per 
hour, and shall be in conformance with Appendix L of the C.3 Technical Guidance. Paver 

Page 2of15 
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section shall be sized to hold at least the C.3.d volume of runoff from its surface area, in 
addition to any contributing areas. 

26. Any street lighting or utilities located within biotreatment areas shall be verified and 
approved by City. 

27. All treatment measures shown on the improvement plans shall be sufficiently dimensioned 
to be verified during construction by the Inspector. 

28. Trash storage areas, wash areas, loading docks, repair/maintenance bays, and 
equipment or material storage areas and fueling areas shall be completely covered and 
bermed to ensure that no stormwater enters the covered area. Covered areas shall be 
sloped to drain to area drains connected to the sanitary sewer system. 

29. Interior level parking garage floor drains, and any other interior floor drains, shall be 
connected to the sanitary sewer system, subject to the local sanitary sewer agency's 
authority and standards. 

30. Water efficient irrigation systems shall be used throughout all landscaped areas in 
accordance with the Model Water Efficient Landscape Ordinance. 

31. On-site storm drain inlets shall be clearly marked with the words "No Dumping! Flows to 
Bay," or equivalent using thermoplastic material or a plaque. 

32. Project shall incorporate landscaping that minimizes irrigation and runoff, promotes 
surface infiltration, minimizes the use of pesticides and fertilizers, and incorporates other 
appropriate sustainable landscaping practices such as Bay-Friendly Landscaping. 

33. Roof drains shall drain away from the building and be directed to landscaping or a 
stormwater treatment measure. 

34. The Geotechnical Engineer who prepared the geotechnical report shall review all 
improvement plans prior to submittal of plans to the City and conduct any inspections, 

· testing or other actions during construction that are called for the geotechnical report. 

35. The grading plans shall minimize the need for off haul from the Project Site. Design shall 
incorporate all elements of the applicable geotechnical report(s) and include a pre-and 
post-consolidation plan. The grading plans shall be signed by the Geotechnical Engineer 
indicating that plans are in compliance with the geotechnical report and be subject to 
review and approval of the City Engineer. 

36. If the geotechnical report reveals significant future settlement will occur, all surface 
drainage systems shall be designed to provide a minimum of two percent slope after 
settlement, and shall be satisfactory to the City Engineer. 

37. The erosion control plan sheets shall be included as separate, numbered sheets in the 
grading plan of the improvement plans. The Applicant shall pay for implementing the 
erosion control measures depicted on the plan. 

38. All private utilities (storm, sanitary, water, electric, gas, etc) and private street facilities 
within the development shall be maintained and repaired by the Applicant and its 
successors and shall be memorialized in maintenance and operations agreement. 

39. No trees shall be planted within the 5'-0" Public Utility Easement. Any tree planted within 
15'-0" of a City-owned water facility shall install root guards to redirect roots away from 
any City-owned water facility. 
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Fire Department 
40. FDC/double-detector check valves and fire hydrant locations shall be approved by Fire 

Marshal. 

41. Building water flow requirements for fire suppression shall comply with CFC Appendix B. 

42. Provide NFPA 13 Fire Sprinkler system throughout building and garages. Fire Sprinkler 
System shall be under a separate fire permit. 

43. Fire Sprinkler system to include Class I standpipe connections at each stairwell floor 
landing, including garage levels. 

44. Provide signage to identify location of garage standpipes. 

45. Provide fire extinguishers and Class I (no fire hose) wet standpipes throughout building in 
protective cabinets except in stairwells (stairwell wet standpipes may be exposed). 
Coverage not to exceed 250 lineal feet between devices. 

46. Standpipe devices to each FDC location shall provide min. 250 gallons per minute at 20 
PSI. 

47. Fire hydrant locations and distribution to comply with CFC Appendix C. If new fire 
hydrants are required, the hydrants shall be a Clow 960 model. 

48. Addition of new hydrants and I or modification to existing hydrants under separate fire 
permit. 

49. Elevators: Shunts to be removed. Sprinklers shall be omitted from elevator shafts, with 
the exception of the bottom of the shafts. Sprinklers shall also be omitted from electrical 
rooms. Provide smoke detectors on top of shafts and equipment rooms. Sprinklers to be 
provided at bottom of elevator shafts. Include comments in elevator and fire sprinkler 
notes on plans. 

50. Stairwells shall be numbered to coincide with elevator locations as feasible. 

51. Provide recessed Knox Boxes at Main Entrance and Employee Entrance. 

52. Provide Fire Alarm system throughout building and parking garage. System to include 
remote annunciators at Main entrance and Employee Entrance. System to be submitted 
under separate fire permit. 

53. Fire alarm system shall utilize horn strobe units in place of bells. 

54. Provide address numbers on exterior elevations as required by Fire Marshal. 

55. All pertinent rooms (IDF/electrical room, conference room, etc.) shall be identified by use. 
Font size and graphics shall be approved by the Fire Marshall. 

56. Garage entrance control gates for parking structure shall comply with CFC Appendix D. 

57. Garage exit signs shall be visible and not obstructed. 

58. Provide Fire Lane marking and signage plan. 

59. Provide remote control for garage/parking fans (as applicable) as required by Fire 
Marshal. 

60. Provide nine sets of 8 Yz x 11 inch laminated, color-coded, floor plans and site plans as 
required by Fire Marshal. To be supplied with electronic file back-up. 

61. Emergency Vehicle Access (EVA) paths to be rated for 60,000 lb vehicle load. 
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Police Department 

62. Address numbers for the business shall be on a contrasting background, easily visible 
from the street. The address numbers also must be visible at night. Address numbers 
must be affixed on or near any exterior door. 

63. Parking lots and associated garages, driveways, circulation areas, aisles, passageways, 
recesses, and grounds contiguous to buildings shall be provided with lighting of sufficient 
wattage to provide adequate illumination to make clearly visible the presence of any 
person on or about the premises during the hours of darkness. 

64. All exterior doors shall have their own light source which shall adequately illuminate 
entry/exit areas at all hours in order to: 

a) Make any person on the premises clearly visible. 
b) Provide adequate illumination for person entering and exiting the building. 

65. Landscaping shall be of the type and situated in locations to maximize observation while 
providing the desired degree of aesthetics. Security planting materials are encouraged 
along fence and property lines and under vulnerable windows. Landscaping shall not 
conceal doors or windows from view, obstruct visibility of the parking lot from the street or 
business buildings, nor provide access to the roof. 

66. Access control shall be utilized for vehicular and pedestrian traffic. 

67. CCTV surveillance shall be utilized throughout both levels of the parking garage, the main 
lobby, and the retail credit union branch, including each teller window in the bank and in 
areas where money transactions will occur such as an ATM machine. The applicant shall 
install a video surveillance system that is capable of recording and saving any crimes that 
are committed on the premises. 

68. All entrances to parking areas shall be posted with appropriate signs per 22658(a) eve, 
to assist in removal of vehicles at the property owners/managers request. 

69. All handicap parking stalls shall be appropriately painted and marked as per the California 
Vehicle Code. 

70. Designated fire lanes shall be properly painted and signage that reflects the red zone is a 
fire lane, for proper enforcement purposes. 

71. Whenever possible, open fencing design such as wrought iron, tubular steel, or densely 
linked and heavy-posted chain-link shall be utilized in order to maximize natural 
surveillance while establishing territoriality. 

72. The applicant shall install a robbery and burglary alarm system and the system will be 
monitored by an off-site alarm company. 

73. The applicant shall submit emergency contact information to the Police Department for 
after hour's emergency contact. 

San Bruno Cable 
7 4. The developer/contractor shall be responsible for labor and construction including the 

coordination with PG&E for excavating the joint trench, supplying and installing CATV 
conduits, and excavating, supplying, and installing the CATV splice/equipment 
underground utility boxes. This conduit shall connect the newly constructed building into 
San Bruno Cable TV's network infrastructure located close to the street. 
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II. Prior to Building Permit Issuance 

Community Development Department 

1. Applicant shall file a declaration of acceptance of the following conditions by submitting a 
signed copy of the Summary of Hearing to the Community Development Department 
within thirty (30) days of City Council approval. Until such time as the Summary is filed, 
the Planned Development Permit and Architectural Review Permit shall not be valid for 
any purpose. The effective date of the Planned Development Permit and Architectural 
Review Permit shall be the effective date of the associated Ordinance. The Planned 
Development Permit and Architectural Review Permit shall expire if a building permit is 
not obtained within one (1) year of the effective date. 

2. The signed copy of the Conditions of Approval shall be photocopied and included as a full 
size page in the Building Division set of drawings. 

3. All proposed business identification signs shall require prior city approval in accordance 
with Chapter 12.104 of the Municipal Code. 

4. A property maintenance and management plan shall be prepared for the entire property. 
The property maintenance and management plan shall include the following: 

a) General cleaning of litter and debris on-site 

b) Maintenance of all exterior building materials 

c) Window Cleaning, etc. 

d) Landscaping 
5. A plan showing the location of any temporary contractor's storage yard or construction 

trailer on the property, including security fencing and lighting, shall be submitted to the 
Community Development Director for approval prior to installation and prior to building 
permit issuance. NOTE: A building permit is required to include the following: 

75. The developer/contractor shall be responsible for internal wiring of each outlet consisting 
of RG6 and Cat5E cables individually ran into the Main Point of Entry (MPOE). San 
Bruno Cable TV will supply the distribution fiber optic cable, power supply, and necessary 
equipment to complete the connection at the MPOE. 

76. Developer/Contractor shall provide B-36 utility underground vaults with 12-inch extensions 
for housing customer equipment and taps. Christy 836 with 12" extensions (35 1 /4"1 x 22 
1 /4"w x 12"h, plus 12" extension). 

77. Developer/Contractor shall provide two schedule 40 two-inch conduits to interconnect all 
distribution B36 underground utility boxes with pull string/rope. 

78. Developer/Contractor shall provide wiring within the building that will consist of RG6 (77% 
braid or higher) cable and Category 5E Ethernet cable and routed in homerun design for 
each outlet. Additional outlets shall be wired homerun to the Main Point of Entry. All 
cables shall conform to San Bruno Cable TV's requirements. 

79. Developer/Contractor shall provide a grounded wire for attachment to the cable 
equipment at the demarcation point MPOE with a minimum gauge of 14. 

80. Developer/Contractor shall provide an electrical outlet within the allocated space in the 
MPOE data room. 
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a) Submittal of plans clearly showing conformance with disability accessibility to 
proposed modular building in accordance with Chapter 11 B of 2013 CBC 

b) Restroom facilitation 
c) Seismic tie-down system 
d) Electrical, water and sewer support systems. 

6. Provide a plan and program specifying methods and materials for: 

a) Pedestrian protection during construction. 
b) Site fencing and securing during construction 
c) Dust control during construction 
d) BMPs/NPDES plan 
e) Temporary Power Plan 

7. Prior to issuance of a grading permit, the project applicant shall show on the grading plans 
via notation that the contractor shall ensure that all diesel-powered equipment larger than 
100 horsepower shall meet USEPA emissions standards for Tier 4 engines or equivalent. 
The grading plans shall be submitted for review and approval by the City Engineer. 
(Mitigation Measure 111-1 ): 

8. A nesting survey shall be conducted 15 days prior to commencing construction work if this 
work would occur between March 1 and September 1 (If construction work would not 
occur during the nesting season, a nesting survey is not required). If special-status birds 
are not identified nesting within the area of effect, further mitigation is not required. If 
special-status birds are identified nesting within the area of effect, a radius around the 
nest(s) shall be staked with orange construction fencing. The radius buffer size shall be 
determined by a qualified biologist. Construction or earth-moving activities shall be 
restricted within the identified buffer until the determination is made by a qualified biologist 
that the young have fledged (i.e., left the nest) and have attained sufficient flight skills to 
avoid project construction zones. This typically occurs by June 15th; however, the date 
may be later and would have to be determined by a qualified ornithologist. (Mitigation 
Measure IV-1 ). 

9. Prior to the issuance of a grading permit or building permit, project plans shall include a 
requirement (via notation) indicating that if historic and/or cultural resources, or human 
remains are encountered during site grading or other site work, all such work shall be 
halted immediately within the area of discovery and the contractor shall immediately notify 
the City of the discovery. In such case, the applicant shall retain the services of a qualified 
archaeologist for the purpose of recording, protecting, or curating the discovery as 
appropriate. The archaeologist shall be required to submit to the City for review and 
approval a report of the findings and method of curation or protection of the resources. 
Further grading or site work within the vicinity of the discovery, as identified by the 
qualified archaeologist, shall not be allowed until the preceding steps have been taken. All 
fees associated with the services of the qualified archaeologist shall be paid by the project 
applicant. (Mitigation Measure V-1 ). 

10. Prior to export of on-site soils, soil samples shall be collected by an Environmental 
Consultant to determine the presence/absence of residual organochlorine pesticide levels 
and pesticide-based metals (arsenic, lead, and mercury). The soil analytical results shall 
be documented in a report and submitted to the City Planning Department for review and 
approval. If levels of detected compounds do not exceed appropriate environmental 
screening criteria (e.g. California Human Health Screening Levels [CHHSLs] and 
California hazardous waste criteria), soils can be exported for disposal or utilization as fill 
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Public Services Department 

13. The Applicant shall pay all required utility fees and post all applicable bonds for 
infrastructure improvements to be dedicated to the City prior to building permit issuance. 

14. At the time that any building permit is issued for any new building, the Applicant shall pay 
for all current, on-site service connection fees (including but not limited to Water and 
Wastewater). 

15. The applicant shall submit a detailed construction and staging plan that shall be reviewed 
and approved by the City prior to building permit issuance. Existing on-street parking 
shall not be impacted by project construction without permission from the Public Services 
Department. 

16. The Applicant shall provide the name and 24-hour emergency phone number of the 
contact person in charge of construction. 

17. The Applicant shall apply for an Encroachment Permit from the Public Services 
Department for work in the City public right-of-way, easements or property in which the 
City holds interest. An Encroachment Permit shall also be required for any traffic control 
of roadways during construction. The permit application shall include Traffic Control 
Plans for review and approval by the City. 

18. Property Owner shall enter into a Maintenance Agreement with the City to ensure long 
term maintenance and servicing by the Property Owner of stormwater site design and 
treatment control measures according to the approved Maintenance Plan(s). The 
Maintenance Agreement shall be recorded against the property. 

19. A Maintenance Plan for every stormwater treatment control measure or applicable site 
design measure, inclusive of maintenance and inspection checklists and Maintenance 
Inspection Report Forms, shall be submitted to the City for review and approval prior to 
issuance of a grading permit. A copy of the final, approved Maintenance Plan(s) shall be 
made a part of the Maintenance Agreement. A copy of the final, approved Maintenance 
Plan(s) shall also be on file with the Engineering Division. 

20. The Applicant shall apply for and obtain a City Grading Permit. Plot and Finished Grading 
Plan shall be prepared by a California licensed Civil Engineer. 

21. Prior to the issuance of grading permit, the applicant shall provide Public Services 
Department with a plan indicating the amount of soil to be removed, disposal sites, the 

elsewhere. If residual concentrations are detected in export soils at levels exceeding 
appropriate environmental screening criteria, contaminated soils shall be disposed of at 
an appropriately permitted landfill. (Mitigation Measure Vlll-1). 

11. Prior to the issuance of a building permit, the project applicant shall coordinate with the 
City Street Division to post a 25 mph speed limit sign on the eastbound Grundy Lane 
approach to the western project driveway. Improvements shall be fully funded by the 
project applicant. (Mitigation Measure XVl-1 ). 

12. Prepare a detailed construction plan identifying the schedule for major noise-generating 
construction activities. The construction plan shall identify a procedure for coordination 
with nearby noise-sensitive facilities so that construction activities and the event schedule 
can be scheduled to minimize noise disturbance. The plan shall stipulate the measure 
that result in compliance with the noise ordinance. 
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Fire 
30. Safety Plan for construction process to be approved by the Fire Marshal prior to building 

permit issuance. 
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number of truck trips required and the proposed haul routes. Final haul route within San 
Bruno shall be approved by the City Engineer. 

22. Grading plans with appropriate erosion control measures shall be required for the 
development. Grading plans shall show all adjacent properties sufficiently to assure that 
the proposed grading does not negatively impact adjacent lands and shall incorporate 
drainage features necessary to assure continued drainage without erosion and drainage 
entering from adjacent properties. 

23. A Storm Water Pollution Prevention Plan (SWPPP) shall be submitted to the City of San 
Bruno and the Regional Water Quality Board subsequent to the approval and issuance of 
grading and building permits, and prior to the approval of the Improvement Plans. 

24. Prior to the issuance of a grading permit, Applicant shall obtain from the California State 
Water Resources Control Board a General Construction Activity Storm Water Permit 
under the National Pollutant Discharge Elimination System (NPDES) if applicable. 
Applicant shall comply with all requirements of the permit to minimize pollution of storm 
water discharges during construction activities. The permit shall include any work by 
public and/or private utilities performing work on behalf of Applicant, if applicable. 

25. Temporary erosion control structures shall remain in place until the site is completely 
developed. A Maintenance Plan shall be submitted to the City Engineer indicating 
contractor responsibility for complying with the erosion control plan for the duration of the 
construction project. The Maintenance Plan shall include dust control, but is not limited to 
BMP's as outlined in the Storm Water Pollution Prevention Plan (SWPPP), and shall be to 
the satisfaction of the City of San Bruno and meet all Regional Water Quality Control 
Board (RWQCB) requirements. 

26. Applicant shall submit a complete Geotechnical analysis/report at the time of building 
permit submittal. Applicant shall implement the recommendations of a geotechnical report 
by a registered Geotechnical Engineer. The geotechnical investigation shall provide data 
to evaluate the geotechnical conditions of the site and provide seismic, landslide and 
mudslide evaluation and recommendations and recommendations for appropriate soil 
engineering to reduce seismic hazards. 

27. Prior to the issuance of any permits, certificates of insurance shall be provided to the City 
verifying that both the Applicant and any contractors have public liability insurance. The 
amount and type of insurance shall be reviewed by the City and shall be sufficient to 
cover damages that may result from construction and operations. The insurance limits 
shall be as required by the City Attorney. Combined single limit coverage and the policy 
shall be subject to review and approval of the City Attorney. 

28. Prior to building permit issuance the applicant shall hold a preconstruction conference 
with City staff. The Applicant shall arrange for the attendance of the construction 
managers, contractor, and all subcontractors who are responsible for installing public 
improvements, grading and erosion control measures. 

29. Haul routes within San Bruno for construction shall be reviewed and approved by the City 
Engineer, via the City's hauling permit process. 
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Ill.Improvement Plans 

Community Development Department 

1. The roof and site storm drain system shall be designed in accordance with the 2013 
California Plumbing Code, Chapter 11 

Public Services Department 
2. An improvement plan for public improvements shall be submitted by the Applicant to the 

City for review, comment and approval. The improvement plans shall include public 
streets, sidewalks, sewers, storm drains, water, electrical, streetlights, other utilities, and 
landscaping. 

3. Improvement Plans must be prepared pursuant to the City of San Bruno Municipal Code 
(Muni Code), State Law and Regulations and Standard Engineering Practice, where the 
Muni Code shall govern in the event of a conflict. 

4. Storm drainage improvements on private property shall be privately owned and 
maintained. Storm drain laterals, including those within the public right-of-way, shall be 
privately maintained, with responsibility terminating at connections to the public storm 
drain system. 

5. The street storm drain system shall be designed to withstand a 25-year storm. The 100 
year storm shall be contained within the right-of-way. 

6. Hydraulic calculations for design of the storm drain system prepared by a registered civil 
engineer shall be submitted for City review and approval at the time that the improvement 
plans are submitted. The Applicant's design professional shall evaluate the project's 
impact to the City's storm drainage system and shall substantiate their conclusions with 
drainage calculations to the satisfaction of the City Engineer. 

7. All project runoff shall be treated to meet C.3 requirements of the Municipal Regional 
Permit. 

8. Interceptors or other storm pollution control systems per NPDES requirements shall be 
installed for storm water from roadways that are not filtered by vegetated swale or other 
biological pretreatment facilities. 

9. A final hydrology and hydraulic report prepared by a qualified California Registered Civil 
Engineer shall be submitted to the City for review and approval to demonstrate full 
compliance with drainage system design requirement. Post-construction runoff into the 
storm drain shall not exceed pre-construction runoff levels. 

10. In conjunction with submittal of Grading Plans, the Applicant shall file a Notice of Intent for 
storm water discharge with the Regional Water Quality Control Board. A copy of the filing 
shall be submitted to the City Engineer as part of the required Improvement Plans for the 
site. 

11. Joint trenches under sidewalks shall include telephone, City of San Bruno (CSB) Cable 
TV, electrical, communication, and gas lines. The trench width and depth shall be to the 
standards of the utility companies and to the satisfaction of the City Engineer. 

12. Utility clearances between utility mains, CSB Cable TV, sewers, structures or other 
objects shall be to the satisfaction of the City Engineer and comply with San Bruno 
Standard Specification 33 10 50 of the City Standard Specifications. 
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Community Development Department 

1. The applicant shall implement the following dust control measures during all construction 
phases: 

a) Water all active construction area at least twice daily. 
b) Water or cover stockpiles of debris, soil, sand, or other materials that can be blown 

by the wind. 
c) Cover all trucks hauling soil, sand and other loose materials, or require all trucks to 

maintain at least two feet of freeboard. 
d) Pave, apply water three times daily, or apply (non-toxic) soil stabilizers on all 

unpaved access roads, parking areas, and staging areas at construction sites. 

IV. Construction Process 

Attachment G - Exhibit A 

13. Prior to approval of the improvement plans, the Applicant shall provide written approval of 
the development improvement plans from all affected utility companies, including, but not 
limited to, Pacific Gas and Electric, CSB Cable TV and Telephone demonstrating their 
review and approval of the proposed improvements. 

14. Applicant shall submit any project phasing with the Improvement Plans. 

15. Applicant shall indicate the number of sewer laterals required for the Project. Laterals are 
considered at the discretion of the City Engineer. 

16. Any plans shall be prepared to standard engineering practice and the City of San Bruno 
Municipal Code (Muni Code). In the event of conflict, the Muni Code shall govern unless 
approved by the City Engineer. 

17. All Improvement Plans for work within the public right-of-way shall be submitted on 
22"x34" standard plan sheets. Scale shall be sufficiently large for clarity and review. Street 
Improvement Plans and Profiles shall have a minimum of 1 "=20' scale. The Site Plan and 
Grading Plans shall have a minimum scale of 1"=40'. 

18. The Applicant shall submit engineered Improvement Plans (including specifications & 
engineers cost estimates) for approval by the City Engineer, showing the infrastructure 
necessary to serve the Development. The Improvement Plans shall include, but are not 
limited to, all engineering calculations necessary to substantiate the design, proposed 
roadways, drainage improvements, utilities including City Cable TV service, traffic control 
devices, retaining and/or sound walls, waterlines, sanitary sewers, and storm drains, 
street lighting, common area landscaping and other project improvements. 

19. The Applicant shall provide, as part of its Improvement Plans submittal and/or building 
plan submittal, detailed structural calculations and design details for retaining walls and 
sound walls, which may be constructed as part of the Project. Walls shall incorporate 
drainage features recommended in the geotechnical report to ensure proper drainage. 
The aesthetic design shall be to the satisfaction of the Planning Director. The structural 
and drainage design shall be to the satisfaction of the City Engineer and Building Official. 

Community Services Department 
20. The use of irrigation for landscape improvements shall contain either drip irrigation or low 

flow overhead sprinklers. All trees shall be irrigated by bubblers. Trees and shall be 
irrigated on a separate valve than other plant material. All irrigation valves shall contain a 
gate valve prior to the valve to allow for isolation and valve maintenance. 



Page 12of15 
Attachment G - Exhibit A 

2. Pursuant to State Health and Safety Code §7050.5 (c) State Public Resources Code 
§5097.98, if human bone or bone of unknown origin is found during construction, all work 
shall stop in the vicinity of the find and the San Mateo County Coroner shall be contacted 
immediately. If the remains are determined to be Native American, the coroner shall notify 
the Native American Heritage Commission who shall notify the person believed to be the 
most likely descendant. The most likely descendant shall work with the contractor to 
develop a program for re-internment of the human remains and any associated artifacts. 
Additional work is not to take place in the immediate vicinity of the find, which shall be 
identified by the qualified archaeologist, until the identified appropriate actions have been 
implemented. All fees associated with the services of the qualified archaeologist shall be 
paid by the project applicant. (Mitigation Measure V-2). 

3. During construction, the project contractor shall ensure that all fills are completely 
removed from within building areas and proposed site retaining wall areas and to a lateral 

. distance of at least five feet beyond the building or retaining wall footprint, or to a lateral 
distance equal to fill depth below the perimeter footing, whichever is greater. 

Provided the fills meet the "Material for Fill" requirements set forth in the Geotechnical 
Investigation prepared for the proposed project by Cornerstone Earth Group, the fills may 
be reused when backfilling the excavations. The fills are anticipated to be acceptable for 
reuse based on review of the soil boring samples collected on-site. However, if materials 
are encountered that do not meet the requirements (e.g., debris, wood, trash), such 
materials should be screened out of the remaining material and be removed from the site. 

Backfill of excavations shall be placed in lifts and compacted in accordance with the 
"Compaction" recommendations in the Geotechnical Investigation. Fills extending into 
planned pavement and flatwork areas may be left in place provided they are determined 
to be at a low risk for future differential settlement and that the upper 12 to 18 inches of fill 
below pavement subgrade is re-worked and compacted in accordance with the 
Compaction recommendations. (Mitigation Measure IV-1 ). 

4. During construction, the project contractor shall ensure the following (Mitigation Measure 
Xll-1 ): 

a) Equipment and trucks used for project construction shall utilize the best available 
noise control techniques (e.g., improved mufflers, equipment redesign, use of intake 
silencers, ducts, engine enclosures, and acoustically attenuating shield or shrouds, 
wherever feasible. 

e) Sweep daily (with water sweepers) all paved access roads, parking areas, and 
staging areas at construction sites. 

f) Sweep streets daily (with water sweepers) if visible soil material is carried onto 
adjacent public streets. 

g) Hydroseed or apply (non-toxic) soil stabilizers to inactive construction areas 
(previously graded areas inactive for ten days or more). 

h) Enclose, cover, water twice daily, or apply (non-toxic) soil binders to exposed 
stockpiles (dirt, sand, etc.). 

i) Limit traffic speeds on unpaved roads to 15 miles per hour. 
j) Install sandbags or other erosion control measures to prevent silt runoff to public 

roadways. 
k) Replant vegetation in disturbed areas as quickly as possible. 
I) Consult with the BAAQMD to ensure that construction work is conducted in 

accordance with BAAQMD rules and regulations. 
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V. Prior to Occupancy 

Community Development Department 

1. The applicant shall meet with staff and Recology regarding regularly scheduled trash, 
recycling, and compost collection. 

2. A Temporary Certificate of Occupancy (TCO) may be applied for by formal request to the 
Building Official for: Stocking, Training and/or installation of fixtures, furniture and 
equipment (FF&E). 
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b) Impact tools (e.g., jack hammer, pavement breakers and rock drills}, if any, used for 
project construction shall be hydraulically or electrically powered wherever possible 
to avoid noise associated with compressed-air exhaust from pneumatically powered 
tools. However, where use of pneumatic tools is unavoidable, an exhaust muffler on 
the compressed-air exhaust shall be used; the muffler could lower noise levels from 
the exhaust by up to about 10 dBA. External jackets on the tools themselves shall be 
used where feasible, which could achieve a reduction of 5 dBA. Quieter procedures 
shall be used, such as drills rather than impact equipment, whenever feasible. 

c) Stationary noise sources shall be located as far from sensitive receptors as possible, 
and shall be muffled and enclosed within temporary sheds and insulation barriers, or 
other measures shall be incorporated to the extent feasible. 

5. Given the Bayhill Office environment and the project's close proximity to Interstate 380, 
General construction hours for all exterior work {foundation, exterior walls, roof, etc.) shall 
be limited to between the hours of 7:00 am - 6:00 pm. For all interior work (mechanical, 
electrical, plumbing, etc.) General construction hours shall be limited to between the hours 
of 7:00 am - 10:00 pm. (Condition is under review and may be modified). 

Public Services Department 

6. Traffic control, regulatory, warning, guide signs and markings (including fire hydrant 
pavement markers) shall be installed in conformance with the California Manual of 
Uniform Traffic Control Devices, and as directed and approved by the City Engineer. 

7. City streets shall not be closed during construction of the project. 

8. Applicant shall coordinate installation of stormwater treatment measures with the City and 
shall arrange to have a City Inspector or designated third party inspector present at the 
time of installation. Applicant shall be responsible for all fees associated with special 
stormwater inspections during construction. 

9. Applicant shall arrange and pay for final inspection of installed treatment measure by 
City's third part inspector within 45 days of installation or project construction completion, 
whichever comes first. 

10. Continuous site inspection shall be provided by a Geotechnical Engineer at the 
Applicant's expense during trenching and backfill operations. The Geotechnical Engineer 
shall take compaction tests, and shall submit test results to the Public Services 
Department. 

Fire Department 

11. Fire department access shall be maintained at the site throughout construction, with a 
minimum of 20 feet of width. 
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VI. On-Going 

Community Development Department 

1. All trash, recycling, and composting bins shall remain inside of the trash enclosure located 
at the rear of the site until the time of collection. At no time shall trash, recycling, or 
composting bins be stored within the public right-of-way, or be visible from the public right 
of-way. 

2. Applicant shall comply with all requirements of San Bruno Municipal Code Chapter 5.16 
regarding procedures for regulating and abating graffiti. Applicant shall install measures 
reasonably related to the control of graffiti and/or the mitigation of the impacts of graffiti, 
including, without limitation, the following: 
a) Applicant or owner shall immediately remove any graffiti at the property; 
b) Right of access by City forces to remove graffiti; 
c) Application, installation and/or use of anti-graffiti materials to the surface or structure 

such as anti-etching films or anti-graffiti paints; 
d) Installation and use of landscaping so as to screen or to provide a barrier to the 

surface or structure; 
e) Installation and use of additional lighting; 
f) Building design modifications or changes to surface or structure; and 
g) Applicant or permittee shall supply the City with sufficient matching paint and/or anti 

graffiti material on demand for use in the abatement of graffiti by City forces. 

3. The applicant shall implement the Transportation Demand Management plan approved by 
the City Council. On an annual basis all tenants shall submit a report to the Community 
Development Department for the first five years, and every other year thereafter, 
describing the on-going implementation of the Transportation Demand Management 
measures selected for the project. Any changes to the Transportation Demand 
Management plan shall require approval in writing from the Community Development 
Director. 

4. All required means of egress and disability accessibility shall be continuously maintained. 

3. Owner of building shall apply for a Certificate of Occupancy (C of 0) from the Building 
Official after Final Building Approval is obtained. 

Public Services Department 

4. Prior to project acceptance by the City, the Applicant shall retain a Civil Engineer to 
prepare "as-built" or "record" drawings, and the drawing shall be submitted in AutoCAD 
and PDF formats. 

5. Prior to project acceptance by the City, the Applicant shall prepare "Maintenance and 
Responsibility" drawings and shall be submitted in AutoCAD and PDF formats. 

6. For all work to be dedicated to the City, Applicant shall provide six printed copies and one 
digital copy of any operations and maintenance manual with all certifications, warranties, 
guarantees, and proof of payment to outside agencies. 

7. Upon completion of construction, the Applicant shall repair any public improvements 
damaged by construction operations to the conditions existing prior to project construction 
and to the satisfaction of the City Engineer. 
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Public Services Department 

5. Property Owner shall be responsible for conducting all servicing and maintenance as 
described and required by the stormwater treatment measure Maintenance Plan(s). 
Maintenance of all site design and treatment control measures shall be the owner's 
responsibility. 

6. Approved Maintenance Plans shall be kept on-site and made readily available to 
maintenance crews. Maintenance plans shall be strictly adhered to. 

7. By April 1 each year, Maintenance Inspection and Servicing Reports for the stormwater 
treatment systems shall be submitted to the City for the previous calendar year (January 1 
through December 31 ). 

8. Site access shall be granted to representatives of the City, the San Mateo County 
Mosquito and Vector Control District, and the Water Board, at any time, for the sole 
purpose of performing operation and maintenance inspections of the installed stormwater 
treatment systems. A statement to that effect shall be made a part of the Maintenance 
Agreement recorded for the property. 

9. Property Owner shall be required to pay for all municipal inspections of installed 
stormwater treatment systems as required by the Regional Water Quality Control Board or 
the City. 

10. The Applicant and its successors shall be responsible for maintenance of the sewer 
lateral up to the proposed manhole on Grundy Lane 

Fire Department 
11. Required means of egress shall be continuously maintained free of obstructions. 



RB Asked if Public Services was satisfied with the landscaping in the rear of the buildinq (south elevation). 

The applicant was represented by Charles Smyth (CS), Market Street Development, LLC and David Kim 
(DK), Architect Harriman Kinyon. 

ATTACHMENT H 

PB and OW presented the staff report memo. 

1. Roof design for the tower element in the northeast corner (towards White Way and San Bruno 
Avenue). 

2. Landscaping. 
3. Screening of rooftop mechanical equipment. 
4. Location of electric charging station. 

At its November 3, 2015 meeting, the Planning Commission recommended approval of a proposal to 
demolish the existing medical office building on the site and construct a new 15,233 square foot 
medical office building with 43 parking spaces per Chapters 12.96.020, 12.136, 12.108, 12.52, and 
12.96.190 of the San Bruno Municipal Code. Charles Smyth, Market Street Development. LLC 
(Property Owner) (Owner/Applicant) ZA-15-001, PDP-15-003, AR-15-005. The project required 
amending the Zoning Code to change from Administrative and Research (A-R) District to Planned 
Development District (P-D); a Planned Development Permit (P-D-P); an Architectural Review Permit, 
and a Lot Line Adjustment. In addition to recommending approval of the project, the Planning 
Commission requested further review and refinement by the Architectural Review Committee for the 
project to address four specific design matters involving the following: 

ROLL CALL - Biasotti, Chase, Sammut (RB, KC, JS) 

A. 841 San Bruno Avenue West (APNs: 020-072-290, 020-072-330) 
Zoning District: A-R (Administrative and Research) 
General Plan Classification: Transit Oriented Development 
Transit Corridors Plan: El Camino Character Area 
Recommended Environmental Determination: 
An Initial Study/Environmental Checklist was prepared which confirmed that the proposed project 
would not result in any new or substantially more severe significant environmental effects than those 
analyzed in the earlier CEQA document. Accordingly, the previously certified Transit Corridors Plan 
EIR adequately describes the proposed project for the purposes of CEQA. 

The Architectural Review Committee met Thursday, November 12, 2015 at 6:00 P.M. at City Hall, 
Conference Room 101. Staff present: Paula Bradley (PB), Contract Associate Planner; Matt 
Neuebaumer(MN), Associate Planner; Michael Smith (MES), Senior Planner, and David Weltering (OW), 
Community Development Director 

Meeting location: City Hall, Conference Room 101, 567 El Camino Real, San Bruno 

MINUTES 
ARCHITECTURAL REVIEW COMMITTEE 

November 12, 2015 
6:00 p.m. 

Mary Lou Johnson, Chair 
Kevin Chase. Vice Chair 

Rick Biasotti 
Marie Kayal 

Sujendra Mishra 
Perry Petersen 

Joe Sammut 

"The City With a Heart" 



MES responded that the FAR differs based upon the lot slope. 

JS Asked why the project is not subject to a .55 FAR? 

MES presented the staff report. Staff's recommendations were incorporated into the plans by the applicant; 
therefore, the staff recommendation did not include any conditions of approval. 

B. 1801 Cedarwood Court (APN: 020-021-370) 
Zoning: R-1 (Single-Family Residential) 
Recommended Environmental Determination: Categorical Exemption 
Request for a Use Permit to allow the construction of a 510 square foot addition which would increase 
the gross floor area of the existing home above the maximum permitted floor area ratio for the district 
per Sections 12.200.030.B.2 and 12.200.080.A.3 of the San Bruno Municipal Code. David Hirzel 
(Applicant) Jesus and Maria Ontiveros (Owners) UP-15-021. 

Motion Passed 3~0. 

RB Motion to approve ARC15-005 with the flat roof form for the tower element, an Electric Vehicle Charging 
Station installed in parking space no. 15 and conduit only shall be installed to the other Clean Air Vehicle 
spaces Nos. 13 and no 14. The revised plans were approved as presented (including the front entry 
vestibule, planters on the west elevation, landscaping and the trellis on the south elevation), with conditions 
that the staff approve the planters as part of the final landscaping plan approval and standard condition 
requiring screening of rooftop mechanical equipment with no further recommendations. 

No public comments were submitted or made. 

OW This would be added as a condition of approval as part of condition No.34. 

CS Agreed it would be cheaper to run conduit and agreed that applicant would do so. 

JS If future EVC stations were needed it would be cheaper to add conduit at the time of construction. 

DK 85-90% of vehicles can charge in 1.5 hours. The electric charging station(s) would likely be used by 
employees and not patients. 

JS How long would it take to charge a vehicle the electric vehicle charging (EVC) station. 

DK Patients are typically at the clinic for three hours. 

JS Asked how long the typical patient is at the clinic. 

OW Staff will work with the applicant to finalize the planter design as part of the final landscaping plan as a 
condition of approval. 

PB The planters were proposed with brick veneer and could be reduced in height and number to be approved 
by staff as part of a condition of approval. 

KC Asked if the planters on the west elevation had no specific design. 

OW Responded that they were satisfied. 

Architectural Review Committee Meeting 
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(A companion request for a Zoning Text Amendment and Planned Development Permit will be 
analyzed as the project moves forward to the Planning Commission and City Council). 

0. 1250 Grundy Lane (APN: 020-011-290) 
Zoning: P-D (Planned Development) 
Recommended Environmental Determination: A draft Initial Study/Mitigate Negative Declaration has 
been completed for the proposed project. 
Request for an Architectural Review Permit to allow the construction of a new 67,586 square foot 
office building with 215 parking spaces per Chapter 12.108 of the San Bruno Municipal Code. 
NewGround (Applicant), San Francisco Police Credit Union (Property Owner). 

Motion Passed 3-0. 

M/S KC/RB Motion to approve UP15-020, based on Findings of Fact 1-6, with a recommendation to add an 
architectural feature to the side elevations to "break up" the two-story facade. 

No other public comments were submitted or made. 

Sponsor Finding #2 in the staff report contains references to a use permit for parking which is incorrect. 

JS Commented that he likes the addition - it is well done. 

KC Don't we normally require some sort of architectural feature to break up two-story walls? 

MES Yes, for a distance of approx. 30' with a window at the upper floor. 

KC Is the west elevation on the same plane? 

MES presented the staff report. Staff's recommendations were incorporated into the plans by the 
applicant, therefore; the staff recommendation did not include any conditions of approval. 

C. 151 Portola Way (APN: 020-351-120) 
Zoning: R-1 (Single-Family Residential) 
Recommended Environmental Determination: Categorical Exemption 
Request for a Use Permit to allow the construction of a one story vertical addition and a one story rear 
horizontal addition that would in total add 997 square feet of floor area to the existing dwelling thereby 
increasing its floor area by more than 50% (59% ), per Section 12.200.030.B.1 of the San Bruno 
Municipal Code. Randall and Bridgett Weaver (Applicants and Owners) UP-15-020. 

Motion Passed 3-0. 

JS Motion to approve UP15-021, based on Findings of Fact 1-6, with no recommendations. 

No other public comments were submitted or made. 

MES No. This will be corrected. 

KC asked whether the table on page 3 of the staff report is accurate because it indicates that the project 
would provide four parking spaces? 

JS Commented that the project is well integrated into the existing building and nicely done. 

Architectural Review Committee Meeting 
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OW noted that they would like to remove the pole sign, but it is located on an adjacent property. 

KC noted that he supports staff's recommendation to include a more decorative design for the trash 
enclosure and ground mounted generator enclosure. 

OW recommended that the applicant provide additional examples of retaining wall finishes for further staff 
review. 

OW informed the committee members that staff recommends incorporating a retaining wall that was more 
compatible and would blend in better with the exterior of the proposed building. 

KC asked staff what the overall concern was regarding the proposed retaining walls. 

OW indicated that the proposed design has evolved overtime and that he and their clients are satisfied with 
the rear elevation. 

RB asked OW if he was satisfied with the rear elevation. 

OW indicated that there would not be access to the roof from the second floor. 

Commissioner Marie Kaya! (MK) asked whether there would be access to the front roof area from the second 
floor. 

OW presented a tinted window sample. Staff and the Committee members supported the use of proposed 
GFRC wall panels and window tint. 

OW presented updated material samples of the proposed wall panels, which would consists of a glass fiber 
reinforced concrete (GFRC) precast finish. 

OW presented to the Architectural Review Committee noting that all roof top equipment would be screened 
with aluminum panels that would match the exterior appearance of the building but that staff needed to 
evaluate the reflectivity of the proposed aluminum panels. CDD-DW requested that the project applicant 
provide the specifications for the proposed aluminum panels for further staff review. 

The applicant was represented by Janet Goodman (JG), Dean Wilcoxen (DW), and Eddie Young (EY). 

MN presented the staff report with the following staff recommendations: 
• Specify finishing materials for proposed mechanical screening. Staff recommends incorporating a 

finishing material that matches the proposed exterior finishes of the building (Trespa Meteon, 
Aluminum Wall Panels, or GFRC). 

• Incorporate decorative screening for the trash enclosure and ground mounted generator screening 
that is compatible with the exterior materials of the building. Consider incorporating a green screen to 
further screen the trash enclosure and ground mounted mechanical equipment from public view. (MN 
distributed an example of decorative screening). 

• Staff recommends that the proposed retaining walls and garage wall incorporate a high quality, 
decorative design, with an attractive cap element. 

• Provide an updated detail for all proposed signage that includes the overall depth. Lastly, staff 
recommends the existing free-standing pole sign, which was previously used for the former 
restaurant, be removed. 

• Specify whether windows will be tinted. If so, submit samples of window tinting for staff review. 

Architectural Review Committee Meeting 
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KC asked what the concern was about the roof. 

JM presented the project. 

OW presented recent development regarding a meeting that the City and project representatives recently had 
with airport officials concerning the roof height. 

PB presented the staff report, including staff recommendations. 

The applicant was represented by Jeffrey MacAdam (JM), Architect Architectural Dimensions and Steve 
Pieters (SP), OTO Development, LLC. 

(A companion request for a Planned Development Permit, Conditional Use Permit, and Lot Line 
Adjustment will be analyzed as the project moves forward to the Planning Commission and City 
Council). 

A. Crossing Hotel Project (APNs: 020-013-250, 202-013-260) 
Zoning: P-D (Planned Development) 
Recommended Environmental Determination: A draft El R addendum to the Navy Site Specific Plan 
El R has been prepared for the proposed project. 
Request for an Architectural Review Permit to allow the construction of five-story, 7 4-foot high, 152- 
room hotel, with 3,000 square feet of meeting/banquet space and below grade parking pursuant to 
Chapter 12.96.190 of the San Bruno Municipal Code. OTO Development, LLC {Applicant) AR15-002. 

Motion Passed 3·0 

• Provide reflectivity specifications for the proposed aluminum roof screening material. 
• Incorporate decorative screening for the trash enclosure and ground mounted generator screening 

that is compatible with the exterior materials of the building. Consider incorporating a green screen to 
further screen the trash enclosure and ground mounted mechanical equipment from public view. 

• The proposed retaining walls and garage wall shall incorporate a high quality, decorative design, with 
an attractive cap element. Provide additional retaining wall material finishes for further staff review. 

• Provide an updated detail for all proposed signage that specifies the overall depth. 
• Update the color renderings to accurately reflect proposed landscaping. 

MIS Biasotti/Chase that the Architectural Review Committee forward the project to the Planning Commission 
with the following recommendations: 

OW noted that the color renderings would be updated. 

KC noted that the trees were too white, and that the color renderings should be revised to reflect actual 
conditions. 

MN noted that the three trees represented within the color rendering along the west side elevation are 
Chinese Fringe trees, which are white. 

JS questioned why the color rendering includes white trees along the west side elevation. 

DW indicated that the removal of the pole sign should be handled as a separate matter. 

Architectural Review Committee Meeting 
November 12, 2015 
Page 5 of 7 



DW asked the members to speak concerning the City's consultant, Larry Cannon's comments and staff's 
recommendations related to site planning and architectural design by line item. 

1. Provide further operational information regarding the garage areas to be set aside for valet parking, 
and whether any guest self-parking spaces are being provided. 

No changes recommended. 

2. Extend the current disabled access pedestrian aisle through the central block of parking on both 
levels of the garage. 

Not an issue, no recommendations. 

3. Provide metal canopies with larger overhangs at the building top consistently around all sides of the 
structure with special emphasis at the building's north entry facade. 

KC The building is missing some architectural interest in some areas. 

JS Extend the deep overhang at the tower across the front of the building. 

JM Suggested more relief for the stone area around the middle windows. Some are punched, have 
shadows, variation with two to three types of windows. Recesses are four inches on the north 
elevation, and six to eight inches on the east elevation and less in the courtyard and 1-380. 

RB Satisfied with the architectural details except for the front entry. It's a little flat across the front roof 
line. Front overhang and front windows need some depth, come back to ARC with changes. 

JS only minor changes are needed 

4. Provide very deep recesses for all of the windows on the north entry fa9ade. 

OW Recesses are minimal - need recesses for all windows including adding recesses on windows in 
the courtyard. 

5. Provide projecting balconies or faux balconies on the north entry facade. 

JS Not interested in balconies, no recommendations. 

6. Provide projecting trim above the top floor windows on the north entry facade, 

7. Provide substantial projection of the stone facing on the north entry facade on floors three through 
five. 
No changes or recommendations. 

8. Use a second accent color of the limestone to add visual richness at the entry. 

RB, JS, Not an issue, nor recommendation. 

9. Provide a light standard option to better fit in with the context of The Crossing. Provide the height of 
the light poles colors with the specifications. 

JM Difficult to find light standards with the correct lighting photometrics. 

JS Provide two or three options for light standards. 

10. Pathway lighting shall be incorporated into the lighting plan for more pleasant walkways. 

KC, RB, JS No pathway lighting recommended. 

11. Staff is recommending additional landscaping in Parcel A. to screen the parking area along El Camino 
Real. 

DW responded that the project will come back to the ARC prior to going to the Planning Commission with a 
revised roofline for the east elevation which is needs to be lower. 
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David Waitering, Secretary to the Planning Commission 
City of San Bruno 

The meeting adjourned at 9:30 p.m. 

Motion Passed 3~0 

M/S Biasotti/Chase to recommend bring the application back to the ARC on December 10, 2015, for further 
consideration with the following recommendations: 

No public comments were submitted or made. 

OW Come back to the ARC with changes to add visual interest and architectural detail to the west elevations. 

JM There is an issue with adding landscaping and trees in Parcel A due to sewer in this area. 

RB Does not want to hide the development. 

OW Recommend Come back with elevations/renderings with landscaping particularly for the vehicles 
parked perpendicular to El Camino Real. 

KC (West elevation) - architectural details are needed. 

JS Can guests see across the courtyard into the opposite windows. 

JM Courtyard windows have drapes and are at an angle. 
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TEL: 415.331.3795 
CDGPLAN@PACBELL.MT 

700 LARKSPUR LANDING CIRCLE. SUITE 199. LARKSPUR. CA. 94939 

ATTACHMENT I 

NEIGHBORHOOD CONTEXT 
TI1e sire is located between Highway 380 and Grundy Lane. Nearby development is dominated by contemporary office buildings 

ranging in height from three to six stories and their related surface parking lots. Photographs of the site and surrounding develop 
ment are shown on the following page. 

I reviewed the drawings, and visited the sire. My comments are as follows: 

Dear Matt: 

September 21, 2015 

Mr. Matthew Neuebaurner 
Department of Community Development 
Citv of San Bruno 
56l El Camino Real 
San Bruno, CA 94066 

RE: 1250 Grundy Lane 

URBAN DESIGN PLANNING ARCHITECTURE 



700 LARKSPUR LANDING CIRCLE. SUITE 199. LARKSPUR. CA. 94939 

Nearby office building to the west 

Nearby office building to the south 

CANNON DESIGN GROUP 

Nearby office building to the west 

Immediately adjacent building to the right on Grundy Lane 

View to the site from Highway 380 

View to the site from Grundy Lane 

1250 Grundy Lane 
September 21, 2D15 Page 2 



Proposed East Elevation 

700 LARKSPUR LANDING CIRCLE_ SUITE 199 . LARKSPUR. CA. 94939 CANNON DESIGN GROUP 

Proposed West Elevation 

Proposed North Elevation (Highway 380) 

Proposed South Elevation (Grundy Lane) 

CONCERNS AND RECOMMENDATIONS 
Overall, the design of the project is well done, and suitable to the neighborhood context. The design is contemporary in 
style, and urilizes a blend of high quality mare rials, as shown in the proposed elevations below. 

1250 Grundy Lane 
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1. "The parking immediately adjacent to Grundy Lane cuts into the landscaping between the sidewalk and the parking 
lot. In general, there appears to have been a strong effort in this office park to provide a sized green visual buffer 
berween the parked cars and the street. 

2. Pedestrian circulation between the north parking lot and the main building enuy is not convenient, and has the 
potential for pedestrian/vehicle conflicts. 

3. The dead end parking aisle in the north parking lot is undesirable unless all parking in the lot is reserved, and ef 
fectively signed ro alert visitors since no turn-around space is provided. 

4. Some landscape buffering would be desirable on the north side of the building. 

Parking space 
disrupts landscape 

continuity along 
street edge 

I 
L-. -I 

Pedestrian circulation from parking lot to entry .. 
is not convenient and has substantial potential ,-_,,~\. 
for pedestrian/vehicle conflicts ~ j 

4-l,__--1Some landscape buffering 
would be desirable 

. 
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-:------1 :-: . 
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-~ . lJ] . ... - [·:=! -.~urn 
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SITE PLAN 

The building elevations are good, and I have no recommendations for changes to them. There are a few site plan and 
garage issues that staff may wish to discuss further with the applicant. 

1250 Grundy Lane 
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I
( 

1/~ ! I I \ '·'H. . 

Provide special paving to highlight pedestrian 
circulation from parking lot to entry 

Recommendations: 

1. Eliminate one parking space along the Grundy Lane fromage to allow a more adequate landscape buffer between 
the parking lot and the street, 

2. Clarify where employees and visitors will park and how they will enter the building. Provide a pedestrian link 
through the line of parked cars immediately adjacent to the building, and provide a distinctly paved area with a 
minimum width of at least 4'-0" to set pedestrian movements apan from the moving vehicles. Given the limited space 
available, the pedestrian path will probably need to be at the same elevation as the driveway to maintain the minimum 
driveway width of26'-0". 

3. Provide a dedicated rum-around space ar the dead end aisle in the north parking lor. Additionally, provide a partial 
hammerhead (5'-0" x 15'-0" minimum) at the eastern mosr edge of the north parking lor. 

4. Add landscaping on the north side of the building. Since this area is over the parking structure, it would probably 
need to be in elevated planter areas. 

1250 Grundy Lane 
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1. There are two dead end aisle on the upper parking level and one on the lower level. This would be very undesirable 
unless all parking along those dead end aisles were reserved spaces. 

2. Access from parking spaces on the east side of the garage to the main elevators serving the building lobby is not 
convenient, requiring movement between parked cats or a long route to the end of the garage. 

3. The elevator at the northerly part of the garage opens into the main work areas above. Some clarification as to who 
will use this elevator (i.e., employees only by key operation or also visitors to the building) would be desirable. 

I: a· _1 ' - ----...4------ 
=~;--~·==~-~--~-~-~-==T~-=- ===r====~~~~r -· . -: -- -~1~-~-~ ~r- 

t 
Access to elevators 
serving lobby are 
inconvenient 

' ..... 
I 
I 

~Note: This elevator opens 
• I into interior office space 
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; 

Dead end parking aisles 
without turn-around 
space are undesirable 
unless assigned parking 

GARAGE PLANS 
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Larry Cannon 

Sincerely, 
CANNON DESIGN GROUP 

Matt. please let me know if you have any questions, or need anything further at this rime. 

' -r-· 

•--~I 
! ·i •••4•••!' I 

-1=11T~r-~· --~r~-IT~ ~ 
·--·-·- ' -~ ~·~-~1--~~- -----i +- r Provide better pedestrian link 

~ to elevators serving the lobby 

-+ I I ~·- ~:o--··11 
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Provide dedicated 
turn around spaces 
at deads end aisle 

1. Provide dedicated vehicular [Urn around spaces at the end of all dead end drive aisles. 

2. Provide a better pedestrian link between the spaces on the east side of the garage and the elevators serving the main 
enrry lobby. 

Recommendations: 
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Prepared by: Mark D. Crane, P .E. 
California Registered Traffic Engineer (#1381) 
CRANE TRANSPORTATION GROUP 
2621 E. Windrim Court 
Elk Grove, CA 95758 
(916) 647-3406 

Prepared for: SAN FRANCISCO POLICE CREDIT UNION 

ATTACHMENT J 

January 14, 2016 

TRANSPORTATION DEMAND MANAGEMENT 
(TDM) PLAN FOR THE PROPOSED 

SAN FRANCISCO POLICE CREDIT UNION 
OFFICE AT 1250 GRUNDY LANE IN 

SAN BRUNO, CALIFORNIA 
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• Providing bicycle lockers and showers. 
• Promoting flextime for workers. 
• Preferential parking for carpoolers. 

The San Francisco Police Credit Union proposed 1250 Grundy Lane office TDM plan is 
presented in Table 1. Measures are listed along with the level of participation and their resultant 
trip reduction credits. These measures have been selected from the complete list of potential 
C/CAG TDM programs and their trip reduction credits as listed in the Appendix. The 1250 
Grundy Lane office TDM plan is proposing to use 12 of these measures because only some are 
appropriate for a building the size of the proposed project. A summary of measures included in 
the project TDM plan is listed below. 

IV. TDMPLAN 

The proposed project is locate within the BayHill Office Park in San Bruno, which is just west of 
El Camino Real (State Route 82) and just south of the I-380 freeway. There is frequent bus 
service along El Camino Real as well as shuttle bus service between the BayHill Office Park and 
nearby Caltrain and BART stations. 

III. PROJECT LOCATION 

The City of San Bruno uses the C/CAG TDM plan requirements, measures and their associated 
trip reduction credits. 

A TDM plan is required by the San Mateo County Congestion Management Agency (C/CAG - 
City/County Association of Governments) whenever peak hour trip generation is projected to 
exceed 100 trips. The TDM plan typically consists of a variety of measures, each one having a 
certain number of associated trip credits. The objective is to provide enough measures such that 
the accumulated trip credits will add up to the maximum peak hour trip generation during the 
day. In the case of the San Francisco Police Credit Union project, that is 125 trips during the PM 
commute peak hour - or - the requirement for 125 trip reduction credits to be produced by the 
TDMplan. 

II. TRANSPORTATION DEMAND MANAGEMENT PLAN 
REQUIREMENTS 

This document presents the Transportation Demand Management (TDM) plan for the proposed 
San Francisco Police Credit Union office to be located at 1250 Grundy Lane in San Bruno, 
California. The office would be 67,586 square feet in size and ultimately accommodate up to 
210 employees. The projected two-way trip generation would be 115 trips during the weekday 
AM peak hour and 125 trips during the weekday PM peak hour. 

I. INTRODUCTION 
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This Report is intendedfor presentation and use in its entirety. together with all of its supporting exhibits, schedules, and 
appendices. Crane Transportation Group will have no liability for anv use of the Report other than in its entiretv, such as 
providing an excerpt to a third party or quoting a portion of the Report. If you provide a portion of the Report to a third party, 
you agree to hold CTG harmless against any liability to such third parties based upon their use of or reliance upon a less than 
complete version of the Report. 

Table 1 also provides the trip reduction credits that would be anticipated over the first 10 years 
of operation (2018 to 2027) since the number of employees will start at less than 50 percent and 
gradually increase to full occupancy. The TDM table illustrates the measures which will be 
implemented immediately, and the measures where participation will grow over time. 

The maximum anticipated initial occupancy is 140 people (80 credit union employees and 60 
tenants) or about two-thirds the number of the ultimate development. Because the proposed 
TDM plan is designed to provide enough trip reduction credits for the ultimate 210 employees, 
there will initially be some plan measures that won't experience full participation due to the lack 
of employees, such as subsidizing transit tickets and bicycle riders, purchasing shuttle seats or 
utilizing all provided bike riding facilities. Therefore, the full TDM plan will be phased in over 
time with ultimate utilization of all measures at the time of maximum employment. 

Though the ultimate occupancy capacity for the building at 1250 Grundy is 210 employees, San 
Francisco Police Credit Union will initially occupy only 2 of the 3 floors with their operations 
and house roughly 70-80 full-time employees when the building opens in 2018. The first floor 
of the building will be built as "shell space" and subsequently leased to a tenant. The anticipated 
occupancy for the first floor, which will initially be occupied by a tenant is 50-60 people. It is 
expected that the credit union will grow into their space year-by-year and reach the full 
occupancy of each floor, and the building as a whole, by the year 2028. 

V. TDM PLAN PHASING 

As presented in Table 1, at full project occupancy the proposed TDM plan would provide more 
than the required 125 trip reduction credits, more than offsetting the anticipated maximum 
commute period peak hour traffic expected from the project at buildout. 

• Subsidizing transit tickets and bicycle riders. 
• Purchasing shuttle bus seats. 
• Providing amenities within the building to reduce trips and provide added security. 
• Regular surveying of employees to determine commute methods and ways to reduced 

auto use. 
• Working with the Alliance to develop and employ a Transportation Action Plan. 
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San Mateo C/CAG 
Transportation Demand Management Program 

Measures and Trip Credits 

Appendix 



The Congestion Management Program roadway network includes all state highways and 
selected principal arterials. When considering lane! use projects, local jurisdictions may either 
require that mitigation for impacts to the Congestion Management Program roadway network be 
finally determined and imposed as a condition of approval of the project, or may conditionally 
approve such project, conditioned on compliance with the requirements to mitigate the impacts 
to the Congestion Management Program roadway network. In those instances where conditional 
approval is given, a building permit may not be issued for the project until the required 
mitigation is determined and subsequently imposed on the project. 

Local jurisdictions must ensure that the developer and/or tenants will reduce the demand for all 
new peak hour trips (including the first 100 trips) projected to be generated by the development. 
The local jurisdiction can select one or more of the options that follow or may propose other 
methods for mitigating the trips. It is up to the local jurisdiction working together with the 
project sponsor to choose the method(s) that will be compatible with the intended purpose of the 
project and the community that it will serve. The options identified in these guidelines are not 
intended to limit choices. Local jurisdictions are encouraged to be creative in developing options 
that meet local needs while accomplishing the goal of mitigating new peak hour trips. The 
additional measures that are not specifically included in these guidelines should be offered for 
review by C/CAG staff in advance of approving the project. Appeals to the decisions by C/CAG 
staff will be taken to the full C/CAG Board for consideration. 

These guidelines are not intended to establish a Countywide threshold of significance of 100 
peak hour trips for CEQA purposes. The determination of what level of traffic results in a 
significant impact is left in the first instance to the local jurisdiction. These guidelines do 
contemplate, however, that all trips resulting from projects that are reviewed by C/CAG and fall 
under these guidelines will be mitigated, whether or not it rises to a level of significance under 
CEQA. 

Al I land use changes or new developments that require a negative declaration or an 
Environmental Impact Report (EIR) and that are projected to generate a net (subtracting existing 
uses that are currently active) 100 or more trips per hour at any time during the a.m. or p.m. peak 
hour period, must be reported to C/CAG within ten days of completion of the initial study 
prepared under the California Environmental Quality Act (CEQA). Peak period includes 6:00 
a.m. to 10:00 a.m. and 3:00 p.m. to 7:00 p.m. Peak hour is defined as the hour when heaviest 
daily traffic volume occurs and generally occurs during morning and afternoon commute 
times. Traffic counts are obtained during AM and PM peak periods and the volume from 
the heaviest hour of AM or PM traffic is used to define peak hour for those time periods. 
The highest number of net trips resulting from AM or PM peak hour will be used. Net 
trips are calculated by subtracting trips for existing uses from those generated by the new 
project. Although projects that generate less than 100 peak hour trips are not subject to these 
guidelines, local jurisdictions are strongly encouraged to apply them to all projects, particularly 
where the jurisdiction has determined that the impacts of the project will have an adverse effect 
on traffic in thatjurisdiction. 

GUIDELINES FOR IMPLEMENTING THE LAND USE COMPONENT OF THE 
CONGESTION MANAGEMENT PROGRAM 



Yields a one-to-one ratio (one 
seat in a shuttle equals one 
auto trip reduced); utilization 
increases when a guaranteed 
ride home program is also 
made available. 

IO to I ratio based on cost to 
build and the likelihood that 
bicycle utilization will 
increase. 

Experience has shown that 
bicycle commuters will 
average using this mode one 
third of the time, especially 
during warmer summer 
months. 

Rationale 

Five additional trips will be 
credited if the shuttle stops at a 
child-care facility enroute to/from 
the worksite. 

One peak hour trip will be credited 
for each peak-hour round trip seat 
on the shuttle. Increases to two 
trips if a Guaranteed Ride Home 
Program is also in place. 

Ten peak hour trips will be 
credited for each new combination 
shower and changing room 
installed. An additional 5 peak 
hour trips will be credited when 
installed in combination with at 
least 5 bike lockers 

One peak hour trip will be credited 
for every 3 new bike lockers/racks 
installed and maintained. 
Lockers/racks must be installed 
within 100 feet of the building. 

Number of Trips Credited 

Operation of a 
dedicated shuttle 
service during the 
peak period to a rail 
station or an urban 
residential area. 
Alternatively the 
development could 
buy into a shuttle 
consortium. 

Showers and changing 
rooms. 

Secure bicycle 
storage 

Transportation 
Demand 

Management 
Measure 

6. Adopt the C/CAG guidelines for application to the appropriate level of project in the 
jurisdiction, and submit an annual report describing affected projects and guidelines 
applied. C/CAG would review the jurisdiction's efforts on an annual basis and could 
require amendments to the jurisdiction's guidelines if the jurisdiction's guidelines were 
not meeting Congestion Management Program goals. 

7. Negotiate with C/CAG staff for other acceptable ways to mitigate the trips for specific 
developments on a case-by-case basis. 

8. C!CAG recognizes that for retail or special uses appropriate TOM measures may be 
difficult to implement. Please contact C/CAG to develop appropriate measures for 
these types of projects. 



The average van capacity is 
seven. 

Yields a seven-to-one ratio 
(one reserved parking spot 
equals a minimum of seven 
auto trips reduced). 

Yields a two-to-one ratio (one 
reserved parking spot equals a 
minimum of two auto trips 
reduced). 

Yields a one-to-one ratio (One 
pedestrian/bicyclist equals one 
auto trip reduced. 

Yields a one-to-one ratio (one 
transit pass equals one auto trip 
reduced). 

Yields a two-to-one ratio 

Seven peak hour trips will be 
credited for each vanpool arranged 
by a specific program operated at 
the site of the development. 
Increases to ten trips if a 
Guaranteed Ride Home Program is 
also in place. 

Seven peak hour trips will be 
credited for each parking spot 
reserved. 

Two peak hour trips will be 
credited for each parking spot 
reserved. 

One peak hour trip will be credited 
for each employee that is 
subsidized at least $20 per month 
for one year. 

One additional trip will be 
credited if the subsidy is increased 
to $75 for parents using transit to 
take a child to childcare enroute to 
work. 

One peak hour trip will be credited 
for each transit pass that is 
subsidized at least $20 per month 
for one year. 

Two peak hour trips will be 
credited for each parking spot 
charged out at $20 per month for 
one year. Money shall be used 
for TDM measures such as 
shuttles or subsidized transit 
tickets. 

Implementation of a 
vanpool program. 

Creation of 
preferential parking 
for vanpoolers. 

Creation of 
preferential parking 
for carpoolers. 

Subsidizing 
pedestrians/bicyclists 
who commute to work. 

Subsidizing transit 
tickets for employees. 

Charging employees 
for parking. 



Yields a one-to-one ratio (one 
cashed out parking spot equals 
one auto trip reduced. 

This is based on staff's best 
estimate with the goal of 
finding best practices to 
achieve the mode shift goal. 

This is based on staff's best 
estimate. Short of there being 
major disincentives to driving, 
having an on site TDM 
program offering commute 
assistance is fundamental to an 
effective TDM program. 

One peak hour trip will be credited 
for each parking spot where the 
employee is offered a cash 
payment in return for not using 
parking at the employment site. 

Three peak hour trips will be 
credited for a survey developed 
to be administered twice yearly 

One peak hour trip will be credited 
for each feature added to the 
information center; and an 
additional one peak hour trip will 
be credited for each hour the 
center is staffed with a live person, 
up to 20 trips per each 200 tenants. 
Possible features may include: 

Transit information 
brochure rack 
Computer kiosk connected 
to Internet 
Telephone (with commute 
and transit information 
numbers) 
Desk and chairs (for 
personalized trip planning) 
On-site transit ticket sales 
Implementation of flexible 
work hour schedules that 
allow transit riders to be 

15-30 minutes late or early 
(clue to problems with 
transit or vanpool). 
Quarterly educational 
programs to support 
commute alternatives 

Implementation of a 
parking cash out 
program. 

Survey Employees to 
examine use and best 
practices. 

Operation of a 
commute assistance 
center, offering on site, 
one stop shopping for 
transit and commute 
alternatives 
information, 
preferably staffed with 
a live person to assist 
building tenants with 
trip planning. 



This assumes that a five-mile 
trip will generally not involve 
travel on the freeways. 

This is based on staff's best 
estimate. 

The workweek will be 
compressed into 4 days; 
therefore the individual will 
not be commuting on the 51h 

day. 

This is based on staff's best 
estimate. 

Yields a one-to-three ratio. 

This is a very difficult and 
costly measure to implement 
and the reward must be 
significant. 

If an employer develops and offers 
a program to help employees find 
acceptable residences within five 
miles of the employment site, a 
credit of one trip will be given for 
each slot in the program. 

One peak hour trip will be 
credited for each employee that 
is offered the opportunity to 
work staggered work hours. 
Those hours can be a set shift set 
by the employer or can be 
individually determined by the 
employee. 

One peak hour trip will be credited 
for every 5 employees that are 
offered the opportunity to work 
four compressed days per week. 

Five peak hour trips will be 
credited for a center installed at 
the facility. 

One peak hour trip will be 
credited for every three 
connections installed. This 
measure is not available as 
credit for a residential 
development. 

Three hundred peak hour trips will 
be credited if the local jurisdiction 
in cooperation with CalTrans, 
installs and turns on ramp 
metering lights during the peak 
hours at the highway entrance 
ramp closest to the development. 

Provision of assistance 
to employees so they 
can live close to work. 

Flextime: 
Implementation of an 
alternate hours 
workweek program. 

Implementation of a 
compressed workweek 
program. 

Installation of video 
conferencing centers 
that are available for 
use by the tenants of 
the facility. 

Installation of high 
bandwidth connections 
in employees' homes 
to the Internet to 
facilitate home 
telecommuting 

Implementation of 
ramp metering. 



One trip will be credited for every This is based on staff's best 
two child care slots at the job site. estimate. 
This amount increases to one trip 
for each slot if the child care 
service accepts multiple age 
groups (i nfants=0-2yrs, 
preschool=3&4 yrs, school-age=S 
to 13 yrs). 

One peak hour trip will be credited This is based on staff's best 
for every four bicycles provided. estimate. 

Five peak hour trips will be This is based on staff's best 
credited for each vehicle provided. estimate. 

This is bas eel on staff's best 
estimate. 

This assumes that a five-mile 
trip will generally not involve 
travel on the freeways. 

Five peak hour trips will be 
crecli tee! for each feature added to 
the job site. Possible features may 
include: 

banking 
grocery shopping 
clothes cleaning 
exercise facilities 
child care center 

One peak hour trip will be credited 
for each employment opportunity 
reserved for employees recrui tee! 
and hired from within five miles of 
the employment site. 

Provision of child care 
services as a part of 
the development 

Provide use of bicycles 
to employees who use 
alternate commute 
methods so they can 
have access to bicycles 
during breaks for 
personal use. 

Provide use of motor 
vehicles to employees 
who use alternate 
commute methods so 
they can have access 
to vehicles during 
breaks for personal 
use. 

Provision of on-site 
ameni ties/accommodat 
ions that encourage 
people to stay on site 
during the workday, 
making it easier for 
workers to leave their 
automobiles at home. 

Implementation of a 
program that gives 
preference to hiring 
local residents at the 
new development site. 



Generally acceptable TOM 
practices (based on research of 
TDM practices around the 
nation and reported on the 
Internet). 

Credits accrue depending on 
what the funds are used for. 

This is based on staff's best 
estimate. 

Experience has shown that 
offering multiple and 
complementary TOM 
components can magnify the 
impact of the overall program. 

Experience shows that when a 
Guaranteed Ride Home 
Program is added to a TOM 
program, average ridership 
increases by about 50%. 

Two percent of all peak hour trips 
will be credited for each infill 
development. 

Peak hour trip reduction credits 
will accrue as if the developer was 
directly implementing the items. 

Ten peak hour trips will be 
credited. 

Five peak hour trips will be 
credited. 

Two peak hour trips will be 
credited for every 2 slots 
purchased in the program. 

One trip will be credited for each This is based on staffts best 
new child care center slot created estimate. 
either directly by an employer 
group, by the developer/property 
owner, or by an outside provider if 
an agreement has been developed 
with the developer/property owner 
that makes the child care 
accessible to the workers at the 
development. 

Encourage i nfi II 
development. 

The developer can 
provide a cash legacy 
after the development 
is complete and 
designate an entity to 
implement any (or 
more than one) of the 
previous measures 
before day one of 
occupancy. 

Work with the 
Alliance to develop/ 
implement a 
Transportation Action 
Plan. 

Combine any ten of 
these elements and 
receive an additional 
credit for five peak 
hour trips. 

Join the Alliance's 
guaranteed ride home 
program. 

Developer/property 
owner may join an 
employer group to 
expand available child 
care within 5 miles of 
the job site or may 
provide this service 
i ndependen ti y 



Additional Measures for Residential Developments 

One peak hour trip will be credited Yields a one-to-one ratio. 
for each spot purchased. 

Yields a one-to-one ratio. 

This is based on staff's best 
estimate. 

Generally acceptable TOM 
practices (based on research of 
TDM practices around the 
nation and reported on the 
Internet). 

Generally acceptable TDM 
practices (based on research of 
TDM practices around the 
nation and reported on the 
Internet). 

One peak hour trip will be credited 
for each opportunity created. 

Five peak hour trips will be 
credited. 

Five peak hour trips will be 
credited. 

Five peak hour trips will be 
credited for an agreement with an 
existing development to share 
existing parking. 

Pay for parking at park 
and ride lots or transit 
stations. 

For employers with 
multi pie job sites, 
institute a proximate 
commuting program 
that allows employees 
at one location to 
transfer/trade with 
employees in another 
location that is closer 
to their home. 

Coordinate 
Transportation 
Demand Management 
programs with existing 
developments/ 
employers. 

Participate 
in/create/sponsor a 
Transportation 
Management 
Association. 

Encourage shared 
parking. 



Five trips will be credited for each This is based on staff's best 

Five trips will be credited for each This is based on staff's best 
design element. estimate. 

One peak hour trip will be credited This is based on staff's best 
for each on-going opportunity estimate. 
created (i.e. five bicycles/ 
scooters/wagons= five trips, two- 
seat carts = two trips, seven 
passenger shuttle= seven trips). 

Five peak hour trips will be This is based on staff's best 
credited for each connection make. estimate. 

Five peak hour trips will be This is based on staff's best 
credited. estimate. 

Five peak hour trips will be This is based on staff's best 
credited for each facility included. estimate. 

One trip will be credited for every This is based on staff's best 
two child care slots at the develop- estimate. 
ment/transit center. This amount 
increases to one trip for each slot 
if the child care service accepts 
multiple age groups (infants, 
preschool, school-age). 

This is based on staff's best 
estimate. 

Five peak hour trips will be 
credited for each facility included. 

Install and maintain 

Design streets/roads 
that encourage 
pedestrian and bicycle 
access and discourage 
automobile access. 

Create alternative 
transportation modes 
for travel within the 
development and to 
downtown areas - 
bicycles, scooters, 
electric carts, wagons, 
shuttles, etc. 

Create connections for 
non-motorized travel, 
such as trails that link 
dead-end streets. 

Revise zoning to limit 
undesirable impacts 
(noise, smells, and 
traffic) instead of 
limiting broad 
categories of activities. 

Make roads and streets 
more pedestrian and 
bicycle friendly. 

Provision of child care 
services at the 
residential 
development and/or at 
a nearby transit center 

Develop schools, 
convenience shopping, 
recreation facilities, 
and child care centers 
in new subdivisions. 



The local jurisdiction must also agree to maintain data available for monitoring by CICAG, that 
supports the on-going compliance with the agreed to trip reduction measures. 

All trips from a residential This is based on staff's best 
development within one-third mile estimate. 
of a fixed rail passenger station 
will be considered credited due to 
the location of the development. 

One trip will be credited for each Yields a one-to-one ratio. 
seat created. 

Five trips will be credited for each This is based on staff's best 
measure implemented. estimate. 

kiosk. estimate. 

Locate residential 
development within 
one-third mile of a 
fixed rail passenger 
station. 

Implement jitneys/ 
vanpools from 
residential areas to 
downtowns and transit 
centers. 

Install/maintain safety 
and security systems 
for pedestrians and 
bicyclists. 

alternative 
transportation kiosks. 
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